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PREFACE 


This manual is intended as a reference tool for the VS programmer. 
Chapters 1 through 6 describe machine organization, general instruction and 
data formats, interrupts, and the functioning of the Central Processor (CP). 
Chapter 7 describes the format and operation of each instruction. Chapters 8 
through 12 detail the interface with each type of Input/Output (1/0) device. 


This document should be available at all VS_ sites for general 
reference. Additional information on the VS assembler language may be found 


in the VS_ Assembler Language Reference Manual (800-1200AS) and the VS 
Assembler Language Pocket Guide (800-6203AP). 
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SUMMARY OF CHANGES. 


1ST ADDENDUM TO THE 4TH EDITION OF VS PRINCIPLES OF OPERATION 


New Features Document History 
Tables and Figures: 


Diagrams of VS processors 

Decimal floating-point number format 
Physical address format 

Virtual address format 

Main memory page table entry format 
SCR entry format 

Address translation diagram 

Operand M2 format for RRCB instruction 
IODA for VS25 and VS100 

VS25 and VS100 Fixed memory assignments 
DA, IOP Status Tables for VS25 and VS100 
I/O Command Table for VS25, VS100 
Status Qualifier Byte for VS25, VS100 
SIO, CIO, and HIO Instruction Format 
Rl Format for SIO, CIO, and HIO 

I/O Command Word (10CW) Format 


Documentation Manual now focuses on VS25, VS100 
Additions architecture: 


Segment control. registers (SCRs) added 
for address translation 


Translation RAM (T-RAM) structure 
of VS25, VS100 


New clock and comparator 


Decimal floating-point data 
representations 


Decimal floating-point instruction format 
Address translation for VS25, VS100 


Addressing exceptions for VS25, VS100 


VS100 machine check interruptions 
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Documentation I/O Subsystem for VS25, VS100 
Additions 
(cont'd.) VS25, VS100 device addresses 
VS25, VS100 internal communications areas 
Status Qualifier Byte (SQB) 
I/O Command Table (IOCT) 
IOP, DA status tables (CIOPST, DAST) 


SIO Instruction 


I/O Status Word (IOSW) 


Decimal floating-point instructions (new): 
AQ, AQR ADD DECIMAL (FLOATING-POINT) 


CVP CONVERT DECIMAL (FLOATING—POINT) 
TO PACKED DECIMAL 


CVQ CONVERT PACKED DECIMAL 
TO DECIMAL (FLOATING-POINT) 


DQ, DQR DIVIDE DECIMAL (FLOATING-POINT) 


LSCTL LOAD SEGMENT CONTROL REGISTER 
MQ, MQR MULTIPLY DECIMAL (FLOATING-POINT)| 7-110.1 
SQ, SQR SUBTRACT DECIMAL (FLOATING-POINT)| 7-162.1 


STSCTL STORE SEGMENT CONTROL REGISTER 


Instructions modified: 
- LPA LOAD PHYSICAL ADDRESS 


- RRCB RESET REFERENCE AND CHANGE BITS 
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INTRODUCTION TO VS SYSTEMS 


1.0 VS_ FAMILY CHARACTERISTICS 


The Wang VS computer family consists of medium-scale, general-purpose 
computers designed to provide sophisticated hardware at a low cost. A 
powerful imstruction set has been microprogrammed into the machines, 
consisting of logical functions, arithmetic instructions (including decimal, 
floating-point, and decimal floating-point instructions), and queue and 
push-down stack instructions. This variety of instructions makes for easier 
programming and faster, more compact code. 


Main memory is semiconductor random access memory (RAM) with automatic 
error correction circuitry. The largest main memory for a VS system is 
currently 8M bytes (M = 1,048,576); the addressing scheme allows a maximum 
memory size of 16M bytes. To help make full use of available memory for any 
VS system there is virtual memory support in the form of address translation 
hardware and several privileged instructions. 


Input/output processors (IOPs) optimize central processor (CP) 
function by governing I/O operations independently of CP activity. The CP and 
all peripheral processors have direct memory access through main memory 
controllers. Memory requests are handled according to a priority system and 
are satisfied on a cycle-stealing basis. 


Refer to the following sections for diagrams of particular VS 
machines, and to Chapter 2 of this manual for a discussion of machine 
organization. 


Control Memory 
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1.1 VS25 Characteristics 
Basic Configuration 


The VS25 is an entry-level VS system. The basic configuration of the 
VS25 consists of the CP and included 1.2M-byte diskette drive, main memory, an 
included fixed-disk drive, and an operator's console workstation. Additional 
I/O devices may be added as _ options. Other VS systems having the same 


architecture, including the VS45, may substitute removable-disk drives for the 
fixed-disk drive. 


Figure 1-1 is a diagram of the VS25. 
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Figure 1-1. VS25 Architecture 
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1.2 VS80 Characteristics 
Basic Configuration 

The VS80 is the original VS system. The basic configuration of the VS80 
consists of the CP and included 308K-byte diskette drive, main memory, one or 
more removable-disk drives, and an operator's console workstation. Additional 


I/O devices may be added as options. 


Figure 1-2 is a diagram of the VS80. 
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Figure 1-2. VS80 Architecture 
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1.3 VS100 Characteristics 
Basic Configuration 


The VS100 is the largest and fastest member of the VS family. The basic 
configuration of the VS100 consists of the CP, main memory, one or more 
removable-disk drives, and an operator's console workstation with attached 
1,2M-byte diskette drive. Additional I/O devices may be added as options. 


Other VS systems having the same architecture, including the VS90, may exclude 
the cache memory feature. 


Figure 1-3 is a diagram of the VS100. 
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CHAPTER 2 
MACHINE ORGANIZATION 


2.1 CENTRAL PROCESSOR 


The Central Processor (CP) contains facilities for addressing main 
memory, for fetching and storing information, for arithmetic and logical 
processing of data, for sequencing instructions in the desired order, and for 
initiating communication between memory and external devices. 


2.1.1 General Registers 


The processor can address information in 16 general registers. The 
general registers may be used as index registers in address arithmetic and 
indexing, and as accumulators in fixed-point arithmetic and logical 
operations. The registers have a capacity of one word (32 bits). The general 
registers are identified by numbers 0-15 and are specified by a 4-bit R field 
in an instruction format. Some instructions provide for addressing multiple 
general registers by having several R fields. 


2.1.2 Floating-Point Registers 


Four floating-point registers, specified as registers 0, 2, 4, and 6, 
are provided. Each such register is 64 bits in length and can contain one 
floating-point number. These registers are addressed by the floating-point 
and decimal floating-point instructions only. 


2.1.3 Control Registers 


The control registers provide a means of maintaining and manipulating 
control information that resides outside the Program Control Word (PCW). 


Sixteen 32-bit registers (for the VS80: eight 32-bit registers) are | 
provided for control purposes. These registers are not part of addressable 
storage. The instruction LOAD CONTROL (LCTL) provides a means of loading 
control information from main memory into control registers, while STORE 
CONTROL (STCTL) permits information to be transferred from control registers 
to main memory. These instructions operate in a manner similar to LOAD 
MULTIPLE and STORE MULTIPLE. Also, the JUMP TO SUBROUTINE ON CONDITION 
INDIRECT (JSCI), RETURN ON CONDITION (RTC), SUPERVISOR CALL (SVC), and 
SUPERVISOR CALL EXIT (SVCX) instructions modify control register 1. LCTL and 
SVCX are privileged instructions. 
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At the time the registers are loaded, the information is not checked for 
exceptions, such as addresses designating unavailable locations. The validity 
of the information is checked, and the exceptions, if any, are indicated, at 
the time the information is used. Control register allocations for the VS 
systems are as follows: 


VS25, 

VS100 VS80 Allocation 

CRO CRO High Range 

CRI CRI Save Area Back Chain 

CR2 CR2 System Stack Limit Word 
CR3 CR3 Low Range 

CR4 CR4 Modification Trap Address 
CR5 CR5 Previous-Instruction Trap Address 
CR6-11 Reserved 

CR12-13 CR6 Time-of-Day Clock 
CR14-15 CR7 Clock Comparator 


Only the general structure of control registers is described here; a 
definition of the meaning of the register positions appears with the 
description of the facility with which the registers are associated. 


Control register 1 is updated by the JSCI, RTC, SVC, and SVCX 
instructions to maintain a protected back chain of program calls and 
supervisor service entries (supervisor calls). Control register 2 is 
associated with the stack handling facility and is referred to as the system 
stack limit word. Control registers O and 3-5 are associated with the 
debugging aids, and control registers 12-15 (for the VS80: control registers 
6-7) are associated with the clock. 


2.1.4 Translation RAM (T-RAM) -- VS25, VS100 


A translation RAM (T-RAM) takes the place of LPTs for the VS25 and 
VS100, permitting the use of longer virtual and physical address spaces and 
enabling a more complex system of read and write protection. The T-RAM is a 
section of local CP memory (RAM) up to 8K bytes in size consisting of a 
halfword entry for each of the up to 4K pages of a potential 8M-byte virtual 
address space. A definition of the meaning of the entries appears with the 
description of address translation for the VS25 and VS100 in Subsection 4.3.3. 


2.1.5 Local Page Tables (LPTs) -- VS80 


There are three local page tables (LPTs) of one-byte entries, each 
associated with a valid memory segment. All memory references involve the 
translation of virtual memory addresses through use of one of these tables. 
The LPT for segment O is 128 entries long. The LPTs for segments 1 and 2 are 
each 256 entries long. A definition of the meaning of the entries appears 
with the description of address translation for the VS80 in Subsection 4.3.3. 
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2.1.6 Local Page Frame Table 


There is one local page frame table, which contains two bits per page 
frame (2048 bytes on a 2048-byte boundary) of physical memory. Whenever some 
location in a page frame is referenced by a machine instruction, the reference 
bit of the corresponding local page frame table entry is set to 1. When this 
reference involves modification of the memory location, the change bit in the 
local page frame table entry is also set to 1. These entries are tested and 
reset by an Operating System Assist instruction. 


2.1.7 Arithmetic and Logical Unit -- (ALU) 


The arithmetic and logical unit (ALU) can process binary integers of 
fixed length, decimal integers of variable length, and logical information of 
either fixed or variable length. The ALU has a width of 16 bits for the VS25 
and VS80, and a width of 32 bits for the VS100. 


Arithmetic and logical operations performed by the CP fall into five 
classes: fixed-point arithmetic, floating-point arithmetic, decimal 
arithmetic, decimal floating-point arithmetic, and logical operations. These 
classes differ in the data formats used, the registers involved, the 
operations provided, and the way the field length is stated. 


2.2 CLOCK 


2.2.1 Time-of-Day Clock 


The time-of-day clock provides a consistent measure of elapsed time 
suitable for the indication of date and time. For the VS80, the cycle of the 
clock is approximately 994 days at 50 Hz and 828 days at 60 Hz. For the VS25 
and VS100, which use a pair of registers for a counter, the cycle of the clock 
is meaninglessly large, in human terms. 


The time-of-day clock for the VS25 and VS100 is a 64-bit binary counter 
(for the VS80: a 32-bit binary counter). Time is measured by incrementing 
the value of the clock, following the rules for unsigned fixed-point 
arithmetic. The clock is incremented by adding 1 to the low-order bit 
position at line frequency (1/50 or 1/60 second) for the VS80, split line 
frequency (1/100 or 1/120 second) for the VS25, or 2.5M Hz for the VS100. 


When the incrementing of the clock causes a carry to be propagated out 
of bit position 0, the carry is ignored and counting continues from zero. The 
program is not alerted, and no interruption condition is generated as a result 
of the overflow. The clock runs while the machine is powered on, even when 
the machine is in Control mode or wait state. 


For the VS25 and VS100, the clock value resides in control registers 12 
and 13 (for the VS80: in control register 6) and is set to zero during a 
power-on. This value can be manipulated under program control by means of the 
LOAD CONTROL and STORE CONTROL instructions. 
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2.2.2 Clock Comparator 


The clock comparator provides a means of causing an interruption when 
the time-of-day clock has passed a value specified by the program. The clock 
comparator has the same format as the time-of-day clock. 


The clock comparator value is compared with the value of the time-of-day 
clock, each being regarded for the VS25 and VS100 as a 64-bit unsigned 
number. Whenever the time-of-day clock value is greater than or equal to the 
value of the clock comparator, a clock interruption is pending. The value of 
the clock comparator resides in control registers 14 and 15 and is set to all 
ls during power-on. An interruption request disappears if the value in 
control registers 12 and 13 or control registers 14 and 15 is changed such 
that the value in control registers 12 and 13 is less than that in control 
registers 14 and 15. (For the VS80: control register 6 holds the clock 
value, and control register 7 holds the comparator value.) These values can 
be manipulated under program control by means of the LOAD CONTROL and STORE 
CONTROL instructions. 


2.3 1/0 PROCESSORS (IOPs) 


Input/output processors (IOPs) connect the CP and main memory with the 
input/output (1/0) devices. I0OPs relieve the CP of the burden of 
communicating directly with I/O devices and permit data processing to proceed 
concurrently with I/0 operations. IOPs provide the logical capabilities 
necessary to operate and control I/0 devices. IOPs decode the commands 
fetched from main memory and interpret them for particular devices. 


For the VS25, a single bus processor (BP) controlling several device 
adapters (DAs) does the work of VS80 and VS100 I0OPs. For the VS100, 
intelligent bus adapters (BAs) provide an interface between the CP and IOPs. 


2.4 MAIN MEMORY 


Main memory for all VS systems consists of semiconductor random access 
memory (RAM) with automatic with error correction circuitry. Memory is 
automatically refreshed by hardware at intervals of 10 msec and _ therefore 
cannot be maintained past system power-off. Requests for memory access by the 
CP and other processors are handled on a priority system (whereby the CP has 
lowest priority) and are satisfied on a cycle-stealing basis. Therefore, 
instructions that fetch and subsequently store data do not necessarily use 
consecutive memory cycles, because one or more intervening cycles may be 
devoted to I/O operations. 


2.4.1 Information Formats 


VS systems transmit information between main memory and the CP in 
logical units of eight bits or a multiple thereof. Each 8-bit unit of 
information is called a byte, the basic building block of all formats. All 
storage capacities are expressed in terms of the number of bytes provided. 
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Bytes may be handled separately or grouped together in fields. The 
address of any field or group of bytes is the address of its leftmost byte. A 
word is a field of 4 consecutive bytes whose address is a multiple of 4. A 
doubleword is a field of two consecutive words whose address is a multiple of 


8, and a halfword is a field of two consecutive bytes whose address is a 
multiple of 2. 


In any instruction format or any fixed-length operand format, the bits 
or bytes making up the format are consecutively numbered from left to right 
starting with 0, and are indicated in the line under the format description. 
Figure 2-1 is a diagram of these units of information. 


Bytes 0 1 2 3 4 5 6 7 


halfword halfword halfword halfword 


word word 


doubleword 


Figure 2-1. Sample Information Formats 


2.4.2 Addressing 


Byte locations in memory are numbered consecutively, starting with 0; 
each number is considered the address of the corresponding byte. A group of 
bytes in memory is addressed by the leftmost byte of the group. The number of 
bytes in the group is either implied or explicitly defined by the operation. 
The VS addressing arrangement uses a 24-bit binary address to accommodate a 
maximum of 16,777,216 byte addresses. 


When only a part of the maximum storage capacity is available in a given 
installation, the available storage is normally a contiguous range of physical 
addresses starting at address 0. An addressing exception is recognized when 
any part of an operand is located beyond the maximum available capacity of an 
installation. The addressing exception is recognized when the data is used 
and causes a program interruption. 


Refer to Sections 4.2 and 4.3 of this manual for details of addressing 
and address translation. 


CHAPTER 3 
DATA ORGANIZATION 


3.1 INSTRUCTIONS-—CONVENTIONS OF DESCRIPTION 


To indicate the left or right end of any field or word definition, the 
following terminology and abbreviations are used throughout this manual: 


Leftmost Portion Rightmost Portion 


Most Significant Byte (MSB) Least Significant Byte (LSB) 
High Order Low Order 
Most Significant bit (MSb) Least Significant bit (LSb) 


Each instruction consists of two major parts: an operation code, which 
specifies the operation to be performed, and the designation of the operands 
that participate. 


3.1.1 Operation Code 


In each format, the first instruction halfword consists of two parts. 
The first byte contains the operation code (op code). The length and format 
of an instruction are specified by the first two bits of the operation code. 


Bit Positions Instruction Instruction 

QO and 1 Length Format 

00 Halfword RR 

01 Two halfwords RX 

10 Two halfwords RS, SI, S, RL, or RRL 
11 Three or four halfwords SS or SSI 


The second byte is used either as two 4-bit fields or as a single 98-bit 
field. This byte can contain the following information: 


4-bit operand register specification (R1, R2, or R3) 
4-bit index register specification (X2) 


4-bit mask (M1) 


4-bit operand length specification (Ll or L2) 
8-bit operand length specification (L) 

8-bit byte of immediate data (12) 

4-bit stack vector specification (S). 


In some instructions a 4-bit field or the whole second byte of the first 
halfword is ignored. 


The second, third, and fourth halfwords may vary in format. 


3.1.2 Operands 


The VS allows up to three operands, depending on the instruction 
format. Operands can be grouped in three classes: operands located in 
registers, immediate operands, and operands in main memory. Operands may be 
either explicitly or implicitly designated. 


Register operands can be located in general, floating-point, or control 
registers, and are specified by identifying the register in a 4-bit field, 
called the R field, in the instruction. For some instructions am operand is 
located in an implicitly designated register. 


Immediate operands are contained within the instruction, and the 8-bit 
field containing the immediate operand is called the I field. 


The length of operands in main memory may be either implied, specified 
by a bit mask, or specified by a 4-bit or 8-bit length parameter, called the L 
field, in the instruction. The addresses of operands in main memory are 
specified by a format that uses the contents of a general or base register as 
part of the address. The address in the general register is called the B 
field and the additional displacement address (which may be 0) is the D 
field. The X field denotes an address in an index register, which is added to 
the base register address. A detailed explanation of the B, D, and X fields 
is given in Subsection 4.2.1. 


For purposes of describing the execution of instructions, operands are 
designated as first, second, and third operands. In general, two operands 
participate in an instruction execution, and the result replaces the first 
operand. An exception is instructions with STORE in the name, where the 
result replaces the second operand. Except for storing the final result, the 
contents of all registers and memory locations participating in the addressing 
or execution part of an operation remain unchanged. 


3.1.3 Instruction Format 


An instruction is one, two, three, or four halfwords in length and must 
be located in main memory on an integral halfword boundary. 
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The nine basic instruction formats are denoted by the format codes RL, 
RR, RRL, RX, RS, SI, S, SS, and SSI. The format codes express, in general 
terms, the operation to be performed. 


é RR - Register-to-register operation 
. RL - Register-to-register (relative) operation 
: RX - Register-and-indexed-storage operation 


- RS - Register-and-storage operation 
. RRL - Register-to-storage (relative) operation 


. SI - Storage-and-immediate-operand operation 
° S - Implied-operand-and-storage operation 
‘ SS - Storage-to-storage operation 


: SSI - Storage-and-immediate-operand operation 


The following diagrams illustrate the representation of the 
nine instruction formats in VS memory. 


RR Format~--One Halfword 


0 78 #1112 15 


RL Format--Two Halfwords 


0 * 78 1112 31 


0 78 $1112 1516 19 20 31 


(Programming Note: If D and B are omitted in RX format, R is used for D .) 
2 2 1 2 


RS Format--Two Halfwords 


0 78 $1112 1516 19 20 31 


3=3 


RRL Format-—-Two Halfwords 


| | R M | R xX | L | 
| Op code | lor 1 | 30r 2] 2 | 
| | | | 
(0) 7 8 11 12 15 16 31 
SI Format--Two Halfwords 
| I | BI D | 
| Op code | 2 eo 1 | 
| | | | | 
0 7 8 15 16 19 20 31 
S Format~-~Two Halfwords 
| | | Bf D | 
Op code | ----------- f 41 i 1 | 
| | | | | 
0 7 8 15 16 19 20 31 
SS Format-——Three Halfwords 
| | 1 B t//DI B l/ /D | 
| Op code | Lor LI/L2 | 1 |/|-- 11 2, lo 2] 
_ | | L//_| 2 a 
0 7 8 15 16 19 20 31 32 35 36 47 


SSI Format--—Four Halfwords 


| | Ls a a | B D B | /D 
| Op code | 1 | I [| 2 | 
| | | | | 


/ 
/ 
0 78 1516 23 24 31 32 


Table 3-1 shows how the data formats for the following instructions are 
represented in VS memory. The relative addresses for a series of numbers are 


given in order to illustrate boundary alignments of fixed-point and 
floating-point data. 
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Table 3-1. Data Representation and Boundary Alignment 


Data Decimal Hexadecimal Relative 
Type Value Representation Address 


Floatin Floating-Point +4.3 4144CCCCCCCCCCCD 000000 
-4.3 C144CCCCCCCCCCCD 000008 
4.56E+5 456F540000000000 000010 
4.56E-5 3C4C810D05CCF38E 000018 


44.3 4143000000000000 000020 
~“4.3 C143000000000000 000028 
4.56E+5 4645600000000000 000030 
4.56E-5 3045600000000000 000038 


Fixed-Point 
Binary fullword 0000007B 000040 
0 


FFFFFF85 000044 
Binary halfword 007B 000048 


Decimal 
Packed 123F 00004A 
* 123D 00004C 
Zoned 3132F3 00004E 
n 3132D3 000051 
External 313233 000054 
es 2B313233 000057 
2D313233 00005B 
3132332B OO005F 
3132332D 000063 


3.2 FIXED-POINT INSTRUCTIONS 


The binary fixed-point instructions perform binary arithmetic on 
operands serving as addresses, index quantities, and counts, as well as on 
fixed-point data. In general, both operands are to be considered unsigned and 
24 bits long for address computations, or signed and 31 or 15 bits long for 
arithmetic computations. One operand is always in one of the 16 general 
registers; the other operand may be in main memory or in a general register. 


The binary fixed-point instructions provide for loading, adding, 
subtracting, comparing, multiplying, dividing, and storing, as well as for the 
radix conversion and shifting of fixed-point operands. 


The condition code is set as a result of all ADD, SUBTRACT, COMPARE, and 
SHIFT operations. 


3.2.1 Data Format 


Binary fixed-point data in main memory occupies a 16-bit halfword or a 
32-bit word. This data must be located on integral boundaries for these units 
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of information; that is, halfword or fullword operands must be addressed with 
one or two low-order address bits set to 0, respectively. 


Fixed-point numbers occupy a fixed-length format consisting of an 
integer field. This format is shown in Figure 3-1. When held in one of the 
general registers, a fixed-point quantity occupies all 32 bits of the 
register. In register-to-register operations the same register may be 
specified for both operand locations. 


MSb LSb 


| integer 
| 
bits 0 3 


he 


Figure 3-1. Fixed-Point Fullword Data Format 


3.2.2 Fixed-Point Arithmetic 


The basic arithmetic operands are the 32-bit fixed-point binary word and 
the 16-bit fixed-point binary halfword. 


Fixed-point arithmetic can be used both for integer operand arithmetic 
and for address arithmetic. This combined usage provides economy and permits 
the entire fixed-point instruction set and several logical operations to be 
used in address computation. Thus, multiplication, shifting, calculation, and 
logical manipulation of address components are possible. 


Additions, subtractions, multiplications, and comparisons are performed 
upon one operand in a register and another operand either in a register or in 
memory. A word in a register may be shifted left or right. A pair of 
conversion instructions--CONVERT TO BINARY (CVB) and CONVERT TO DECIMAL 
(CVD)--provide for translation between decimal and binary number bases without 
the use of tables. Multiple-register load and store instructions facilitate 
subroutine switching. 


In an unsigned fixed-point number, all bits may be considered to express 
the absolute value of the number. Only the AL, SL, and CL instructions take 
signed binary operands; all three require fullword operands. 


A fixed-point number may also be considered a signed quantity, where the 
leftmost bit represents the sign, followed by the 31-bit or 15-bit integer 
field. Positive numbers are then represented in true binary notation with the 
sign bit set to 0, and negative numbers in 2's-complement notation with a 1 in 
the sign-bit position. 


The 2"s-complement representation of a negative number may be considered 
the sum of the integer part of the field, taken as a positive number, and the 
maximum negative number. The 2's complement of a number is obtained by 
inverting each bit of the number and adding a 1 in _ the low-order bit 
position. 2's-complement notation does not include a negative zero, so the 
set of negative numbers is 1 larger than the set of positive numbers. 
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3.3 DECIMAL INSTRUCTIONS 


Decimal instructions provide arithmetic, shifting, and editing 
operations on decimal data. 


3.3.1 Decimal Arithmetic 


Decimal arithmetic lends itself to procedures that require few 
computational steps between the source input and the output. This type of 
processing is frequently found in commercial applications, particularly those 
using problem-oriented languages. Because of the limited number of arithmetic 
operations performed on each item of data, radix conversion from decimal to 
binary and back to decimal is not justified, and the use of registers for 
intermediate results yields no advantage over storage-to-storage processing. 
Hence, decimal arithmetic is provided, and both operands and results are 
located in memory. Decimal arithmetic includes addition, subtraction, 
multiplication, division, and comparison. 


Decimal arithmetic operates on data in the packed format. In this 
format, two decimal digits are placed in each 8-bit byte. Each digit is 
interpreted as an integer and is right-aligned in its 4-bit field. A decimal 
number is kept in true notation with a sign in the least significant 4-bit 
field of the string of bytes composing the number. 


Processing takes place from right to left between main-memory 
locations. All decimal arithmetic instructions use a two-address format. 
Each address specifies the leftmost byte of an operand. Associated with this 
address is a length field, indicating the number of additional bytes that the 
operand extends beyond the first byte. 


The decimal arithmetic instructions provide for adding, subtracting, 
comparing, multiplying, and dividing, as well as for format conversion of 
variable-length operands. 


The condition code is set as a result of all decimal instructions except 
MP and DP. 


The sign of the result is determined by the rules of algebra. When an 
operation (other than PACK AND ALIGN (PAL)) is completed without an overflow, 
a zero sum result has a positive sign, but when high-order digits are lost 
because of an overflow, a zero result may be either positive or negative, as 
determined by what the sign of the correct result would have been. A decimal 
instruction will set the condition code even if a decimal overflow exception 
occurs. 


3.3.2 Data Formats 


Decimal operands reside in main memory only. They occupy fields’ that 
may start at any byte address and are composed of from one to sixteen 8-bit 
bytes. 


Lengths of the two operands specified in an instruction need not be _ the 
same. If necessary they are considered to be extended with Os to the left of 
the most significant digits. Results never exceed the limits set by address 
and length specification. Lost carries or lost digits from arithmetic 
operations are signaled as decimal overflow exceptions. 


377 


Packed Decimal Number 


In the packed format, numbers are represented as right-aligned true 
integers, with a plus or minus sign in the rightmost four bit positions. 


The decimal digits 0-9 are represented in the 4-bit binary-coded-decimal 
form by 0000-1001. The codes 1010-1111 represent signs rather than digits, as 


shown in Table 3-2. The preferred sign codes are gemerated by all decimal 
arithmetic instructions. 


Table 3-2. Bit Codes for Digits and Signs 


Preferred Sign Code Allowed Sign Code 


1011 
+ all other codes 


0 
1 
2 
3 
4 
5 
6 
7 
8 
9 


All decimal arithmetic is performed on data in the packed format. In 
the packed format, two decimal digits are adjacent in a byte, except for the 
rightmost byte of the field. In the rightmost byte a sign is placed to the 
right of the decimal digit. Both digits and a sign are encoded and occupy 
four bits each. 


Decimal operands and results are represented by 4—bit 
binary-coded-decimal digits packed two toa byte. They appear in fields of 
variable length and are accompanied by a sign in the rightmost four bits of 
the least significant byte, as shown in Figure 3-2. Operand fields may be 
located on any byte boundary, and may have a length of up to 31 digits and a 
sign. Operands participating in an operation may have different lengths. 
Packing of digits within a byte and of variable-length fields within memory 
results in efficient use of memory, increased arithmetic performance, and an 
improved rate of data transmission between memory and files. 


Ce EE EEE ices iC ces =e Tn nnn ee ea EEUU UDEEneereensenaseneseeeeeeneennemneened 


| | 
[digit |digit Idigit | [digit Idigit [digit [digit | sign | 
| | | | | | | | 


Figure 3-2. Packed Decimal Number Format 


Zoned Decimal Number 


A zoned decimal number is a right-aligned integer with one digit code 
per byte and the sign code in the four high-order bits of the low-order byte, 
as shown in Figure 3-3. Zoned decimal numbers are converted to packed format 
by the PACK instruction. The four high-order bits (zone bits) of bytes other 
than the low-order byte do not affect the resulting packed decimal number. 


|----- MSB---| eos |----LsB----- | 
| | | | | | ] | | | 
|zone |digit| zone |digit | lzone [digit |sign |digit | 

| 


Figure 3-3. Zoned Decimal Number Format 


External Decimal Number 


Decimal numbers may also appear in an external format as a subset of the 
8-bit alphameric character set. External decimal format is diagrammed in 
Figure 3-4. This representation is required for character-set-sensitive 1/0 
devices. An external format number carries its sign as an 8-bit ASCII 
character that precedes or follows the ASCII number. The external format is 
not used in decimal arithmetic operations. The PAL and PACK instructions are 
provided to transform external data into packed data, and the ED, EDMK, 
UNPACK, UNPAL, and UNPU instructions may be used to change data from packed to 
external format. 


| ----MSB----- | | ----LSB----- | 
| | | | | | 
| ASCII | ASCII | | ASCII ASCII | 
| digit | digit | ese = | digit | digit | 
| | | | 


SNe nen ND NNO OO Sa CGS neve nen a Tn 


Figure 3-4. External Decimal Number Format 


The sign character may appear as the first or the last character in the 
external format character string. The external format string for any field 
that is to be converted to a packed format field cannot exceed 16 ASCII 
characters. 


The fields specified in decimal instructions either should not overlap 
at all or should have coincident rightmost bytes. In ZERO AND ADD, the 
destination field may also overlap to the right of the source field. Because 
the code configurations for digits and sign are verified during arithmetic, 
improperly overlapping fields are recognized as data exceptions. 


The rules for overlapped fields are established for the case where 
operands are fetched right to left from memory, eight bits at a time, just 
before they are processed. Similarly, the results are placed in memory eight 
bits at a time, as soon as they are generated. 
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3.4 FLOATING-POINT INSTRUCTIONS 


The floating-point instruction set is used to perform calculations on 
operands with a wide range of magnitudes. Floating-point operations yield 
results scaled to preserve precision. 


3.4.1 Floating-Point Arithmetic 


A floating-point number consists of a signed exponent and a signed 
fraction. The quantity expressed by this number is the product of the 
fraction and the number 16 raised to the power of the exponent. The exponent 
is expressed in excess-64 binary notation; the fraction is expressed as a 
hexadecimal number having a radix point to the left of the high-order digit. 


To avoid unnecessary storing and loading operations for results and 
operands, four floating-point registers are provided. The floating-point 
instruction set provides for loading, adding, subtracting, comparing, 
multiplying, dividing, storing, and sign control, of both long and_ short 
operands. Operations may be either register-to-register or storage-to- 
register. 


Maximum precision is preserved in addition, subtraction, multiplication, 
and division by producing normalized results. For addition, instructions are 
also provided that generate unnormalized results. Normalized and unnormalized 
operands may be used in any floating-point operation. Normalization is 
discussed in Subsection 3.4.3. 


The condition code is set as a result of all floating-point sign 
control, add, subtract, and compare operations. Multiplication, division, 
loading, and storing leave the code unchanged. The condition code can be used 
for decision-making by subsequent branch-on-condition instructions. The 
condition code can be set to reflect two types of results for floating-point 
arithmetic. For most operations, the codes 0, 1, and 2 indicate, 
respectively, that the result is 0, less than 0, or greater than 0. A zero 
result is indicated whenever the result fraction is 0, including a forced O. 
Code 3 is never set by floating-point operations. 


In comparisons, the states 0, 1, and 2 indicate, respectively, that the 
first operand is equal, low, or high. 


3.4.2 Data Format 


Floating-point data appears in a fixed-length format that may be either 
8-byte (long) or 4-byte (short), as pictured in Figure 3-5. Operands in 
either format may be specified either in main storage or in floating-point 
registers. The floating-point registers are numbered 0, 2, 4, and 6. 


| | / / | 
| S | Characteristic 14-digit Fraction | 
| // | 

0 8 63 


| | | / / | 

| S | Characteristic | 6-digit Fraction | 

| | | / | 
0 8 31 


Figure 3-5. Long and Short Floating-Point Numbers 


The first bit is the sign bit (S). The subsequent seven bit positions 
are occupied by the characteristic. The fraction field has either 14 or 6 
hexadecimal digits, for long or short floating-point numbers, respectively. 


Short floating-point numbers occupy only the leftmost 32 bit positions 
of a floating-point register. When a floating-point register is used as the 
source of a short floating-point number, the rightmost 32 bit positions of the 
register are ignored. When a floating-point register is used as_ the 
destination of a short floating-point number, the rightmost 32 bit positions 
of the register remain unchanged. 


The entire set of floating-point functions is available for both short 
and long operands. These instructions generate a result that has the same 
format as_ the sources, except that in the case of MULTIPLY, a long product is 
produced from a short multiplier and short multiplicand. The LOAD ROUNDED 
instruction provides for rounding from long to short format, while the LOAD 
SHORT TO LONG instruction provides for expansion from short to long format. 


Although final results have either 14 or 6 fraction digits, intermediate 
results in ADD NORMALIZED, SUBTRACT, ADD UNNORMALIZED, COMPARE, HALVE, and 
MULTIPLY may have one additional low-order digit. This low-order digit, the 
guard digit, increases the precision of the final result. 


The fraction of a floating-point number is expressed in hexadecimal 
digits. The radix point of the fraction is assumed to be immediately to the 
left of the high-order fraction digit. To provide the proper magnitude for 
the floating-point number, the fraction is considered to be multiplied by a 
power of 16. The characteristic, bits 1-7 of both long and_ short 
floating-point formats, indicates this power. The bits within the 
characteristic field can represent numbers from 0 through 127. To accommodate 
large and small magnitudes, the characteristic is formed by adding 64 to the 
actual exponent. The range of the exponent is thus -64 through +63. This 
technique produces a characteristic in excess-64 notation. 


Both positive and negative quantities have a true fraction, the 


difference in sign being indicated by the sign bit. The number is positive or 
negative accordingly as the sign bit is 0 or l. 


S-LL 


The allowed range of Magnitude (M) is 16**-65 < M < (1-16**-14) * 16763 
for a long floating-point number, and 16**-65 < M < (1-16**-6) * 16**63 for a 
short floating-point number; or approximately 5.4 * 10%*-79 < M < 7.2 * 10%*75 
in both formats. 


A number with a characteristic of 0, a fraction of 0, and a plus sign is 
called a true 0. A true 0 may result from an arithmetic operation because of 
the particular magnitude of the operands. A result is forced to be true 0 
when (1) an exponent underflow occurs and the exponent-underflow mask (PSW bit 
38) is 0, (2) a result fraction of an addition or subtraction operation is 0 
and the significance mask (PSW bit 39) is 0, or (3) the operand of HALVE, one 
or both operands of MULTIPLY, or the dividend in DIVIDE has a fraction of 0. 
When a program interruption due to exponent underflow occurs, a true O 
fraction is not forced; instead, the fraction and sign remain correct and _ the 
characteristic is too large by 128. When a program interruption due to lost 
significance occurs, the fraction remains 0 and the sign and characteristic 
remain correct. Whenever a result has a fraction of 0, the exponent overflow 
and underflow exceptions do not cause a program interruption. When a divisor 
has a fraction of 0, division is suppressed, a floating-point divide exception 
exists, and a program interruption occurs. In addition and subtraction, an 
operand with a fraction or characteristic of 0 participates as a normal number. 


The sign of a sum, difference, product, or quotient with a fraction of O 
is positive. 


3.4.3 Normalization 


A quantity can be represented with the greatest precision by a 
floating-point number when that number is normalized, that is, when the 
nonzero fraction digits are shifted left as far as possible so that’ the 
exponent is of the minimum possible magnitude. A normalized floating-point 
number has a nonzero high-order hexadecimal fraction digit. If one or more 
high-order fraction digits are 0, the number is said to be unnormalized. The 
process of normalization consists of shifting the fraction left until the 
high-order hexadecimal digit is non-0 and reducing the characteristic by the 
number of hexadecimal digits shifted. A fraction of O cannot be normalized 
and its associated characteristic therefore remains unchanged when 
normalization is called for. 


Normalization usually takes place when the intermediate arithmetic 
result is changed to the _ final result. This function is called 
postnormalization. For multiplication and division, the operands are 
normalized prior to the arithmetic process. This function is called 
prenormalization. 


Most floating-point operations are performed only with normalization; a 
few are performed only without normalization. Addition may be specified 
either way. 


When an operation is performed without normalization, high-order Os in 


the result fraction are not eliminated. The result may or may not be 
normalized, depending upon the original operands. 
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In both normalized and unnormalized operations, the initial operands 
need not be in normalized _ forn. Also, intermediate fraction results are 
shifted right when an overflow occurs, and the intermediate fraction result is 
truncated to the final result length after the shifting, if any. 


Programming Note: Since normalization applies to hexadecimal digits, up to 
three high-order bits of a normalized fraction may be Os. 


3.4.4 Floating-Point Instruction Formats 


Floating-point instructions use the RR and RX formats, as described in 
Subsection 3.1.3. In these formats, Rl designates a floating-point register. 
The contents of this register are called the first operand. The second 
operand location is defined differently for the two formats. 


In the RR format, the R2 field specifies a floating-point register 
containing the second operand. The same register may be specified for the 
first and second operands. The register specified by the R1 and R2 fields 
should be 0, 2, 4, or 6. Otherwise, a specification exception is recognized, 
and a program interruption occurs. 


In the RX format, the contents of the general register specified by X2 
and B2 are added to the contents of the D2 field to form an address 
designating the location of the second operand. A value of zero in an X2 or 
B2 field indicates the absence of the corresponding address component. 


The storage address of the second operand should be on a_ fullword 
boundary. Otherwise a specification exception is recognized, causing a 
program interruption. 


Results replace the first operand, except for storing operations, where 
they replace the second operand. The contents of all other floating-point or 
general registers and storage Locations participating in the addressing or 
execution part of an operation remain unchanged. 


The floating-point instructions are the only instructions that use the 
floating-point registers. 


3.4.5 Decimal Floating-Point Instructions 


Decimal floating-point instructions perform calculations on decimal data 
with a wide range of magnitudes. 


Decimal Floating-Point Arithmetic 


Decimal floating-point arithmetic combines certain features of packed 
decimal arithmetic and true (hexadecimal) floating-point arithmetic. Like 
packed decimal numbers, decimal floating-point numbers appear in BCD format 
rather than the hexadecimal format of true floating-point numbers. Like 
hexadecimal floating-point numbers, decimal floating-point numbers’ are 
represented by sign, characteristic, and mantissa values, and undergo 
arithmetic manipulations analogous to those for hexadecimal floating-point 
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numbers. Therefore, decimal floating-point arithmetic can operate on numbers 
with a wide range of magnitudes and yield results scaled to preserve 
precision, without requiring conversion between decimal and hexadecimal 
representations. 


The format of decimal floating-point numbers is as follows: 


1 | | // | 
1S] Characteristic | 14-digit decimal Fraction | 
| | // | 
bits O11 8 63 


Figure 3-5.1. Decimal Floating-Point Number Format 


A decimal floating-point number consists of a sign bit (S), a binary 
exponent (characteristic), and a decimal mantissa (fraction). The fraction 
consists of decimal digits (0-9) packed two to a byte, with the radix point of 
the fraction assumed to fall immediately to the left of the high-order 
fraction digit. The quantity expressed by this number is the signed product 
of the fraction and the number 10 raised to the power of the characteristic. 
The characteristic is expressed in excess-64 binary notation and ranges from 
-64 to +63. 


Decimal floating-point arthmetic may use the four 8-byte floating-point 
registers for data manipulations. Decimal floating-point instructions provide 
both normalized RR and normalized RX formats for arithmetic operations-~i.e., 
for addition (AQR and AQ), subtraction (SQR and SQ), multiplication (MQR and 
MQ), and division (QR and DQ). Instructions in RX format for conversion 
between packed decimal and decimal floating-point numbers are CVP and CVQ. 
Load, store, and compare operations for decimal floating-point numbers employ 
the same instructions used for hexadecimal floating-point numbers. 


Invalid digits cause data exceptions in all arithmetic and conversion 
instructions; data exceptions cause the instruction to be suppressed and leave 
the result unchanged. Invalid digits are not detected in load, store, and 
compare instructions. 


3.5 LOGICAL INSTRUCTIONS 
Logical information is handled as fixed- or variable-length data. It is 


subject to such operations as comparison, translation, editing, bit testing, 
and bit setting. 


3.5.1 Fixed-Length Logical Data 
When used as a fixed-length operand, logical information can consist of 


from one to four bytes and is processed in the general registers. Figure 3-6 
shows the structure of fixed-length logical operands. 
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| J// | | 
| logical | logical | | logical | 
| | // | 
bits 0 8 31 


Figure 3-6. Fixed-Length Logical Operand (one to four bytes) 


3.5.2 Variable-Length Logical Data 


A large portion of logical information consists of alphabetic or numeric 
character codes, called alphanumeric data, and is used for communication with 
character-set-—sensitive I/O devices. This information is in variable-field- 
length format and can be up to 256 bytes long. It is processed on a storage- 
to-storage basis, left to right, one byte at a_ time. Figure 3-7 shows the 
structure of variable-length logical operands. 


| | | // | | 
|character| character | |character| 
| | | // | | 
Bytes 0 1 256 


Figure 3-7. Variable-Length Logical Operand (up to 256 bytes) 


The system can handle any 8-bit character set, although certain 
restrictions are assumed in decimal arithmetic and editing operations. 
However, all character-set-sensitive I/O equipment will assume the USA 
Standard Code for Information Interchange (USASCII) extended to eight bits, 
With the parity bit always set to 0 internally. In this manual the character 
set is referred to as USASCII-8 or simply ASCII. The numbering convention for 
bit positions within a character or byte is as follows: 


Bit positions 0 
8 


1234567 
USASCII-8 7654321 
Graphics are not defined for all 256 8-bit codes. When it is desirable 
to represent all possible bit patterns, a hexadecimal representation may be 
used instead of the 8-bit code. Hexadecimal representation uses one graphic 
for a 4-bit code, and therefore, two graphics for an 8-bit byte. The graphics 
0-9 are used for codes 0000-1001; the graphics A-F are used for codes 


1010-1111. 


3.6 LINKED LIST INSTRUCTIONS 


The instructions ENQ, ENSK, DEQ, and DESK are provided to handle lists 
of blocks connected by pointers. Two kinds of linked lists are supported: 
first-in first-out (FIFO) lists, and last-in first-out (LIFO) lists. The 
instructions provide the means to add to and delete from the lists, and to 
determine whether the lists are empty or not. 
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3.6.1 Structure of LIFO Lists 


The LIFO header consists of an aligned word containing either a null 
pointer (0s) or the address of the first block in the list. This address, or 
pointer, is in the low-order three bytes of the word. Each block in the list 
also contains either a null pointer or the address of the start of the next 
block in the list. Figure 3-8 is a diagram of such a list. The pointers in 
the blocks are all at a displacement into the block determined by the ENSK or 
DESK instruction's displacement field. 


First Block Second Block Last Block 
|Head|----| | a= | | ~—= | 
[Ptr | | | / | | / 
| | / | | / 
[Next Ptr|--- |Next Ptr|--~ 
| | | | 

| 


Figure 3-8. LIFO List 


| | | 
| | | | 
| | | | 
| | | Oo | 
| | | | 
| | | | 


3.6.2 Structure of FIFO Lists 


The FIFO list, pictured in Figure 3-9, consists of head and tail 
pointers in consecutive words, doubleword aligned, and the chain of blocks 
addressed by the head and tail pointers. If the list is empty, the head and 
tail pointers are null (0). If the list is not empty, the head pointer 
addresses the start of the first block in the list, and the tail pointer 
addresses the start of the last block. If there is only one block, the head 
and tail pointers are the same. In the blocks the pointers will be exactly 
the same as for the LIFO list. 


First Block Second Block Last Block 
| | 

|Head|----| | ---| | | | ---| | 
{Ptr | | | / | | | l/ / | | 
|Tail| | | / | | 6 6/| | | | 
IPtr |-- |Next Ptr|--- |Next Ptrl--- | | | 0 | 
| | | | | 

| | | | | 


Figure 3-9. FIFO List 
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3.7 SEMAPHORE MANIPULATION INSTRUCTIONS 


The Decrement and Inspect Semaphore (DSEM) and Increment and Inspect 
Semaphore (ISEM) instructions operate on a unique doubleword data type, the 
semaphore, consisting of linked list head and tail pointers and a 1-byte count 
field. The semaphore data type is illustrated in Figure 3-10. The semaphore 
must be aligned on a doubleword boundary. These pointers contain addresses of 
a FIFO list, and are manipulated exactly as for the FIFO list instructions. 


These instructions may be used to control sharing of a system resource 
(e.g., processor, memory, or I/0 devices). The DSEM instruction is issued 
when a unit of the resource is to be requested, and the ISEM instruction is 
issued when a unit of the resource is to be released. The conditional 
branching effected contingent on the contents of the count field allows’ the 
program to prevent the allocation of more units of the resource than are 
specified by the initial positive value of this field. For details of 
instruction execution, refer to the particular instruction descriptions. 


| // | 


| / f/f 
Semaphore | | | 

| 

| 


| 
| 
| count | Head pointer | unused 
| 


| // | / | 
0 8 32 40 63 


Figure 3-10. Semaphore 


3.8 STACK-ORIENTED INSTRUCTIONS 


The stack-oriented feature consists of the BALS, BCS, SVC, SVCX, JSCI, 
RIC, PUSH, PUSHM, PUSHC, PUSHN, POP, POPH, POPM, POPC, and POPN instructions, 
which operate on a pushdown list in descending memory locations. This list is 
addressed through two address words (stack pointer and stack limit word, in 
that order) that may be either in general register 15 and control register 2 
(which constitute the system stack vector) or in two consecutive general 
registers (the user stack vector). If the S1 (or S2 for BCS) field of one of 
these imstructions is 0, the system stack vector is used. Otherwise the Sl 
(or S2 for BCS) field addresses the general register containing the stack 
limit. The previous register will be the stack pointer. 


The stack limit word addresses the lowest byte location into which the 
stack may extend as it grows into successively lower addressed locations. The 
stack pointer addresses the current stack top, i.e., the lowest byte location 
that contains stacked information. Note that the stack pointer of the system 
stack vector is in general register 15. The value in the stack pointer 
decreases as items are placed on a stack. 


Items, including character strings, are placed on stacks in word-aligned 
locations. The stack pointer must address a fullword boundary (i.e., have two 
low-order zero bits) before any stack-oriented instruction is processed, or a 
specification error will result and the instruction will be suppressed. Thus, 
registers may dependably be loaded from stacks by L, LH, and LM instructions. 
They may also be loaded by POP, POPM, and ICM instructions. 
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When bytes are placed on a stack by the PUSHN or PUSHC instructions, 
sufficient bytes are skipped (unmodified) before pushing any bytes so that the 
stack pointer addresses a fullword boundary when the instruction is 
completed. Thus zero, one, two, or three bytes may be skipped. When bytes 
are removed from the stack by the POPN or POPC instructions, sufficient 
additional bytes are popped and discarded (as for POPN) so that the stack 
pointer addresses a fullword boundary when the instruction is completed. 


The previous contents of the high-order byte of words in the _ stack 
vector are irrelevant to all stack-oriented instructions. The high-order byte 
of the stack pointer will be set to 0 whenever this word is modified by one of 
these instructions. The stack limit word is unchanged by these instructions. 
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CHAPTER 4 
INSTRUCTION EXECUTION 


4.1 PROGRAM CONTROL WORD 


The Program Control Word (PCW), eight bytes long, contains the 
information required for proper program execution. It includes status and 
control information, interruption codes, and the instruction address. Uses of 
the PCW are detailed in Chapter 5. In general, the PCW is used to control 
instruction sequencing and to indicate the status of the system in relation to 
the program currently being executed. 


To execute a sequence of instructions, the CP takes the address of an 
instruction from the PCW. It executes that instruction and increments the 
PCW's instruction address by the length of the instruction. It then takes the 
new instruction address from the PCW. The process continues until an 
interruption or a HALT I/O command is received. 


The active or controlling PCW is called the current PCW. Through 
storage of the current PCW, the status of the CP can be preserved for 
subsequent inspection. Through loading of a new PCW or part of a PCW, the 
state of the CP can be changed. The PCW is made up of a 1-byte interruption 
code (discussed in Chapter 5), a 3-byte instruction address, a 2-byte status 
field, and a 1-byte program mask field, with one byte reserved for later 
options. The PCW for a program can be inspected through Debug mode or by 
doing a program dump. Figure 4-1 shows the PCW format. 
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| 
| Interruption | Current instruction address 
| code 
0 8 31 


Fed 
wic iP 
|| 
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L//1/ 
| 

32 33 34 3 


/\I |v IM 1B ID JE IS JEMIBTI|//// 
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/| 
/\ 
/\ 
36 37 38 39 40 41 42 43 44 45 46 47 


/ 
/ 
/ 
5 


Status Field 


Ps rn en i 

CC IP |DOIEUISCI/////V/TIISTITIITTTISTTTTTTTTT 
(ee ee 

48 49 50 51 52 53 54 55 56 63 


Program Mask Field 


Figure 4-1. PCW Format 


Following is a more detailed explanation of the function of each bit in 
the PCW. 


PCW Bits Mnemonic Function 
0-7 Interruption code 
8-31 Current instruction address 


Status Field 
(system mask) 


32 W Wait state 
Operating state 


io) 
tou 


1 = Wait state 
33 C Control mode 
O = Normal operating mode 
1 = Control mode 
34 P Memory protection violation and 


privileged instruction trap 

O = Do not trap on memory protection 
violation or privileged 
instruction 

1 = Trap on memory protection violation 
or privileged instruction 
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PCW Bits 


37 


38 


39 


Status Field 


40 


41 


42 


43 


44 
45 
46-47 


48-49 


Mnemonic 


I 


EM 


BT 


CC 


- © 


~ © 


Function 


I/O interruption mask 
I/O interruptions disabled 
I/O interruptions enabled 


Clock interruption mask 
Clock interruptions disabled 
Clock interruptions enabled 


Machine check interruption mask 

Machine check interruptions 
disabled 

Machine check interruptions 
enabled 


PCW single address compare trap 

No PCW single address compare 
trap in effect 

Trap on PCW single address 
compare equal 


Single byte modification trap 

No single byte modification 
trap in effect 

Trap on unequal compare with byte 
at specified byte 


PCW range trap 

No PCW range trap in effect 

Trap on unequal compare with 
byte at specified PCW range 


Single step trap 

No step exception 

Trap after execution of next 
instruction 

Extended modification trap 

Branch~Taken trap 


Reserved 


Condition code 


PCW Bits Mnemonic Function 
Program Mask Field 


50 FPO Fixed-Point overflow mask 
0 = Do not interrupt on overflow 
1 = Overflow will cause 
interruption 


51 DO Decimal overflow mask 
0 = Do not interrupt on overflow 
1 = Overflow will cause 
interruption 


52 EU Exponent underflow mask 
(floating-point instructions) 


0 = Do not interrupt on underflow 
1 = Underflow will cause 
interruption 
53 SG Significance mask (floating- 


point instructions) 
0O= Do not interrupt on overflow 
1= Overflow will cause 


interruption 
54-55 Reserved 
Reserved Byte 
56-63 Reserved 


4.1.1 Condition Codes 


The condition code is a 2-bit field in the PCW that can be tested by 
many of the instructions. Once the code is set, it is changed only by certain 
instructions, such as ADD, COMPARE, SET PROGRAM MASK, arid LOAD PCW. The 
meanings of the condition codes for each instruction are listed under that 
instruction in Chapter 7. 


4.2 ADDRESSING 


4.2.1 Base-Displacement Address Generation 


Base-displacement, relative, and direct address generation are all 
available, as described below. 


For addressing purposes, operands can be grouped in three classes: 
explicitly addressed operands in main memory, immediate operands placed as 
part of the instruction stream in main memory, and operands located in 
registers. 
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To permit the ready relocation of program segments and to provide for 
the flexible specification of input, output, and working areas, all 
instructions referring to main memory can employ a full address. 


The address used to refer to main memory is generated from the 
following three binary numbers: 


; Base Address (B) is a 24-bit number contained in a_ general 
register specified by the program in the B field of the 
instruction. The B field is included in every address 
specification. The base address can be used as a means of static 
relocation of programs and data. In array calculations it can 
specify the location of an array, and in record processing it can 
identify the record. The base address provides for addressing 
all of main memory. The base address may also be used for 
indexing purposes. 


° Index () is a 24-bit number contained in a general register 
specified by the program in the X field of the instruction. It 
is included only in the address specified in the RX instruction 
format. The RX format instructions permit double indexing, i.e., 
the index can be used to provide the address of an element within 
an array. 


: Displacement (D) or offset is a 12-bit number contained in the 
instruction format. It is included in every address computation. 
The displacement provides for relative addressing of up to 4095 
bytes beyond the element or base address. In array calculations 
the displacement can be used to specify one of many items 
associated with an element. In processing records, the 
displacement can be used to identify items within a record. 


In forming the address, the base address and index are treated as 
unsigned 24-bit binary integers. The displacement is similarly treated as 
an unsigned 12-bit binary integer. The three are added as 24-bit binary 
numbers, ignoring overflow. Since every address includes a base, the sum 
is always 24 bits long. 


The program may show a value of zero in the base address, index, or 
displacement field. A zero indicates the absence of the corresponding 
address component. A base or index of zero implies that a value of zero is 
to be used in forming the address, and does not refer to the contents of 
general register 0. Thus, the use of register 0O as a base register 
necessarily makes a program unrelocatable. A displacement of zero has no 
special significance. Initialization, modification, and testing of base 
addresses and indexes can be carried out by fixed-point instructions, or by 
BRANCH AND LINK, BRANCH ON COUNT, BRANCH ON INDEX HIGH, and BRANCH ON INDEX 
LOW OR EQUAL instructions. 
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As an aid in describing the logic of the instruction format, examples of 
two instructions and their related instruction formats follow. 


RR Format: LR 7,9 


| | 
| LoaD (18) | 7 | 
| | | 

0 8 1 


| 
9 | 

| 

2 15 


Execution of the LOAD instruction copies the contents of general register 9 to 
general register 7. 


RX Format: ST 3,TOTAL 


| | | I | 
| STORE (50) | 3 {| 10 | 4 | 300 | 
| | | | | | 
0 8 12 16 20 31 
Execution of the STORE instruction stores the contents of general register 3 
at a main memory location addressed by the sum of 300 and the contents of 


general registers 14 and 10, with the data name TOTAL. 
4.2.2 Relative Address Generation 


For relative addressing instruction formats (RL and RRL), a _ base 
register is unnecessary. The current instruction address is an implied base 
address, and a relative offset is added to it to form the effective address. 
Use of this format is limited to five branch instructions, RLA, and RPUSHA. 


The address used to refer to main memory is generated from the following 
three binary numbers: 


. Current instruction address is the implied base address. So if, for 
example, both X and L values (see below) are zero, then the 
instruction branches to itself. 


‘ Index (X), if specified in the instruction, is a 24-bit number 
contained in a general register specified by the program in the X 
field of the instruction. 


‘ Relative Offset (L) is extended from the number of bits in the 
instruction to a 24-bit number. 


In forming the address, these three numbers are added as unsigned 24-bit 
binary integers, ignoring overflow. 


Otherwise, the rules for relative address generation are the same as_ the 
rules for base-displacement address generation. 
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4.2.3 Direct Address Generation 


Addresses 0-4095 can be generated without a base address or index. This 
property is important when the PCW and general register contents must be 
preserved and restored during program switching. These addresses further 
include all reserved addresses used by the system for fixed purposes, such as 
old PCWs, new PCWs, and IOSW and IOCA locations. 


4.3 ADDRESS TRANSLATION 


Address translation is the process of converting virtual addresses, 
referring to a user's virtual address space, into physical addresses, 
referring to main memory locations. This conversion is accomplished without 
the user's knowledge, by a combination of hardware and operating system action. 


4.3.1 Physical/Virtual Address Space 


Main memory for all VS machines consists of byte-addressable random 
access memory (RAM). It is spanned by a 24-bit address, allowing for up to 
16M bytes of addressable storage (i.e., 2°24 = 16M). Main memory addresses 
consist of a 13-bit page frame number and an 11-bit byte index to locations 
within the page, as illustrated in Figure 4-2, below. The range of main 
memory addresses depends upon the amount of physical memory configured into 
the installation, and currently varies from 256K bytes to 8M bytes with 
different processors of the VS family. (Some VS80 configurations use 128K 
bytes of memory.) For the VS25 and VS80, byte-aligned write operations of 1 
or 2 bytes and halfword-aligned read operations of 2 bytes are supported. For 
the VS100, byte-aligned write operations of 1, 2, 4, or 8 bytes are supported, 
along with doubleword-aligned read operations of 8 bytes only. 


Main memory, located on semiconductor chips in the CP cabinet, is 
divided logically into page frames of 2K bytes, each aligned on a 2K-byte 
boundary and containing exactly one page of information. 


| Page frame number 


| 

| Byte index 
| | 

1 


bits 0 


Wie — — 


3 2 


Figure 4-2. Physical Address Format 
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Virtual memory, located in disk storage, is divided logically into pages 
and segments. Virtual memory addresses consist of a 13-bit virtual page index 
and an 11-bit byte index to locations within the page, as illustrated in 
Figure 4-3, below. Virtual pages also are 2K bytes in size, beginning on a 
2K-byte boundary; physically, each page occupies one sector of a disk 
platter. Segments are blocks of pages beginning on a I1M-byte boundary. 
Segment 0O is 256K bytes in size for the VS80, and 1M bytes for VS25 and VS100 
systems; segments 1 and 2 are each up to 512K bytes for the VS80, and up to 1M 
bytes for the VS25 and VS100. Pages of virtual memory are copied as needed 
into available page frames of main memory, as discussed in Subsection 4.3.2. 


| 
Virtual page number | Byte index | 
| | 
bits 0 13 23 


Figure 4-3. Virtual Address Format 


Bits 0-3 of Figure 4-3 are the segment index of the virtual address. 
4.3.2 Overview of Address Translation 


All VS systems provide many users simultaneously with a virtual address 
space for instructions and data that is larger than the amount of memory 
physically available to the system; in fact, the initials "VS" stand for 
“Virtual Storage.'"' Most of this virtual address space is located on disk. 


Because instructions and data must be present in main memory (i.e., 
physical memory) while being processed, they are copied from disk into main 
memory as needed. The process of copying information from virtual memory into 
main memory is called paging. Paging is accomplished in units of 2K bytes, or 
one page, by a dedicated operating system task called the pager. 


Before a program instruction can be executed, a conversion must be 
performed on the virtual addresses specified within it. The process of 
converting virtual addresses into physical main memory addresses is called 
address translation. A combination of hardware and operating system action 
translates each virtual address as it is encountered during program execution. 


Because the programs oof many users exist in physical memory 
simultaneously although only one of these can be processed at a time, a means 
of working for short "time slices" successively on different programs is 
implemented in the operating system. Time slices give the effect of 
simultaneous action on a number of programs. 
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The process of preparing conditions for the CP to work first on one 
program, then another, is called context switching. Context switching also is 
accomplished by a combination of hardware and operating system action. As a 
part of context switching, the translation of one user's virtual address space 
is discontinued and that of another user's is begun. 


4.3.3 Details of Address Translation 


Main Memory Page Tables 


An essential part of the address translation mechanism is a task's page 
table, a section of main memory that defines the mapping of each task's 
virtual address space to main memory page frames. The format of page table 
entries is illustrated in Figure 4-4, below. 


fill | 
IFIRIW| Page frame number | 
et Soe ce CS 
bits 0123 15 


Figure 4-4. Main Memory Page Table Entry Format 


Each halfword entry of the page table corresponds to a virtual page 
address. If the page exists in main memory, the fault bit (F) is equal to 0 
and bits 3-15 are its page frame number. If not, F=1 and the rest of the 
entry is not examined. 


Bits 1 and 2 (RP and WP) indicate whether read and write protection, 
respectively, are in effect for the page. Together, these two bits define 
four protection classes and two protection states, as follows: 


RP WP Meaning 

0 0 Unprotected 

0 1 No write allowed in user state 

1 0 No read, write, or execute allowed in user 
state 

1 1 No write allowed in system state or user 
state 


Although this scheme allows protection to vary from one page to another, 
pages are currently given the same protection for an entire segment. 
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The first step of address translation is to find out whether the main 
memory page table contains a page frame number for the virtual address. If 
so, the CP concatenates this 13-bit number with the 11-bit virtual byte index 
(offset) to form a 24-bit physical address, as illustrated in Figure 4-6, 
below; it then uses this physical address to access the data in memory. If 
not, the CP signals the operating system (i.e., the pager) that a page fault 
has occurred: the pager copies the virtual page from disk into an available 
page frame and records the number of the selected page frame in the task's 
page table. The task can then be dispatched again. 


Local Page Table (T-RAM) 


To speed up address translation, a subset of the currently executing 
task's main memory page table is held in local CP memory and is checked first 
during translations. Most instances of address translation are accomplished 
by this translation RAM (T-RAM), a CP local page table of 4K entries 
representing 4K*2K or 8M bytes of virtual address space. 


At the start of each user's time slice, the fault bit of each T-RAM 
entry is set to 1, indicating that they do not hold page frame numbers. Then, 
as pages are referenced by the task, page frame numbers found in the main 
memory page table are also recorded in the T-RAM, and subsequent references to 
these pages during the same time slice are satisfied from the T-RAM in 720 
nanoseconds rather than the 20 microseconds (times estimated for the VS25) 
required for a main memory page table access. (For the VS80, a local page 
table for each segment of a user's address space contains a one-byte page 
frame number for each page currently residing in main memory. VS80 local page 
tables are loaded at the start of each user's time slice by privileged 
assembler instructions LPTO, LPT1, and LPT2.) 


Segment Control Registers (SCRs) 


The address of a task's main memory page table for a segment is loaded 
into the privileged segment control register (SCR) for the segment at the 
beginning of the task's time slice. SCR format is illustrated in Figure 4-5, 
below. Address translation requires a prior look-up of the page table address 
held in the SCR indicated by the segment portion of the faulting virtual 
address, i.e., by bits 0-3 of Figure 4-3, above. 


NOTE 


SCRs 0-7 each control a segment having a maximum size of 1M 
bytes of virtual address space (i.e., having 512 entries in 


its page table). Therefore, the 8 SCRs support a maximum 
contiguous address space of 8M bytes. 
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The appropriate SCRs for each task contain several pieces of 
information, arranged in the following format: 


M| Length-1] Page table asaress/8|v 
: P 
10 


bits 01 30 31 


Figure 4-5. Segment Control Register (SCR) Entry Format 


Bit 0, the M bit, indicates whether monitoring is in effect for the 
segment. When it is in effect (i.e., when M=1), each page table entry loaded 
into the T-RAM from the main memory page table pointed to by the SCR is also 
listed in the monitor area to facilitate the eventual clearing of the T-RAM. 
Refer to Subsection 4.3.4, below, for a discussion of the monitor area. 


Bits 1-9 represent the length, minus 1, of the page table. Therefore, a 
full page table of 512 halfword entries, corresponding to a fully utilized 
segment or region of 512 2K-byte pages, would have bits 1-9 all set to 1 in 
its SCR. 


Bits 10-30 of Figure 4-5 represent the page table address divided by 8, 
i.e., lacking three low-order Os (because each page table begins on at least a 
doubleword boundary). Restoring these Os gives a full 24-bit address, which 
may be either a virtual or a physical address accordingly as bit 31, the VP 
bit, is 0 or 1. If it is 1, the address of the appropriate page table entry 
is just the page table address reported in bits 10-30, plus twice the virtual 
page index (reported in bits 4-12 of Figure 4-3, above). That is, the page 
table contains a halfword entry for each page represented. 


If the VP bit of the SCR is 0, then the page table address reported in 
bits 10-30 of the SCR is itself a virtual address and must be translated using 
a second SCR. This second SCR must contain a physical address for the page 
table. (If it does not, an SCR recursion exception is noted; refer to 
Subsection 5.8.2, below, for details.) Whether the physical address 9f the 


page table is obtained using one or two SCRs, the result is the same: the 
address of the appropriate page table entry is calculated, and the entry is 
forwarded to the CP so it can continue executing the user program. The entry 


is also written into the T-RAM, so that subsequent references to the page can 
be satisfied more quickly. 


SCRs are loaded and stored using the privileged LSCTL and STSCTL 
instructions. Refer also to the descriptions of these instructions in Chapter 
7 of this manual. 


Figure 4-6, below, is an illustration of the address translation process. 
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Virtual Address 


rarer TAP A a 7 tt 


| Segment | Page index | Byte index | 
| number __| "| | 
| 
| 
| 
V SCR 
| Page table | | 
| physical | Page table | 
| address | length | 


| 
| + (page index) *2 
| 


| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
V_ Page Table Entry | 
| 
| 
| 
| 
| 
| 
V 


| | | 
| | Page frame number | 
| | | 
| 
| 
| 
V Physical Address 
| | | 
| Page frame number | Byte index | 


Figure 4-6. Virtual-to-Physical Address Translation 


4.3.4 T-RAM Monitor Area 


The monitor area makes possible the efficient clearing of T-RAM 
entries. The monitor is an area of local CP memory recording the virtual page 
numbers of pages loaded into main memory during the current time slice; only 
the corresponding T-RAM entries need be cleared for the start of a new time 
Slice. For further discussion of the T-RAM monitor area and its use during 
address translation, refer to the description of the RRCB instruction in 
Chapter 7 of this manual. 


4.3.5 Reference and Change Table 


The reference and change table (RCT) makes possible the efficient 
replacement of old memory pages with new pages read in from disk. The RCT is 
an area of local CP memory containing 8K entries of 2 bits each. These are a 
reference bit and a change bit for each of the up to 8K addressable pages of 
main memory. When some location in a page frame is referenced by a _ user 
program, the reference bit for the page frame is set to 13; when the location 
is also modified, the change bit is also set to 1. The system paging task 
uses the reference and change bits along with an aging count in deciding which 
virtual pages to overwrite with new ones during paging operations. For 
details of RCT use, refer to the description of the RRCB instruction in 
Chapter 7 of this manual. 
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4.4 SEQUENTIAL INSTRUCTION EXECUTION 


Normally, the operation of the CP is controlled by instructions taken in 
sequence. An instruction is fetched from a location specified by the 
instruction address in the current PCW. The instruction address is then 
increased by the number of bytes in the fetched instruction to address the 
next instruction in sequence. The instruction is then executed and the same 
steps are repeated using the new value of the instruction address. A change 
from sequential operation may be caused by branching, status switching, 
interruptions, or manual intervention. 


4.5 BRANCHING 


The normal sequential execution of instructions is changed when 
reference is made to a subroutine, when a 2-way choice is encountered, or when 
a section of coding, such as a loop, is to be repeated. All these tasks can 
be accomplished with branching instructions. Provision is made for subroutine 
linkage, permitting not only the introduction of a new instruction address but 
also the preservation of the return address. 


Decision-making is generally and symmetrically provided by the BRANCH ON 
CONDITION instruction. This instruction inspects a 2-bit condition code that 
reflects the result of a majority of the arithmetic, logical, and 1/0 
operations. Each of these operations can set the code to any one of four 
states, and the conditional branch can specify any selection of these four 
states as the criterion for branching. For example, the condition code 
reflects such conditions as nonzero; first operand high, equal, or low; 
overflow; I/O device busy; zero; etc. Once set, the condition code remains 
unchanged until modified by an instruction that sets it differently. 


Loop control can be performed by the conditional branch when it tests 
the outcome of address arithmetic and counting operations. For some especially 
frequent combinations of arithmetic and tests, the instructions BRANCH ON 
COUNT, BRANCH ON INDEX HIGH, and BRANCH ON INDEX LOW OR EQUAL are provided. 
These branches are specialized to increase performance for these tasks. 


4.5.1 Instruction Formats 


Branching instructions use the RR, RX, RS, RL, and RRL formats. In 
these formats Rl specifies the address of a general register. In BRANCH ON 
CONDITION a mask field (M1) identifies the bit values of the condition code. 
The branch address is defined differently for the three formats. 


In the RR format, the R2 field specifies the address of a _ general 
register containing the branch address, except when R2 is 0, which indicates 
no branching. The same register may be specified by R1 and R2. 


In the RX format, the contents of the general registers specified by the 
X2 and B2 fields are added to the D2 field to form the branch address. 
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In the RS format, the contents of the general register specified by the 
B2 field are added to the contents of the D2 field to form the branch 
address. The R3 field in this format specifies the location of the second 
operand and implies the location of the third operand. The first operand is 
specified by the Rl field. 


Programming Note: The third operand location is always odd. Thus, in 
instructions such as BXLE and BXH, if the R3 field specifies an even register, 
the third operand is obtained from the next higher addressed register. If the 
R3 field specifies an odd register, the third operand location coincides with 
the second operand location. 


In the RL format, the current instruction address is added to the L2 
field to form the branch address. 


In the RRL format, the current instruction address is added to the X2 
and L2 fields to form the branch address. 


A zero in a B2 or X2 field indicates the absence of the corresponding 
address component. 


A branching instruction can specify the same general register for both 
address modification and operand location. The order in which the contents of 
the general registers are used for the different parts of an operation is as 
follows: 


1. Address computation 
2. Arithmetic or link information storage. 


Results are placed in the general register specified by Rl. Except for 
the storing of the final results, the contents of all general registers and 
memory locations participating in the addressing or execution part of an 
operation remain unchanged. 


Programming Note: In several instructions the branch address may be specified 
in two ways: In the RX format, the branch address is the address specified by 
X1, B2, and D2; in the RR format, the branch address is in the register 
specified by R2. Note that the relation of the two formats in branch-address 
specification is not the same as in operand-address' specification. For 
operands, the address specified by Xl, B2, and D2 is the operand address, but 
the register specified by R2 contains the operand itself. 
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CHAPTER 5 
INTERRUPTIONS 


5.1 INTRODUCTION 


The interruption system permits the CP to change state as a result of 
conditions external to the system, in input/output (I/0) devices, or in the CP 
itself. Five classes of interruption conditions are possible: I/O, clock, 
program, supervisor call, and machine check. 


Each class of interruption except supervisor call has two related PCWs 
called "old" and "new'' in permanently assigned main memory locations. An 
interruption involves storing information, identifying the cause of the 
interruption, storing the current PCW in its old position, and making the PCW 
at the new position the current PCW. The supervisor call class of 
interruption has only a new PCW in a permanently assigned main memory 
location. The supervisor call old PCW is stored on the top of the system 
stack, as addressed by general register 15. (See stack-oriented instruction 
descriptions in Chapter 7.) 


The old PCW holds necessary CP status information at the time of 
interruption. If, at the conclusion of the program invoked by the 
interruption, an instruction is executed making the old PCW the current PCW, 
the CP is restored to the state prior to the interruption, and the interrupted 
program continues. 


5.2 POINT OF INTERRUPTION 


An interruption is permitted between units of instructions, that is, 
after the performance of one instruction and before the start of a subsequent 
instruction. This is true for all instructions except interruptible 
instructions (MVCL, CLCL). Interruptible instructions can be interrupted 
during instruction performance. They resume from the point of instruction 
interruption after the higher priority interruption has been serviced. 


5.2.1 Instruction Execution 


An interruption occurs between instructions, except for interruptible 
instructions, as explained in the preceding paragraph. The manner in which 
the preceding instruction is finished may be influenced by the cause of the 
interruption. The instruction is said to have been completed, terminated, 
aborted, suppressed, or resumed. 


In the case of instruction completion, results are stored and the 
condition code is set as for normal instruction operation, although the result 
may be influenced by the exception that has occurred. 


In the case of instruction termination, all, part, or none of the result 
may be stored. Therefore, the result data is unpredictable. The setting of 
the condition code, if called for, may also be unpredictable. In general, the 
results should not be used for further computation. The PCW is not updated on 
termination. 


When an instruction is aborted, all results including the condition code 
and the PCW are unpredictable. An instruction can be aborted only by a 
machine check interruption. 


In the case of instruction suppression, results are not stored, the 
condition code is not changed, and the PCW is not updated. 


In the case of instruction resumption, the instruction resumes after a 
higher priority interruption has been serviced. 


3.2.2 Classes of Interruptions 


The five classes of interruptions are distinguished by the memory 
locations in which the old PCW is stored and from which the new PCW is 
fetched. The detailed causes are further identified by the interruption code 
of the old PCW and in some cases by additional information placed in main 
memory during the interruption. The bits of the interruption code are 
numbered 0-7, according to their position in the PCW. 


For I/O interruptions, additional information is provided by the 
contents of the I/O Status Word stored as part of the 1/0 interruption. (The 
I/O Status Word is discussed in Section 8.6.) For program interruptions, 
additional information may be provided in the form of a segment index and a 
page index stored in the page fault reporting area on an address’ translation 
exception. For machine check interruptions, additional information may be 
stored in the machine check reporting area. 


Table 5-1 lists the permanently allocated main memory locations. 


Table 5-1. Permanent Storage Assignments 


Address Length 
(decimal) (decimal) Function 


Input/Output Status Word (IOSW) 
reserved for control mode 

Old PCW for machine check 

New PCW for machine check 

Old PCW for program check 

New PCW for program check 

Old PCW for clock interrupt 

New PCW for clock interrupt 

Old PCW for I/O interrupt 

New PCW for I/O interrupt 

New PCW for SVC 
Unused--available for software use 
Page fault reporting area 

12 Machine check reporting area 
Variable I/O Command Address area (IOCAs) 


NO 


pt 


8 
4 
8 
8 
8 
8 
8 
8 
8 
8 
8 
0 
2 


NOTE 


The SVC Old PCW is placed on the system stack as part of 
the SVC interruption. It is reloaded (made current) from 


there by means of the SVCX instruction. 


5.2.3 Location Determination 


In general, the instruction causing the interruption is given by the 
address in the PCW. When an instruction is completed before the interruption 
occurs, the instruction address in the old PCW designates the next instruction 
to be executed. 


aes INPUT/OUTPUT INTERRUPTION 


The I/O interruption provides a means by which the processor responds to 
signals from I/O devices. 


A request for an I/O interruption may occur at any time, and more than 
one request may occur at the same time. The requests are preserved in the I/O 
device until accepted by the processor. While 1/0 interruptions are masked by 
setting the I/0 interruption mask bit (bit 37 of the Current PCW) to 0, more 
than one event which establishes a pending interruption may occur at a 
device. Each such event is recorded at the device, and when the I/O 
interruption mask bit is then set to 1, the I/O interruption for the device is 
taken. The stored I/0 Status Word (IOSW) may reflect the occurrence of all 
such events by the ORing of status bits in the IOSW. Priority is established 
among devices so that only one interruption request is processed at a time. 


An I/0 interruption can occur only after the current unit of operation 
is finished and while the processor is interruptible. Interruptions not 
serviced remain pending. 


The I/O interruption causes the old PCW to be stored in the I/O Old 
PCW. The IOSW associated with the interruption will have been stored in the 
IOSW slot at the time of the interruption. Subsequently, a new PCW is loaded 
from the I/O New PCW. 


5.4 CLOCK INTERRUPTION 


The clock interruption provides a means by which the CP responds’ to 
timing conditions set within the system. Clock interruptions are maskable by 
zeroing the clock interruption mask bit (bit 38 of the current PCW). Any 
clock interruption that becomes pending while the clock interruption mask bit 
is 0 remains pending. A pending clock interruption is taken immediately upon 
completion of any instruction turning off the clock interruption mask bit in 
the PCW. The clock interruption causes the old PCW to be stored in the Clock 
Old PCW and a new PCW to be loaded from the Clock New PCW. The interruption 
code in the old PCW is set to all Os on a clock interruption. 


A clock interruption becomes pending whenever the time-of-day clock 
value is greater than or equal to the clock comparator value, both comparands 
being considered unsigned 32-bit binary quantities. 


The loading of a clock comparator value that is already less than or 
equal to the time-of-day clock value causes an immediate interruption; loading 
control register 7 with a value greater than that in control register 6 resets 
any pending clock interrupt. 


5.5 PROGRAM INTERRUPTION 


Exceptions resulting from improper use of instructions and data cause a 
program interruption. Only one program interruption occurs for a given 
instruction and is identified in the Old Program-Check PCW. The occurrence of 
a program interruption does not preclude the simultaneous occurrence of other 
causes of program interruption. The program interruption causes the current 
PCW to be stored at the Old Program-Check PCW location and a New Program-Check 
PCW to be fetched. The cause of the interruption is identified by the 
interruption code in PCW bits 0-7. The operation is completed, suppressed, or 
terminated by a program interruption, but this is determined on an _ individual 
interruption basis. 


If the new PCW for a program interruption has an _ unacceptable 
instruction address, another program interruption occurs. Since this second 
program interruption introduces the same unacceptable instruction address, a 
string of program interruptions is established that may be broken only by an 
I/O interruption. If these interruptions also have an unacceptable new PCW, 
new supervisor information must be introduced by initial program loading or by 
manual intervention. 


A description of the individual program exceptions follows. Some of the 
exceptions listed may also occur in operations resulting from I/O 
instructions. In such cases, the exception is indicated in the IOSW stored 
with the I/O interruption (as explained in Subsection 8.6.2). 


5.5.1 Program Interruption Codes in the PCW 


Programming Errors and Miscellaneous Exceptions Hex Code 

General 
Operation 01 
Privileged operation 02 
Execute 03 
Protection 04 
Addressing 05 
Specification 06 
Data 07 
Fixed-Point overflow 08 
Fixed-Point divide 09 
Decimal overflow OA 
Decimal divide OB 
Supervisor call range OC 
Load-or-trap OD 


Debugging Aids 


PCW trap 10 
Virtual destination trap 11 
Branch-Taken trap 12 
Single-Step trap . 13 
Address Translation Exception 20 
Paging File I/O Error (software-defined error code) 28 
Unresolved External Reference (software-defined error code) 29 


Stack Facility 
Stack overflow 30 


Floating-Point Exceptions 


Floating-Point overflow 40 
Floating-Point underflow 41 
Significance 42 
Floating-Point divide 43 


5.5.2 Access Exceptions 


The protection, addressing, PCW trap, virtual destination trap, segment 
fault, page translation, and page fault exceptions. are collectively referred 
to as access exceptions. An access exception may be indicated when a 
reference to a partially inaccessible operand is recognized even if the 
correct result could be arrived at without the use of the inaccessible part of 
the operand. The access exception is indicated as part of the execution of 
the instruction making the reference. 


Whenever an access to an operand location can cause an access exception 
to be recognized, the word "access" is included in the list of program 
exceptions in the description of the instruction. This entry also indicates 
which operand can cause the exception to be recognized and whether the 
exception is recognized on a fetch or store access to that operand location. 
Additionally, each instruction can cause an access exception to be recognized 
due to instruction fetch. 


Programming Note: An access exception is indicated only if the instruction 
with which the exception is associated is executed. In particular, the 
exception is not recognized when the CP has not attempted a fetch from the 
inaccessible location or otherwise detected the access exception before a 
branch instruction or an interruption changes the instruction sequence such 
that the inaccessible data is not required. 


5.6 PROGRAMMING ERRORS AND MISCELLANEOUS EXCEPTIONS 


5.6.1 Operation Exception 


When an operation code is not assigned, an operation exception is 
recognized. For the purpose of recognizing an operation exception, the first 
eight bits of an instruction form the operation code. 


5.6.2 Privileged-Operation Exception 


A privileged instruction or operation is defined to be one _ that 
generates an exception if the user mode bit (bit 34) of the PCW is on. Some 
VS privileged instructions are CIO, HIO, LCIL, LPTO, LPT1, LPT2, LPCW, RRCB, 
STNSM, STOSM, SIO, STDD, and SVCX. When a privileged instruction is 
encountered while this bit (also known as the memory protection violation bit, 
or the privileged-instruction trap bit) is on in the PCW, a privileged- 
operation exception is recognized, and the instruction is suppressed. 


5.6.3 Execute Exception 


The execute exception is recognized when the subject instruction of 
EXECUTE is another EXECUTE, and the instruction is suppressed. 


5.6.4 Protection Exception 


When the address of a receiver operand in memory is in a protected 
segment of memory (segment 0 or 1), a protection exception is recognized if 
the memory protection violation and privileged instruction trap bit is on in 
the PCW. 
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5.6.5 Addressing Exception 

When an address specifies any part of a datum, an instruction, or a 
control word outside the available memory for the particular installation, an 
addressing exception is recognized. On a branch instruction or any 
instruction that introduces a new PCW, the address to which control is to be 
passed is not checked for validity; thus, the addressing exception will occur 


on the instruction that was branched to and not on the branch instruction 
itself. An addressing exception always causes instruction termination. 


3.6.6 Specification Exception 


A specification exception is recognized when any of the following holds 
true: 


1. An operand address does not designate a location on a doubleword, 
word, or halfword boundary, depending on the instruction type. 


2. The first operand field is shorter than or equal to the _ second 
operand field in decimal division. 


3. An invalid head/tail queue word has been specified in 
enqueue/dequeue operations. 


4. Other special cases exist. 
5.6.7 Data Exception 
A data exception is recognized when either of the following occurs: 


1. The digit codes of operands in decimal arithmetic or editing 
operations or in CONVERT TO BINARY are incorrect 


2. Fields in decimal arithmetic overlap incorrectly. 
5.6.8 Fixed-Point Overflow Exception 

When a high-order carry occurs or high-order significant bits are lost 
in fixed-point add, subtract, arithmetic shift, or sign-control operations, a 


fixed-point overflow .is recognized. When an overflow occurs and _ the 
corresponding mask bit is set to 1, the exception is recognized. 


5.6.9 Fixed-Point Divide Exception 


A fixed-point divide exception is recognized when either of the 
following situations occur: 


1. The quotient exceeds the register size in fixed-point division, 
including division by 0 


2. The result of CONVERT TO BINARY exceeds 31 bits. 


5.6.10 Decimal Overflow Exception 


When the receiving field is too small in a decimal arithmetic operation, 
a decimal overflow is recognized. When an overflow occurs and the 
corresponding mask bit is set to 1, the exception is recognized. 


5.6.11 Decimal Divide Exception 


A decimal divide exception is recognized when the quotient in decimal 
division exceeds the specified data size. 


5.6.12 Supervisor Call Range Exception 


Issuance of a SUPERVISOR CALL (SVC) instruction with a value in the I 
operand field greater than the value in the first byte of the Supervisor Call 
New PCW results ina supervisor call range exception, and the instruction is 
suppressed. 


5.6.13 Load or Trap Exception 


A load or trap exception is recognized when the LOAD OR TRAP (LOT) 
instruction has loaded a fullword field from memory into a general register 
and the high-order bit of the loaded word is equal to 1. 


5.7 DEBUGGING AIDS 


5.7.1 Modification Trap Feature 


The modification trap, when enabled, causes a target, i.e., a general or 
floating-point register or a field of up to 64 bytes in memory, to be compared 
with a comparand at the beginning of every machine instruction; if they are 
not equal, a program interruption (code X'11') occurs and the instruction is 
suppressed. For interruptible instructions, the comparison occurs before each 
execution unit of the instruction. 


There are two forms of this trap, both of which use the modification 
trap control register (control register 4). These forms, therefore, should 
not be enabled at the same time. 


Single-Byte Modification Trap 


This trap is enabled by setting PCW bit 41. The target is always a 
l-byte field in memory. The target and comparand are specified by loading the 
trap control register with the comparand (high-order byte) and the address of 
the target (low-order three bytes). 


Extended Modification Trap 
This trap is enabled by setting PCW bit 44. The target and comparand 


are specified by loading the trap control register with the virtual address of 
a Trap Descriptor Area, which must be fullword aligned. 
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The Trap Descriptor Area has the following format: 
Byte 0 Flag and length 
Bits 0-1 Target select: 


00 Memory 

01 (Invalid) 

10 General register 

11 Floating-Point register 


Bits 2-7 Comparand and length minus 1 
(ignored if the target is a register) 


Bytes 1-3 If the target is a register: 
register number (low bits of byte 3) 


If the target is in memory: 
virtual address of the target 


Bytes 4-nn Comparand value 
(The comparand is the same 
length as the target) 


The trap control register can be altered and the trap enabled or 
disabled only by privileged instructions. 


If the target is a memory operand, an access (fetch) interruption will 
be taken on any part of the operand that is invalid when the trap is checked. 
For the extended modification trap, an access interruption will also be taken 
on any part of the Trap Descriptor Area that is invalid. If the address of 
the Trap Descriptor Area is not fullword aligned, or an invalid target type is 
specified, or (for the floating-point register trap) an invalid floating-point 
register number is specified, a specification interrupt is taken. 


If both modification traps are enabled, the single-byte trap will be 
checked before the extended trap. 


5.7.2 PCW Trap Feature 


When the PCW trap is enabled, before each instruction is executed a 
check is made to determine if the address of the instruction's first byte is 
in the specified range. If it is, the instruction is suppressed, the PCW 
address is not updated, and a program interruption (code X'10') is taken. 


There are two forms of this trap; since they both use the low-range 
control register (control register 3) they should not both be enabled at the 
same time. 


Single-Address PCW Trap 


This trap is enabled by setting PCW bit 40. The range for which to 
check is always a single address contained in the low-range control register. 


PCW Range Trap 


This trap is enabled by setting PCW bit 42. If the high-order byte of 
the high-range control register (control register 0) is 0, the range is from 
the address in the low-range control register to the address in the high-range 
control register. If the high-order byte of the high-range control register 
is nonzero, the range is from address 0 to 1 less than the address in the 
low-range control register, and from 1 more than the address in the high-range 
control register to the highest possible address. The address in the 
low-range control register should not be greater than the address in the 
high-range control register. 


The trap control registers can be altered, and the trap can be enabled 
or disabled, only by privileged instructions. 


If both PCW traps are enabled, the single-address trap is checked 
before the range trap. 


The PCW trap is checked after the modification trap. 


5.7.3 Branch-Taken Trap Feature 


When the branch-taken trap feature is enabled (by setting PCW bit 45), a 
program interruption (code X‘'12') will occur after the execution of any 
instruction that has successfully loaded the PCW address field. The current 
PCW address is the branch address set by the instruction; the 
previous~instruction-address control register (control register 5) will 
contain the address of the branch instruction. The branch-taken trap is not 
taken on instructions which modify the entire PCW (LPCW, SVC, or SVCX). 


This trap may be enabled or disabled only by privileged instructions. 


The branch-taken trap is checked before the single-step trap and the 
timer and I/O interrupt condition. 


5.7.4 Single-Step Feature 


A single-step trap can be enabled by turning on the trap bit in the PCW 
(PCW bit 43). This guarantees an interruption (code X'13') after execution of 
the next instruction has been completed. (For an interruptible instruction, 
this interrupt will occur only following the final execution unit of the 
instruction.) If any other program interrupt condition occurs during the 
execution of the instruction, it will take precedence over the single-step 
trap condition (since this trap can be inferred from presentation of any 
program interrupt). If this trap is taken, the PCW address field will contain 
the address of the next instruction. 
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For instructions that modify the system status or debug status bytes of 
the PCW (LPCW, STOSM, STNSM, SVC, or SVCX), the trap will be taken if the trap 
bit is set in the PCW before the instruction is executed. It will also be 
taken by SVCX if the trap bit is set in the new PCW loaded by that instruction. 


The single-step trap is checked after the branch-taken trap, and before 
the timer and I/O interrupt conditions. It also takes precedence over a wait 
state PCW, which would have been introduced by the stepped instruction. 


5.7.5 Previous Instruction Address Feature 


If any of the PCW debug trap bits (bits 40-45) are set at the start of 
an instruction, the current instruction address is stored in the 
previous-instruction-address control register (control register 5) after all 
of the debugging traps are checked. If any of the debugging traps are taken 
after execution of this instruction and before execution of the next 
instruction, the previous~instruction-address control register will hold the 
address of the last instruction executed; the PCW address is the address of 
the instruction about to be executed. 


Programming Notes 


After a branch-taken trap, control register 5 holds the address of the 
branch instruction. 


After a modification trap, control register 5 holds the address of the 
instruction that modified memory or registers. If that was an interruptible 
instruction and was not the last unit of execution, the PCW address and the 
address in control register 5 both point to the start of the interruptible 
instruction. | 


5.8 ADDRESSING EXCEPTIONS 


5.8.1 Address Translation Exceptions 


Three address translation exceptions, all having an interruption code of 
X'20', can occur in the course of address translation. All three cause the 
segment and page index of the virtual address to be written to the page fault 
reporting area, i.e., to location X'72' of main memory. A segment fault 
exception is the first, and occurs when the segment index of a virtual address 
is not valid. Currently, only segment indexes of 0, 1, and 2 are valid. 


A page translation exception is the second, and occurs when twice the 
page index of a virtual address is greater than or equal to the page table 
length indicated in the SCR for the segment. In this case there is no page 
table entry corresponding to the virtual page. 


A page fault exception is the third, and occurs when the page table 
entry corresponding to the virtual address is faulted, i.e., when its high 
order bit (fault bit) is 1. This is an ordinary page fault, and causes the 
virtual page to be read in from disk storage. 
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5.8.2 Page Table Address Exceptions 


Two additional classes of exception exist in association with the 
address translation mechanism. The page table address fault exception, with 
an interruption code of X'21', is the first of these, and occurs when the page 
table address reported in the appropriate SCR is virtual and is faulted. 


The SCR recursion exception, with an interruption code of X'22', is the 
second, and occurs when the page table address reported in the appropriate SCR 
is virtual and points to a_ second SCR, but the second SCR also contains a 
virtual address rather than a physical address. In this case the second 
virtual address is not translated and an exception is noted immediately. 


5.9 STACK OVERFLOW EXCEPTION 


This exception is unique to the stack-oriented instructions and may 
occur during any of these instructions. A stack overflow interruption occurs 
under either of the following conditions: 


1. The address value in the stack top word is less than the address 
value in the stack limit word before the instruction is executed, or 


2. The address value in the stack top word would be less than the 
address value in the stack limit word after the instruction was 
executed. 


The instruction is suppressed on all stack overflow program interrupts. 
This implies that the values in the stack vector are unchanged. 


>-10 FLOATING-POINT EXCEPTIONS 


Four kinds of floating-point exceptions are recognized; they are 
described in the following paragraphs. 


5.10.1 Floating-Point Overflow 


When the final exponent of a floating-point number becomes greater than 
127 as a result of an ADD, SUBTRACT, MULTIPLY, or DIVIDE operation, the 
instruction is completed and a floating-point overflow exception is 
recognized. The fraction is correct and normalized if normalization was 
specified by the instruction, the sign is correct, and the characteristic is 
smaller by 128 than the correct characteristic. 
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5.10.2 Floating-Point Underflow 


When the final exponent of a floating-point number becomes less than 
zero aS a result of an ADD, SUBTRACT, MULTIPLY, DIVIDE, or HALVE operation, 
and the exponent underflow program mask bit is 1, the instruction is completed 
and a floating-point underflow exception is recognized. The fraction is 
correct and normalized, the sign is correct, and the characteristic is larger 
by 128 than the correct characteristic. 


5.10.3 Floating-Point Significance 


When the intermediate sum of a floating-point ADD or SUBTRACT operation 
is zero, and the significance program mask bit is 1, a significance exception 
is recognized. No normalization occurs; the intermediate sum characteristic 
remains unchanged. When the intermediate sum is zero and the significance 
program mask bit is 0, the significance exception does not occur; rather, the 
characteristic is made zero, yielding a true zero result. 


5.10.4 Floating-Point Divide 


A floating-point divide exception is recognized when floating-point 
division by a divisor with a fraction of zero is attempted. The instruction 
is suppressed and the dividend remains unchanged. 


5.11 SUPERVISOR CALL INTERRUPTION 


Refer to the SVC instruction description in Section 7.1 for the detailed 
effects of a supervisor call interruption. The supervisor call interruption 
occurs as a result of the execution of the SUPERVISOR CALL instruction. It 
causes the current PCW and other information to be stored on the system stack 
and a new SVC PCW to be constructed. The contents of bit positions 8-15 of 
the SUPERVISOR CALL instruction become the interruption code of the old PCW on 
the system stack. 


Programming Note: The name “supervisor call" indicates that one of the major 
purposes of the interruption is the switching from problem to supervisor 
state. This major purpose does not preclude the use of this interruption for 
other types of status switching. The interruption code may be used to convey 
a message. 


5.12 MACHINE CHECK INTERRUPTION 


The machine check interruption provides a means for reporting to _ the 
program the occurrence of machine malfunctions. Information is provided to 
assist the program in determining the location of the fault. 


A machine check interruption causes the old PCW to be stored in the 
Machine Check Old PCW and a new PCW to be fetched from the Machine Check New 
PCW. The cause of the malfunction is identified by the interruption code. An 
interruption code of 1 indicates a main memory parity error. An interruption 
code of 2 indicates one of two conditions: either an IOP requested permission 
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from the CP to present an I/O interruption, permission was granted, and then 
the IOP responded with a request to do something other than present an 
interruption; or an IOP requested permission to present an I/O interruption, 
permission was granted, and then the IOP did not respond within a _ reasonable 
period of time (time-out failure). 


A machine check interruption may be masked off by turning off the 
machine check interruption mask bit in the PCW. A machine check interruption 
that is masked off causes entry into Control mode. 


The machine check reporting area is filled in as follows, depending on 
the interruption code: 


Code = 1 Bytes 0-3 contain the approximate physical address where’ the 
parity error occurred. Bytes 4-5 contain the data as read 


from memory. 


Code 


tt 
NO 


Byte 0 contains the device address passed back during an 
invalid response to the granting of permission to present an 
interruption, or contains X'FF' if the IOP did not respond 
within a reasonable period of time. 


Any program or supervisor call interruptions that would have occurred as 
a result of the current operation are eliminated. Any instruction in progress 
when a machine check occurs is aborted. 


5.12.1 VS100 Machine Checks 


Machine checks on the VS100 cause workstation 0 to display the message, 
“MACHINE CHECK xxx", where "xxx'' is one of the following: 


001 ECC error on main memory read by CP. The Old Machine Check PCW 
points to the instruction after the one causing the error. For 
instructions of RX type only, location X'74' of main memory 
contains the erroneous data and location X'78' contains its main 
memory address. 


003 Error on main memory write by CP. The Old Machine Check PCW 
points to the instruction after the one causing the error. 


017 Bus transaction log overflow (more than 128 entries). Old . 
Machine Check PCW points to the instruction after the one 
causing the error. 


018 Destination IOP has rejected CP or BA _ communication. Old 
Machine Check PCW points to the instruction whose execution 
followed the error. (Note that the previous instruction may not 
have caused the error.) 


019 Both errors 017 and 018 have occurred. 
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020 Destination processor has rejected CP communication. Machine 
Check Old PCW points to the instruction whose execution followed 
the error. (Note that the previous instruction may not have 
caused the error.) 


021 Both errors 017 and 020 have occurred. 
022 Both errors 018 and 020 have occurred. 
023 Errors 017, 018, and 020 have occurred. 


5.13 PRIORITY OF INTERRUPTIONS 


During execution of an instruction, several interruption-causing events 
may occur simultaneously. The instruction may give rise to a program 
interruption or a clock interrupt, a machine check may occur, and an I/O 
interruption request may be made, all at the same time. Instead of the 
program interruption, a supervisor call interruption might occur; however, 
both cannot occur since these two interruptions are mutually exclusive. 
Simultaneous interruption requests are honored in a predetermined order. 


Requests for interruption existing concurrently at the end of an 
instruction are honored in descending order of priority, as follows: 


Machine check 
Supervisor call 
Program 

Clock 
Input/Output. 


The action consists of storing the current PCW in the old PCW and 
fetching the new PCW belonging to the interruption first taken. This new PCW 
is subsequently stored without any instruction execution, and the next 
interruption PCW is fetched. This storing and fetching continues until no 
more interruptions are to be serviced. Further interrupts are honored if and 
only if the new PCW has them enabled. The I/0 or clock interruptions are 
taken only if the immediately preceding PCW indicates that the system is 
interruptible for I/O or clock interruptions. The interruption code of a new 
PCW is not loaded since it provides no useful information. 


Instruction execution is resumed using the last-fetched PCW. The order 
of executing interruption subroutines is therefore the reverse of the order in 
which the PCWs are fetched. 


Programming Note: The order in which simultaneous interruption requests are 
honored can be changed to some extent by masking. The priority rule applies 
to simultaneous interruption requests; an interruption request made after some 
interruptions have already been taken is honored according to the priority 
prevailing at the moment of the request. 
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CHAPTER 6 
CONTROL MODE 


6.1 INTRODUCTION 


Control mode is a CP state in which normal program execution is halted 
and certain other facilities are made available. These facilities are divided 
into two groups of commands. 


1. Load _ group--Contains commands for initializing the operating system, 
loading a stand-alone program, loading a diagnostic program, or 
restarting a program (from an initialized state). 


2. Debug group--Contains commands for displaying and/or modifying main 
memory, general registers, control registers, and the PCW. Also 
included in this group are commands for single-step program 
execution, hard copy dump of memory and registers, and virtual 
address translation. 


Control mode uses the lowest-addressed workstation on the first I/O 
processor (workstation 0) for communication with the machine operator. If 
this workstation is not powered on, the computer will wait until it is turned 
on. Control mode uses only the top line (line 1) of the CRT display. The 
previous contents of the line are saved on entry into Control mode and are 
restored on exit; therefore, Control mode is transparent to the program that 
is using this workstation. 


6.2 METHODS OF ENTRY 


6.2.1 Entry during Program Execution 


In this case, the following message is displayed at row 1: 
CONTROL MODE W XXXXXXXX XXXXXXKK 


The PCW displayed (Xs above) is the current PCW and can be examined to 
determine why Control mode was entered. 


If PCW bit 33 (Control mode bit) equals 1, then the program has entered 
Control mode by loading this PCW (with instruction LPCW, STNSM, STOSM, etc.). 


If PCW bit 33 is set to 0, then Control mode was entered by the 
operator's pressing the Control mode button on the CPU. However, if the words 
CONTROL MODE are blinking, a machine check has occurred. In the case of a 
machine check, the interruption code (first byte) of the PCW will indicate 
which type of machine check has occurred. 
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When Control mode is entered during program execution, the Debug group 
of Control mode commands is available. 


6.2.2 Entry from an Initialization Procedure 
In this case, the following message is displayed at row 1: 


CONTROL MODE F 04 


When Control mode is entered in this manner, both the Load group and _ the 
Debug group of Control mode commands are available. Pressing the ENTER key 
causes a Load command to be issued to the fixed or only volume of an assumed 
disk device at address 04. If this is not desired, the NEW LINE key will 
clear the command to allow other commands to be entered. 


6.3 INITIALIZATION PROCEDURES 

The actions taken when the LOAD button is pressed are a subset of those 
taken when the processor is powered on. The actions which each of them 
initiates are as follows: 


1. All IOPs are initialized and leave no I/O outstanding. 


2. The instruction address field of the current PCW is set to 256 and 
the other PCW bits are set to 0. 


3. Main memory locations 32-41 are set to X'40 000100 0800 000000 00' 
(default IOCW for Load group commands) . 


4. Local page table 0 is set for virtual address equal to physical 
address. The local page frame table is reset (i.e., all PFT entries 
are set for no reference, no change). Local page tables 1 and 2 are 
reset (page fault state). 


5. Control mode is entered. 


Additional results of power-on are that memory is zeroed, the clock is 
set to 0, and the comparator is set to all ls. 


6.4 CONTROL MODE COMMANDS AND RESPONSES 


The ENTER key must be pressed after the bracketed information in 
Subsections 6.4.1 and 6.4.2 has been supplied. In the following discussion, n 
represents one hexadecimal digit. 


6.4.1 Load Group Commands 


{F nn] and [R nn] are Load group commands. These commands allow the 
Control mode user to perform a complete 1/0 operation using device nn. They 
are accepted only when all I/O devices are inactive (through use of the LOAD 
or INITIALIZE button). The I/0 operation to be performed is indicated by the 
TOCW. The IOCW is located through the _ IOCA. F and R denote fixed and 
removable disk volumes, respectively. (This distinction is ignored if a 
device has only a fixed or only a removable volume.) 


Default IOCA, Default IOCW - When a Load command is entered, main memory 
location 32 and the IOCA for the device are modified as follows: 


Location 32 = X'40' or X'41' (READ command in IOCW) 
IOCA for device = X'0020' (Load IOCA) 


The IOCW set during initialization causes a 2048-byte READ to memory 
location 256 for a _ fixed-volume disk drive. For a removable-volume device, 
the first byte of the IOCW is set to X'41' by the [R nn] command. 


A Load group command causes the the CP to do the following: 


1. Write the device number (nn) at location 80 (10 old PCW). Create 
the IOCA and IOCW command byte. 


2. Clear all I/0 interrupts and issue an SIO instruction to device nn. 
If the condition code returned is 0, proceed; otherwise, terminate 
the Load command with a message. 


3. Accept all outstanding interruptions and ignore them until an 
interruption from device nn is received. (In general, there will 
not be any other interruptions outstanding; however, if present, 
interruptions from devices other than device nn are ignored and 
lost.) 


4. Inspect the IOSW returned by device nn and return the appropriate 
message. 


The CP then makes one of the following responses to the Load group 


1. If the Load SIO is completed successfully, Control mode will exit 
immediately and instruction execution proceeds under control of the 
current PCW. 


2. A message, INV DEV, is returned by a Load command for rejected SIO 
operations (condition code other than 0). The message indicates 
that the address (nn) referenced a nonexistent IOP (nonexistent 
device, condition code 3). 


3. The following two messages may be returned after I/O completion 
(i.e., storing of an IOSW by device nn). Bits 0-1 of the IOSW are 
examined. 


a. INT REQ--Bit 0 = 1--Intervention required indicated. 


b. I/O ERR--Bit 1 = 0--Abnormal I/O completion (hard error). 


6.4.2 Debug Group Commands 


The following commands are useful in debugging a program. 


[G n] 


{c nj 


[P nnnnnn] 


{V nnnnnn] 


[w] 


(M nnnnnnnn nonnnnnn] 


TAB (key) 


[x] 


Displays general registers n and ntl, with n ranging 
from 0 to E. (A value of n=F results in display of 
general register F followed by general register 0.) 


Displays control registers n and ntl, with n ranging 
from 0 to 6. 


For n = 8, floating-point register 0 is displayed. 
For n = A, floating-point register 2 is displayed. 
For n = C, floating-point register 4 is displayed. 
For n = E, floating-point register 6 is displayed. 


Odd values of n (such as 9, B, D) cause the low half 
(i.e., low-order 32 bits) of one register and the high 
half of the next register to be displayed. (A value of 
n = 7 results in display of control register 7 followed 
by the high half of floating-point register 0. A value 
of n = F results in display of the low half of 
floating-point register 6 followed by control register 
0.) 


Displays eight bytes of physical memory from the 
physical address given. Non-display indicates an 
invalid address. 


Displays the condition code (high-order byte of R1) and 
remaining contents of R1 resulting from an LPA 
instruction. If the translation is successful, eight 
bytes of memory are also displayed from the _ given 
virtual address. 


Displays the PCW. 


Modifies eight bytes displayed as a result of one of the 
five preceding commands. 


Causes execution of a single program step and displays 
the updated PCW. All I/O operations will proceed 
normally. 


Causes Control mode exit; instruction execution proceeds 
under control of the current PCW. 


{[D nnnnnn) [nnnnnn] Causes a dump of the PCW, the registers, and main memory 
to a printer (device 03). The first physical address 
entered is rounded down to the nearest 32-byte 
boundary. Each line has a 3-byte address followed by 32 
bytes of memory. Memory contents are printed, beginning 
at the rounded first address, until the line containing 
the byte location below the second address is’ reached, 
the end of memory is reached, or the operator terminates 
the dump by striking any workstation key. If the 
printer is off line, the Dump command remains pending. 
(The printer may be turned on and the Dump command will 
continue in this case.) Any pending printer interruption 
for device 03 is lost when a dump to that printer is 
requested. If device 03 is not a printer, this command 
is ineffective. 


NOTE 


When main memory is modified, the change bit is set in the 
local page frame table (CP local memory). 


In control mode no device other than workstation 0 will be 
serviced by the Control mode I/O processor (i.e., 
keystrokes for other workstations on the IOP are ignored). 


For the P and V commands, a failure to display data may 


indicate that a page break (2048-byte boundary) has been 
found; otherwise, non-display (or a _ partial display) 
indicates that a main memory parity error was detected by 
the IOP at the particular memory location. 


The Dump command will be executed even if an I/O command or 
I/O interruption was active for the printer (device 03). 
In this case, the previous printer status is discarded. 


6.4.3 Screen Manipulation Keys 


The following workstation keys are useful for entering and modifying 
data. 


NEW LINE - This key cancels (and clears) the partially-entered line. 


SPACE BAR - During a Modify command, this key retains the previous 
data at the current cursor position. 


ENTER - The key must be pressed after the command letter and 
numbers (if any). After a Modify command, this key may be 
pressed before all data has been entered, allowing 
unmodified data to remain unchanged. 
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CHAPTER 7 
INSTRUCTIONS 


ted GENERAL INSTRUCTION SET 


The following instructions represent the basic instruction set for the 
VS. In addition to these universal machine instructions, some extended 
mnemonic codes, such as JSI, are discussed in the chapter on machine 
instructions in the VS Assembler Language Reference Manual. A list of 
operation codes and formats for the basic instruction set is provided in 
Appendix A of this manual. 


Pp 
The superscript "p" (e.g., (CIO) ) in the first line of an instruction 
description means that the instruction is privileged. The short 
floating-point instructions (available as an option to VS80 systems running at 
least Version 3.04 microcode, and as a standard item to all VS25 and vV5100 
systems) are denoted by the word "(optional)" next to their format diagrams. 


Note that instructions are ordered alphabetically by name in this 
chapter, and alphabetically by mnemonic in the index. 
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ADD (AR, A) 

AR R1,R2 (RR) 

| | R | R | 

| 1A | 1 | 2 | 

| | | 

) 8 12 15 

A R1 , D2 (X2 ,B2) (RX) 

| } R | x I B i D | 
| SA | 1 | 2 | 2 | 2 | 
| | | | | 
0 8 12 16 20 31 


The second operand is added to the first operand, and the sum is placed 
in the first operand location. 


Addition is performed. by adding all 32 bits of both operands. If the 
carry from the sign-bit position and the carry from the high-order numeric bit 
position agree, the sum is satisfactory; if they disagree, an overflow 
occurs. The sign bit is not changed after the overflow. A positive overflow 
yields a negative final sum, and a negative overflow results in a positive 
sum. The overflow causes a program interruption when the fixed-point overflow 
mask bit in the PCW is 1. 


Operand 2 of the A instruction must be fullword aligned. 


Resulting Condition Code 


0 Sum is 0 

1 Sum is less than 0 

2 Sum is greater than 0 
3 Overflow 


Program Exceptions 


Access (fetch, operand 2 of A only) 
Fixed-point overflow 
Specification ‘A only) 


Programming Note 


In 2's-complement notation a zero result is always positive. 
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ADD DECIMAL (AP) 


AP D1(L1,B1) ,D2(L2,B2) (SS) 


| i 
| FA je 2b. i 
| | | 

0 8 1 


D| B 
1| 


| | 
| 2 | 
| | 
6 20 32 3 


2 


The second operand is added to the first operand, and the sum is placed 
in the first operand location. 


Ll and L2 are the field lengths in bytes, minus 1. 


Addition is algebraic, taking into account sign and all digits of both 
operands. All digits are checked for validity. If necessary, Os are supplied 
for either operand on the most significant end. When the first operand field 
is too short to contain all significant digits of the sum, an overflow 
condition is recognized. 


Overflow has two possible causes. The first is the loss of a carry from 
the most significant digit position of the result field. The second cause is 
an oversized result, which occurs when the second operand field is larger than 
the first operand field and significant result digits are lost. The field 
sizes alone are not an indication of overflow. An overflow causes a program 
interruption when the decimal overflow mask bit is 1. 


The first and second operand fields may overlap when their least 
Significant bytes coincide; therefore, it is possible to add a number to 
itself. 


The sign of the result is determined by the rules of algebra. When the 
operation is completed without an overflow, a zero sum result has a positive 
Sign, but when high-order digits are lost because of an overflow, a zero 
result may be either positive or negative, as determined by what the sign of 
the correct result would have been. This instruction will set the condition 
code even if the decimal overflow exception is taken. 
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Resulting Condition Code 


0 Sum is 0 

1 Sum is less than 0 
2 

3 


Sum is greater than 0 
Overflow 


Program Exceptions 


Access (fetch, operand 2; fetch and store, operand 1) 
Data 


Decimal overflow 
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ADD DECIMAL (FLOATING-POINT) (AQR, AQ) 


AQR R1 ,R2 (RR) 

| f R | R | 

| 3A | 1 | 2 | 

| | | | 

0 8 12 #15 

AQ R1 ,D2 (X2 ,B2) (RX) 

| if R | x [| B 4 D | 
| 7A lL a2 21 21 2 | 
| | | | | | 
0 8 12 16 20 31 


The second operand is added to the first operand, and the normalized sum 
is placed in the first operand location. Fullword alignment is required. 


Addition of two decimal floating-point numbers consists of a 
characteristic comparison and a fraction addition. The characteristics of the 
two operands are compared, and the fraction with the smaller characteristic is 
right-shifted; its characteristic is increased by one for each decimal digit 
of shift until the two characteristics agree. The fractions are then added 
algebraically to form an intermediate sum. If an overflow carry occurs, the 
intermediate sum is right-shifted one digit and the characteristic is 
increased by one. If the increase causes a characteristic overflow, a program 
interruption occurs. The fraction and the sign are correct, but the 
characteristic is 128 smaller than the correct characteristic. 


The intermediate sum consists of 15 decimal digits and a possible 
carry. The low-order digit is a guard digit obtained from the fraction that 
is shifted right. The guard digit is 0 if no shift occurs. 


After the addition, the intermediate sum is normalized as necessary by 
shifting left the fraction; vacated low-order digit positions are filled with 
Os; the characteristic is reduced by the amount of shift. 


If normalization causes the characteristic to underflow and if the 
corresponding mask bit is 1, a program interruption occurs. The fraction is 
correct, but the characteristic is 128 larger than the correct one. If the 
corresponding mask bit is 0, the result is made a true zero. 


When the intermediate sum is zero and the significance mask bit is 1, a 
significance exception exists and a program interruption takes place. No 
normalization occurs; the intermediate sum characteristic remains unchanged. 
When the intermediate sum is zero and the significance mask bit is 0, the 
program interruption for significance exception does not occur; rather, the 
result is forced to be true zero. Exponent underflow cannot occur for a zero 
fraction. 


774.1 
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The sign of the sum is derived by the rules of algebra. A zero sum 
fraction is regarded as positive. 


Resulting Condition Code 


Result fraction is 0 
Result fraction is less than 0 
Result fraction is greater than 0 


WN eH © 


Program Exceptions 


Specification 
Data 

Significance 
Exponent overflow 
Exponent underflow 
Access (AQ only) 
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ADD HALFWORD (AH) 


AH  R1,D2(X2,B2) (RX) 


B 
| 4A | 2 2 


| | 

| | 

| | 

16 20 31 
The second operand is added to the first operand, and the sum is placed 

in the first operand location. The second operand is two bytes in length, 

must be halfword aligned, and is considered to be a 16-bit signed integer. 


The second operand is expanded to 32 bits before the addition by 
propagating the sign-bit value through the 16 high-order bit positions. The 
contents of the second operand in main memory remain unchanged. Addition is 
performed by adding all 32 bits of both operands. If the carry from the 
sign-bit position and the carry from the high-order numeric bit position 
agree, the sum is satisfactory; if they disagree, an overflow occurs. The 
sign bit is not changed after the overflow. A positive overflow yields a 
negative final sum, and a negative overflow results in a positive sum. The 
overflow causes a program interruption when the fixed-point overflow mask bit 
in the PCW is 1. 


Resulting Condition Code 


Sum is 0 

Sum is less than 0 
Sum is greater than 0 
Overflow 


WN Fr © 


Program Exceptions 
Access (fetch, operand 2) 


Fixed-point overflow 
Specification 
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ADD LOGICAL (ALR, AL) 


ALR R1,R2 (RR) 
| | R | R | 
| 1E | 2vift2 i 
| | | | 
0 8 12 15 
AL  R1,D2(X2,B2) (RX) 
| ft R | xX | Bf D | 
| 5E Ih dk. Sik . weal 2 | 
| | | | | 
4) 8 12 16 20 31 


The second operand is added to the first operand, and the sum is placed 
in the first operand location. The occurrence of a carry from the sign 
position is recorded in the condition code. 


The second operand of the AL instruction must be fullword aligned. 


Logical addition is performed by adding all 32 bits of both operands. 
If a carry from the leftmost position occurs, the leftmost bit of the 
condition code is made 1. In the absence of a carry, the leftmost bit is made 
0. When the sum is 0, the rightmost bit of the condition code is made 0. A 
nonzero sum is indicated by a 1 in the rightmost bit. 


Resulting Condition Code 


Sum is 0 (no carry) 
Sum is not 0 (no carry) 
Sum is 0 (carry) 

Sum is not 0 (carry) 


WHF © 


Program Exceptions 


Access (fetch, operand 2 of AL only) 
Specification (AL only) 


ADD NORMALIZED (FLOATING-POINT) (ADR, AER, AD, AE) 


ADR R1,R2 (RR, Long) 

| }1R | R | 

| 2A lol 1] 2 | 

| | | | | 

0 8,9 12 15 

AER R1,R2 | (RR, Short) 

| ;R | RK | 

| 2A 111 1! #2 | (optional) 

| | | | 

0 8,9 12 15 

AD R1,D2(X2,B2) (RX, Long) 

| 1}|R | x | B D | 
| 6A lol 1lo2 | 2 | 2 | 
| | | | | | | 
0 8,9 12 16 20 31 
AE R1,D2, (X2,B2) (RX, Short) 

| ;!R dx [| B D | 
| 6A 4] 2tlo2 4 2 | 2 | (optional) 
| | | | | | 
0 8,9 12 16 20 31 


The second operand is added to the first operand, and the normalized sum 
is placed in the first operand location. 


Operand 2 of the AD instruction must be fullword aligned. 


Addition of two floating-point numbers consists of comparing 
characteristics and adding fractions. The characteristics of the two operands 
are compared, and the fraction with the smaller characteristic is 
right-shifted; its characteristic is increased by 1 for each hexadecimal digit 
of shift until the two characteristics agree. The fractions are then added 
algebraically to form an intermediate sum. If an overflow carry occurs, the 
intermediate sum is right-shifted one digit and the characteristic is 
increased by 1. If this increase causes a characteristic overflow, an 
exponent-overflow exception is signaled and a program interruption occurs. 
The fraction is normalized and correct, the sign is correct, and the 
characteristic is smaller by 128 than the correct characteristic. 


The intermediate sum consists of 15 hexadecimal digits (for AER and AE, 
7 hexadecimal digits) and a possible carry. The low-order digit is a guard 
digit obtained from the fraction that is shifted right. Only one guard digit 
position participates in the fraction addition. The guard digit is 0 if no 
shift occurs. 


After the addition, the intermediate sum is left-shifted as necessary to 
form a normalized fraction, vacated low-order digit positions are filled with 
Os, and the characteristic is reduced by the amount of shift. 


If normalization causes the characteristic to underflow and if the 
corresponding mask bit is 1, a program interruption occurs. The fraction is 
correct and normalized, the sign is correct, and the characteristic is larger 
by 128 than the correct one. If the corresponding mask bit is 0, the result 
is made a true 0. If no left shift takes place, the intermediate sum is 
truncated to the proper fraction length. 


When the intermediate sum is 0 and the significance mask bit is 1, a 
significance exception exists, and a program interruption takes place. In 
this case, no normalization occurs; the intermediate sum characteristic 
remains unchanged. When the intermediate sum is 0 and the significance mask 
bit is 0, the program interruption for the significance exception does not 
occur; rather, the characteristic is made 0, yielding a true zero result. 
Exponent underflow does not occur for a fraction of O. 


The sign of the sum is derived according to the rules of algebra; a 
result of 0 is regarded as positive. 


Resulting Condition Code 


0) Result fraction is 0 
1 Result is less than 0 
2 Result is greater than 0 
3 * 


Program Exceptions 


Specification 
Significance 
Exponent overflow 
Exponent underflow 
Access 


Programming Note 


Interchanging the two operands in a floating-point addition does not 
affect the value of the sum. 


ADD UNNORMALIZED (FLOATING-POINT) (AW, AU) 


AW  R1,D2(X2,B2) (RX, Long) 
| }i|R tx J] Bf D | 
| 6E lol 11 2 4 #2 4f 2 | 
| | | | | | | 
0 8,9 12 16 20 31 
AU = _—- R1,D2 (X2,B2) (RX, Short) 
| ;irR | xX | Bf D 
| 6E et Gale Gee SOc? Se (| 2 | (optional) 
| 1 | | | | 
) 8,9 12 16 20 31 


The second operand is added to the first operand, and the unnormalized 
sum is placed in the first operand location. Operand 2 requires fullword 
alignment. 


After the addition the intermediate sum is truncated to the proper 
fraction length. 


When the resulting fraction is 0 and the significance mask bit in _ the 
PCW is 1, a significance exception exists and a program interruption takes 
place. When the resulting fraction is 0 and the significance mask bit is 0, 
the program interruption for the significance exception does not occur; 
rather, the characteristic is made 0, yielding a true zero result. (See ADD 
NORMALIZED.) 


Leading Os in the result are not eliminated by normalization, and an 
exponent underflow cannot occur. 


The sign of the sum is derived by the rules of algebra. The sign of a 
sum with a result fraction of 0 is always positive. 


Resulting Condition Code 


0 Result fraction is 0 

1 Result is less than 0 

2 Result is greater than 0 
3 


Program Exceptions 


Specification 
Significance 
Exponent overflow 
Access 
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AND (NR, N, NI, NC) 


NR R1,R2 (RR) 
| | R | RK | 
| 14 ee or 
| | | | 
0 8 12 15 
N  R1,D2(X2,B2) . (RX) 
| | R | xX | B D | 
| 54 ; 2] 2 | 2 | 2 | 
| | | | | | 
0 8 12 15 31 
NI D1(B1) ,12 (SI) 
| | I 1 B | D | 
| 94 | 2 | 1 | 1 | 
| | | | 
0 8 16 20 31 
NC  D1(L,B1) ,D2(B2) (SS) 
| 1 B | //DI B l/ /D | 
| D4 | L | 4afd-e-2l 2 l-- 2] 
| | | // | l/ / | 
0 8 16 20 32 36 47 


The logical product (AND) of the bits of the first and second operand is 
placed in the first operand location. Operands are treated as unstructured 
logical quantities, and the connective AND is applied bit by bit. A bit 
position in the result is set to 1 if the corresponding bit positions in both 
operands contain a 1; otherwise, the result bit is set to 0. All operands and 
results are valid. 


Operand 2 of the N instruction must be fullword aligned. For the NC 
instruction, L is the length of each operand minus 1. 


Resulting Condition Code 


O Result is 0 
uf Result not 0 
2 pony 
3 


Program Exceptions 


Access (fetch, operand 2, N and NC; fetch and store, operand 1, NI, NC) 
Specification (N only) 


Programming Note 


The AND instruction may be used to set a bit to 0. For this purpose, 
the second operand should have Os in all positions corresponding to the 
first-operand bits to be set to 0. 
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BIT RESET (BRESET) 


BRESET D1(B1) ,M2 (SI) 


| | M 
| 9D 2 | 
| | | 

0 8 1 


The bit at bit displacement M2 from the high-order bit (bit 0) of the 
first operand is set to 0. Bit numbering begins with the high-order bit of 
each byte and proceeds through ascending byte locations. The condition code 
reflects the value of the specified bit before modification. 


Resulting Condition Code 
O Bit was 0 before operation 
1 Bit was 1 before operation 
2 = 
3 —— 


Program Exceptions 


Access (store, operand 1) 


BIT SET (BSET) 


BSET D1(B1) ,M2 (SI) 


| | M | | 
| 9C | 2 | | 
| | | | 
0 8 16 20 31 


The bit at bit displacement M2 from the high-order bit (bit 0) of the 
first operand is set to 1. Bit numbering begins with the high-order bit of 
each byte and proceeds through ascending byte locations. The condition code 
reflects the value of the specified bit before modification. 


Resulting Condition Code 
Bit was 0 before operation 


0 
1 Bit was 1 before operation 
2 
3 


Program Exceptions 


Access (store, operand 1) 


BIT TEST (BTEST) 


BIEST D1(B1) ,M2 (SI) 


| | M | 
| 9E | 2 | 
| | | 

0 8 1 


Qt--_-—_— 


The bit at bit displacement M2 from the high-order bit (bit 0) of the 
first operand is tested, and the result is reflected in the condition code. 
Bit numbering begins with the high-order bit of each byte and proceeds through 
ascending byte locations. 


Resulting Condition Code 
0 Bit is 0 
1 Bit is l 


Program Exceptions 


Access (fetch, operand 1) 
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BRANCH AND LINK (BALR, BAL) 


BALR  R1,R2 (RR) 
| i R | R | 
| 05 | 1 | 2 | 
| | | 
0 8 12 15 
BAL R1,D2(X2,B2) (RX) 
| i KR | x | Bd D | 
| 45 | 1 | 2 | 2 | 2 | 
| | | | | | 
rs) 8 12 16 20 31 
BRANCH AND LINK (RELATIVE) (RBAL) 
RBAL R1,L2 (RL) 
| | R | L | 
| 75 | 1 | 2 | 
| | | | 
0 8 12 31 


The program mask byte of the PCW and the updated instruction address are 
stored as link information in the general register specified by Rl. 
Subsequently, the instruction address is replaced by the branch address. For 
BALR, the branch address is the contents. of R23; for BAL, it is X2+B2+D2. For 
RBAL, the branch address is the sum of the current instruction address and the 
L2 field. | 


The branch address is determined before the link information is stored. 
The link information contains the updated instruction address. 


Resulting Condition Code 

The condition code remains unchanged. 
Program Exceptions 

None 
Programming Note 


The link information is stored without branching in the RR format when 
the R2 field contains zero. 
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BRANCH AND LINK ON CONDITION INDIRECT (BALCI) 


BALCI M1,R3,D2(B2) (RS) 


| | M 
| 99 | 1 
| | 


1 R 
| 
| 

0 8 12 


3 


| B | | 
| 2] | 
| 
16 20 31 

The updated instruction address is replaced by the branch address if the 
state of the condition code is as specified by Ml; otherwise, normal 
instruction sequencing proceeds with the updated instruction address. If the 
branch is taken, the program mask byte of the PCW and the updated instruction 
address are stored as link information in the general register specified by R3. 


The branch address is determined before the link information is_ stored. 
The three low-order bytes of the word at the location designated by the second 
operand address are used as the branch address. 


The M1 field is used as a 4-bit mask. The four bits of the mask 
correspond, left to right, with the four condition codes are as follows: 


Instruction Mask Position Condition 
Bit Value Code 
8 8 0 
9 4 1 
10 2 2 
1l 1 3 


The branch is successful whenever the condition code has a corresponding 
mask bit of 1. 


Operand 2 requires fullword alignment. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Access (fetch, operand 2 if the branch is taken) 
Specification 


Programming Note 


This instruction combines a conditional branch and link with an 
indirectly specified branch address. 
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BRANCH AND LINK STACK (BALS) 


BALS S$1,D2(X2,B2) (RX) 


| ee 

| 81 | a1 

| | | 
0 8 12 


© 
W 
Ee j—— 


The relevant stack vector is determined from the S1 field of the 
instruction. A branch address is calculated from the second operand field 
according to the rules for base-displacement or relative address formation. 
The stack pointer is decremented by 4, and the same information BAL would put 
in a register, including the updated instruction address, is placed in the 
four byte locations starting with the location addressed by the updated stack 
pointer. A branch is made to the previously calculated branch address. 


Resulting Condition Code 
The condition code remains unchanged. 


Program Exceptions 


Stack overflow 
Access (store, bytes pushed onto stack) 
Specification 
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BRANCH AND LINK STACK (RELATIVE) (RBALS) 
RBALS’~—R1,L2 (RL) 


| | 
| 73 , 1 | 
| | | | 
12 31 
The relevant stack vector is determined from the R1 field of the 
instruction. A branch address is calculated as the sum of the current 
instruction address and the L2 field. The stack pointer is decremented by 4, 
and the same information BAL would put in a register, including the updated 
instruction address, is placed in the four byte locations starting with the 
location addressed by the updated stack pointer. A branch is made to the 
previously calculated branch address. 


Resulting Condition Code 
The condition code remains unchanged. 


Program Exceptions 


Stack overflow 
Access (store, bytes pushed onto stack) 
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BRANCH ON CONDITION (BCR, BC) 


BCR M1,R2 

| i Mm | 
| 07 | 1 | 
| 
0 8 12 
BC M1,D2(X2,B2) 

| } Mm | 
| 47 | 1 | 
| | | 
) 8 12 
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(RX) 


| | 
| | 
| | 
16 §=20 


BRANCH ON CONDITION (RELATIVE) (RBC) 


RBC M1,L2 


| | mM | 
| 77 | 1 
| | | 

0 8 1 


(RL) 


~~ [— — — 


-i— — — 


The updated instruction address is replaced by the branch address if the 


State of the condition code is as specified by Ml; 
instruction sequencing proceeds with the updated 
the branch address is contained in R2; for BC, it is X2+B2+D2. 


otherwise, 


it is the sum of the current instruction address and the L2 field. 


The Ml field is used as a 


4-bit mask. 


correspond, left to right, with the four condition codes as follows: 


Instruction 
Bit 


8 
9 
10 
11 


Mask Position 
Value — 


he NO & 0 


The branch is successful whenever the condition code has a_ corresponding 


bit of 1. 


Resulting Condition Code 


The condition code remains unchanged. 
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normal 


instruction address. For 
For RBC, 
The four bits of the mask 
Condition 
Code 
C 
1 
2 
3 
mask 


This manual is updated by: Addendum 800-1100PQO-04.01 


Program Exceptions 


None 


Programming Notes 


When a branch is to be made on more than one condition code, the 
pertinent condition codes are specified in the mask as the sum of their mask 


position values. A mask of 12, for example, specifies that a branch is to be 
made on condition codes 0 or l. 


When all four mask bits are 1s, that is, when the mask position value is 
15, the branch is unconditional. When all four mask bits are 0s or when the 
R2 field in the RR format contains 0, the branch instruction is equivalent to 
a no-operation. For a no-operation BCR the branch address (R2) is ignored. 
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BRANCH ON CONDITION INDEXED (RELATIVE) (RBCX) 


RBCX M1,L2(X2) (RRL) 


1 x | | 
65 lf afd 2] | 
| | | | | 
12 16 31 
The updated instruction address is replaced by the branch address if the 
state of the condition code is as specified by M1; otherwise, normal 
instruction sequencing proceeds with the updated instruction address. 


The branch address is formed by adding the halfword L2 field, the 


contents of the general register designated by the X2 field, and the current 
instruction address. 


The Ml field is used as a 4-bit mask as in the BRANCH ON CONDITION (BC) 
instruction. 


When the instruction is executed, the current instruction address used 
in the effective-address calculation is the address of the EXECUTE instruction. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


None 
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BRANCH ON CONDITION STACK (BCS) 


BCS M1,82 (RS) 


| i mM | 
| 01 | 121i 
| | | 

0 8 1 


The updated instruction address is replaced by the branch address if the 
state of the condition code is as specified by Ml; otherwise, normal 
instruction sequencing proceeds with the updated instruction address. 


The Ml field is used as a 4-bit mask. The four bits of the mask 
correspond, left to right, with the four condition codes as follows: 


Instruction Mask Position Condition 
Bit Value Code 
8 8 0 
9 4 1 
10 2 2 
11 1 3 


The branch is successful whenever the condition code has a corresponding 
mask bit of 1. 


If the branch is to be taken, the stack is referenced and the branch 
address is obtained from the stack. If the branch is not taken, the stack is 
not referenced and no stack violations are detected. 

The relevant stack vector is determined from the S52 field of the 
instruction. The 24-bit address in the low-order three bytes of the 
word-aligned 4-byte memory area addressed by the contents of the stack pointer 


is placed in the current instruction address field in the PCW (i.e., a branch 
is made to that location). The stack pointer is then incremented by 4. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Access (fetch, bytes popped from stack) 
Specification 


Programming Note 


This instruction is a BCR that uses the stack. 
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BRANCH ON COUNT (BCTR, BCT) 


BCTR R1,R2 (RR) 
| 1 KR | Rf 
| 06 1h at 2 | 
| | | | 
0 8 12 15 
BCT R1,D2(X2,B2) (RX) 
| 1 R | XxX | Bs D | 
| 46 ; tt2i4.2 = { 2 | 
| | | | | 
0 8 12 16 20 31 


The contents of the general register specified by Rl are algebraically 
reduced by 1. When the result is 0, normal instruction sequencing proceeds 
with the updated instruction address. When the result is not 0, the 
instruction address is replaced by the branch address. The branch address for 
BCTR is R23 for BCT it is X2 + B2 + D2. 


The branch address is determined prior to the counting operation. 
Counting does not change the condition code. The subtraction proceeds as in 


fixed-point arithmetic, and all 32 bits of the general register participate in 
the operation. 


Resulting Condition Code 

The condition code remains unchanged. 
Program Exceptions 

None 
Programming Notes 


An initial count of 1 results in 0, and no branching takes place. An 
initial count of 0 results in all 1s and causes branching to be executed. 


Counting is performed without branching when the R2 field in the RR 
format contains 0. 


BRANCH ON COUNT (RELATIVE) (RBCT) 


RBCT R1,R2 (RL) 


| | R | 

| 76 1 1 | 

| | | | 

@) 8 12 31 

The sign of the L2 field is extended 12 bits to the left, to form a 
32-bit signed 2's-complement displacement. The displacement is added to _ the 
current instruction address to form the branch address. 


Instruction execution is then identical to the corresponding RX 
instruction. 


When the instruction is executed, the current instruction address used 
in the effective-address calculation is the address of the EXECUTE instruction. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


None 
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BRANCH ON INDEX HIGH (BXH) 


BXH R1,R3,D2(B2) (RS) 

| | R | R I B D | 
| 86 | 1 | 3 | 2 | 2 | 
| | | | | 
0 8 12 16 20 31 

BRANCH ON INDEX HIGH (RELATIVE) (RBXH) 

RBXH R1,R3,L2 (RRL) 

| | R | R | L | 
| 66 | 1 | 3 | 2 | 
| | | | | 
0 8 12 16 31 


An increment is added to the first operand, and the sum is compared 
algebraically with a comparand. Subsequently, the sum is placed in the first 
operand location, regardless of whether the branch is taken. When the sum is 
high, the instruction address is replaced by the branch address. When the sum 
is low or equal, instruction sequencing proceeds with the updated instruction 
address. For BXH, the branch address is B2+D2. For RBXH, it is the sum of 
the current instruction address (bits 8-31 of the PCW) and the L2 field. 


The first operand and the increment are in the registers specified by Rl 
and R3. The comparand register address is odd and is either greater by 1 than 
R3 or equal to R3. The branch address is determined prior to the addition and 
comparison. 


Overflow caused by the addition is ignored and does not affect the 
comparison. Otherwise, the addition and comparison proceed as in fixed-point 
arithmetic. All 32 bits of the general registers participate in the 
operations, and negative quantities are expressed in 2's-complement notation. 
When the first operand and comparand locations coincide, the original register 
contents are used as the comparand. 


Resulting Condition Code 
The condition code remains unchanged. 
Program Exceptions 


None 


Programming Note 
The name "branch on index high" indicates that one of the major purposes 


of this instruction is the incrementing and testing of an index value. The 
increment is algebraic and may be of any magnitude. 
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BRANCH ON INDEX LOW OR EQUAL (BXLE) 


BXLE R1,R3,D2(B2) (RS) 
| | R | | B 

| 87 | 1 | | 

| | | | 
0 8 12 16 


wi — — 


An increment is added to the first operand, and the sum is compared 
algebraically with a comparand. Subsequently, the sum is placed in the first 
operand location, regardless of whether the branch is taken. When the sum is 
low or equal, the instruction address is replaced by the branch address. When 
the sum is high, normal instruction sequencing proceeds with the updated 
instruction address. The branch address is B2+D2. 


The first operand and the increment are in the registers specified by Rl 
and R3. The comparand register address is odd and is either greater by 1 than 
R3 or equal to R3. The branch address is determined prior to the addition and 
comparison. 


This instruction is similar to BRANCH ON INDEX HIGH, except that the 
branch is taken when the sum is low or equal compared to the comparand. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


None 
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BRANCH ON INDEX LOW OR EQUAL (RELATIVE) (RBXLE) 


RBXLE- R1,R3,L2 (RRL) 


| | 
| 67 } 1 
| | 


0 8 6 31 


The branch address is formed by adding the signed halfword L2 field and 
the current instruction address. Instruction execution is then identical to 
the corresponding RS instruction. 


When the instruction is executed, the current instruction address used 
in the effective-address calculation is the address of the EXECUTE instruction. 


Resulting Condition Code 
The condition code remains unchanged. 


Program Exceptions 


None 


COMPARE (CR, C) 


CR R1,R2 (RR) 
| ; KR | R | 
| 19 ft 12ift.2 | 
| | | | 
0 8 12 #15 
C  R1,D2(X2,B2) (RX) 
| 1 R | xX | Bf D | 
| 59 lf atl 2 2 | 2 | 
| | | | | | 
0 8 12 16 20 31 


The first operand is compared with the second operand, and the result 
determines the setting of the condition code. The second operand of the C 
instruction must be fullword aligned. 


Comparison is algebraic, treating both comparands as 32-bit signed 
integers. Operands in registers or storage are not changed. 


Resulting Condition Code 
Operands are equal 


0 

1 First operand is low 
2 First operand is high 
3 


Program Exceptions 


Access (fetch, Operand 2 of C only) 
Specification (C only) 
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COMPARE (FLOATING-POINT) (CDR, CER, CD, CE) 


CDR R1,R2 (RR, Long) 
| R | R | 
| 29 lol 1vlo2 | 
| | | | 
0 8,9 12 15 
CER R1,R2 (RR, Short) 
| 1R | R | 
| 29 ll] 1] 2 | (optional) 
| |_| | | 
0 8,9 12 15 
CD R1,D2(X2,B2) (RX, Long) 
| |]R | x {| Bf D | 
| 69 lol 1! 2 | 2 | 2 | 
| |_| | | | I 
0 8,9 12 16 20 31 
CE R1,D2(X2,B2) (RX, Short) 
| ftR | x | Bf D | 
| 69 (2 1 alae (i) co” a a? Sa 2 | (optional) 
| | | | | | | 
0 8,9 12 16 20 31 


The first operand is compared with the second operand, and the condition 
code indicates the result. 


Comparison is algebraic, taking into account the sign, fraction, and 
exponent of each number. An exponent inequality is not decisive for magnitude 
determination, since the fractions may have different numbers of leading Os. 
An equality is established by following the rules for normalized 
floating-point subtraction. When the intermediate sum, including the guard 
digit, is 0, the operands are equal. Neither operand is changed as a result 
of the operation. 


An exponent-overflow, exponent-underflow, or lost significance exception 
cannot occur. 


Operand 2 of the CD instruction must be fullword aligned. 


Resulting Condition Code 


O Operands are equal 
1 First operand is low 
2 First operand is high 
3 


Program Exceptions 


Specification 
Access 


Programming Note 


Condition code 0 (equal comparison) is set when numbers with zero 
fractions are compared, even when they differ in sign or characteristic. 
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COMPARE DECIMAL (CP) 


CP D1(L1,B1) ,D2(L2,B2) (SS) 


| i L i 
{ F9 | \ 
| | | 

0 8 1 


2 


The first operand is compared with the second, and the condition code 
indicates the comparison result. 


Comparison proceeds right to left, taking into account the sign and all 
digits of both operands. All digits are checked for validity. If the fields 
are unequal in length, the shorter is extended with Os on the most significant 
end. A field with a zero value and positive sign is considered equal to a 
field with a zero value but negative sign. Neither operand is changed as a 
result of the operation. Overflow cannot occur in this operation. 


The first and second fields may overlap when their least significant 
bytes coincide. It is possible, therefore, to compare a number to itself. 


Ll and L2 are the field lengths in bytes, minus 1. 


Resulting Condition Code 


Operands equal 
First operand is low 
First operand is high 


WHF © 


Program Exceptions 


Access (fetch, operands 1 and 2) 
Data 


Programming Note 
The COMPARE DECIMAL instruction is the only COMPARE instruction that 


processes from right to left, taking signs, Os, and invalid characters into 
account, and extending variable-length fields when they are unequal in length. 


J=31 
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COMPARE HALFWORD (CH) 


CH R1,D2(X2,B2) (RX) 


| | R | 
| 49 | 1 | 
| | | 

0 8 1 


P| — — 


The first operand is compared with the second operand, and the result 
determines the setting of the condition code. The second operand is two bytes 
in length, must be halfword aligned, and is considered to be a 16-bit signed 
integer. 


The second operand is expanded to 32 bits before the comparison by 
propagating the sign-bit value through the 16 high-order bit positions. 


Comparison is algebraic, treating both comparands as 32-bit signed 
integers. Operands in registers or storage are not changed. 


Resulting Condition Code 


O Operands are equal 

1 First operand is low 
2 First operand is high 
3 


Program Exceptions 


Access (fetch, operand 2) 
Specification 
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COMPARE LOGICAL (CLR, CL, CLI, CLC) 


CLR R1,R2 (RR) 


| 1 R | R | 
| 15 1 ait 2 | 
| | | | 
0 8 12 #15 
CL  R1,D2(X2,B2) (RX) 
| | R | xX | Bf D | 
| 55 he “We As eae 3 al 2 | 
| | | | | | 
0 8 12 16 20 31 
CLI D1(B1) ,12 (SI) 
| | i Bf D | 
| 95 | I ; 1 | 1 | 
| | | 
0 8 16 20 31 
CLC D1(L,B1) ,D2(B2) (SS) 
| | | B | / />D I B l/ /D | 
| D5 | L | 1 J--1I 2 |l-- 2 | 
| | | | // | l\/ / | 
0 8 16 20 32 36 47 


The first operand is compared with the second operand, and the result is 
indicated in the condition code. For the CL instruction, the second operand © 
requires fullword alignment. 


The instructions allow comparisons that are register-to-register, 
storage-to-register, instruction-to-storage, and storage-to-storage. The 
length of the CLC instruction is stored as the actual length minus 1 in the Ll 
field. 


Comparison is unsigned binary, and all codes are valid. The operation 
proceeds left to right and ends as soon as an inequality is found or the _ end 
of the fields is reached. However, when part of an operand in the CLC 
instruction is specified in an unavailable location, the operation may be 
terminated by an addressing exception. 


Resulting Condition Code 


Operands are equal 
First operand is low 
First operand is high 


WwWnre © 


Program Exceptions 


Specification (CL only) 
Access (fetch, operand 2, CL and CLC; fetch, operand 1, CLI, CLC) 


Programming Note 


The COMPARE LOGICAL instructions treat all bits alike as part of an 
unsigned binary quantity. In variable-length operation, comparison is left to 
right and may extend to the full specified field length. The operation may be 
used to compare unsigned packed decimal fields or alphanumeric information in 
any code that has a collating sequence based on ascending or descending binary 
values. For example, ASCII has a collating sequence based on ascending binary 
values. 
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COMPARE LOGICAL CHARACTERS UNDER MASK (CLM) 


CLM R1,M3,D2(B2) (RS) 


| | RK | 
| BD I 1 | 
| | | 

0 8 1 


1 B | 

2 | 

| | 

16 20 31 
The second operand is compared with the first operand under control of a 

mask, and the result is indicated in the condition code. 


The contents of the M3 field (bit positions 12-15) are used as a mask. 
The four bits of the mask, left to right, correspond with the four bytes, left 
to right, of the general register designated by the Rl field. The byte 
positions corresponding to ls in the mask are considered a contiguous field 
and are compared with the second operand. The second operand is a contiguous 
field in memory, starting at the second operand address and equal in length to 
the number of 1s in the mask. The bytes in the general register corresponding 
to Os in the mask do not participate in the operation. The comparison is 
performed with the operands regarded as binary unsigned quantities, with all 
codes valid. The operation proceeds left to right. 


When the mask is not 0, exceptions associated with storage-operand 
access are recognized only for the number of bytes specified by the mask. 
However, when part of the designated storage operand is in an inaccessible 
location but the operation can be completed by using the accessible operand 
parts, whether or not the exception for the inaccessible part is indicated is 
unpredictable. When the mask is 0, access exceptions are recognized for one 
byte. 


Resulting Condition Code 
Selected bytes are equal, or mask is 0 


0 

1 Selected field of first operand is low 
2 Selected field of first operand is high 
3 


Program Exceptions 


Access (fetch, operand 2) 


COMPARE LOGICAL LONG (CLCL) 


CLCL  R1,R2 (RR) 
| | 
| OF | 1 
| | 


[rR | 

1 2 | 

| | 
0 8 12 15 

The first operand is compared with the second operand, and the result is 
indicated in the condition code. 


The R1 and R2 fields each designate an even-odd pair of general 
registers and must each specify an even-numbered register; otherwise, a 
specification exception is recognized. 


The addresses of the leftmost bytes of the first and second operands, 
respectively, are specified by bits 8-31 of general registers R1 and R2. 
Numbers of bytes in the first and second operands, respectively, are given by 
bits 8-31 of general registers R1+1 and R2+1. Bits O-7 of register R2+1 
contain the padding character. Bits 0-7 of registers R1, R1+1, and R2 are 
ignored. 


The comparison is performed with the operands regarded as binary 
unsigned quantities, with all codes valid. The comparison starts at the 
high-order end of both fields and proceeds to the right. The operation ends 
as soon as an inequality is detected or the end of the longer operand is 
reached. If the operands are not of the same length, the shorter operand is 
extended with the padding character for purposes of comparison. 


If both operands are of zero length, the operands are considered equal. 


The execution of the instruction is interruptible. When an interruption 
occurs after a unit of operation other than the last one, the contents of 
registers R1+tl and R2+l are decremented by the number of bytes compared, and 
the contents of registers Rl and R2 are incremented by the same number, so 
that the instruction, when re-executed, resumes at the point of interruption. 
The high-order bytes of registers Rl and R2 are set to 03; the contents of the 
high-order byte of registers R1+1l and R2+1 remain unchanged. If the operation 
is interrupted after the shorter operand has been exhausted, the count field 
pertaining to the shorter operand is 0 and its address is updated accordingly. 
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The instruction may be refetched from main storage even in the absence 
of an interruption during execution. 


If the operation ends because of a mismatch, the count and address 
fields at completion identify the byte of mismatch. The contents of bit 
positions 8-31 of registers R1+l and R2+1 are decremented by the number of 
bytes that matched, unless the mismatch occurred with the padding character, 
in which case the count field for the shorter operand is set to 0. The 
contents of bit positions 8-31 of registers Rl and R2 are incremented by the 
amounts by which the corresponding count fields were reduced. If the count 
fields of both operands are made 0 at completion and the addresses are 
incremented by the corresponding count values, the contents of bit positions 
O-7 of registers R1 and R2 are set to 0, even in the case when one or both of 
the original count values are 0. The contents of bit positions 0-7 of 
registers R1+1 and R2+1l remain unchanged. 


When part of an operand is designated in an inaccessible location but 
the operation can be completed by using the available operand parts, it is 
unpredictable whether an access exception for the inaccessible part is 
recognized. 


When the count field for an operand has the value 0, no access 
exceptions are recognized for that operand. 


Resulting Condition Code: 


0 Operands are equal, or both fields have zero length 
1 First operand is low 

2 First operand is high 
3 


Program Exceptions 


Access (fetch, operands 1 and 2) 
Specification 


Programming Notes 
When the contents of the Rl and R2 fields are the same, the condition 


code is set to 0, but protection and addressing exceptions do not necessarily 
occur as called for by the operand designation. 


Special precautions should be taken when COMPARE LOGICAL LONG is made 
the subject of EXECUTE. See the programming notes under EXECUTE. 


See also the programming notes under MOVE LONG. 


COMPARE LOGICAL WITH PAD (CLPC) 


CLPC D1(L1,B1) ,D2(L2,B2) ,13 (SSI) 


| 1 bet3m«tdtuoeu eftsBidy/p to BOUL ss | 
| ES | 141 31 24d i144 : -2. | 2 | 
| | | | | l/ / | | / | 
0 8 16 24 32 36 48 52 63 


The first operand is compared with the second operand, and the result is 
indicated in the condition code. Comparison is binary, and all codes are 
valid. All bits are treated alike as part of an unsigned binary quantity. 
The operation proceeds left to right and ends as soon as an inequality is 
found. Ll and L2 are the operand lengths, minus 1. If operand lengths Ll and 
L2 are unequal, the shorter operand is extended on the right for purposes of 
comparison by replication of the character specified in the I3 field of the 
instruction. 


The bytes compared are not modified. 


Resulting Condition Code 


Operands are equal 
First operand is low 
First operand is high 


Wn re © 


Program Exceptions 


Access (fetch, operands 1 and 2) 
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COMPRESS STRING (COMP) 


COMP D1(R1,B1) ,D2(R2,B2) (SS) 
| | R 
| Fé | 21 
| | 


R 
2 


B 
1 


// oD 


| IB | | 
| | 1] | 
| Peel | 
0 8 12 16 20 3 


The second operand is placed in the first operand location in a 
compressed format. 


The lengths of operands 1 and 2 are taken from registers Rl and R2, 
respectively. If the value in either register is 0 or greater than 2048, the 
instruction terminates immediately with condition code 2, and operand 1 is not 
changed. 


The resulting string in the first operand location contains one or more 
substrings, each consisting of a length byte followed by one or more data 
bytes. The length byte format is as follows: 


Bit 0 = 0 Uncompressed substring follows 
= 1 Compressed substring follows 
Bits 1-7 Length of original substring minus 1 


A compressed substring is always two bytes in length, and consists of 
the length byte followed by a byte to be replicated when recreating the 
original string. All bytes repeated three or more times are compressed; pairs 
of identical bytes are not compressed. 


Resulting Condition Code 


0 String successfully compressed; length of compressed string placed 
in register Rl. 


1 Compressed string too long for operand 1; register R1 unchanged; 
data in operand 1 unreliable. 


2 Length in Rl or R2 is O or greater than 2048; instruction 
suppressed; register Rl unchanged. 


——— 
Program Exceptions 

Access (fetch, operand 2; store, operand 1) 
Programming Note 


Pairs are not compressed. Thus hexadecimal ‘AABBCCCCDD' becomes 
‘O4AABBCCCCDD' rather than '01AABB81CCOODD'. 


P 
CONTROL 1/0 (CIO) 


CIO. Ri (RR) 
| 1 R I/////71 
| oc 1 1 IV//4/771 
| | LA/IITLA 
0 8 12 15 


CONTROL I/0 causes the addressed device or I/O processor to perform 
device-dependent or processor~dependent actions. Not all devices and I/O 
processors accept CIO as a valid request. When issued for a device for which 
it is not supported, CIO will return condition code 0, and program execution 
will continue. 


Bits 24 to 31 of R1 identify the device. Bits 0 to 23 are ignored. 
The CIO instruction is discussed in greater detail in Chapter 8. 
Resulting Condition Code 


0 1/0 operation accepted or device for which CIO not supported, 
execution proceeding 


1 Device busy with previous operation, or interruption other than IOP 
NOW READY is pending 


2 IOP busy 

3 IOP not operational 
Program Exceptions 

Privileged operation 
Programming Note 


Telecommunications (TC) IOPs use the SIO instruction instead of CIO for 
memory diagnostic operations. 
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CONVERT DECIMAL (FLOATING-POINT) TO PACKED DECIMAL (CVP) 
CVP R1 ,D2 (X2 ,B2) (RX) 


| | R 
| 7F } 41 


| xX 
| 

| | | 
1 


2 


; BI | 

; 2 | | 

| | | 
2 16 20 31 

The decimal floating-point number in the floating-point register 
designated by Rl is converted to packed decimal format, and the result is 
stored in the location specified by the second operand. If the second operand 


address is not word aligned, a specification exception will occur. 


Absolute values greater than 9 99 99 99 99 99 99 99 result in a decimal 
overflow, and cause a program interruption if the decimal overflow mask bit is 
Ls In the event of an overflow, the low-order 15 digits plus the sign digit 
are stored in the second operand. 


Resulting Condition Code 


Result is 0 

Result is less than 0 
Result is greater than 0 
Overflow 


Whe © 


Program Exceptions 


Specification 
Data 

Decimal overflow 
Access 


7-40.1 


This manual is updated by: Addendum 800-1 100PO0-04.01 


CONVERT PACKED DECIMAL TO DECIMAL (FLOATING-POINT) (CVQ) 
cvQ R1 ,D2 (X2,B2) (RX) 


| | R | 
TE | 1.4. 
| | | 

0 8 1 


pal | ee 


The 8-byte packed decimal value in the second operand is converted to a 
normalized decimal floating-point number and placed in the floating-point 
register designated by Rl. 


The second operand address must be word aligned, or else a specification 
exception occurs. 


Exponent overflow and exponent underflow cannot occur. 

No significance exception will be taken for a zero fraction. 
Resulting Condition Code 

Result is 0 


Result is less than 0 
Result is greater than 0 


WNe © 


Program Exceptions 
Specification 


Data 
Access 
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CONVERT TO BINARY (CVB) 


CVB R1,D2(X2,B2) (RX) 


| R | 

| 4F | 1 | 

| | | 
0 8 1 


pa | — —— 


The radix of the second operand is changed from decimal to binary. The 
number is treated as a right-aligned signed integer both before and after 
conversion. The second operand has the packed decimal data format and is 
checked for valid digit codes. Improper codes cause a program interruption 
with interruption code 07 (data exception). The decimal operand occupies 
eight bytes in memory and must be fullword aligned. If the decimal operand is 
not properly aligned, the instruction will be suppressed and will cause a 
specification exception. The low-order four bits of the field represent the 
Sign. The remaining 60 bits contain 15 binary-coded-decimal digits in true 
notation. The result of the conversion is placed in the general register 
specified by Rl. The maximum number that can be converted and still be 
contained in a 32-bit register is 2,147,483,647; the minimum number is 
-2,147 ,483,648. For any decimal number outside this range, the operation is 
completed by placing the 32 low-order binary bits in the register; a 
fixed-point divide exception exists, and a program interruption follows. In 


the case of a negative second operand, the low-order part is in 2's-complement 
notation. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Access (fetch, operand 2) 
Data 

Fixed-point divide 
Specification 
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CONVERT TO DECIMAL (CVD) 


CVD  R1,D2(X2,B2) (RX) 


| i R | 
| 4E | 1 | 
| | 
0 8 1 


pt fae —— 


The radix of the first operand is changed from binary to decimal, and 
the result is stored in the second operand location. The number is treated as 
a right-aligned signed integer both before and after conversion. 


The result is placed in the memory location designated by the second 
operand and has the packed decimal format. The second operand must occupy 
eight bytes and must be fullword aligned. If the second operand is not 
properly aligned, the instruction will be suppressed and will cause a 
specification exception. A positive sign is encoded as 1111; a negative sign 
is encoded as 1101. The remaining 60 bits contain 15 binary coded decimal 
digits in true notation. 


Since 15 decimal digits are available for the decimal equivalent of 31 
bits, an overflow cannot occur. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Access (store, operand 2) 
Specification 
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CONVERT FLOATING-POINT TO INTEGER (CDI) 
CDI Rl, R2 (RR) 


| 2F f 1 | 
| | | 
12 15 

The integer portion of the floating-point number in the floating-point 
register designated by the second operand is converted to a binary integer in 
2's-complement form, and placed in the general register designated by the 
first operand. Any binary fraction digits are discarded (right-truncated) in 
the fixed-point integer result. Values greater than (2**31)-1 or less than 
~ (2%*31) result in overflow, and cause a program interruption when the 


fixed-point overflow mask bit is 1. In the event of overflow, the low-order 
32 bits of the correct result are placed in the result register. 


Resulting Condition Code 


O Result is 0 

1 Result is less than 0 

2 Result is greater than 0 
3 Overflow 


Program Exceptions 


Fixed-point overflow 
Specification 


Programming Note 


To save the fraction before conversion, multiply the floating-point 
number by that power of 10 corresponding to the degree of precision desired. 


CONVERT INTEGER TO FLOATING-POINT (CID) 
CID Rl, R2 ~ (RR) 


2E | 1 


The binary integer in the general register designated by the second 
operand is converted to a normalized floating-point number and placed in the 
floating-point register designated by the first operand. Exponent overflow 
and exponent underflow cannot occur. Binary O is converted to true 
floating-point 0. 


Resulting Condition Code 
Result is 0 


0 

1 Result is less than 0 

2 Result is greater than 0 
3 


Program Exceptions 


Specification 


Programming Note 


A significance interrupt will never occur. 


DECREMENT AND INSPECT SEMAPHORE (DSEM) 


DSEM  R1,D2(X3,B3) (RX) 


| | RK | 
| 51 | 41 | 
| | | 

0 8 1 


The byte addressed by contents of register Rl is treated as a 
2's-complement binary number, and 1 is subtracted from it. If the result is 0 
or greater, the next instruction is taken. If the result is less than 0, a 
binary 1 is added to the high-order byte of the word addressed by the combined 
second and third operands (D2(X3,B3)), without regard for possible overflow. 
An enqueuing operation occurs exactly as if the instruction were an ENQ 
instruction with the same R1, B3, X3, and D2 fields. 


If a result of -129 is developed by the subtraction, a fixed-point 
overflow is indicated. When the fixed-point overflow flag is 1, the exception 


will be taken. 


If there is a fixed-point overflow, the count is updated and the rest of 
the effects of the instruction are suppressed. 


Data fields referenced by this instruction must be aligned as is 
required for the ENQ instruction. ; 


Resulting Condition Code 
¢) Result of subtraction is 0 
1 Result of subtraction is less than 0 
2 
3 


Result of subtraction is greater than 0 
Overflow 


Program Exceptions 
Specification 
Fixed-point overflow 


Access (fetch and store, operand 1; fetch and store, combined operands 2 
and 3 as for ENQ instruction) 


DEQUEUE (DEQ) 


DEQ R1,D2(B3) (RS) 

| 1 R I//////1 BI D | 
| AO | 1 M/////1 63) 4 2 | 
| | WATT | | 
0 8 12 16 20 31 


The first operand addresses a doubleword First~In First-—Out (FIFO) queue 
which consists of a head word and a tail word. When the queue is empty, both 
the head and the tail words are null (the last 24 bits of each of these words 
are binary Os). The dequeuing operation checks for an empty queue first, and 
if the queue is empty, the third operand is made null and a condition code of 
0 is set. If the queve is not empty, the address of the storage block 
indicated by the head word is placed in the third operand and the chain word 
at displacement (D2) in the storage block being dequeued is placed in the head 
word and zeroed in the storage block. If the new head word is null, the queue 
is empty, and the tail word is also made null. A condition code of 1 is set 
to indicate that a storage block has been dequeued. The DEQ instruction does 
not modify or test the first byte of the head or tail pointers or of the chain . 
word. 


An addressing exception is recognized and the operation is terminated if 
the first operand (queue) address is invalid. Both the queue addresses and 
the chain word location in the dequeued storage block are checked for 
protection exceptions: the instruction is suppressed if a violation is 
recognized. A specification exception is recognized and the operation is 
terminated if one but not both of the head/tail words is null, or if both 
head/tail words point to the same block but the chain word in the block is not 
null. 


A specification exception is recognized if the head/tail area is not 
doubleword aligned or if any chain word referenced is not fullword aligned. 


Resulting Condition Code 
0 No storage blocks queued 

1 Storage block dequeued and queue updated 
2 —_ ass 

3 mon 


Program Exceptions 


Access (fetch and store, operand 1 and combined operands 2 and 3) 
Specification 
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DESTACK (DESK) 


DESK R1,D2(B3) (RS) 

| | R I//////1 BI D | 
| Al 1 1. V/sss//\ 3 | 2 | 
| | A/T | | 
0 8 12 16 20 31 


The first operand addresses a LIFO stack pointer to the most recently 
entered storage block in the _ stack. When the stack is empty, the stack 
pointer word is null (the last 24 bits of this word are binary Os). The third 
operand defines a register which is to receive the pointer to the destacked 
storage block, and the second operand defines the displacement of the chain 
word in the storage blocks in the stack. 


The unstacking operation checks for a null stack first, and if the stack 
is empty, the third operand is made 0 and a condition code of O is set. If 
the stack is not empty, the address of the storage block indicated by the 
Stack pointer word is placed in the third operand, the high-order byte of the 
third operand is zeroed, the value found in the low-order three bytes of the 
chain word of the destacked storage block is placed in the low-order three 
bytes of the stack pointer word, and the chain word is made null. The 
condition code is set to 1 to indicate that a storage block has_ been 
destacked. The DESK instruction does not modify or test the first byte of the 
stack pointer or chain word. 


If the first operand (stack) address is invalid, an addressing exception 
is recognized, and the operation is terminated. The stack address and the 
chain word address in the destacked storage block are checked for protection 
exceptions: the instruction is suppressed if a violation is recognized. 


If the stack address is not in a fullword-aligned location, or if any 
chain word that the instruction references is not fullword aligned, a 
specification exception is recognized. 


Resulting Condition Code 


0 No storage blocks stacked 

1 Storage block destacked and stack updated 
2 — 
3 


Program Exceptions 


Access (fetch and store, operand 1 and combined operands 2 and 3) 
Specification 


DIVIDE (DR, D) 


DR R1,R2 (RR) 
| | R | R | 
| 1D | 42] 2 | 
| | | | 
0 8 12 15 
D  R1,D2(X2,B2) (RX) 
| | R | xX | B | D | 
| 5D | 2t.2td 2.2 | 2 | 
| | | | | | 
0 8 12 16 20 31 


The dividend (first operand) is divided by the divisor (second operand) 
and replaced by the quotient and remainder. 


The dividend is a 64-bit signed integer and occupies’ the pair of 
registers beginning with the register specified by the R1 field of the 
instruction. A 32-bit signed remainder and a 32-bit signed quotient replace 
the dividend in register Rl and the register following R1, respectively. The 
divisor is a 32-bit signed integer. 


The R1 field of the instruction specifies an even/odd pair of registers 
and must contain an even register address. A specification exception occurs 
when Rl is odd. Operand 2 of the D instruction requires fullword alignment. 


The sign of the quotient is determined by the rules of algebra. The 
remainder has the same sign as the dividend, except that a zero quotient or a 
zero remainder is always positive. All operands and results are treated as 
signed integers. When the relative magnitudes of dividend and divisor are 
such that the quotient cannot be expressed as a 32-bit signed integer, a 
fixed-point divide exception is recognized (a program interruption occurs, no 
division takes place, and the dividend remains unchanged in the general 
registers). 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Access (fetch, operand 2 of D only) 
Fixed-point divide 
Specification 


DIVIDE (FLOATING-POINT) (DDR, DER, DD, DE) 


DDR’ R1,R2 (RR, Long) 

| 1 !1R | R | 

| 2D lol 11 2 | 

| | | | | 

0 8,9 12 15 

DER R1,R2 (RR, Short) 

| !R | R | 

| 2D 111 11 #2 | (optional) 

| | | | | 

0 8,9 12 15 

DD  R1,D2(X2,B2) (RX, Long) 

1R | xX | B ft D | 
| 6D lol 1l 2 | 2 4 2 
| |_| | | | | 
) 8,9 12 16 20 31 
DE R1,D2(X2,B2) (RX, Short) 

| [IR | x I Bl D | 
| 6D ll] 1} 2 | 2 | 2 | (optional) 
| | | | | | | 
0 8,9 12 16 20 31 


The dividend (the first operand) is divided by the divisor (the second 
operand) and replaced by the quotient. No remainder is preserved. Operand 2 
of the DD and DE instructions must be fullword aligned. - 


A floating-point division consists of a characteristic subtraction and a 
fraction division. The difference between the dividend and divisor 
characteristics plus 64 is used as an intermediate quotient characteristic. 
The sign of the quotient is determined by the rules of algebra. 


The quotient fraction is normalized by prenormalizing the operands. 
Postnormalizing the intermediate quotient is mever necessary, but a right- 
shift may be called for. The intermediate-quotient characteristic is adjusted 
for the shifts. All dividend fraction digits participate in forming the 
quotient, even if the normalized dividend fraction is larger than _ the 
normalized divisor fraction. The quotient fraction is truncated to the 
desired number of digits. 


A program interruption for exponent overflow occurs when the 
final-quotient characteristic exceeds 127. The operation is completed, the 
fraction is correct and normalized, the sign is correct, and the 
characteristic is smaller by 128 than the correct characteristic. 


If the final quotient characteristic is less than 0O and the exponent 
underflow mask bit in the PCW is 1, a program interruption for exponent 
underflow occurs. The fraction is correct and normalized, the sign is 
correct, and the’ characteristic is larger by 128 than the correct 
characteristic. If the corresponding mask bit is not 1, the result is made a 
true 0. Underflow is not signaled for the intermediate quotient or for the 
operand characteristics during prenormalization. 


When division by a divisor with zero fraction is attempted, the 
operation is suppressed. The dividend remains unchanged, and a program 
interruption for floating-point divide occurs. When the dividend fraction is 
0, the quotient fraction will be 0. The quotient sign and characteristic are 
made 0, yielding a true zero result without taking the program interruption 
for exponent underflow and exponent overflow. The program interruption for 
significance is never taken for division. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Specification 
Exponent overflow 
Exponent underflow 
Floating-point divide 
Access 


DIVIDE DECIMAL (DP) 


DP D1(L1,B1) ,D2(L2,B2) (SS) 


| , Lt | 1 B 
| FD | 12 | | 

| | | | 

0 8 1 16 


The dividend (the first operand) is divided by the divisor (the second 
operand) and replaced by the quotient and remainder. 


The quotient field is placed leftmost in the first operand field. The 
remainder field is placed rightmost in the first operand field and has a_ size 
equal to the divisor size. Together, the quotient and remainder occupy the 
entire dividend field; therefore, the address of the quotient field is the 
address of the first operand. Ll and L2 are the field lengths in bytes, minus 
1. The size of the quotient field in bytes is Ll - L2. When the divisor 
length code (L2) is larger than 7 (15 digits and sign) or is greater than or 
equal to the dividend length code (L1), a specification exception is 
recognized. The operation is suppressed, and a program interruption occurs. 


If division by 0 is attempted, a decimal divide exception is recognized 
and the operation is terminated. 


The dividend, divisor, quotient, and remainder are all signed integers, 
right-aligned in their fields. The sign of the quotient is determined by the 
rules of algebra from dividend and divisor signs. The sign of the remainder 
has the same value as the dividend sign. 


Division is algebraic, taking into account the sign and all digits of 
both operands. All digits are checked for validity. If necessary, Os are 
supplied for either operand on the most significant end. When the first 
operand field (L1) is too short to contain all significant digits of the 
quotient, the operation is terminated and the overflow condition is set. 


A quotient larger than the number of digits allowed is recognized as a 
decimal divide exception. The operation is terminated. 


The divisor and dividend fields may overlap if their least significant 
bytes coincide. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Access (store operand 1, fetch operand 2) 
Data 

Decimal divide 

Specification 


Programming Notes 


The maximum dividend size is 31 digits plus sign. Since the smallest 
remainder size is 1 digit and sign, the maximum quotient size is 29 digits and 
sign. 


The condition for an overflow exception can be determined by a trial 
subtraction. The leftmost digit of the divisor field is aligned with the 
second-to-leftmost digit of the dividend field. When the divisor, so aligned, 
is less than or equal to the dividend, an overflow exception is indicated. 
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DIVIDE DECIMAL (FLOATING-POINT) (DQR, DQ) 


DQR R1 ,R2 (RR) 
| | R | R | 
| 3D | 1 | 2 | 
: | | | 
0 8 12 15 
DQ R1 , D2 (X2 ,B2) (RX) 
| 1 R | x 1 B | D | 
| 7D | 1 | 2 | 2 | 2 | 
| | | | | | 
0 8 12 16 20 31 


The dividend (the first operand) is divided by the divisor (the second 
operand), and the quotient replaces the first operand. Any remainder is 
discarded. Fullword alignment is required. 


A decimal floating-point division consists of a characteristic 
subtraction and a fraction division. The difference between the dividend and 
divisor characteristics plus 64 is used as an_ intermediate quotient 
characteristic. The sign of the quotient is determined by the rules of 
algebra. 


The quotient fraction is normalized by prenormalizing the operands. 
Postnormalizing the intermediate quotient is never necessary, but a 
right-shift may be called for. The intermediate-quotient characteristic is 
adjusted for the shifts. The quotient fraction is truncated to 14 digits. 


A program interruption for exponent overflow occurs when the 
final-quotient characteristic exceeds 127. The. operation is completed, the 
fraction is correct and normalized, the sign is correct, and the 
characteristic is 128 smaller than the correct characteristic. 


If the final quotient characteristic is less than zero and the exponent 
underflow mask bit is 1, a program interruption for exponent underflow 
occurs. The fraction is correct and normalized, the sign is correct, and _ the 
characteristic is 128 larger than the correct characteristic. If the 
corresponding mask bit is 0, the result is made a true zero. Underflow cannot 
occur during prenormalization. 


When division by a divisor with zero fraction is attempted, the 
operation is suppressed. The dividend remains unchanged, and a program 
interruption for floating-point divide occurs. When the dividend fraction is 
zero, the quotient result is made a true zero without taking a program 
interruption (for exponent underflow or overflow). The program interruption 
for significance is never taken for division. 
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Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Specification 

Data 

Exponent overflow 
Exponent underflow 
Access (DQ only) 
Floating-point divide 
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EDIT (ED) 


ED D1(L,B1) ,D2(B2) (SS) 


| | | 
| DE | L 
{ | | 

0 8 1 


The format of the source (the second operand) is changed from packed to 
zoned, and is modified under control of the pattern (the first operand). The 
edited result replaces the pattern. 


Editing includes sign and punctuation control, and the suppressing and 
protecting of leading 0s. It also facilitates programmed blanking of all-zero 
fields. Numeric information in the source may be interspersed with text from 
the pattern. 


The length field applies to the pattern (the first operand). Lis equal 
to the pattern length minus 1. The pattern has the zoned format and may 
contain any character. The source (the second operand) has the packed 
format. The leftmost four bits of a source byte must specify a decimal digit 
code (0000-1001); a code of 1010-1111 is recognized as a data exception and 
causes a program interruption. The rightmost four bits may specify either a 
sign or a decimal digit. Overlapping pattern and source fields give 
unpredictable results. 


During the editing process, each character of the pattern is affected in 
one of three ways: 


1. It is left unchanged. 
2. It is replaced by a source digit expanded to zoned format. 


3. It is replaced by the first character in the pattern, called the 
fill character. 


Which of the three actions takes place is determined by one or more of 


the following: the state of the significance indicator, the type of the 
pattern character, and whether the source digit examined is 0. 
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Significance Indicator 


The significance indicator is a bit that by its state (on or off) 
indicates the significance or nonsignificance, respectively, of subsequent 
source digits or message characters. Significant source digits replace their 
corresponding digit selectors or significance starters in the result. 
Significant message characters remain unchanged in the result. 


The significance indicator indicates also the negative (on) or positive 
(off) value of the source, and is used as one factor in the setting of the 
condition code. 


The indicator is set to the off state if it is not already so set, 
either at the start of the editing operation or when a source digit in the 
high-order part of a byte exhausts the digit selectors and significance 
starters of the pattern and the low-order part of the same byte does not 
contain 1101. 


The indicator is set to the on state, if it is not already so set, when 
a significance starter or immediate significance starter is encountered whose 
source digit is a valid decimal digit, or when a digit selector is encountered 
whose source digit is a nonzero decimal digit, provided in either instance 
that the source byte does not have a plus code in the four low-order bit 
positions. 


In all other situations, the indicator is not changed. A minus sign 
code has no effect on the significance indicator. 


Pattern Characters 
There are five types of pattern characters: fill characters, digit 


selectors, significance starters, immediate significance starters, and message 
characters. Their coding is presented in Table 7-1. 


Table 7-1. Pattern Character Coding 


Binary Hexadecimal 
Pattern Character Code Code 


Fill character Any Any 


Digit selector 0001 0000 10 
Significance starter 0001 0001 11 
Immediate significance starter 0001 0010 12 
Message character Any other Any other 


The fill character is the first character of the pattern. It may have 
any code and may concurrently specify a control function. If this character 
is a digit selector, significance starter, or immediate significance starter, 
the indicated editing action is taken after the code has been assigned to the 
fill character. 


The digit selector makes source digits appear as in the source field, 
unless the significance indicator is off. 


The significance starter functions as a digit selector, except that it 
turns on the significance indicator after processing its corresponding source 
digit. 


An immediate significance starter functions as a significance starter, 
except that it turns on the significance indicator before processing its 
source digit. 


Message characters in the pattern are replaced by the fill character, or 
they remain unchanged in the result, depending on the state of the 
significance indicator. They may thus be used for padding, punctuation, or 
text in the significant portion of a field or for the insertion of 
sign-dependent symbols. 


The Edit Operation 


The detection of a digit selector, significance starter, or immediate 
significance starter in the pattern causes an examination to be made of the 
significance indicator and of a source digit. As a_ result, either the 
expanded source digit or the fill character, as appropriate, is selected to 
replace the pattern character. Additionally, encountering a digit selector, 
significance starter, or immediate significance starter may cause the 
significance indicator to be changed. 


Each time a digit selector, significance starter, or immediate 
significance starter is encountered in the pattern, a new source digit is 
examined for placement in the pattern field. The source digit either is zoned 
and replaces the pattern character or is disregarded. When a code not between 
0000 and 1001 is detected in the four high-order bit positions, the operation 
is terminated with a data exception. 


The source digits are selected one byte at a time, and a source byte is 
fetched for inspection only once during an editing operation. Each source 
digit is examined once and only once for a zero value. The leftmost four bits 
of each byte are examined first, and the rightmost four bits, when they 
represent a decimal-digit code, remain available for the next pattern 
character that calls for a digit examination. Source digits are examined 
until the digit selectors, significance starters, and immediate significance 
starters of the pattern are exhausted. If more than 32 digits must be 
examined, or if a source digit with codes 1010 through 1111 is examined in 
response to a digit selector, significance starter, or immediate significance 
starter, the operation is terminated with a data exception. 


When the source digit is stored in the result, its code is expanded from 
the packed to the zoned format by attaching the zone code 0011. 


The field resulting from an editing operation replaces and is equal in 
length to the pattern. It is composed of pattern characters, fill characters, 
and zoned source digits. 


If the pattern character is a message character and the significance 
indicator is on, the message character remains unchanged in the result. If 
the significance indicator is off when a message character is emcountered in 
the pattern, the fill character replaces the pattern character in the result. 


If a digit selector or significance starter is encountered in the 
pattern when the significance indicator is off and the source digit is 0, the 
source digit is considered nonsignificant, and the fill character replaces the 
pattern character. If an immediate significance starter is encountered in the 
pattern with the significance indicator off and the source digit 0, the source 
digit is considered significant, is zoned, and replaces the pattern character 
in the result. If a digit selector, significance starter, or immediate 
significance starter is encountered either with the significance indicator on 
or with a nonzero decimal source digit, the source digit is considered 
significant, is zoned, and replaces the pattern character in the result. 


Result Conditions. All digits examined are tested for the code 0000. The 
sign of the field edited and whether all source digits in the field contain Os 
are recorded in the condition code at the completion of the editing operation. 


The condition code is made 0 when the field is 0, that is, when all 
source digits examined are Os. When the pattern has no digit selectors or 
significance starters, the source is not examined, and the condition code is 
made QO. 


When the field edited is nonzero and the significance indicator is on, 
the condition code is made 1 to indicate a result field less than 0. 


When the field edited is nonzero and the significance indicator is off, 
the condition code is made 2 to indicate a result field is greater than 0. 


Summary. Table 7-2 summarizes the functions of the editing operation. The 
leftmost four columns list all the significant combinations of the four 
conditions that can be encountered in the execution of an editing operation. 
The two rightmost columns list the action taken for each case--the type of 
character placed in the result field and the new setting of the significance 
indicator. 


Table 7-2. Summary of Editing Operation 


Previous State Low-Order State of Significance 
Pattern of Significance | Source | Source Digit Result Indicator at End of 
Character Indicator Is a Plus Sign Character Digit Examination 


Digit a Fill character 
selector Source digit 
Source digit 
Source digit 
Source digit 


Significance Fill character 
starter Fill character 
Source digit 
Source digit 
Source digit 
Source digit 
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Immediate 
Significance 
starter 


Message a Fill character 
character ; Message character 


* No effect on result character. 
** Not applicable because source digit not examined. 


Resulting Condition Code 


O Field is 0 

1 Field is less than 0 

2 Field is greater than 0 
3 


Program Exceptions 


Access (fetch, operand 2; fetch and store, operand 1) 
Data 


Programming Notes 


As a rule, the source is shorter than the pattern because for each 
source digit a zone and numeric are inserted in the result. 


The total number of digit selectors, significance starters, and 
immediate significance starters in the pattern must equal the number of source 
digits to be edited. 


If the fill character is a blank, if no significance starter or 
immediate significance starter appears in the pattern, and if the source is 
all Os, the editing operation blanks the result field. 


The resultant condition code indicates whether or not the field is all 
Os, and, if the code is not 0, reflects the state of the significance 
indicator. The significance indicator reflects the sign of the source field 
only if the last source digit examined is in a high-order digit position. 


Address translation demands that operands be located in main memory 
before instruction execution may begin, so the length of operand 2 must be 
determined before execution. This is accomplished by scanning operand 1 for 
significance starters and digit selectors; the total number divided by 2 (and 
rounded up if total number was odd) yields the number of bytes in operand 2. 
However, an I/O operation could overlay operand 1 during instruction execution 
and invalidate the results of the "scanning operation" just described. If the 
I/O operation increases the length of operand 2 (by adding digit selectors or 
significance starters) and causes operand 2 to span a page where previously it 
did not, then the next higher physical page frame will be accessed. This will 
cause incorrect (random) data to be used and could also cause an addressing 


exception if the next higher physical page frame is beyond the limit of main 
memory. 


EDIT AND MARK (EDMK) 


EDMK D1(L,B1) ,D2(B2) (SS) 


| | 
| DF L | 
| | 

0 8 1 


The format of the source (the second operand) is changed from packed to 
zoned and is modified under control of the pattern (the first operand). 


The address of the first significant result character is recorded in 
general register 1. The edited result replaces the pattern. 


The instruction EDIT AND MARK is identical to EDIT, but it has the 
additional function of inserting the address of the result character in bits 
8-31 of general register 1 whenever the result character is a zoned source 
digit and the significance indicator was off before the examination. The use 
of general register 1 is implied. The contents of bits 0-7 of the register 
are not changed. 


Resulting Condition Code 


0 Last field is 0 

1 Last field is less than 0 

2 Last field is greater than 0 
3 


Program Exceptions 


Access (fetch, operand 2; fetch and store, operand 1) 
Data 


Programming Notes 


The instruction EDIT AND MARK facilitates the programming of floating 
currency-symbol insertion. The character address inserted in general register 
1 is 1 more than the address where a floating currency sign would be 
inserted. The instruction BRANCH ON COUNT (BCTR), with O in the R2 field, 
may be used to reduce the inserted address by 1. 


The character address is not stored when significance is forced. To 
ensure that general register 1 contains a valid address when significance is 
forced, it is necessary to place in the register beforehand the address of the 
pattern character that immediately follows the significance starter. 
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ENQUEUE (ENQ) 


ENQ R1,D2(X3,B3) (RX) 


| | RK | 

| 52 | 1 | 

| | | 
0 8 1 


A storage block beginning at the location specified by the third operand 
(the sum of the contents of registers B3 and X3) is enqueued on the First-In 
First-Out (FIFO) queue specified by the first operand. The queue head 
addressed by register Rl is composed of two successive words of storage of 
which the first word, or head word, is a pointer to the first storage block in 
the queue, and the second word, or tail word, is a pointer to the last storage 
block in the queve. When the FIFO queue is empty, both the head and the tail 
pointers are null (the last 24 bits of each of these words are binary Os). 
The head pointer must be doubleword aligned. 


When a_ storage block is queued, the head and tail pointers are checked, 
and if they are null, the third operand address is placed in both the head and 
tail queue positions. If the queue pointers are both not null, then the third 
operand address is placed in the block pointed to by the tail pointer at the 
displacement position specified by the second operand. The third operand is 
then placed in the tail queue position, and in all cases, the chain word in 
the queued storage block is made null. Thus, blocks are enqueued so that the 
word at the chain word displacement in each block points to the first location 
of the next block in the queue, and the last block in the queue has a null 
chain word. ENQ does not test or change the first byte of either the head or 
tail pointer or the chain words. 


An addressing exception is recognized, and the operation terminated, if 
either the first-operand (queue) address or the third-operand (storage block) 
address is invalid. Both the queue addresses and the chain word locations in 
any storage blocks that are modified in the queue are checked for protection 
boundary violations and for modification trap exceptions. The instruction is 
suppressed if a violation occurs. A specification exception is recognized and 
the operation is terminated if one but not both of the head/tail words is 
null. The head/tail pointer must be doubleword aligned and the chain words 
must be fullword aligned or a specification exception will be recognized. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Access (fetch and store, operand 1 and combined operands 2 and 3) 
Specification 
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ENSTACK (ENSK) 


ENSK  R1,D2(X3,B3) (RX) 


| | R | 
| 53 | 1 | 
| | | 

0 8 1 


A storage block beginning at the location specified by the third operand 
(the sum of the contents of registers B3 and X3) is stacked in the Last-In 
First-Out (LIFO) stack specified by the first operand. The stack head 
addressed by register Rl consists of one aligned word of storage that is a 
stack pointer to the last (or most recent) storage block placed into the 
stack. When the stack is empty, the stack pointer is null (the last 24 bits 
of this word are binary 0s). The second operand is a displacement from the 
Start of the storage block to the chain word in the storage block. 


When a storage block is stacked, the stack pointer word is placed in the 
chain word of the storage block being stacked, and the pointer to the start of 
the storage block (third operand value) is placed in the stack pointer word. 
Storage blocks are intended for removal from a LIFO stack in the reverse order 
from the sequence in which they were added to the stack, simce the only 
pointer kept for a LIFO stack is to the last stacked storage block. ENSK does 
not change or test the first byte of the stack pointer or the chain word. 


An addressing exception is recognized and the operation terminated if 
either the first operand (stack) address or the third operand (storage block) 
address is invalid. Both the stack address and the chain word location in the 
storage block are checked for protection violations and for modification trap 
exceptions; the instruction is suppressed if a violation occurs. Both the 
stack pointer and the chain word must be fullword aligned. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Access (fetch and store, operand 1 and combined operands 2 and 3) 
Specification 


EXCLUSIVE OR (XR, X, XI, XC) 


XR R1,R2 (RR) 

| 1 R | R | 

| 17 i 4avit 2 

| | 

0) 8 12 15 

X  R1,D2(X2,B2) (RX) 

f R | x | Bd D | 
| 57 1 4at.24 2 | 2 | 
| | | | | | 
0 8 12 16 20 31 
XI D1(B1) ,12 (SI) 

| | } BI D | 
| 97 | I | 1 | 1 | 
| | | | 
0 8 16 20 31 
XC D1(L,B1) ,D2(B2) (SS) 

| | 1 B |//DI B l//D | 
| D7 | L Ll ‘ay cee] 2 I-- 2 | 
| | a a | \/ / | 
0 8 16 20 32 36 47 


The modulo-two sum ("exclusive OR") of the bits of the first and _ second 
operand is placed in the first operand location. 


Operands are treated as unstructured logical quantities, and _ the 
connective EXCLUSIVE OR is applied bit by bit. A bit position in the result 
is set to 1 if the corresponding bit positions in the two operands are unlike; 
otherwise, the result bit is set to 0. 


The instruction differs from AND and OR only in the connective applied. 


Operand 2 of the X instruction requires fullword alignment. For the XC 
instruction, L is the length of each operand, minus 1. 


Resulting Condition Code 


0 Result is 0 
1 Result not 0 
2 — 
3 


Program Exceptions 


Access (fetch, operand 2, X and XC; fetch and store, operand 1, XI and XC) 
Specification 


Programming Notes 


The EXCLUSIVE OR instruction may be used to invert a bit, an operation 
particularly useful in testing and setting programmed binary bit switches. 


Any field EXCLUSIVE ORed with itself becomes all Os. 
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EXECUTE (EX) 


EX R1,D2(X2,B2) (RX) 


| 44 | 1 


Bits 8-15 of the instruction designated by the second-operand address 
are ORed with bits 24-31 of the register specified by Rl, except when register 
O is specified, which indicates that no modification takes place. The 
resulting subject instruction is then executed. The subject instruction may 
be two, four, six, or eight bytes in length. 


The ORing does not change either the contents of the register specified 
by Rl or the instruction in memory, and it is effective only for the 
interpretation of the instruction to be executed. The execution and exception 
handling of the subject instruction are exactly as if the subject instruction 
were obtained in normal sequential operation, except for the instruction 
address. The instruction address of the current PCW is increased by the 
length of EXECUTE. This updated address of EXECUTE is used as part of the 
link information when the subject instruction is BRANCH AND LINK. When the 
subject instruction is a successful branching instruction, the updated 
instruction address of the current PCW is replaced by the branch address 
specified by the subject instruction. 


When the subject instruction is in turn an EXECUTE, an execute exception 
is recognized, and the operation is suppressed. The subject imstruction must 
be halfword aligned; otherwise, a specification exception is recognized. 


Resulting Condition Code 


The condition code may be set by the subject instruction. 


Program Exceptions 


Execute 
Access (fetch, operand 2) 
Specification 


Programming Notes 


The ORing of eight bits from the general register with the designated 
instruction permits indirect length, index, mask, immediate data, and 
arithmetic-register specification. An addressing or specification exception 
may be caused by EXECUTE or by the subject instruction. 


When an interruptible instruction is made a target of EXECUTE, the 
program usually should not specify any register updated by the interruptible 
instruction as the Rl, X2, or B2 register of the EXECUTE, since if the 
instruction is refetched, the updated values of these registers will be used 
in execution of the EXECUTE. Similarly, the program should not let the 
destination field of an MVCL instruction include the location of the EXECUTE. 


When a relative branch instruction is the target of EXECUTE, the branch 
address is relative to the EXECUTE and not to the target instruction. 


EXPAND STRING (XPAND) 


XPAND D1(R1,B1) ,D2(R2,B2) (SS) 

| R 
| F7 } 1 
| | 


R | B | //D B | 
2 | 1 | 1 2 | 
| | // | 
1 36 47 


| | 

| | 

| | ie! | 
1 6 24 32 


0 8 2 


The second operand, assumed to be a character string compressed by the 
COMP instruction, is placed in the first operand location in expanded form. 


The lengths of operands 1 and 2 are taken from registers Rl and R2, 
respectively. If the value in either register is 0 or greater than 2048, the 


instruction terminates immediately with condition code 2, and operand 1 is 
unchanged. 


The source string is interpreted as a concatenation of subfields, each 
beginning with a length byte in the following form: 


Bit 0 = 0 Uncompressed substring follows 


Bit 0 


1 Following byte to be replicated as many 
times as specified 


Bits 1-7 Length of expanded substring minus 1 


Resulting Condition Code 


QO String successfully expanded; length of expanded string placed in 
register Rl 


1 Expanded string too long for operand 1; register Rl unchanged; data 
in operand 1 valid 


2 Length in R1 or R2 equal to 0 or greater than 2048; instruction 
suppressed; register R1 unchanged 


3 Length byte in operand 2 indicates that a source subfield extends 
beyond the source area defined by the R2 length; the instruction 
terminates; operand 1 data and register Rl contents are unreliable. 


Program Exceptions 


Access (fetch, operand 2; store, operand 1) 


) 
HALT I/O (HIO) 


HIO- Ril (RR) 
| 1 R I////7/7\ 
| 03 1 1. W/s/1771 
| | W/ATTLA 
0 8 12 15 


HALT 1/0 causes the addressed device to terminate the current operation, 
if any. HALT I/0 is executed only when the system is in the supervisor 
state. I/O interrupts should be disabled. 


Bits 24 to 31 of R1 identify the device address. Bits 0 to 23 are 
ignored. 


When the HALT I/O instruction is issued to an active I/O device, the I/0 
operation may be terminated before all data specified in the operation has 
been transferred, or before the operation at the device has reached its normal 
ending point. A completion interruption becomes pending when the I/O 
operation has been terminated and/or all outstanding interruption conditions 
pertaining to the device have been cleared. The error completion (EC) and 
incorrect length (IL) bits may or may not be set in the stored I/O Status 
Word. HIO clears all interruption conditions that existed at the time the HIO 
was issued, including IOP NOW READY (and sets condition code 1 in this case). 


If the HIO instruction receives an IOP BUSY indication, the HIO was not 
accepted. This also indicates that an IOP NOW READY interrupt will be made 
pending. 


Resulting Condition Code 


0 Device available or HIO not supported 
1 Device busy or interruption pending 

2 IOP BUSY 
3 IOP not operational 


Program Exceptions 


Privileged operation 


Programming Notes 


The instruction HALT I/0 provides the program with a means of 
terminating an I/O operation before all data specified in the operation has 
been transferred or before the operation at the device has reached its normal 
ending point. 


Not all devices support HALT I/O. When it is issued for a device for 
Which it is not supported, the HIO instruction will return condition code O or 
1 as appropriate, and program execution will continue. 


HALVE (FLOATING-POINT) (HDR, HER) 


HDR R1,R2 (RR, Long) 

| R | R | 

| 24 lol 1vlo2 | 

| || | | 

0 8,9 12 15 

HER R1,R2 (RR, Short) 

| }IR | R | 

| 24 111 1211 2 | (optional) 
| | | | | 

0 8,9 12 15 


‘The second operand is divided by 2, and the normalized quotient is 
placed in the first operand location. The second operand remains unchanged. 


The fraction of the second operand is shifted right one bit position, 
placing the contents of the low-order bit position in the high-order bit 
position of the guard digit and introducing a 0 into the high-order bit 
position of the fraction. The intermediate result is subsequently 
normalized, and the normalized quotient is placed in the first operand 
location. The guard digit participates in the normalization. 


When normalization causes the characteristic to become less than zero, 
exponent underflow occurs. If the exponent underflow mask in the PCW is 0, 
the sign, characteristic, and fraction are set to 0, thus making the result a 
true 0. If the exponent underflow mask is 1, a program interruption occurs. 
The result is normalized, its sign and fraction remain correct, and the 
characteristic is made 128 larger than the correct characteristic. 


When the fraction of the second operand is 0, the sign, characteristic, 


and fraction of the result are made 0. No normalization is attempted, and a 
significance exception is not recognized. 


Resulting Condition Code 
The condition code remains unchanged. 


Program Exceptions 


Specification 
Exponent underflow 


Programming Notes 


The HALVE operation is identical to a divide operation with the number 2 
as divisor, or to a multiply operation with 1/2 as a multiplier. 


The result of HALVE is replaced by a true 0 only when the second operand 
fraction is 0, or when exponent underflow occurs with the exponent-underflow 
mask set to 0. When the fraction of the second operand is 0O except for the 
low-order bit position, the low-order 1 is shifted into the guard digit 
position and participates in the postnormalization. 


INCREMENT AND INSPECT SEMAPHORE (ISEM) 


ISEM R1,D2(B3) (RS) 

| | R I//////t BI D | 

| A2 1 1 V///177\ 3 | 2 | 

| | HTL | | 
0 8 12 16 20 31 


The byte addressed by contents of register Rl is treated as a 
2‘s-complement binary number, and 1 is added to it. If the result is greater 
than 0, the next instruction is taken. If the result is less than or equal to 
0, a dequeuing operation occurs exactly as if the instruction were a DEQ 
instruction with the same R1, B3, and D2 fields, and a binary 1 is subtracted 
from the byte at displacement D2 in the dequeved block, without regard for 
possible overflow. If a result of 128 is developed, a fixed-point overflow is 
indicated. When the fixed-point overflow flag is 1, the exception will be 
taken. If there is a fixed-point overflow, the count is updated and the other 
effects of the instruction are suppressed. Overflows in the chain field will 
not cause an overflow indication or a program check. 


Data fields referenced by this instruction must be aligned as_ required 
for the DEQ instruction. 


Resulting Condition Code 


QO Result of addition not greater than 0, no block dequeued 
1 Result of addition not greater than 0, block dequeued 

2 Result of addition greater than 0 

3 Overflow 


Program Exceptions 
Specification 
Fixed-point overflow 


Access (fetch and store, operand 1; fetch and store, operands 2 and 3 as 
for DEQ instruction) 
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INSERT CHARACTER (IC) 


IC R1,D2(X2,B2) (RX) 

| | R | 

| 43 1 1 | 

| | | 

0 8 1 

The 8-bit character at the second operand address is inserted into the 
low-order byte of the register specified as the first operand location. The 


remaining bits of the register remain unchanged. 


Ic is a storage-to-general-register instruction. The byte to be 
inserted is not changed or inspected. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Access (fetch, operand 2) 


i=J2 


INSERT CHARACTERS UNDER MASK (ICM) 


ICM R1,M3,D2(B2) (RS) 


i B | 
| BF | 1 | 2 | 
ee eae EE SACRO LEOMNEN Se wee ee ees ee eeae: 

16 20 31 


Bytes from contiguous locations beginning at the second operand address 
are inserted into the first operand location under control of a mask. 


The contents of the M3 field, bits 12-15, are used as a mask. The four 
bits of the mask, left to right, correspond with the four bytes, left to 
right, of the general register designated by the Rl field. The byte positions 
corresponding to 1s in the mask are filled, in the order of ascending byte 
numbers, with bytes from the storage operand. Bytes are fetched from 
contiguous memory locations beginning at the second operand address. The 
length of the second operand is equal to the number of ls in the mask. The 
bytes in the general register corresponding to Os in the mask remain unchanged. 


The resulting condition code is based on the mask and on the value of 
the bits inserted. When the mask is 0 or when all inserted bits are 0, the 
condition code is made 0. When not all inserted bits are 0, the code is set 
according to the leftmost bit of the storage operand: if this bit is 1, the 
code is made 1 to indicate a negative algebraic value; if this bit is 0, the 
code is set to 2, reflecting a positive algebraic value. When the mask is not 
0, exceptions associated with storage operand access are recognized only for 
the number of bytes specified by the mask. When the mask is 0, access 
exceptions are recognized for one byte. 


Resulting Condition Code 
0 All inserted bits are 0s, or mask is 0 
1 First bit of the inserted field is 1 
2 First bit of the inserted field is 0 and not 


all inserted bits are 0s 
3 =_—ao 


Program Exceptions 
Access (fetch, operand 2) 
Programming Note 
The condition code for INSERT CHARACTERS UNDER MASK is defined such that 


when the mask is 1111, the instruction causes the same condition code to be 
set as for LOAD AND TEST. 
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JUMP TO SUBROUTINE ON CONDITION INDIRECT (JSCI) 


JSCI M1,D2(X2,B2) (RX) 


| | mM | 

| 61 ; 1 | 

| | | 
0 8 12 


The updated instruction address is replaced by the branch address if the 
state of the condition code is as specified by Ml; otherwise, normal 
instruction sequencing proceeds with the updated instruction address. If the 
branch is taken, the program mask byte of the PCW and the updated instruction 
address are pushed onto the system stack, the contents of the three low-order 
bytes of control register 1 are then pushed onto the stack, preceded by a byte 
containing binary 0s, and then the contents of general registers 14 to O are 
pushed onto the stack. After these items have been pushed onto the stack and 
the stack pointer (register 15) has been updated, the value in control 
register 1 is set to the current value of the stack pointer, with a high-order 
byte of binary 0s. 


The three low-order bytes of the word at the location designated by the 
second operand are used as the branch address. The second operand must be 
fullword aligned. 


The Ml field is used as a 4-bit mask. The four bits of the mask 
correspond, left to right, with the four condition codes as follows: 


Instruction Mask Position Condition 
Bit Value Code 
8 8 0 
9 4 1 
10 2 2 
11 1 3 


The branch is successful whenever the condition code has a corresponding mask 
bit of 1. 


Resulting Condition Code 

The condition code remains unchanged. 
Program Exceptions 

Stack overflow 


Access (fetch, operand 2 if the branch is taken; store, the bytes pushed 
onto the stack if the branch is taken) 


Specification 
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Programming Note 


This instruction is a conditional indirect branch. If the branch is 
status will be saved on the stack that will allow the RTC instruction 
to return control to the location after the JSCI instruction. Control 


register 1 is used to point to the status information saved by a previously 
executed JSCI instruction. 


taken, 
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LOAD (LR, L) 


LR R1,R2 (RR) 

| 1 R | RK | 

| 18 | 1 | 2 | 

| | | | 

0 8 12 15 
L  R1,D2(X2,B2) (RX) 

| 1 R | xX | BI D | 
| 58 | 1 | 2 | 2 | 2 | 
| | | | | | 
0 8 12 16 20 31 


The second operand is placed in the first operand location, and the 
second operand is not changed. For the L instruction, the second operand must 
be fullword aligned. 


Resulting Condition Code 


The condition code remains unchanged. 
+ 


Program Exceptions 


Access (fetch, operand 2 of L only) 
Specification (L only) 


LOAD (FLOATING-POINT) (LDR, LER, LD, LE) 


(RR, Long) 
(RR, Short) 


(RX, Long) 


} B | 
| 2 | 
| | 
16 20 
(RX, Short) 


B 
2 


LDR R1,R2 
| |R | R 
| 28 lol 1] 2 
| { | | 
0 8,9 12 15 
LER R1,R2 
| ;R | R 
| 28 lli 1l 2 
| | | | 
0 8,9 12 15 
LD R1,D2(X2,B2) 
| PiR- | x 
| 68 lol 11 2 
| | | | 
0 8,9 12 
LE R1,D2(X2,B2) 
| {IR {| X 
| 68 l1] 1 2 
| | | | 
0 8,9 12 


The second operand 
changed. 
occur. 


Resulting Condition Code 


| | 
| | 
| | 
16 20 


The condition code remains unchanged. 


Program Exceptions 


Addressing (LD, LE only) 
Specification (LD, LE only) 
Access (LD, LE only) 


| (optional) 


lost 


| (optional) 


31 


significance 


is placed in the first operand location and is not 
Exponent overflow, exponent underflow, or 
For the LD instruction, the second operand must be fullword aligned. 


cannot 


LOAD ADDRESS (LA) 


LA R1,D2(X2,B2) (RX) 

| | R | x | Bf D | 
| 41 ; at 2 | ? ane | 2 | 
| | | | | | 
0 8 12 16 20 31 

LOAD ADDRESS (RELATIVE) (RLA) 

RLA  R1,L2 (RL) 

| | R | L | 

| 71 1 1 | 2 | 

| | 
0 8 12 31 


For LA, the address specified by the X2, B2, and D2 fields is inserted 
in bit positions 8-31 of the general register specified by the Rl field. For 
RLA, the address inserted is the sum of the current instruction address (bits 
8-31 of the PCW) and the L2 field. Bits 0-7 of the register are set to Os. 
The address computation follows the rules for base-displacement address 
formation. No memory references for operands take place, and the address is 
not inspected for access exceptions. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


None 


Programming Note 


The same general register may be specified by the R1, X2, and B2 
instruction field, except that general register 0 can be specified only by the 
Rl field. In this manner it is possible to increment the low-order 24 bits of 
a general register other than general register 0 by the contents of the D2 
field of the instruction. The register to be incremented should be specified 
by Rl and by either X2 (with B2 set to 0) or B2 (with X2 set to 0). 


LOAD AND TEST (LTR, LT) 


LTR R1,R2 (RR) 

| | R | RK | 

{ 12 f ait 2 | 

| | | 

0 8 12 #15 

LT R1,D2(X2,B2) (RX) 

| 1 R | X | B | D | 
| 4D f 121 t 214 2 | 2 | 
| | | | 
0 8 12 16 20 31 


The second operand is placed in the first operand register, and its 
value determines the condition code. When the LT instruction is used, a 
fullword field from memory as specified by the second operand is loaded into 
the first operand register. The second operand is not changed. 


The condition code of this instruction indicates whether the result is 
zero, or, if at least one bit of the result is on, whether the leftmost bit is 
on (called less than 0) or off (called greater than 0). 

Operand 2 of the LT instruction requires fullword alignment. 

Resulting Condition Code 
Result is 0 


0 

1 Result is less than 0 
2 Result is more than 0 
3 


Program Exceptions 


Access (fetch, operand 2, LT) 
Specification (LT only) 


Programming Note 


When the same register is specified as first and second operand 
location, the operation is equivalent to a test without data movement. 
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LOAD AND TEST (FLOATING-POINT) (LTDR, LTER) 


LTDR  R1,R2 (RR, Long) 

| R | R | 

| 22 lol 1do2 | 

| |_| | | 

0 8,9 12 15 

LTER  R1,R2 (RR, Short) 

| IR | Rf 

| 22 l4] 211 2 | (optional) 
| | | | | 

0 8,9 12 15 


The second operand is placed in the first operand location, and its sign 
and magnitude determine the condition code. The second operand is not changed. 


Resulting Condition Code 
Result fraction is 0 


0 

1 Result is less than 0 

2 Result is greater than 0 
3 


Program Exceptions 
Specification 
Programming Note 


When the same register is specified as first and second operand 
location, the operation is equivalent to a test without data movement. 
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LOAD CHARACTER (LC) 


LC R1,D2(X2,B2) (RX) 
| | R | 
| 62 | 1 | 
| | | 
0 8 1 
The second operand is placed in the first operand location. The second 


operand is one byte in length and is placed in the low-order byte of the first 


operand register. The three high-order bytes of the first operand register 
are set to binary Os. 


Resulting Condition Code 
The condition code remains unchanged. 
Program Exceptions 


Access (fetch, operand 2) 
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LOAD COMPLEMENT (LCR) 


LCR R1,R2 (RR) 


| 1 RK | 

| 13 1 14 | 

| | | | 
0 8 1 


The 2's complement of the second operand is placed in the first operand 
location. 


The condition code of this instruction indicates whether the result is 
zero, or, if at least one bit of the result is on, whether the leftmost bit is 
on (called less than 0) or off (called greater than 0). 


An overflow condition occurs when the maximum negative number is 


complemented. The number remains unchanged. The overflow causes a program 
interruption when the fixed-point overflow mask bit is 1. 


Resulting Condition Code 
0 Result is 0 
1 Result is less than 0 
2 
3 


Result is greater than 0 
Overflow 


Program Exceptions 


Fixed-point overflow 


Programming Note 


Zero and the maximum negative number do not have a 2's complement. 
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LOAD COMPLEMENT (FLOATING-POINT) (LCDR, LCER) 


LCDR R1,R2 (RR, Long) 

| firm | R | 

| 23 lol 1] 2 | 

| bf | | 

) 89 12 #15 

LCER R1,R2 (RR, Short) 
| 1!}1R |] R J 

| 23 lull 2114 #24 (optional) 
| 1 4 | | 

8) 89 12 15 


The second operand is placed in the first operand location with the sign 
changed to the opposite value. 


The sign bit of the second operand is inverted, while characteristic and 
fraction are not changed. 


Resulting Condition Code 


Result fraction is 0 
Result is less than 0 
Result is greater than 0 


Wn © 


Program Exceptions 


Specification 
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p 
LOAD CONTROL (LCTL) 


LCTL R1,R3,D2(B2) (RS) 


| 1 R | 
| B7 | 1 | 
| | | 
0 8 1 


jet | — — 


The set of control registers starting with the control register 
designated by the R1 field and ending with the control register designated by 
the R3 field is loaded from the locations designated by the second operand 
address. 


The memory area from which the contents of the control registers are 
obtained starts at the location designated by the second operand address and 
continues through as many memory words as the number of control registers 
specified. The control registers are loaded in ascending order of their 
addresses, starting with the control register designated by the Rl field and 
continuing up to and including the control register designated by the R3 
field. The second operand remains unchanged. 


An attempt is made to fetch the operand from main memory for each of the 
designated control registers. Whenever the storage reference causes an 
access exception, the exception is indicated. The second operand must be 
designated on a word boundary; otherwise, a specification exception is 
recognized, and the operation is suppressed. A specification exception will 
also be recognized if Rl is numbered higher than R3 (wraparound). 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 
Privileged operation 


Access (fetch, operand 2) 
Specification 
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LOAD HALFWORD (LH) 


LH = R1,D2(X2,B2) (RX) 


The second operand is placed in the first operand location, is two bytes 
in length, and is considered to be a 16-bit signed integer. It requires 
halfword alignment. 

The second operand is expanded to 32 bits by propagating the sign-bit 


value to the 16 high-order bit positions. Expansion occurs after the operand 
is obtained from memory and before insertion in the register. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Specification 
Access (fetch, operand 2) 
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LOAD MULTIPLE (LM) 


IM R1,R3,D2(B2) (RS) 


| bb eR 
I 98 | 1 | 
| | | 
0 8 1 


ps j|— — — 


The set of general registers starting with the register specified by Rl 
and ending with the register specified by R3 is loaded from the locations 
designated by the second operand address. 


The memory area from which the contents of the general registers are 
obtained starts at the location designated by the second operand address and 
continues through as many words as needed. The general registers are loaded 
in ascending order of their addresses, starting with the register specified by 
Rl and continuing up to and including the register specified by R3, with 
register 0 following register 15. 


The second operand, which must be fullword aligned, remains unchanged. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Access (fetch, operand 2) 
Specification 
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LOAD NEGATIVE (LNR) 


The 2's complement of the absolute value of the second operand is placed 
in the first operand location. The operation complements positive numbers; 
negative numbers remain unchanged. The number OQ remains unchanged with 
positive sign. 


Resulting Condition Code 


Result is 0 


0 

1 Result is less than 0 
? = 
3 


Program Exceptions 


None 
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LOAD NEGATIVE (FLOATING-POINT) (LNDR, LNER) 


LNDR  R1,R2 (RR, Long) 

| 1I|R | RK | 

| 21 lol 1/2 | 

| | | | | 

0 8,9 12 15 

LNER- R1,R2 (RR, Short) 

| lt tR | R | 

| 21 114i 11 2 | (optional) 
| | | | | 

0 8,9 12 15 


The second operand is placed in the first operand location with the sign 


made minus. 


The sign bit of the second operand is made 1, even if the fraction is 


0. Characteristic and fraction are not changed. 


Resulting Condition Code 


0 Result fraction is 0 

1 Result is less than 0 
y) pac 
3 


Program Exceptions 


Specification 
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LOAD OR TRAP (LOT) 


LOT R1,D2(X2,B2) (RX) 


| | R 
| A8 f 4 


{| x 
| 

| | | 
1 


| 
2 | 

| 

20 4A 


| 

| 

| 

6 1 


0 3 


The fullword field from memory as specified by the second operand is 
loaded into the first operand register. 


The high-order bit of the word loaded is inspected. If this bit is 1, 
then a 'LOT' program interrupt is taken. 


Resulting Condition Code 

The condition code remains unchanged. 
Program Exceptions 

Specification 


Access (fetch, operand 2) 
"LOT' exception 
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P 
LOAD PAGE TABLE (LPTO, LPT1, LPT2) 


LPTO R1,D2(B2) (RS) 
| i R I/////1 BI D 
| A3 | 1 |////7/\ 2 1 2 | 
| | L///I/ | | 
0 8 12 16 20 31 
LPT1 R1,D2(B2) (RS) 
| 1 R I/////t BI D 
| A4 | 1 I////7/1 2 | 2 | 
| | I////1A | | 
0 8 12 16 20 31 
LPT2 R1,D2(B2) (RS) 
| 1 R I/////1 BI D | 
| A5 | 1 I////7/1 2 | 2 | 
| | V//TIL | | 
re) 8 12 16 20 31 


The first operand register contains the address of a page table in main 
memory in its three low-order bytes, and the length of the page table (in 
bytes) minus 1 in its high-order byte. The second operand is the address of a 
byte in main memory that is expected to contain the length minus 1 of the page 
table currently loaded into local storage for the specified segment. This 
byte is replaced by the high-order byte of the operand 1 register. 


The page table specified by the first operand is copied into the local 
page table specified by the operation code. LPTO loads the segment O page 
table, LPT1 the segment 1 page table, and LPT2 the segment 2 table. Bytes of 
the local page table beyond the length specified in the first operand register 
but not beyond the length specified by the second operand are set to 0. The 
first operand page table address must be doubleword aligned, and the new and 
previous lengths must be within the allowed length for the segment and must be 
even (length byte in high-order part of register R1 odd), or a specification 
exception occurs and the instruction is suppressed. 


Resulting Condition Code 

The condition code remains unchanged. 
Program Exceptions 

Specification 

Privileged operation 


Access (fetch, page table addressed by operand 1 register; fetch and 
store, operand 2) 
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LOAD PARTIAL PAGE TABLE (LPPT) 


LPPT R1,13,D2(B2) (RS) 

| R 
| A7 } 1 
| | 


B | 

2 | 
| | 
2 


] 
| 
| 
1 0 31 


0 8 6 

The first operand register contains the address of a page table in main 
memory in bits 8-31, and the length of the page table (in bytes) minus 1 in 
bits 0-7. The third operand (13) indicates the segment number. The second 
operand indicates the displacement into the local page table in page units. 

The partial page table specified by the first operand is copied into the 
local page table specified by 13. The length and starting displacement are 
used as described for the previous instruction 


A specification exception occurs, and the instruction is suppressed, if 
any of the following occurs: 


: The first operand is not doubleword aligned. 
. A segment other than 0, 1, or 2 is indicated by 13. 


. The offset and length of the partial page table exceeds the local 
page table length. 


. The offset (operand 2) is odd. 

. The length (bits 0-7 of register R1) is odd. 
Resulting Condition Code 

The condition code remains unchanged. 


Program Exceptions 


Specification 
Privileged operation 
Access (fetch, operand 1) 


p 
LOAD PCW (LPCW) 


LPCW  D1(B1) (S) 

i WAAIITIITITIT IN OB D | 
| 82 ee 1 | 
| LILA ATL A | | 
0 8 16 20 31 


The two words at the location designated by the operand address replace 
the PCW. The operand must be word aligned or the instruction will be 
suppressed with a specification exception. 


The doubleword that is loaded becomes the PCW for the next sequence of 
instructions. This loads a new instruction address. 


The interruption code of the new PCW is not retained as the PCW is 


loaded. When the PCW is subsequently stored because of an interruption, 
these bit positions contain a new code. 


Resulting Condition Code 


The condition code is set according to the condition code bits of the 
new PCW. 


Program Exceptions 
Specification 


Privileged operation 
Access (fetch, operand 1) 
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P 

LOAD PHYSICAL ADDRESS (LPA) 
LPA R1 , D2 (X2 ,B2) (RX) 
| i R ¢| x | Bf D [ 
| Bl | 1 | 2 | 2 | 2 | 
{ | | | | | 
0 8 12 16 20 31 


The physical address corresponding to the second operand address is 
inserted in the general register designated by the Rl field. The remaining 
high-order bits of the register are set to 0. 


The logical address specified by the X2, B2, and D2 fields is translated 
by means of the address translation facility. The translation is performed 
using the contents of the main memory page tables, located through the SCRs.* 
The resultant 24-bit physical address is inserted in bit positions 8-31 of the 
general register designated by the R1 field, and bits 0-7 are set to 0. The 
translated address is not inspected for protection or validity. 


The condition code is set to O when translation can be completed. When 
the page table entry lies within the specified table length, the segment is 
valid and the page is not marked with a page fault indication, i.e., its T-RAM 
entry is not X‘'8000‘. The corresponding reference bit in the local page frame 
table entry for a successfully translated address is set. 


When there would be a segment fault, condition code 1 is set. When the 
page table entry is X‘8000', condition code 2 is set. Whenever the resulting | 
condition code is not 0, the general register designated by the R1 field is 
zeroed. 


Resulting Condition Code 
Translation available 
Segment index invalid (segment fault) 


0 

1 

2 Page table entry invalid (page fault) 

3 Page table length violation (past the end of the page table) 


Program Exceptions 


Privileged operation 


* The VS80 uses local page tables, a 19-bit physical address, and bit 
positions 13-31 of the general register specified by R1. 
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LOAD POSITIVE (LPR) 


LPR R1,R2 (RR) 


The absolute value of the second operand is placed in the first operand 
location. The operation includes complementing of negative numbers; positive 
numbers remain unchanged. 


An overflow condition occurs when the maximum negative number is 
complemented; the number remains unchanged. The overflow causes a program 
interruption when the fixed-point overflow mask bit is l. 


Resulting Condition Code 


Result is 0 
Result is greater than 0 
Overflow 


WNEe © 


Program Exceptions 


Fixed-point overflow 
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LOAD POSITIVE (FLOATING-POINT) (LPDR, LPER) 


LPDR R1,R2 (RR, Long) 

| 1tR | RK | 

| 20 lol 1] 2 | 

| | | | 

0 8,9 12 15 

LPER R1,R2 (RR, Short) 

| |} R | RK | 

| 20 l1i 1 t 2 | (optional) 
| | | | | 

0 8,9 12 15 


The second operand is placed in the first operand location with the sign 
made positive. 


The sign bit of the second operand is made 0, while the characteristic 
and fraction are not changed. 


Resulting Condition Code 
0 Result fraction is 0 

1 ‘ci cis 

2 Result is greater than 0 
3 


Program Exceptions 


Specification 


LOAD ROUNDED (FLOATING-POINT) (LRER) 


LRER R1,R2 (RR, Short) 


| lI R | RK | 
| 25 111 21! #2 | (optional) 
| | | | | 
0 8,9 12 15 


The second operand is rounded to short format, and the result is placed 
in the first operand location. 


Rounding consists of adding 1 to bit position 32 of the long second 
operand, and propagating the carry, if any, to the left. The sign of the 
fraction is ignored, and addition is performed as if the fraction were 
positive. 


If rounding causes a carry out of the high-order digit position of the 


fraction, the fraction is shifted right by one digit position, and the 
characteristic is increased by 1. 


The sign of the result is the same as the sign of the second operand. 
No normalization takes place. 


An exponent overflow exception is recognized when shifting the fraction 
right causes the characteristic to exceed 127. The operation is completed by 
loading a number whose characteristic is 128 less than the correct value, and 
a program interruption for exponent overflow occurs. The result is 
normalized, and the sign and fraction remain correct. 

Exponent underflow and significance exceptions cannot occur. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Exponent overflow 
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Pp 
LOAD SEGMENT CONTROL REGISTER (LSCTL) 


LSCTL R1,R3 ,D2 (X2 ,B2) (RS) 


| R 
| A3 | 1 
| | 


| R 
| 
| 

0 8 12 


3 


B 
2 


pa j— — — 


| | 
| 
| | 
16 20 3 


The set of segment control registers (SCRs) starting with the register 
specified by R1 and ending with the register specified by R3 is loaded from 
locations designated by the second operand address. 


The memory area from which the contents of the SCRs are obtained starts 


at the location designated by the second operand address and continues through 
as many words as needed. 


The SCRs are loaded in ascending order of their addresses, starting with 
the register specified by R1 and continuing up to and including the register 
specified by R3. R1 and R3 must fall in the range 0-7, and R3 must be greater 
than or equal to Rl. The contents of the memory area remain unchanged. 

Operand 2 requires fullword alignment. 

Resulting Condition Code 

The condition code remains unchanged. 
Program Exceptions 

Access (store, operand 2) 


Privileged operation 
Specification 
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LOAD SHORT TO LONG (FLOATING-POINT) (LDER) 
LDER  R1,R2 (RR, Long) 
| 
| 25 lol 11 2 | (optional) 
| | | | | 
0 8,9 12 15 


The second operand is extended with low-order Os to long format, and the 
result is placed in the first operand location. 


Resulting Condition Code 
The condition code remains unchanged. 
Program Exceptions 


None 


LOT 


*) 
LOAD SPECIAL REGISTER (LSREG) 


LSREG  D1(B1) (S) 


B 


| 9B | 01 1 


| | 
| | 
| | | | 
16 20 31 


Data is moved from memory to a special 32-bit register, which may be 
accessed only by the LSREG and STSREG instructions (and by STDD). 


The fullword at the address specified by the Bl and Dl fields is moved 
to the special register. The address must be fullword aligned. 


Resulting Condition Code 
The condition code remains unchanged. 


Program Exceptions 


Privileged operation 
Access (fetch, operand 1) 
Specification 
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MOVE (MVI, MVC) 


MVI D1(B1) ,I2 (SI) 

| I i B | D | 
92 | 2 | 1 | 1 | 
| | | | 
0 8 16 20 31 
MVC —~D1(L,B1) ,D2(B2) (Ss) 

| | ! B |//D\ B l//D | 
| D2 | L | 1 {[--1I 2 I~ - 21 
| | ae ar ae | 
9) 8 16 20 32 36 47 


The second operand is placed in the first operand location. 

The SS format is used for a _ storage-to-storage move. In the MVC 
instruction, the length field in the instruction format is the operand length 
minus 1. The SI format introduces one 8-bit byte from the instruction stream. 


In storage-to-storage movement the fields may overlap in any desired 
way. Movement is left to right through each field a byte at a time. 


The bytes to be moved are not changed or inspected. 
Resulting Condition Code 

The condition code remains unchanged. 
Program Exceptions 

Access (fetch, operand 2 of MVC; store operand 1, MVI and MVC) 
Programming Note 

It is possible to propagate one character through an entire field by 


having the first operand field start one character to the right of the second 
operand field. 


Y ee 


MOVE CHARACTERS LONG (MVCL) 


MVCL  R1,R2 (RR) 


[Rf 
| 2 | 
| | 
1215 


| OE | 1 
| 
0 8 


The second operand is placed in the first operand location, provided 
overlapping of operand locations does not affect the final contents of the 
first operand location. 


The Rl and R2 fields each designate an even-odd pair of general 
registers and must each specify an even-numbered register; otherwise, a 
specification exception is recognized. 


The leftmost bytes of the first operand and second operand locations are 
designated by the contents of bit positions 8-31 of the general registers 
specified by the Rl and R2 fields, respectively. The numbers of bytes in the 
first operand and second operand locations are specified by the contents of 
bit positions 8-31 of general registers having addresses R1+l and R2+1, 
respectively. Bit positions 0-7 of register R2+l contain the padding 
character. The contents of bit positions 0-7 of registers Rl, R1tl, and R2 
are ignored. 


The movement starts at the high-order end of both fields and proceeds to 
the right. The bytes to be moved are not changed or inspected. The operation 
is ended when the number of bytes specified by bit positions 8-31 of register 
R1+1 have been moved into the first operand location. If the second operand 
is shorter than the first operand, the remaining low-order bytes of the first 
operand are filled with the padding character. 


As part of the execution of the instruction, the values of the two count 
fields are compared for the setting of the condition code, and a check is made 
for destructive overlap of the operands. Operands are said to overlap 
destructively when the first operand location is used as a source after data 
has been moved into it, assuming movement to be performed one byte at a time. 
The inspection for overlap is performed by use of logical operand addresses. 
When the operands overlap destructively, no movement takes place and condition 
code 3 is set. Movement is performed when the high-order byte of the first 
operand coincides with or is to the left of the high-order byte of the second 
operand, or if the high-order byte of the first operand is to the right of the 
rightmost second operand byte participating in the operation. The rightmost 
second operand byte is determined by using the smaller of the first operand 
and second operand counts. 
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When the count specified by bit positions 8-31 of register R1t+tl is 0, no 
movement takes place, and the condition code is set to 0 or 1 to indicate the 
relative values of the counts. 


The execution of the instruction is interruptible. When an interruption 
occurs after a unit of operation other than the last one, the contents of 
registers R1+tl and R2+1 are decremented by the number of bytes moved and the 
contents of registers Rl and R2 are incremented by the same number, so_ that 
the instruction, when re-executed, resumes at the point of interruption. The 
high-order bytes of registers Rl and R2 are set to 0; the contents of the 
high-order byte of registers Rl1+l and R2+1 remain unchanged. If the operation 
is interrupted during padding, the count field in register R2+t1l is 0, the 
address in register R2 is incremented by the original contents of register 
R2+1, and the contents of registers Rl and R1l+l reflect the extent of the 
padding operation. 


The instruction may be refetched from main storage even in the absence 
of an interruption during execution. 


At the completion of the operation, the count in register Rl1+l is 0 and 
the address in register Rl is incremented by the original value of the count 
in register R1+1. The count in register R2+1 is decremented by the number of 
bytes moved out of the second operand location, and the address in register R2 
is incremented by the same amount. The contents of bit positions O-7 of 
registers Rl and R2 are set to 0, even in the case when one or both of the 
original count values are 0 or when condition code 3 is set. The contents of 
bit positions 0-7 of registers Ri+l and R2+1l remain unchanged. 


When the count specified by bit positions 8-31 of register R1+l is 0, or 
condition code 3 is set, no exceptions associated with operand access are 
recognized. When the count specified by bit positions 8-31 of register R2+l 
for the second operand is larger than that for the first operand, access 
exceptions are not recognized for the part of the second operand field that is 
in excess of the first operand field. 


Resulting Condition Code 
First operand and second operand counts are equal 
First operand count is low 


0 

1 

2 First operand count is high 

3 No movement performed because of destructive overlap 


Program Interruptions 


Access (fetch, operand 2; store, operand 1) 
Specification 
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Programming Notes 


When the first operand count is 0, the operation consists of setting the 
condition code and setting the high-order bytes of registers R1 and R2 to O. 


When the contents of the Rl and R2 fields are identical, the condition 
code is set to 0, but protection and addressing exceptions are not indicated 
when called for by the operand designation. 


Since the execution of MOVE LONG is interruptible, the instruction 
cannot be used for situations where the program must rely on uninterrupted 
execution of the instruction or on the clock's not being updated during the 
execution of the instruction. Similarly, the program should normally not let 
the first operand of MOVE LONG include the location of the instruction. This 
is because the new contents of the location may be interpreted as the 
instruction if execution is resumed after an interruption or if the 
instruction is refetched without an interruption. 


Special precautions should be taken when MOVE LONG is made the subject 
of an EXECUTE instruction. See the programming notes in the description of 
the EXECUTE instruction. 


When the CONTROL MODE button is pressed during the execution of MOVE 
LONG or COMPARE LOGICAL LONG, the CP enters Control mode at the completion of 
the execution of the next unit of operation. If the modification trap 
condition occurs during the current unit of operation, the trap will be taken 
at the completion of execution of the current unit. However, the single-step 
trap will only be taken at the completion of the instruction; it will not be 
taken at the completion of any other unit of execution. The amount of data 
processed in a unit of operation may depend on the particular condition that 
caused the execution of the instruction to be interrupted. 
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MOVE NUMERICS (MVN) 


MVN D1(L,B1) ,D2(B2) (SS) 


| | | 
| D1 | L | 
| | | 

0 8 1 


The low-order four bits of each byte in the second operand field, the 


numerics, are placed in the low-order bit positions of the corresponding bytes 
in the first operand field. 


L is the length of each operand, minus 1. 


The instruction is storage-to-storage. Movement is from left to right 


through each field, one byte at a time, and the fields may overlap in any 
desired way. 


The numerics are not changed or checked for validity. The high-order 
four bits of each byte, the zones, remain unchanged in both operand fields. 


Resulting Condition Code 
The condition code remains unchanged. 
Program Exceptions 


Access (fetch, operand 2; store, operand 1) 
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MOVE WITH OFFSET (MVO) 


MVO D1(L1,B1) ,D2(L2,B2) (SS) 


| i 
| Fl } 1 | 
| | | 
0 8 1 


| B 
| 

| 

16 


The second operand is placed to the left of and adjacent to the 
low-order four bits of the first operand. 


The low-order four bits of the first operand are attached as low-order 
bits to the second operand; the second operand bits are offset by four bit 
positions, and the result is placed in the first operand location. The first 
operand and second operand bytes are not checked for valid codes. 

The fields are processed right to left. If mecessary, the second 
operand is extended with high-order Os. If the first operand field is too 
short to contain all bytes of the second operand, the remaining information is 
ignored. Overlapping fields may occur and are processed by storing a result 
byte as soon as the necessary operand bytes are fetched. 

Ll and L2 are the operand lengths, minus 1. 

Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Access (fetch, operand 2; fetch and store, operand 1) 
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MOVE WITH PAD (MVPC) 


MVPC D1(L1,B1) ,D2(L2,B2) ,13 (SSI) 


I 
3 


L 
2 


B 


| | | | | | 

| | f 1 | | | 

| | | | | | 

16 24 32 36 48 52 63 
The second operand is placed in the first operand location. If the 

first operand length (L1) is less than the second operand length (L2), only 

the number of bytes specified by Ll is moved. If the first operand length is 

greater than the second operand length, the additional bytes of the first 

operand are filled with the character specified in the I3 field of the 

instruction. 


The bytes to be moved are not changed or inspected. 
Resulting Condition Code 

The condition code remains unchanged. 
Program Exceptions 

Access (fetch, operand 23 store, operand 1) 
Programming Note 


At least one byte of the first operand is always moved by a_ successful 
MOVE WITH PAD. (The Ll and L2 fields of the instruction are 1 less than the 
lengths they specify.) 
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MOVE ZONES (MVZ) 


MVZ  D1(L,B1) ,D2(B2) (SS) 


| | 
| D3 | L | 
| | | 

0 8 1 


The high-order four bits of each byte in the second operand field (the 
zones) are placed in the high-order four bit positions of the corresponding 
bytes in the first operand field. 

The instruction is storage-to-storage. Movement is from left to right 
through each field one byte at a time, and the fields may overlap in any 
desired way. 


The zones are not changed or checked for validity. The low-order four 
bits of each byte (the numerics) remain unchanged in both operand fields. 


L is the length of each operand, minus 1. 
Resulting Condition Code 
The condition code remains unchanged. 


Program Exceptions 


Access (fetch, operand 2; fetch and store, operand 1) 
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MULTIPLY (MR, M) 


MR R1,R2 (RR) 

| | R | R | 

| 1C ; 2atft 2 | 

| | | 

0 8 12 15 

M =R1,D2(X2,B2) (RX) 

| | R | xX | BI D | 
| 5C f 12t.2 | 2 | 2 | 
| | | | | 
0 8 12 16 20 31 


The product of the multiplier (the second operand) and the multiplicand 
(the first operand) replaces the multiplicand. For the M instruction, operand 
2 requires fullword alignment. 


Both multiplier and multiplicand are 32-bit signed integers. The 
product is always a 64-bit signed integer and occupies register R1 and the 
register following Rl. The multiplicand is taken from the register following 
Rl. The contents of register Rl (replaced by the high-order part of the 
product) are ignored. An overflow cannot occur. 


The Rl field of the instruction specifies an even/odd pair of registers 


and must contain an even register address. A specification exception occurs 
when R1 is odd. 


The sign of the product is determined by the rules of algebra, except 
that a result of 0 is always positive. 


Resulting Condition Code 
The condition code remains unchanged. 


Program Exceptions 


Specification 
Access (fetch, operand 2 of M only) 


Programming Note 


The significant part of the product usually occupies 62 or fewer bits. 
Only when two maximum negative numbers are multiplied are 63 significant 
product bits formed. Since 2's-complement notation is used, the sign bit is 
extended right until the first significant product digit is encountered. 
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MULTIPLY (FLOATING-POINT) (MDR, MER, MD, ME) 


MDR- R1,R2 (RR, Long) 
| ;}1R | RR | 
| 2C lol 1 | 2 | 
| | | | | 
0 8,9 12 15 
MER R1,R2 (RR, Short) 
| 1t{R | Rk | 
| 2C 11! 11 2 | (optional) 
| | | | | 
0 8,9 12 15 
MD R1,D2(X2,B2) (RX, Long) 
| itr | x | B | D | 
| 6C lol 11 2 tt 2 4 2 | 
| | | | | | 
0 8,9 12 16 20 31 
ME R1,D2(X2,B2) (RX, Short) 
| ftIR | xX | Bf D | 
| 6C ly} 1t]o2 4 2 4 2 | (optional) 
| | | | | | | 
0 8,9 12 16 20 31 


The normalized product of the multiplier (the second operand) and _ the 
multiplicand (the first operand) replaces the multiplicand. 


The multiplication of two floating-point numbers consists of adding the 
characteristics and multiplying the fractions. The sum of the characteristics 
less 64 is used as the characteristic of an intermediate product. The sign 
of the product is determined by the rules of algebra. 


The product fraction is normalized by prenormalizing the operands and 
postnormalizing the intermediate product when necessary. The intermediate sum 
of the characteristics is reduced by the number of left-shifts. The 
intermediate product of the fractions is truncated to 15 digits (for MER and 
ME, 7 digits) before the left-shifting. 


Exponent overflow occurs if the final sum of the characteristics exceeds 
127. The operation is completed and a program interruption occurs. The 
fraction is normalized and correct, the sign is correct, and the 
characteristic is smaller by 128 than the correct characteristic. The 
overflow exception does not occur for an intermediate sum of characteristics 
exceeding 127 when the final characteristic is brought within range because of 
normalization. 
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Exponent underflow occurs if the final sum of the characteristics is 
less than 0. If the corresponding mask bit is 1, a program interruption 
occurs. The fraction is normalized and correct, the sign is correct, and the 
characteristic is larger by 128 than the correct characteristic. If the 
corresponding mask bit is not 1, the result is made a true 0. Underflow is 
not signaled when an operand's characteristic becomes less than O during 
prenormalization, and the correct characteristic and fraction value are used 
in the multiplication. 


When all 15 digits (for MER and ME, all 7 digits) of the intermediate 
fraction are 0, the product, sign, and characteristic are all made 0, yielding 
a true zero result. No interruption for exponent underflow or exponent 
overflow can occur when the result fraction is 0. The program interruption 
for lost significance is never taken for multiplication. 


The second operand of the MD and ME instructions requires fullword 
alignment. 


Resulting Condition Code 
The condition code remains unchanged. 


Program Exceptions 
Specification (MD and ME only) 
Exponent overflow 


Exponent underflow 
Access (MD and ME only) 


Programming Note 


Interchanging the two operands in a floating-point multiplication does 
not affect the value of the product. 
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MULTIPLY DECIMAL (FLOATING-POINT) (MQR, MQ) 


MQR R1 ,R2 (RR) 
| 1 R | R | 
3C | 1 | 2 | 
| | H 
0) 8 12 15 
MQ R1 , D2 (X2 ,B2) (RX) 
| 1 R «t| x | B I D | 
7C Ee 24. 2 2 4 2 | 
| | | | 
0 8 12 16 20 31 


The normalized product of the multiplier (the second operand) and the 
multiplicand (the first operand) replaces the  multiplicand. Fullword 
alignment is required. 


The multiplication of two decimal floating-point numbers consists of a 
characteristic addition and a fraction multiplication. The sum of the 
characteristics minus 64 is used as_ the characteristic of an intermediate 
product. The sign of the product is determined by the rules of algebra. 


The product fraction is normalized by prenormalizing the operands and 
postnormalizing the intermediate product, if necessary. Postnormalizing is 
performed after the fraction is truncated to 15 digits. 


Exponent overflow occurs if the final product characteristic exceeds 
127. The operation is completed and a program interruption occurs. The 
fraction is normalized and correct, the sign is correct, aand_ the 
characteristic is 128 smaller than the correct characteristic. The overflow 
exception does not occur for an intermediate product characteristic exceeding 


127 when the final characteristic is brought within range because of 
postnormalization. 


Exponent underflow occurs if the final product characteristic is less 
than zero. If the corresponding mask bit is 1, a program interruption 
occurs. The fraction is normalized and correct, the sign is correct, and the 
characteristic is 128 larger than the correct characteristic. If the 
corresponding mask bit is 0, the result is made a true zero. Underflow is not 
signaled when an operand's characteristic becomes less than zero during 
prenormalization, and the correct characteristic and fraction value are used 
in the multiplication. 
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When all 15 digits of the intermediate product fraction are Os, the 
product is made a true zero. No interruption for exponent underflow or 
exponent overflow can occur when the result fraction is zero. The program 
interruption for lost significance is never taken for multiplication. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Specification 

Data 

Exponent overflow 
Exponent underflow 
Access (MQ only) 
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MULTIPLY HALFWORD (MH) 


MH R1,D2(X2,B2) (RX) 


| i R | 
| 4C 1 | 
| | 
0 8 1 


aj — — 


The product of the second operand (multiplier) and first operand 
(multiplicand) replaces the multiplicand. The second operand is two bytes in 
length, must be halfword aligned, and is considered to be a 16-bit signed 
integer. 


Both multiplicand and product are 32-bit signed integers and may be 
located in any general register. The 16-bit multiplier is expanded to 32 bits 
before multiplication by propagating the sign-bit value through the 16 
high-order bit positions. The multiplicand is replaced by the low-order part 
of the product. The bits to the left of the 32 low-order bits are not tested 
for significance; no overflow indication is given. 


The sign of the product is determined by the rules of algebra from the 
multiplier and multiplicand signs, except that a result of 0 is always 
positive. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Access (fetch, operand 2) 
Specification 


Programming Note 


The significant part of the product usually occupies 46 or fewer bits, 
the exception of 47 bits being when both operands have the maximum negative 
value. Since the low-order 32 bits of the product are stored unchanged, 
ignoring all bits to the left, the sign bit of the result may differ from the 
true sign of the product if there is overflow. 
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OR (OR, 0, OI, 0C) 


OR R1,R2 (RR) 
| 1 sR |} R | 
| 16 1 | 2 | 
| | | | 
0 8 12 15 
O R1,D2(X2,B2) (RX) 
| 1 R | xX | B | D 
| 56 | 1 | 2 | 2 | 2 
| | | | 
0 8 12 16 20 31 
OI D181) ,12 (SI) 
| | I i Bl D [ 
| 96 | 2 | 1 | 1 | 
| | | | | 
0 8 16 20 31 
OC D1(L,B1) ,D2(B2) (SS) 
| | | B 1//D!1 B I//d i 
| D6 | L 1 | 1] 2 | 2 | 
| | | i // | | // | 
0 8 16 20 32 36 47 


The logical sum (OR) of the bits of the first and second operands is 
placed in the first operand location. Operands are treated as unstructured 
logical quantities, and the connective inclusive OR is applied bit by bit. A 
bit position in the result is set to 1 if the corresponding bit position in 
one or both operands contains a 13 otherwise, the result bit is set to 0. All 
operands and results are valid. Operand 2 of the O instruction requires 
fullword alignment. 


Resulting Condition Code 
0 Result is 0 
1 Result not 0 
2 ‘hiinope 
3 _—_ 


Program Exceptions 


Specification ( only) 


Access (fetch, operand 2, 0 and OC; fetch and store, operand 1, OI and 
0C) 
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Programming Note 
The OR may be used to set a bit to 1. For this purpose, the second 


operand should have Os in all positions corresponding to the first operand 
bits to be set to 0. 
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PACK (PACK) 


PACK D1(L1,B1) ,D2(L2,B2) (SS) 


| ; Ls 
| F2 f. -a: yy 
| | | 

0 8 1 


B 


2 1 2 
| 


|//DIt BI 
ja] | 
1 ey eae eee | 
6 20 32 3 


| 
| 
| 
1 


The format of the second operand is changed from zoned to packed, and 
the result is placed in the first operand location. 


The second operand is assumed to have the zoned format. All zones are 
ignored except the zone over the low-order digit, which is assumed to 
represent a sign. The sign is placed in the rightmost four bits of the 
low-order byte, and the digits are placed adjacent to the sign and to each 
other in the remainder of the result field. The sign and digits are moved 
unchanged to the first operand field, and are not checked for valid codes. 


The fields are processed right to left. If necessary, the second 
operand is extended with high-order Os. If the first operand field is too 
short to contain all significant digits of the second operand field, the 
remaining high-order digits are ignored. Overlapping fields may occur and are 
processed by storing one result byte immediately after the necessary second 
operand bytes are fetched. Except for the rightmost byte of the result field, 
which is stored immediately upon fetching the rightmost byte of the second 
operand, two operand bytes are needed for each result byte. 


Ll and L2 are the operand lengths, minus 1. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Access (fetch, operand 2; store, operand 1) 


Programming Notes 


The PACK instruction may be used to interchange the two digits in one 
byte by specifying a0 in the Ll and L2 fields and the same address for both 
operands. 


To remove the zones of all bytes of a field, including the low-order 


byte, both operands must be extended with a dummy byte in the low-order 
position, which subsequently is ignored in the result field. 
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PACK AND ALIGN (PAL) 


PAL  D1(L1,B1) ,D2(L2,B2) (SS) 


| | L 
| C4 } 1 
| | 


| L 
| 
0 8 12 


2 


| B 
; 1 
| 
16 


The format of the second operand is changed from external format to 
packed, and the result is placed in the first operand location. 


The second operand is assumed to have the external format. The source 
field may contain (moving right to left) blanks (ASCII space code), followed 
by a sign (ASCII plus or minus), followed by data. Or it may contain data 
followed by a sign followed by blanks. It may also contain a single ASCII 
decimal point character. Ll and L2 are the operand lengths, minus 1. 


The source field is scanned right to left until the first nonblank 
character is encountered. If the first nonblank character is a valid sign 
character (hexadecimal 2B for plus or hexadecimal 2D for minus) its packed 
equivalent (1111 for plus or 1101 for minus) will be stored in the rightmost 
four bits of the least significant byte of the first operand (receiver 
field). If a decimal point has not previously been encountered, a check for 
decimal point is made. If the character is a decimal point, its existence and 
position will be reflected in the contents of register 1, and the recognition 
of another decimal point will be treated as an invalid character. A final 
test is made to determine whether or not the character is a valid decimal 
character. The scan continues until the leftmost source byte is reached. If 
the first nonblank character was not a valid sign, the leftmost character is 
checked for a valid sign, and the first operand is set accordingly. If no 
sign is specified in the source field, a plus sign (1111) is stored in the 
first operand. 


Table 7-3 summarizes the scan order, disregarding any leading or 


trailing blanks. 


Table 7-3. PACK AND ALIGN Scan Order 


To rightmost nonblank character 


To leftmost character (if the 
rightmost nonblank character was not 
a sign) 


Decimal point Until a decimal point is encountered 


Valid decimal Always 
character 
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The code coversions from external ASCII to packed format are as follows: 
- ASCII codes 0 through 9 are converted to 4-bit binary equivalents. 


- The sign character, if present, is converted to 1111 for plus and 
1101 for minus, and is stored in the rightmost four bits of the 
packed field. The presence of the sign character in the source 
field is indicated in register 1. If no sign was found, a plus code 
is stored in the sign position of the packed field. 


- The decimal point presence and position is indicated in register 1 
and it is skipped. 


- The destination field is padded with leading packed Os. 


- The number of source digits converted is indicated in register 1. 
Leading 0s preceding the decimal point in the source field are 
counted as digits. 


The target field is filled in from right to left. If necessary, the 
second operand is padded with most significant 0s. If the first operand is 
too short to contain all significant digits of the second operand field, the 
remaining digits are ignored and the condition code is set to indicate 
truncation. In all cases of truncation, the operation is completed ignoring 
truncated digits. If an invalid character is encountered during conversion, 
the condition code is set to indicate a data validity error and the 
instruction is terminated. 


If the instruction is completed, register 1 is set to reflect the result 
of the operation. Bit 24 of register 1 is set if a sign character was 
present, and bit 25 is set if a decimal point was present. Bits O through 15 | 
of register 1 are unchanged. Bits 16 through 23 are set to the number of 
digits (including 0s) to the left of the decimal point in the source field. 
Bits 26-31 are set to the 2's complement of the count of digits (including Os) 
to the right of the decimal point in the source field. Register 1 appears as 
follows after the PAL instruction is completed without encountering an invalid 
character: 


l\//////\ Left | | | 2's complement | 
1\//////\ count | S | D | of right | 
AAU a count | 

16 23 24 25 26 31 
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Rl Bits Function 


16-23 Left count: count of source digits (including Os) to left of 
decimal point 


24 S, Sign presence 
0 = no sign present 
1 = sign present 

25 D, Decimal point presence 


0 = no source field decimal point encountered 


1 = decimal point encountered 
26-31 2's complement of right count: 2's complement of count of. 
digits to right of the effective decimal point in the source 


field 
Overlapping operand fields will yield unpredictable results. 


Resulting Condition Code 


Conversion completed successfully 
Invalid character encountered 


0 
1 
2 —— 
3 Left truncation occurred 
Programming Exceptions 
Access (fetch, operand 23 store, operand 1) 
Programming Notes 
The initial contents of register 1 are overwritten by the action of PAL. 
If all digits in the source field are 0, the sign of the result will 
reflect the sign of the source. If truncation of a nonzero field occurs, the 
Sign will reflect the value before truncation. 
The "right count" in register 1 after execution of PAL is in 


2's-complement form for use in the second operand of the SHIFT AND ROUND 
DECIMAL (SRP) instruction. 
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POP (POP) 


POP S1,R2 (RR) 


| | s | 

| 08 | 1 | 

| | | 

0 8 1 

The relevant stack vector is determined from the Sl _ field of the 
instruction. The stack pointer is incremented by 4. Register R2 is then 


loaded with the contents of the four bytes which were addressed by the stack 
pointer before updating. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Specification 
Access (fetch, bytes popped from stack) 
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POP CHARACTERS (POPC) 


POPC D1(L,B1) ,0(S2) (SS) 


| | 
| Dds |) OL | 
| | | 

0 8 1 


The relevant stack vector is determined from the S2 field of the 
instruction. The D2 field is ignored. Bytes are taken from the location 
addressed by the stack pointer and ascending locations, and stored in 
ascending locations beginning at the location specified by the Bl and Dil 
fields. The number of bytes specified is stored. The stack pointer is then 
incremented by this number. The stack pointer is then incremented again (by 
0, 1, 2, or 3) so that it addresses a fullword boundary. 

L is the operand length in bytes, minus 1. 


Resulting Condition Code 
The condition code remains unchanged. 


Program Exceptions 


Specification ; 
Access (fetch, bytes popped from stack; store, operand 2) 


Programming Note 


This is a move from a word-aligned location to a location with no 
alignment restriction. 
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POP HALFWORD (POPH) 


POPH  S1,R2 (RR) 


| | s | 

| 09 | 1 | 

| | | | 
0 8 1 


The relevant stack vector is determined from the Sl _ field of the 
instruction. The stack pointer is incremented by 4. Then the low-order 
halfword of register R2 is loaded with the contents of the two bytes that were 
addressed by the stack pointer before updating. Bit 16 of register R2 is then 
propagated through the high-order half (bits 0 through 15) of the register. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Specification 
Access (fetch, bytes popped from stack) 


7-120 


POP MULTIPLE (POPM) 


POPM 51,R3,R2 (RS) 


R 
3 


POR OVSSIATTTTITTTTTT TTT 
PQ UATITTTTTTTTT ATTA TTT 
| LLPTPTTTATA AAA AA AA AA TT LA 
16 20 31 


| A6 { 1 | 
| | | 
O 8 12 

The relevant stack vector is determined from the Sl _ field of the 
instruction. The stack pointer is incremented by the number of bytes implied 
by the range of registers R3 to R2. Register R3 and succeeding registers 
(with register 0 following register 15) are then loaded, starting from the 
location that was addressed. by the stack pointer before updating, until 
register R2 has been loaded. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Specification 
Access (fetch, bytes popped from stack) 


Tri2Zt 


POP NOTHING (POPN) 


POPN 5$1,D2(X2,B2) (RX) 
| es 
| 84 } 1 


| 

| 
| | | 
0 8 12 
The relevant stack vector is determined from the Sl _ field of the 

instruction. The D2(X2,B2) value is added to the address in the stack pointer 


and the result stored in the stack pointer. The stack pointer is then 
incremented (by 0, 1, 2, or 3) so that it addresses a fullword boundary. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Specification 
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PUSH (PUSH) 


PUSH  5S$1,R2 (RR) 


| | s | 

| OB ; 41 | 

| | | | 
0 8 1 


The relevant stack vector is determined from the Sl field of the 
instruction. The contents of the register specified by the R2 field are 
Stored at the location addressed by the stack pointer, minus 4. The stack 
pointer of the stack vector is then decremented by 4. 


Resulting Condition Code 

The condition code remains unchanged. 
Program Exceptions 

Stack overflow 


Specification 
Access (store, bytes pushed onto stack) 


Programming Note 
If the value in the stack pointer is pushed onto a stack by PUSH or 


PUSHM, the value pushed will be that in the register before the instruction 
was executed. 
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PUSH ADDRESS (PUSHA) 


PUSHA S1,D2(X2,B2) (RX) 


| 1 s | 
| BO 1} 1 | 
| | | 

0 8 1 0 31 


The relevant stack vector is determined from the Sl field of the 
instruction. The address in the stack pointer is decremented by 4. The 
second operand address is then placed in the three low-order bytes of the word 
addressed by the stack pointer. The high-order byte of this word is set to 
binary Os. Address computation follows the rules for base-displacement 
address formation. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 
Stack overflow 


Specification 
Access (store, bytes pushed onto stack) 


Programming Note 
The second operand address is determined before the stack pointer is 


decremented, and therefore reflects the contents of registers before the 
instruction is executed. 
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PUSH ADDRESS (RELATIVE) (RPUSHA) 


RPUSHA  R1,L2 (RL) 


| | R | 
| 2 ot tl 
| | | | 
0 8 12 31 

The sign of the L2 field is extended 12 bits to the left, to forma 
32-bit signed 2's-complement displacement. The displacement is added to the 
current instruction address to form the effective address. 


Instruction execution is then identical to the corresponding RX 
instruction. 


When the instruction is executed, the current instruction address used 
in the effective-address calculation is the address of the EXECUTE instruction. 


Resulting Condition Code 
The condition code remains unchanged. 


Program Exceptions 


Stack overflow 
Specification 
Access (store, bytes pushed onto stack) 


7-125 


PUSH CHARACTERS (PUSHC) 


PUSHC 0(L,S1) ,D2(B2) (SS) 

| - | | s I// ///) BO l/s DI 
| D9 | L 1 1 I// S/S 2 |j-- 24] 
| | | l// ///\ l\/ / | 
0 8 16 20 32 36 47 


The relevant stack vector is determined from the S1 field of the 
instruction. The length specified is subtracted from the stack pointer in the 
stack vector. The stack pointer is then decremented again (by 0, 1, 2, or 3) 
until it addresses a fullword boundary. Bytes are then taken from the 
location specified by the B2 and D2 fields and ascending locations; they are 
stored in ascending locations beginning at the location addressed by the 
updated stack pointer. The number of bytes specified is stored. 


L is the operand length, minus 1. 
Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 
Stack overflow 


Specification 
Access (store, bytes pushed onto stack; fetch, operand 2) 


Programming Note 


This is a move from a location with no alignment restriction to a 
word-aligned location. 
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PUSH MULTIPLE (PUSHM) 


PUSHM  S1,R3,R2 (RS) 


| | s | 
| A9 | 1 | 
| | | 

0 8 1 


L Ro OVSASAAITTITTTTTTTTTTT TN 
LQ VAATITITTITTAT TTT TT TTT 
| LLPPTATTATA LAAT AAA ALT 
2 16 20 31 


The relevant stack vector is determined from the Sl field of the 
instruction. The values in register R2 and preceding registers (with 
register 15 preceding register 0) are stored in descending words starting four 
bytes below the location addressed by the stack pointer, until the register 
specified by the R3 field has been stored. The stack pointer is then 
decremented by the number of bytes stored. 


Resulting Condition Code 
The condition code remains unchanged. 


Program Exceptions 


Stack overflow 
Specification 
Access (store, bytes pushed onto stack) 
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PUSH NOTHING (PUSHN) 


PUSHN 5$1,D2 (X2,B2) (RX) 


| | s | 
| 85 | 1 | 
| | | 

0 8 1 


The relevant stack vector is determined from the Sl field of the 
instruction. The D2(X2,B2) value is subtracted from the address in the stack 
pointer and the result is stored in the stack top word. The stack pointer is 
then decremented again (by 0, 1, 2, or 3) until it addresses a fullword 
boundary. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Stack overflow 
Specification 
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p 
RESET REFERENCE AND CHANGE BITS (RRCB) 


RRCB D1(B1) ,M2 (SI) 


| | M | 
| oF | 2 
| | | 

0 8 1 


eo) eee 
pe |— — — 


6 


The reference and change table (RCT) (for all VS processors) or the 
T-RAM monitor area (for the VS25 and VS100) is examined or modified with this 
instruction, according to the value of M2. When used with the RCT, operand 1 
must be a physical address; when used with the T-RAM monitor area, it must be 
a virtual address. The operation of the instruction is explained below. 


REFERENCE AND CHANGE TABLE 


The reference and change table (RCT) makes possible the efficient 
replacement of old memory pages with new pages read in from disk. (Refer also 
to the discussion of paging in Chapter 4 of this manual.) The RCT is an area 
of local CP memory containing 8K entries of 2 bits each. These are a 
reference bit and a change bit for each of the up to 8K addressable pages of 
main memory. When some location in a page frame is referenced by a user 
program, the reference bit for the page frame is set to 1; when the location 
is also modified, the change bit is also set to 1. The system paging task 
uses the reference and change bits along with an aging count in deciding which 
virtual pages to overwrite with new ones during paging operations. 


RRCB Reference and Change Table Function 


The. privileged RRCB instruction allows inspection and modification of 
the RCT through use of a physical address. The immediate mask (M2) of the 
instruction, illustrated below, specifies this action. 


| SE RIS/I//I//I//N//N/7/1 
PEL CI//I//I//I//I/AN//\ 
LL TIAA AA 
bits 8 15 


Figure 1. Format of Operand M2 in RRCB Instruction 
for Reference and Change Table 


The SEL bit selects reference and change bit control (SEL=0) or monitor 
area control (SEL=1). When SEL=0, RCT=1 causes resetting of the reference and 
change bits; RCT=0 only reports the current setting of the bits. 
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The condition code is set to reflect the state of the reference and 
change bits before they are conditionally reset. 


Resulting Condition Code 


O Reference bit 0, change bit 0 

1 Reference bit 0, change bit 1 

2 Reference bit 1, change bit 0 

3 Reference bit 1, change bit 1 
MONITOR AREA 


The monitor area is a section of local CP memory that is typically 
used to record loaded T-RAM entries and thereby control user address space. 
For example, the VS25 and VS100 use it for efficient clearing of a task's 
T-RAM at the end of each time slice. (Refer also to the description of 
address translation in Chapter 4 of this manual.) For the VS25 the monitor 
area comprises 64 entries; for the VS100 it comprises 128 entries. 


Monitoring is enabled for a segment of a user's virtual memory if the M 
bit is set in the SCR for the segment; refer to Figure 4-5 for an illustration 
of SCR format. During the successful servicing of a T-RAM fault for a virtual 
page in a segment for which monitoring is enabled, the virtual page address is 
recorded in the next available monitor area location. At the end of a user's 
time slice, only those T-RAM locations identified by monitor entries are 
cleared (i.e., their high order bit is set to 1), rather than the entire 
T-RAM. Because only a fraction of each segment's possible T-RAM entries are 
likely to be loaded during a given time slice, clearing the T-RAM using the 
monitor is much more efficient than clearing the entire T-RAM, which would 
require individually accessing each of 512 entries per segment. 


RRCB Monitor Area Function 


The privileged RRCB instruction allows clearing of all or part of the 
VS25 or VS100 T-RAM monitor area through use of a virtual address. The 
immediate mask (M2) of the instruction is interpreted differently for the VS25 
and VS100, and specifies monitor action as follows: 


| S! RI//1] Al S| Ol MI DI 
| El cl//I LI EI NI Ol MI 
| LI TI//| LI Gl El NI Pl 
bits 8 15 


Figure 2. Format of Operand M2 in RRCB Instruction 
for VS25 and VS100 T-RAM Monitor Area 
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The SEL bit selects reference and change bit control (SEL=0) or monitor 
control (SEL=1). For SEL=1, the remaining bits have the following meaning 
when set to 1: 


RCT - ignored 


ALL - Clears all T-RAM entries and monitor entries; used 
for diagnostics and initialization. 


SEG ~- Clears T-RAM entries for the segment indicated in 
virtual address operand (operand 1) of the RRCB 
instruction. For the VS25, if monitoring is 
enabled, all T-RAM entries recorded by the monitor 
for any segment are cleared, along with the 
monitor entries themselves; i.e., SEG=MON. For the 
VS100, if monitoring is enabled for the segment, 
only those T-RAM entries recorded for the segment 
by the monitor are cleared, along with the monitor 
entries themselves. 


ONE ~- Clears the one T-RAM entry specified by the 
virtual address operand of the RRCB_ instruction. 
(For the VS100__— only: also clears’ the 
corresponding monitor entry if monitoring is in 
effect for the segment.) 


MON - Clears T-RAM entries recorded in the monitor area, 
along with the monitor entries themselves. 


DMP - Copies (dumps) the entire monitor area to _ the 
word-aligned main memory location specified by the 
virtual address operand of the RRCB_ instruction; 
the T-RAM and monitor are left unchanged. (Not 
currently supported on the VS25.) 


For VS100 only: ALL, SEG, and MON functions place a count value of 
cleared T-RAM entries in general register 0. 


Program Exceptions 


Access (addressing only, operand 1) 
Privileged operation 
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RETURN AND POP ON CONDITION (RPC) 


RPC M1 ,R2 (RR) 


R 
2 


| | 

| | 

0 8 12 15 

This instruction is identical to the RTC instruction, except that after 

all other processing is completed, the stack pointer (general register 15) 

will be loaded with the value that was contained in the R2 register before 

execution of this instruction began. The high-order byte of general register 
15 is set to 0 by this instruction. 


Resulting Condition Code 


Set with value from stack 
Program Exceptions 
Access (fetch, bytes popped from the system stack) 


Specification (if the current control register 1 value is not a multiple 
of 4) 
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RETURN ON CONDITION (RTC) 


RTC Ml (RR) 
| 1 mM I////7/7) 
| 04 1 1. V/ss/7/71 
| | AIT TA 
0 8 12 15 


If the state of the condition code is as specified by Ml, this 
instruction will set general register 15 (the stack pointer) equal to the 
current value in control register 1, plus 4 (thus skipping over the register 0 
save-area contents stored by a JSCI instruction); the instruction will then 
pop off the system stack general registers 1 to 14. The high byte of control 
register 1 is set to 0. The next word will then be popped off the stack and 
its value will replace the current contents of control register 1. One more 
word will then be popped off the stack and will be used as the program mask 
byte and address portion of the current PCW. Control will then pass to the 
address specified in the address portion of the PCW. 


If the state of the condition code is not as specified by Ml, none of 


the above occurs, and normal instruction sequencing proceeds with the updated 
instruction address. 


Resulting Condition Code 


Set with value from stack 
Program Exceptions 
Access (fetch, bytes popped from the system stack) 


Specification (if the current control register 1 value is not a_ multiple 
of 4) 
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p 
SAVE THEN ‘AND' SYSTEM MASK (STNSM) 


STNSM  R1,R3,12 (RS) 
| | R | | 
| AC ok | 
| | | | 
0 8 12 16 31 
This instruction tests whether to save the current PCW status field. If 
the Rl field of the instruction is 0, the saving is bypassed. If Rl is not 0, 
the current PCW status field is saved in bits 16-31 of register Rl. Bits 0-15 
of Rl are unchanged. 
After the saving is performed or bypassed, the R3 field of the 
instruction is tested. If it is 0, I2 is ANDed with the current PCW status 


field. If R3 is not 0, I2 is ANDed with bits 16-31 of register R3, and this 
replaces the current PCW status field. 


Resulting Condition Code 
The condition code remains unchanged. 
Program Exceptions 
Privileged operation 
Programming Note 
This instruction is normally used for one of three functions: 
1. Turning off specified bits in the PCW 


2. Turning off specified bits in the PCW while saving the previous 
status 


3. Re-establishing the previous status. 
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P 
SAVE THEN '‘OR' SYSTEM MASK (STOSM) 


STOSM R1,R3,12 (RS) 


6 31 


This instruction first tests whether to save the current PCW status 
field. If the Rl field of the instruction is 0, the saving is bypassed. If Rl 
is not 0, the current PCW status field is saved in bits 16-31 of register Rl. 
Bits 0-15 are unchanged. 

After the saving is performed or bypassed, the R3 field of the 
instruction is tested. If it is 0, I2 is ORed with the current PCW status 


field. If R3 is not 0, I2 is ORed with bits 16-31 of register R3 and this 
replaces the current PCW status field. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Privileged operation 
Programming Note 
This instruction is normally used for one of three functions: 
1. Turning on specified bits in the PCW 
2. Turning on specified bits in the PCW while saving the previous status 


3. Re-establishing the previous status. 
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SCAN FOR BYTE (SCAN) 


SCAN R1,M3,D2(B2) (RS) 

1 R 
| B8 [> a 
| | 


| B | 
1 2 | 
| | | 
0 8 16 20 31 
The first operand designates an address-length register pair (general 
registers Rl and R1+1, with Rl even-numbered). Second operand base and 
displacement calculations are performed according to the rules for address 
arithmetic, and the low-order byte of the result is used. The byte string 
specified by the first operand address-length register pair is scanned in 
order of ascending or descending memory addresses, comparing each byte with 


the second operand byte value, until an equal or unequal value is found. 
Options are selected by the M3 field as follows: 
Bit 0 Ascending scan if 03; descending scan if 1 
Bit 1 Stop on equal compare if 0; stop on unequal compare if 1 
Bits 2, 3 Must be 0 (specification exception if not) 


For an ascending scan, the address-length register pair is updated as 
follows: Register Rl contains the address of the byte that satisfied the 
specified condition, or of the first byte beyond the string if the condition 
is not satisfied. Bits 8-31 of register Rl1+l contain either the length of 
that part of the string including and above the byte on which the condition 
was satisfied, or 0 if the condition was not satisfied. 


For a descending scan, the address-length register pair is updated as 
follows: Bits 8-31 of register Rl are unchanged. Bits 8-31 of register R1+1 
contain either the length of that part of the string including and below the 
byte on which the condition was satisfied, or 0 if the condition was not 
satisfied. 


The high-order byte (bits 0-7) of register Rl is set to O by the 
instruction. 
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The execution of the instructon is interruptible. When an interruption 
occurs after a unit of operation other than the last one, the contents of 
registers Rl and R1+l are incremented and/or decremented so that the 
instruction, when re-executed, resumes at the point of interruption. The 
instruction may be refetched from main storage even in the absence 


of an 
interruption during execution. 


Resulting Condition Code 
0 Condition not satisfied 
1 Condition satisfied, other than at end of operand 1 


2 Condition satisfied at end of operand 1 (highest-addressed byte 
ascending; lowest-addressed byte descending) 


3 —_— 


Program Exceptions 


Specification 
Access (fetch, operand 1) 


Programming Notes 
The second operand of SCAN FOR BYTE must not be a literal expression. 


For general notes on interruptible instructions, refer to MOVE 
CHARACTERS LONG. 
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SET PROGRAM MASK (SPM) 


SPM R121 (RR) 
| | R I/////7/1 
| OD ! 1 I////1/1 
| | ATI 
0 8 12 15 


Bits 0-7 of the general register specified by the R1 field replace the 
condition code and the rest of the program mask bits of the current PCW. Bits 
8-31 of the register specified by the R1 field are ignored. The contents of 
the register specified by the Rl field remain unchanged. 


The instruction permits setting of the condition code and the rest of 
the program mask bits in either the problem program or the supervisor state. 


Resulting Condition Code 

The code is set according to bits 0-1 of the register specified by Rl. 
Program Exception 

None 
Programming Note 


Bits 0-7 of the general register may have been loaded from the PCW by 
BRANCH AND LINK (BAL). 
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SHIFT AND ROUND DECIMAL (SRP) 


SRP D1(L1,B1) ,D2(B2) ,13 (SS) 


| i beta3m6 tt B {//DI B \/ / | 
| FO } vt 3 J #1 | 1| 2 | 2°) 
| | | | | // | | / | 
0 8 12 16 20 32 36 47 


The first operand is shifted: in the direction and for the number of 
digit positions specified by the second operand address. When shifting to the 
right is specified, the first operand is rounded by the rounding factor, I3. 
Ll is the operand length, minus 1. 


The second operand address is not used to designate data; instead, the 
contents of bit positions 26-31 of the address are considered a signed 
fixed-point quantity, indicating the direction of the shift and the number of 
digit positions to be shifted. The remainder of the address is ignored. When 
bit 26 of the second operand address is 0, a left-shift is specified, and bits 
27-31 of the address are considered a true binary number specifying the number 
of digit positions of shift. When bit 26 is 1, a right-shift is specified, 
and bits 27-31, considered as a binary number in 2's-complement notation, 
specify the amount of the shift. 


The first operand is considered to be in the packed decimal format and 
is checked for the validity of decimal digit codes. Only its digit portion is 
shifted; the sign position does not participate in the shifting. Zeros are 
supplied for the vacated digit positions. The validity of the first operand 
is checked and the condition code is set even if a shift amount of 0O is 
specified. A result of 0 is made positive. 


If a significant digit is shifted out of the high-order digit position 
during left-shift, a decimal overflow condition is recognized. The operation 
is completed by ignoring the overflow. 


During right-shift, bit positions 12-15, the contents of the 13 field, 
are used as a rounding factor. The shifted operand is rounded by decimally 
adding the rounding factor to the last digit shifted out and propagating the 
carry, if any, to the left. Both the first operand and the rounding factor 
are considered positive quantities for the purpose of this addition. Except 
for validity checking and the participation in rounding, the digits shifted 
out of the low-order digit position are ignored and lost. The validity of the 
rounding-factor code is checked regardless of the direction and amount of 
shift specified. 
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Resulting Condition Code 


O Result is 0 

1 Result is less than 0 

2 Result is greater than 0 
3 Result overflows 


Program Exceptions 


Access (fetch and store, operand 1) 
Data 
Decimal overflow 


Programming Note 

Because the 2's-complement notation is employed, SHIFT AND ROUND DECIMAL 
can be used for shifting up to 31 digit positions left and up to 32 digit 
positions right. This is sufficient to clear all digits of any decimal field 
even when rounding in right-shift is specified. 


Please refer to the Programming Note for SLDA. 
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SHIFT LEFT DOUBLE (SLDA) 


SLDA R21, D2 (B2) (RS) 

| | R I {//////1 BI D | 
| 8F | 1. I/s////t 2 I 2 | 
| | THT | | 
0 8 12 16 20 31 


The double-length integer part of the first operand is shifted left the 
number of bits specified by the second operand address. Bits 12-15 of the 
instruction are ignored. 


The second operand address is not used to address data; its low-order 
six bits indicate the number of bit positions to be shifted. The remainder of 
the address is ignored. 


The R1 field of the instruction specifies an even/odd pair of registers 
and must contain an even register address. A specification exception occurs 
When R1 is odd. 


The first operand is treated as a number with 63 integer bits and a_ sign 
in the sign position of the high-order register. The sign remains unchanged. 
The high-order bit position of the R1+1l register contains an integer bit, and 
the contents of the R1+l register participate in the shift in the same manner 
as the other integer bits. Zeros are supplied to the vacated positions of the 
registers. 


If a bit unlike the sign bit is shifted out of bit position 1 of the Rl 
register, an overflow occurs. The overflow causes a program interruption when 
the fixed-point overflow mask bit is set to l. 


Resulting Condition Code 


O Result is 0 

1 Result is less than 0 

2 Result is greater than 0 
3 Overflow 


Program Exceptions 


Fixed-point overflow 
Specification 


FrA39 


Programming Notes 


The eight shift instructions provide the following three pairs of 
alternatives: left or right, single or double, and algebraic or logical. 
Algebraic shifts differ from the logical shifts in that overflow is 
recognized, the condition code is set, and the high-order bit participates as 
a sign in algebraic shifts. 


The maximum shift amount that can be specified is 63. For algebraic 
shifts this is sufficient to shift out the entire integer field. Since 64 
bits participate in the double-logical shifts, the entire register contents 
cannot be shifted out. 


A shift amount of 0 in the two algebraic double-shift operations 
provides a double-length sign and magnitude test. 


The base register participating in the generation of the second operand 


address permits indirect specification of the shift amount. A 0O in the B2 
field indicates the absence of indirect shift specification. 
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SHIFT LEFT DOUBLE LOGICAL (SLDL) 


SLDL  R1,D2(B2) (RS) 

| | R I//////1 BI D | 
| 8D | 1 I/s////71 = 2 2 | 
| LAAT A | | 
0 8 12 16 20 31 


The double-length first operand is shifted left the number of bits 
specified by the second operand address. The second operand address is not 
used to address data; its rightmost six bits indicate the number of bit 
positions to be shifted. The remainder of the address is ignored. 

The R1 field of the instruction specifies an even/odd pair of registers 


and must contain an even register address. A specification exception occurs 
when R1 is odd. 


All 64 bits of the register pair specified by Rl participate in the 
shift. Most significant bits are shifted out of the first register and are 
lost. Zeros are supplied to the vacated positions of the registers. 

Resulting Condition Code 

The condition code remains unchanged. 
Program Exceptions 

Specification 
Programming Note 


Please refer to the Programming Notes for SLDA. 
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SHIFT LEFT SINGLE (SLA) 


SLA —R1,D2(B2) (RS) 

| | R I I////// BOI D | 
| 8B | 1. I/s/////t 2 4 2 | 
| | ed | | 
0 8 12 16 20 31 


The integer part of the first operand is shifted left the number of bits 
specified by the second operand address. Bits 12-15 of the instruction are 
ignored. 


The second operand address is not used to address data; its low-order 
six bits indicate the number of bit positions to be shifted. The remainder of 
the address is ignored. 


The sign of the first operand remains unchanged. All 31 integer bits of 


the operand participate in the left-shift. Zeros are supplied to the vacated 
low-order register positions. 


If a bit unlike the sign bit is shifted out of position 1, an overflow 


occurs. The overflow causes a program interruption when the fixed-point 
overflow mask bit is set to l. 


Resulting Condition Code 


O Result is 0 

1 Result is less than 0 

2 Result is greater than 0 
3 Overflow 


Program Exceptions 
Fixed-point overflow 


Programming Notes 


For numbers with an absolute value of less than 2**30, a left shift of 
one bit position is equivalent to multiplying the number by 2. 


Please refer to the Programming Notes for SLDA. 
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SHIFT LEFT SINGLE LOGICAL (SLL) 


SLL R1,D2(B2) (RS) 

| | R I//////1 BI D | 
| 89 foo. Is///7/7\ 2 | 2 | 
| | VAAL | | 
0 8 12 16 20 31 


The first operand is shifted left the number of bits specified by the 
second operand address. 


The second operand address is not used to address data; its least 
Significant six bits indicate the number of bit positions to be shifted. The 
remainder of the address is ignored. 

All 32 bits of the general register specified by Rl participate in the 
shift. Most significant bits are shifted out and are lost. Zeros are 
supplied to the vacated least-significant register positions. 

Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


None 


Programming Note 


Please refer to the Programming Notes for SLDA. 
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SHIFT RIGHT DOUBLE (SRDA) 


SRDA  R1,D2(B2) (RS) 

| | R I//////1 BI D | 
| 8E | 1. W/////1 = 2 I 2 | 
| | L///T1T\ | | 
0 8 12 16 20 31 


The double-length integer part of the first operand is shifted right the 
number of places specified by the second operand address. Bits 12-15 of the 
instruction are ignored. 


The R1 field of the instruction specifies an even/odd pair of registers 
and must contain an even register address. A specification exception occurs 
when R1 is odd. 


The second operand address is not used to address data; its low-order 
six bits indicate the number of bit positions to be shifted. The remainder of 
the address is ignored. 


The first operand is treated as a number with 63 integer bits and a sign 
in the sign position of the high-order register. The sign remains unchanged. 
The high-order bit position of the low-order register contains an integer bit, 
and the contents of the low-order register participate in the shift in the 
Same manner as the other integer bits. The low-order bits are shifted out 
without inspection and are lost. Bits equal to the sign are supplied to the 
vacated positions of the registers. 


Resulting Condition Code 
Result is 0 


0 

1 Result is less than 0 

2 Result is greater than 0 
3 


Program Exceptions 


Specification 


Programming Note 


Please refer to the Programming Notes for SLDA. 
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SHIFT RIGHT DOUBLE LOGICAL (SRDL) 


SRDL  R1,D2(B2) (RS) 

| 1 R I//////1 2B | D | 
| 8C 1 4. V////7171 2 | 2 | 
| | WITIT | | 
0 8 12 16 20 31 


The double-length first operand is shifted right the number of bits 
specified by the second operand address. 


The Rl field of the instruction specifies an even/odd pair of registers 
and must contain an even register address. A specification exception occurs 
when Rl is odd. 

The second operand address is not used to address data; its rightmost 
six bits indicate the number of bit positions to be shifted. The remainder of 
the address is ignored. 

All 64 bits of the register pair specified by Rl participate in the 
shift. Least significant bits are shifted out of the second register and are 
lost. Zeros are supplied to the vacated positions of the registers. 

Resulting Condition Code 

The condition code remains unchanged. 
Program Exceptions 

Specification 


Programming Note 


Please refer to the Programming Notes for SLDA. 


7-145 


SHIFT RIGHT SINGLE (SRA) 


SRA  R1,D2(B2) (RS) 

| | R I//////1 BY D | 
| 8A | 1 U//////1 = 2) I 2°; | 
| | W///417/\ | | 
0 8 12 16 20 31 


The integer part of the first operand is shifted right the number of 
bits specified by the second operand address. Bits 12-15 of the instruction 
are ignored. 


The second operand address is not used to address datas; its low-order 
six bits indicate the number of bit positions to be shifted. The remainder of 
the address is ignored. 


The sign of the first operand remains unchanged. All 31 integer bits of 
the operand participate in the right-shift. Bits equal to the sign are 
supplied to the vacated high-order bit positions. Low-order bits are shifted 
out without inspection and are lost. 


Resulting Condition Code 


O Result is 0 

1 Result is less than 0 

2 Result is greater than 0 
3 


Program Exceptions 


None 


Programming Notes 


A right-shift of one bit position is equivalent to division by 2 with 
rounding downward. When an even number is shifted right one position, the 
value of the field is that obtained by dividing the value by 2. When an odd 
number is shifted right one position, the value of the field is that obtained 
by dividing the next lower number by 2. 


Shifts of from 31 to 63 bit positions cause the entire integer to be 
shifted out of the register. When the entire integer field of a positive 
number has been shifted out, the register contains a value of 0. Fora 
negative number, the register contains a value of -1. 


Please refer to the Programming Notes for SLDA. 
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SHIFT RIGHT SINGLE LOGICAL (SRL) 


SRL  R1,D2(B2) (RS) 

| | R I//////1 BI D | 
| 88 | 1 I//////1 02) I 2 | 
| V/TTTLA | | 
0 8 12 16 20 31 


The first operand is shifted right the number of bits specified by the 
second operand address. 


The second operand address is not used to address data; its least 
Significant six bits indicate the number of bit positions to be shifted. The 
remainder of the address is ignored. 

All 32 bits of the general register specified by Rl participate in the 


shift. Least significant bits are shifted out and are lost. Zeros are 
supplied to the vacated most-significant register positions. 


Resulting Condition Code 
The condition code remains unchanged. 
Program Exceptions 


None 


Programming Note 


Please refer to the Programming Notes for SLDA. 
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Pp 
START 1/0 (SIO) 


SIO. Ri (RR) 
| 1 R IS////7/1 
| 02 lL . I////77\1 
| | HAITI 
0 8 12 #15 


An 1/0 command is initiated at the addressed I/O device. The 
instruction START I/O is executed only when the system is in the supervisor 
state. 


The register specified by Rl contains the I/O device address to which 
the instruction applies. The IOCA must be stored in the appropriate IOCA area 
before the SIO is issued, and must not be changed until the completion 
interrupt is accepted. 


In the register specified by R1, bit positions 24-31 contain tthe device 
address. Bits 0 to 23 are ignored. 


PAAILTITTTTATT TTT 
L/AIAITITLITITTTTIN = device | 
WAAIITIITITTTT ITT address | 
PLATE TATA ALLL | 
0 23 24 31 


The 1/0 operation specified by START I/O is initiated if the addressed 
I/O device and its I/0 processor (IOP) are available. The 1/0 operation is 
not initiated in the following cases: when the addressed IOP is not connected 
or is otherwise not operational, when the IOP is unable to service the request 
(IOP BUSY), or when the device is busy with a previous SIO or CIO or has an 
interruption pending other than IOP NOW READY. In these cases the instruction 
is completed and a condition code of 3, 2, or 1, respectively, is returned. 


Whenever an SIO instruction is completed with a condition code of 0, the 
I/O operation has been accepted and a pending I/O interruption will be 
established on completion of the operation. Until the completion interrupt 
has been received, the IOCW and IOCA must not be changed. The IOCA and IOCW 
are not changed by the IOP. 


If the addressed IOP is not connected or is otherwise not operational, 
the 1/0 operation is not initiated and a condition code of 3 is returned. It 
is mot recommended that this feature be used in a time-critical program; it 
may take the CP some time for the “time out" to determine that the IOP is not 
present. If the IOP address is valid but the addressed device is not 
attached, the SIO is accepted and the IOSW stored on the completion interrupt 
indicates DEVICE NOT READY. 
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If the IOP cannot respond to the SIO request, the SIO will complete with 
a condition code of 2 and the I/O operation will not be _ started. This 
condition indicates that an IOP NOW READY interrupt bit will be set in the 
next IOSW from that IOP. Note that this interrupt may or may not occur on the 
device on which the IOP BUSY indication was received. 


Resulting Condition Code 
0 I/O operation accepted, execution proceeding 


1 Device busy with previous operation or interruption other than IOP 
NOW READY pending 


2 IOP BUSY 

3 IOP not operational 
Program Exceptions 

Privileged operation 
Programming Notes 

The completion of the I/0 operation initiated by the SIO is indicated by 
an 1/0 interruption. Looping on an SIO instruction should be avoided since it 


may interfere with the operation of the IOP. 


Telecommunications (TC) IOPs use the SIO instruction rather than CIO for 
memory diagnostic operations. 
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STORE (ST) 


ST R1 , D2 (X2 ,B2) (RX) 
| | RK | 
| 50 f 1 | 
| | | 
0 8 1 
The first operand is stored at the second operand location. The second 


operand must be four bytes long, and it requires fullword alignment. 


The 32 bits in the general register are placed unchanged at the _ second 
operand location. 


Resulting Condition Code 
The condition code remains unchanged. 


Program Exceptions 


Access (store, operand 2) 
Specification 
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STORE CHARACTER (STC) 


STC R1,D2(X2,B2) (RX) 
| | R | 
| 42 | 1 | 
| | | 

a) 8 1 


Bit positions 24-31 of the general register designated as the first 


operand are placed at the second operand address. The byte to be stored is 
not changed or inspected. 


Resulting Condition Code 
The condition code remains unchanged. 
Program Exceptions 


Access (store, operand 2) 
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STORE CHARACTERS UNDER MASK (STCM) 


STCM R1,M3,D2(B2) (RS) 


B 
2 


| | R | | | 

| BE i oe | | 

| | | | | 

0 8 1 16 20 31 
Bytes selected from the first operand under control of a mask are placed 

in contiguous byte locations beginning at the second operand address. 


The contents of the M3 field, bit positions 12-15, are used as a mask. 
The four bits of the mask, left to right, correspond one for one with the four 
bytes, left to right, of the general register designated by the R1 field. The 
-bytes corresponding to 1s in the mask are placed in the same order in 
successive and contiguous memory locations beginning with the location 
designated by the second operand address. The number of bytes stored is equal 
to the number of 1s in the mask. The contents of the general register remain 
unchanged. 


When the mask is not 0, exceptions associated with storage-operand 


access are recognized only for the number of bytes specified by the mask. 
When the mask is 0, access exceptions are recognized for one byte. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Access (store, operand 2) 
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STORE CONTROL (STCTL) 
STCTL R1 ,R3 ,D2 (B2) (RS) 


| 
| B6 [| 1 
| 


ps |— —— — 


0 8 


The set of control registers starting with the control register 
designated by the R1 field and ending with the one designated by the R3 field 
is stored at the locations designated by the second operand address. 


The memory area where the contents of the control registers are placed 
starts at the location designated by the second operand address and continues 
through as many memory words as the number of control registers specified. 
The contents of the control registers are stored in ascending order of their 
addresses, starting with the control register designated by the Rl field and 
continuing up to and including the control register designated by the R3 
field. The contents of the control registers remain unchanged. 


Whenever the memory reference causes an access exception, the exception 
is indicated. The second operand must be designated on a word boundary; 
otherwise, a specification exception is recognized, and the operation is 


suppressed. A specification exception will also be recognized if R1 is 
numbered higher than R3. 


Resulting Condition Code 
The condition code remains unchanged. 


Program Exceptions 


Access (store, operand 2) 
Specification 
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STORE CP TYPE AND MICROCODE VERSION (STCPID) 


STCPID R1 (Ss) 


LR OVASIAITTTTTTTLT TATA TTT 
| 9B | 80 ee ae 
| | | LLPTLTTTTTATT ALATA ATT 

16 20 31 


A 2-byte code, representing the current CP type and current microcode 
version, is stored in a general register. 


Bits 0-15 of general register Rl are set to 0. The CP type code is 
stored in bits 16-23 of register R13; the current microcode version number is 
stored in bits 24-31 of register Rl. 


Current CP type codes are: for the VS80, 33; for the VS100, 4; and _ for 
the VS25, 5. 


Resulting Condition Code 


For the current VS processor, the condition code is always set to 0. 


Program Exceptions 


None 
Programming Note 

Bits 0-15 of general register R1, bits 20-31 of this instruction, and 
condition code values other than 0 are reserved. They may eventually be used 


to indicate any optional features present in a particular processor, or for 
other purposes. 
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p 
STORE DIAGNOSTIC DATA (STDD) 


STDD D1(B1) (S) 


| | | 
| 9B | 00 | 
| | | 

0 8 1 


Diagnostic information, including the contents of the local page tables 
and local page frame table, is stored starting at the location specified by 
the operand 1 address. This address is not translated. (It is a physical 
main memory address.) Operand 1 must be fullword aligned, or a specification 
exception will occur and the instruction will be suppressed. 


Diagnostic data is stored in the order shown below. Floating-point 
registers, control registers, and general registers are stored with high-order 
and low-order halfwords reversed. The local page frame table is stored in 
4-bit entries. The low-order bit (bit 3) is the change bit (0 = set, 1 = 
clear); bit 2 is the reference bit (0 = set, 1 = clear). The other two bits 
of each entry are unused. 


Data Item (and Decimal Size) Offset, in Hexadecimal, 
from Operand 1 Address 
| | 
| File registers (64) | x‘'o' 
| | 


| Floating-point registers (32) | x'40' 
| | 


| Control registers (32) | x'60' 
| 


| Auxiliary registers (64) | x'80' 
| | 


| General registers (64) {| x'co' 
| | 


| Page table 0 (128) | x'100' 
| | 


| Page frame table (128) | x‘'180' 
| | 
| Page table 1 (256) | x'200' 
| | 
| Page table 2 (256) | x'300'° 


Resulting Condition Code 
The condition code remains unchanged. 
Program Exceptions 
Access (store, operand 1) 
Specification 


Privileged operation 
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Extended Operation Codes 


Opcode X'9B' has been designated a 2-byte opcode. Opcodes X'9BOO' 
through X'9B7F' are privileged opcodes; X'9B80' through X'9BFF' are not 
privileged. Executing an instruction with an undefined opcode in the range 
from X'9BO0' through X'9B7F' while the privileged-instruction trap bit in the 


PCW is set may result in a privileged-instruction interrupt rather than 


an 
invalid-operation interrupt. 
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STORE (FLOATING-POINT) (STD, STE) 


STD R1,D2(X2,B2) 


| 60 
| 
0 


| | 
lol 
| | 


STE R1,D2(X2,B2) 


| 
| 60 
| 

0 


The first operand 
operand, a floating-point register, 


| | 
11] 
| 


is stored at the second operand location. 
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(RX, Long) 

i Bf D 
2 | 2 
| 

16 20 

(RX, Short) 

1 BI D 
2 | 2 
| | 

16 20 


remains unchanged. 


pe l— — — 


| 
| (optional) 
| 
31 


The first 
The second operand 


must be eight bytes in length and requires fullword alignment. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Addressing 


Protection (store violation) 


Specification 
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STORE HALFWORD (STH) 


STH R1,D2(X2,B2) (RX) 


B 
2 


X 
2 


| | R | | | | 
| 40 f 2 | | | | 
| | | | | | 

0 8 12 16 20 31 


The contents of bit positions 16-31 of the general register designated 


by the Rl field are placed unchanged at the second operand location. The 
second operand is two bytes in length and requires halfword alignment. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Access (store, operand 2) 
Specification 
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STORE MULTIPLE (STM) 


STM R1 ,R3 ,D2 (B2) (RS) 


| | R | 

| 90 ioe 

| | | 
0 8 1 


NO 
a en 
fon 
RQ fem 
© 
we 
pj —— —- 


The set of general registers starting with the register specified by Rl 
and ending with the register specified by R3 is stored at the locations 
designated by the second operand address. 


The memory area where the contents of the general registers are placed 
starts at the location designated by the second operand address and 
continues through as many words as needed. 

The general registers are stored in the ascending order of their 
addresses, starting with the register specified by R1 and continuing up to and 
including the register specified by R3, with register 0 following register 
15. The contents of the general registers remain unchanged. 

Operand 2 requires fullword alignment. 

Resulting Condition Code 
The condition code remains unchanged. 


Program Exceptions 


Access (store, operand 2) 
Specification 
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| p 
STORE SEGMENT CONTROL REGISTER (STSCTL) 


STSCTL R1,R3,D2(X2,B2) (RS) 


| | R 
| AG | 41 
| 


| R 
| 
| 

0 8 12 


3 


B 
2 


| 


| | 
| | 
| | 
16 20 3 
The set of segment control registers (SCRs) starting with the register 


specified by Rl and ending with the register specified by R3 is stored at the 
location designated by the second operand address. 


The memory area where the contents of the SCRs are placed starts at the 
location designated by the second operand address and continues through as 
many words as needed. 


The contents of the SCRs are stored in ascending order of their 
addresses, starting with the register specified by R1 and continuing up to and 
including the register specified by R3. Rl and R3 must fall in the range 0-7, 
and R3 must be greater than or equal to Rl. The contents of the SCRs remain 
unchanged. 


Operand 2 requires fullword alignment. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 
Access (store, operand 2) 


Privileged operation 
Specification 
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STORE MULTIPLE (STM) 


STM R1 ,R3 ,D2 (B2) (RS) 


| | | Rk | 
| 90 = 
| | | 

0 8 1 


The set of general registers starting with the register specified by Rl 
and ending with the register specified by R3 is stored at the locations 
designated by the second operand address. 


The memory area where the contents of the general registers are placed 
Starts at the location designated by the second operand address and 
continues through as many words as needed. 

The general registers are stored in the ascending order of their 
addresses, starting with the register specified by Rl and continuing up to and 
including the register specified by R3, with register O following register 
15. The contents of the general registers remain unchanged. 

Operand 2 requires fullword alignment. 

Resulting Condition Code 
The condition code remains unchanged. 


Program Exceptions 


Access (store, operand 2) 
Specification 


7-159 


This manual is updated by: Addendum 800-1 100PQ0-04.01 


STORE SPECIAL REGISTER (STSREG) 


STSREG D2 (B1) (S) 


B 
| OB | 02 7 


| 
| | | 
1 


ei —— — 


| 
| 
| 
6 20 3 


Data is moved to memory from a 32-bit special register, Which may be 
accessed only by the LSREG and STSREG instructions (and by STDD). 


The contents of the special register are moved to the fullword at the 


address specified by the Bl and Dl fields. The address must be fullword 
aligned. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 
Privileged operation 


Access (store, operand 1) 
Specification 
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SUBTRACT (SR, S) 


SR -R1,R2 (RR) 
| | R | RK | 
| 1B tf at .2 | 
| | | | 
0 8 12 15 
S  R1,D2(X2,B2) (RX) 
| R | xX | Bf D 
| 5B | 1 | 2 | 2 | 2 | 
| | | | | 
0 8 12 16 20 31 


The second operand, which must be fullword aligned, is subtracted from 
the first operand, and the difference is placed in the first operand location. 


Subtraction is considered to be performed by adding the 1's complement 
of the second operand and a low-order 1 to the first operand. All 32 bits of 
both operands participate, as in ADD. If the carry from the sign-bit position 
and the carry from the high-order numeric bit position agree, the difference 
is satisfactory; if they disagree, an overflow occurs. The overflow causes a 
program interruption when the fixed-point overflow mask bit is set to 1. 


Resulting Condition Code 


QO Difference is 0 

1 Difference is less than 0 

2 Difference is greater than 0 
3 Overflow 


Program Exceptions 
Specification 


Access (fetch, operand 2 of S only) 
Fixed-point overflow 


Programming Notes 

The use of the 1's complement and the low-order 1 instead of the 2's 
complement of the second operand is necessary for proper recognition of 
overflow when the maximum negative number is subtracted. 


When in the RR format the R1 and R2 fields designate the same register, 
subtracting is equivalent to clearing the register. 


Subtracting a maximum negative number from another maximum negative 
number gives a result of 0 and no overflow. 
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SUBTRACT DECIMAL (FLOATING-POINT) (SQR, SQ) 


SQR R1 ,R2 (RR) 
| | R i R | 
| 3B | 1 | 2 | 
| | | 
0 8 12 15 
SQ R1 ,D2 (X2 ,B2) (RX) 
| | R } xX 1 B | D | 
| 7B | 1 | 2 | 2 | 2 | 
| rn are | | | | 
0 8 12 16 20 31 


The second operand is subtracted from the first operand, and _ the 
normalized difference is placed in the first operand location. Fullword 
alignment is required. 


The SUBTRACT DECIMAL (FLOATING-POINT) instruction is similar to ADD 
DECIMAL (FLOATING-POINT), except that the sign of the second operand is 
inverted before addition. 


The sign of the difference is derived by the rules of algebra. The sign 
of a difference with zero result fraction is always positive. 


Resulting Condition Code 


0 Result fraction is 0 
1 Result fraction is less than 0 
2 Result fraction is greater than 0 


Program Exceptions 


Specification 
Data 

Significance 
Exponent overflow 
Exponent underflow 
Access (SQ only) 
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SUBTRACT DECIMAL (SP) 


SP D1(L1,B1) ,D2(L2,B2) (SS) 


| aa 
| FB ee oe 
| | | 

0 8 1 


The second operand is subtracted from the first operand, and the 
difference is placed in the first operand location. 


Subtraction is algebraic, taking into account the signs and all digits 
of both operands. SUBTRACT DECIMAL is similar to ADD DECIMAL, except that the 
sign of the second operand is changed from positive to negative or from 
negative to positive after the operand is obtained from memory and before the 
arithmetic is performed. 


The sign of the difference is determined by the rules of algebra. 
Ll and L2 are the operand lengths in bytes, minus 1. 


Resulting Condition Code 


0 Difference is 0 

1 Difference is less than 0 

2 Difference is geater than 0 
3 Overflow 


Program Exceptions 


Access (fetch, operand 2; store, operand 1) 
Data 
Decimal overflow 


Programming Note 


The operands of SUBTRACT DECIMAL may overlap when their least — 
Significant bytes coincide, even when their lengths are unequal. This 
property may be used to set to 0 an entire field or the least significant part 
of a field. 


7-162 


This manual is updated by: Addendum 800-1 100P0-04.01 
SUBTRACT HALFWORD (SH) 


SH R1,D2, (X2,B2) (RX) 


| i R | 

| 4B | 1 | 

| 
0 8 12 


c. 
NOo|— -— — 
© 
oe 
| — — 


The second operand is subtracted from the first operand, and the 
difference is placed in the first operand location. The second operand is two 
bytes in length, must be halfword aligned, and is considered to be a 16-bit 
signed integer. 


The second operand is expanded to 32 bits before the subtraction by 
propagating the sign-bit value through the 16 high-order bit positions. 


Subtraction is considered to be performed by adding the 1's complement 
of the expanded second operand and a low-order 1 to the first operand. All 32 
bits of both operands participate, as in ADD. If the carry from the sign-bit 
position and the carry from the high-order numeric bit position agree, the 
difference is satisfactory; if they disagree, an overflow occurs. The 
overflow causes a program interruption when the fixed-point overflow mask bit 
is l. 


Resulting Condition Code 


0 Difference is 0 

1 Difference is less than 0 

2 Difference is greater than 0 
3 Overflow 


Program Exceptions 
Access (fetch, operand 2) 


Fixed-point overflow 
Specification 
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SUBTRACT LOGICAL (SLR, SL) 


SLR R1,R2 (RR) 

| ' R | R J 

| 1F | 1 | 2 | 

| | 

‘) 8 12 «15 

SL  R1,D2(X2,B2) (RX) 

i Rr tft xdssBif D 
| 5F | 1 | 2 | 2 | 2 | 
| | | bes | 
fe) 8 12 16 20 31 


The second operand is subtracted from the first operand, and _ the 
difference is placed in the first operand location. The occurrence of a carry 
from the sign position is recorded in the condition code. 


Logical subtraction is considered to be performed by adding the 1's 
complement of the second operand and a low-order 1 to the first operand. All 
32 bits of both operands participate, without further change to the resulting 
leftmost bit position. 


If a carry from the sign position occurs, the leftmost bit of the 
condition code is made 1. In the absence of a carry, the left bit is made 0. 
When the sum is 0, the rightmost bit of the condition code is made 0. A 
nonzero sum is indicated by a 1 in the rightmost bit. 


The second operand of the SL instruction requires fullword alignment. 


Resulting Condition Code 


O 

1 Difference is not O (no carry) 
2 Difference is 0 (carry) 

3 Difference is not 0 (carry) 


Program Exceptions 


Specification 
Access (fetch, operand 2 for SL) 
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SUBTRACT NORMALIZED (FLOATING-POINT) (SDR, SER, SD, SE) 


SDR R1,R2 

| {| R | R 

| 2B jol 11 2 

| | | 

0 8,9 12 15 
SER R1,R2 

| | |R {| R 

| 2B lz} 1] 2 

| | | | 

0 8,9 12 15 
SD _R1,D2(X2,B2 

| i {rR {| xX 

| 6B lol 1] 2 

| | | | 

0 8,9 12 

SE  R1,D2(X2,B2 

PERE fe xe 

| 6B fal’ “2-4. 2 

{| | | 

0 8,9 12 


The second operand is subtracted from _ the 


(RR, Long) 


(RR, Short) 


| (optional) 
| 


(RX, Long) ) 


B 
2 


| | 
| | 
| | 
16 20 
(RX, Short) 


B 
2 


| | 
| | 
| | 
16 20 


| 
{| (optional) 
| 


31 


first operand, and the 


normalized difference is placed in the first operand location. 


SUBTRACT is similar to ADD NORMALIZED, 


second operand is inverted before addition. 


except that 


the sign of the 


The sign of the difference is derived according to the rules of algebra. 
The sign of a difference with a zero result fraction is always positive. 


The second operand of the SD instruction requires fullword alignment and 


is eight bytes long. 


Resulting Condition Code 


0 Result fraction is 0 
1 Result is less than 0 
2 Result is greater than 0 
3 
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Program Exceptions 


Specification 
Significance 
Exponent overflow 
Exponent underflow 
Access 
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SUPERVISOR CALL (SVC) 


| OA | I | 


If the high-order byte of the Supervisor Call New PCW is less than the 
value in bits 8-15 of the instruction, the instruction is suppressed with a 
supervisor call range program exception. Otherwise the system stack vector is 
retrieved from general register 15 and control register 2. The stack pointer 
-(register 15) is decremented by 8. The currently active PCW is stored in the 
eight bytes addressed by the decremented stack pointer. The contents of bit 
positions 8 to 15 of the instruction are placed in the interruption code 
portion of this stored PCW. The contents of the three low-order bytes of 
control register 1 are pushed onto the stack, preceded by a byte containing 
X'OL'. The contents of general registers 14 through 0, in descending order, 
are then pushed onto the stack. The three low-order bytes of control register 
1 are then set to the value of the updated stack pointer, with a high-order 
byte of binary Os. The high-order word of the Supervisor Call New PCW is then 
added to four times the contents of bit positions 8 to 15 of the instruction, 
and the word at the resulting address (which must be the address of a fullword 
present in main memory, not page faulted) becomes the current PCW address 
portion. The second word of the Supervisor Call New PCW becomes the current 
PCW status portion. 


Resulting Condition Code 
The condition code is replaced by the condition code in the new PCW. 


Program Exceptions 


Stack overflow 


Access (store, bytes pushed on to stack; fetch, address word to become 
current PCW address portion) 


Specification 


Supervisor call range 
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P 
SUPERVISOR CALL EXIT (SVCX) 


SVCX | (RR) 
| R  I////17\ 
| 27 lL 61 VASAT 
| | LAAT TL 
0 8 12 15 


General registers 0 through 14 are loaded from the words addressed by 
control register 1. Control register 1 is loaded from the word above’ these 
(beginning 60 bytes above the word addressed by control register 1). The 
high-order byte of control register 1 is set to binary 0. General register 15 
is loaded with the value in the general register specified by the Rl field of 
the instruction. The active PCW is replaced by the two words on the system 
stack starting 64 bytes above the word that had been addressed by control 
register 1 before it was updated. 


If the new active PCW has the single-step trap bit on, a_ single-step 


trap exception will occur immediately on completion of the instruction, even 
if the previously active PCW did not have the single-step trap bit on. 


Resulting Condition Code 


The condition code is replaced by that in the new PCW. 


Program Exceptions 
Access (fetch, bytes on stack) 


Privileged operation 
Specification 
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TEST UNDER MASK (TM) 


™ £D1(B1) ,12 (SI) 


| | I | 
| 91 | 2 | 
| | | 
0 8 1 


The state of the first operand bits selected by a mask is used to _ set 
the condition code. 


The byte of immediate data, I2, is used as an 8-bit mask. The bits of 
the mask are made to correspond one for one with the bits of the character in 
memory specified by the first operand address. 


A mask bit of 1 indicates that the memory bit is to be tested. When the 
mask bit is 0, the memory bit is ignored. When all memory bits thus selected 
are 0, the condition code is made 0. The condition code is also made 0 when 
the mask is all Os. When the selected bits are all ls, the code is made 3; 
otherwise, the code is made 1. The character or characters in memory or the 
registers are not changed. 


Resulting Condition Code 


Selected bits all 0; mask is all Os 
Selected bits mixed Os and ls 


0 

1 

2? eos 

3 Selected bits all 1 
Program Exceptions 


Access (fetch, operand 1) 
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TRANSLATE (TR) 


TR D1(L,B1) ,D2(B2) (SS) 

| | B lt|//DI B I{/ / | 
| DC | L Po obs th 2 tee 2 
| | | L//_| Il/ / 
0 8 16 20 32 36 47 


The 8-bit bytes of the first operand are used as arguments to reference 
the list designated by the second operand address. Each function byte 
selected from the list replaces the corresponding argument in the first 
operand. 


The bytes of the first operand are selected one by one for translation, 
proceeding left to right. Each argument byte is added to the entire initial 
address, the second operand address, in the least significant bit positions. 
The sum is used as the address of the function byte, which then replaces the 
original argument byte. 


All result data is valid. The operation proceeds until the first 
operand field is exhausted. The list is not altered unless an overlap occurs. 


L is the length of operand 1, minus 1. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Access (fetch, operands 1 and 2; store, operand 1) 


Programming Note 


If operand 2 can span a page (using the maximum table displacement, 
i.e., X'FF'), then operand 1 is scanned to determine the exact range of table 
locations to be referenced. The referenced virtual page or pages (two pages, 
at most) are checked to see if they reside in physical page frames. If an I/O 
operation should overlay operand 1 and invalidate this scan, then a page fault 
can be generated in the middle of the instruction, assuming the I/O operation 
caused a second (nonresident) virtual page to be referenced. This in turn 
will cause retranslation of part of operand 1 after the page fault has been 
serviced, and the instruction is re-executed. 
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TRANSLATE AND TEST (TRT) 


TRI D1(L,B1) ,D2(B2) (SS) 


| DD | L 


The 8-bit bytes of the first operand are used as arguments to reference 
the list designated by the second operand address. 


The L field is the length of the first operand, minus 1. 


Each function byte thus selected from the list is used to determine the 
continuation of the operation. When the function byte is a 0, the operation 
proceeds by fetching and translating the next argument byte. When the 
function byte is nonzero, the operation is completed by inserting the related 
argument address in general register 1 and by inserting the function byte in 
general register 2. 


The bytes of the first operand are selected one by one for’ translation, 
proceeding from left to right. The first operand remains unchanged in 
memory. Fetching of the function byte from the list is performed as in 
TRANSLATE. The function byte retrieved from the list is inspected for the 
all-zero combination. 


When the first operand field is exhausted before a nonzero function byte 
is encountered, the operation is completed by setting condition code 0. The 
contents of general registers 1 and 2 remain unchanged. 


When a function byte is nonzero, the related argument address is 
inserted in the low-order 24 bits of general register 1. This address points 
to the argument last translated. The high-order eight bits of register 1 
remain unchanged. The function byte is inserted in the low-order eight bits 
of general register 2. Bits 0-23 of register 2 remain unchanged. Condition 
code 1 is set when one or more argument bytes have not been translated. 
Condition code 2 is set if the last function byte is nonzero. 
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Resulting Condition Code 


0 


1 


2 


3 


All function bytes that have been translated are 0 


Nonzero function byte found before the first operand field is 
exhausted; one or more argument bytes have not been translated 


The last function byte is nonzero 


Program Exceptions 


Access (fetch, operands 1 and 2) 


Programming Note 


The instruction TRANSLATE AND TEST may be used to scan the first operand 
for characters with special meaning. The second operand, or list, is set up 
with all-zero function bytes for those characters to be skipped over and with 
nonzero function bytes for the characters to be detected. 
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UNPACK (UNPK) 


UNPK D1(L1,B1) ,D2(L2,B2) (SS) 


| i L | 
| F3 1 1 | 
| | | 
0 8 1 


L 
2 


| B 
| 
| 

2 16 


The format of the second operand is changed from packed to zoned form, 
and the result is placed in the first operand location. 


The digits and sign of the packed operand are placed unchanged in the 
first operand location, using the external format. Zones with coding 0011 are 
supplied for all bytes except the low-order byte, which receives the sign of 
the packed operand. The operand digits are not checked for valid codes. 


The fields are processed right to left. The second operand is extended 
with high-order Os before unpacking, if necessary. If the first operand field 
is too short to contain all significant digits of the second operand, the 
remaining high-order digits are ignored. The first and second operand fields 
may overlap; if so, they are processed by storing the first result byte 
immediately after the rightmost operand byte is fetched; for the remaining 
operand bytes, two result bytes are stored immediately after one byte is 
fetched. 


L1 and L2 are the operand lengths, minus 1. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Access (fetch, operand 2; store, operand 1) 
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UNPACK UNSIGNED (UNPU) 


UNPU  D1(L1,B1) ,D2(L2,B2) (SS) 


| or ae 
| F4 ; 14 | 
| | | 

0 8 1 


The format of the second operand is changed from packed to external, and 
the result is placed in the first operand location. 


The digits of the packed operand are converted to ASCII form and are 
placed in the first operand location. Zones with coding 0011 are supplied for 
all bytes. The sign of the second operand is ignored. No sign character is 
supplied in the result. 


The fields are processed right to left. The second operand is extended 
with high-order Os before unpacking, if necessary. If the first operand field 
is too short to contain all significant digits of the second operand, the 
remaining high-order digits are ignored. The first and second operand fields 
may overlap and are processed by storing the first result byte immediately 
after the rightmost operand byte is fetched; for the remaining operand bytes, 
two result bytes are stored immediately after one byte is fetched. 


Ll and L2 are the operand lengths, minus 1. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Access (fetch, operand 23 store, operand 1) 
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UNPACK TO EXTERNAL DECIMAL FORMAT (UNPAL) 


UNPAL D1(11,B1) ,D2(L2,B2) (SS) 


/ /D | B / /D 
1| 2 
//_| bd 


| | L | | 
| | 
| | 
6 20 32 36 47 


| 
| DB | 1 | 
| | 

0 8 1 


B 


| 
1 2 | 
| 


| 

| 

2 1 
The format of the second operand is changed from packed to character 
format with a separate trailing sign character, and the result is placed in 


the first operand location. 


The second operand is processed from right to left. First the low-order 


byte of operand 1 will be filled with either the 't’' or ‘'-' character. If the 
low-order digit position of the last byte of operand 2 is 1101, the character 
will be ‘'-'; otherwise the character will be ‘t+’. The digits are then moved 


from operand 2 to operand 1. The digits are copied unchanged from the second 
operand to the first with a zone of 0011 supplied for each digit. 


The digits in the source field are not inspected for valid packed 
characters and the sign is not inspected for validity. 


The fields are processed right to left. The second operand is extended 
with high-order zero digits before unpacking, if necessary. If the first 
operand field is too short to contain all significant digits of the second 
operand, the remaining high-order digits are ignored. The first and second 
operand fields may overlap, and are processed by storing two result bytes 
immediately after one byte is fetched. 


If the receiving field is one byte, only the sign character will be 
placed there. 


L1 and L2 are the operand lengths, minus 1. 


Resulting Condition Code 


The condition code remains unchanged. 


Program Exceptions 


Access (fetch, operand 23; store, operand 1) 
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ZERO AND ADD (ZAP) 


ZAP D1(L1,B1) ,D2(L2,B2) (SS) 


/ /DI B / /D 
1| 2 
//_| / 


| } L | | 
| | 
| | 
20 32 36 47 


| F8 | 1 


L 
2 


B 


| 
1 2 | 
| 


| | 

| | 

| | 
0 8 12 16 


The second operand is placed in the first operand location. 


The operation is equivalent to an addition to 0. A zero result is 
positive. When the most significant digits are lost because of overflow, an 
overflow is recognized. If the decimal overflow mask bit is on when an 
overflow is recognized, the exception is taken. 


Only the second operand is checked for valid sign and digit codes. 
Extra Os are supplied if needed on the most significant end. When the first 
operand field is too short to contain all significant digits of the second 
operand, the most significant digits are lost and the overflow condition is 
set. The first and second operand fields may overlap when the rightmost byte 
of the first operand field is coincident with or to the right of the rightmost 
byte of the second operand. 


Ll and L2 are the operand lengths, minus 1. 


Resulting Condition Code 


0 Result is 0 

1 Result is less than 0 

2 Result is greater than 0 
3 Overflow 


Program Exceptions 
Access (fetch, operand 23; store, operand 1) 


Data 
Decimal overflow 
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7.2 OPERATING SYSTEM ASSIST INSTRUCTIONS 


The following instructions, some of which are described in terms of 
equivalent pseudo-assembler-language instruction sequences, are intended for 
use by operating system routines only. They are reserved for use by software 
provided by Wang Laboratories, and their specification and function may change 
in the future. Use of these instructions other than by Wang Laboratories 
software development groups is discouraged. 


All instructions in this section are privileged. 
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p 
MODIFY TIMER QUEUE (MTQ) 


MTQ M1,D2(B2) ,D3(B3) ,R4 (SS) 


| | R | M | 
| C7 I & Poh Y 
| | | | 

0 8 12 1 


| | 

| | 

| | 
6 20 36 47 

This privileged instruction is used to set a clock comparator expiration 
value. 


Register R4 contains a time interval value (in binary, in units of one 
clock tick). Operand 2 (D2(B2)) addresses a word-aligned, linked-list head, 
identical to the stack head word of the ENSK instruction. Operand 3 addresses 
a doubleword-aligned timer queue element. The first byte of this element is 
unchanged by the instruction. Bit 0 of this byte is tested; if it is 1, this 
element is to be removed from the list. The second through fourth bytes 
contain elements on the list in ascending order of expiration times. The 
fifth through eighth bytes contain the expiration time, in clock ticks, of the 
interval represented by this timer queue element. 


The instruction operates as follows: 


1. If bit 0 of the timer queue element (operand 3) is set, the list is 
searched for an element at the operand 3 address, and this element 
is removed from the queue. Queue elements examined must not be page 
faulted, lest the instruction give erroneous results. 


A specification exception will occur if any of the following are 
true: the addressed element is not on the queue, or removing this 
element empties the queue completely, or more than 256 elements are 
found on the queue before this element is encountered. 


2. If bit O of the instruction's Ml field is set, the instruction is 
now terminated. 


3. The time interval value in register R4 is added to the current clock 
value, and the result stored in the fifth through eighth bytes of 
operand 3. 


4. The operand 3 timer queue element is placed on the queue in order of 
its expiration time (the value just placed in its fifth through 
eighth bytes). The second through fourth bytes of operand 3 are 
used as the list chain word. 


A specification exception occurs if the chain is empty, or if more 


than 256 elements are encountered before the operand 3 timer queue 
element is inserted. 
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5. The contents of the fifth through eighth bytes of the first element 


of the timer list are placed in the clock comparator (control 
register 7). 


Resulting Condition Code 
The condition code remains unchanged. 
Program Exceptions 
Access (fetch and store, operands 1 and 2) 
Specification 
Privileged Operation 
Programming Note 
The specification exception taken if more than 256 elements are on _ the 


timer queue is intended to prevent the instruction from ‘hanging up" the CP if 
the list elements are chained in a loop. 
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P 
SCAN PAGE FRAME TABLE (SPFT) 


SPFIT R1,R3,D2(B2) (RS) 

| 1 R | R | Bf 

| AE be Bock Sr hl ae 4 

| | | | | 

0 8 12 16 20 
Rl format: 

| | | 

| | LRURG | SCC 

| | | 

0 8 16 


LRURG - Least recently used reference group 


SCC - Scan class comparand 
RGL - Reference group limit 
R3 format: 
| | 
| PFTL | SDISP 
| 
0 8 


PFTL - Page frame table length 
SDISP - Starting PFT displacement 


Page Frame Table format: 


| | {c| / / 
| RGN SC IBI for software use 


| | |_| | 
0 8 16 17 


RGN - Reference group number 
SC - Scan class 
CB - ‘Change’ bit 
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RGL 


31 


31 


63 


The page frame table physical address (operand address D2(B2)), which 
must be doubleword aligned, is added to the SDISP field of the register 
addressed by R3. If the page frame table address is not doubleword aligned or 
if the contents of the SDISP field are not a multiple of 8, a specification 
exception occurs and the instruction is suppressed. Each page frame table 
entry beginning at the resulting address is examined, where the total number 
of entries assumed to be in the table is given by the PFTL field of the 
register addressed by R3. The SC field of each entry is compared with the SCC 
field of the register addressed by Rl. If the SCC field of this register is 
nonzero and the two fields compared are unequal, the SDISP field of register 
R3 is increased by 8 and the next page frame table entry is processed. If the 
SCC field is 0 or the two fields compared contain equal values, the reference 
bit for this page frame is examined in the local page frame table. If it is 0 
it is set to 1, binary 0s are placed in field RGN of this page frame table 
entry, and the change bit for this page frame is inclusive ORed with bit CB of 
the page frame table entry. The SDISP field of register R3 is then increased 
by 8 and the next page frame table entry is processed. 


If the reference bit for the page frame is 1 when examined, then field 
RGN of the page frame table entry is compared with field RGL of register Rl. 
If they contain equal values, then the SDISP field of register R3 is increased 
by 8 and the next page frame table entry is processed. If they contain 
unequal values, the following processing occurs: 


: If field RGN plus 1 is equal to field RGL, then field RGN is 
incremented by 1 and the instruction completes with condition code 2 
set. 


. Otherwise, if field RGN (unincremented) is greater than or equal to 
field LRURG of register R1, then field RGN is incremented by 1 and 
the resulting value in field RGN is placed in field LRURG. The 
instruction is then completed with condition code 1 set. 


Otherwise (field RGN is not equal to field RGL minus 1 and is not 
greater than field LRURG), field RGN is incremented by 1, the SDISP 
field of register R3 is increased by 8 and the next page frame table 
entry is processed. 


If the end of the page frame table (last entry is at address D2(B2) plus 
8 times PFTL, minus 8) is reached without another completion for the 
instruction (including the cases of PFTL being 0 and of PFTL times 8 _ being 
less than or equal to SDISP when the instruction is initiated), then the 
instruction is completed with condition code O set. 
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Resulting Condition Code 


0 End of table reached. 


1 RGN-1 greater than LRURG for table entry at second operand address 
plus SDISP. 


2 RGN equal to RGL for table entry at second operand address plus 
SDISP. 


Program Exceptions 
Privileged operation 


Access (fetch and store, operand 2) 
Specification 
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CHAPTER 8 
INPUT/OUTPUT OPERATION 


8.1 INTRODUCTION 


Transfer of information between main memory and input/output (1/0) 
devices is referred to as an I/O operation. These operations use I/0 
processors (IOPs), which contain the logic circuitry controlling the transfer 
of data between devices and main memory. An I/O Command Word (IOCW), 
containing a command to be performed, is sent from the CP to the device when 
the I/O operation is initiated. An I/O Status Word (IOSW), reporting on the 
execution of this command, is sent back later from the device to the CP. 


Chapters 8 through 12 of the manual describe the programmed control of 
I/O devices by the system. Formats are defined for the various types of I/0 
control information. The formats apply to all 1/0 operations and are 
independent of the types of I/O devices, their speed, or mode of operation. 


The formats described include provision for functions unique to 
particular devices. The way in which a device makes use of each format is 
defined in the chapter for that device. 


8.2 I/O SUBSYSTEM 
8.2.1 IOPs 


At the beginning of an I/O operation, the CP issues a privileged START 
I/O (SIO) instruction to the IOP (for the VS25, to the BP) controlling the I/0 
device that is to perform the operation. If both the IOP and the indicated 
device can service the request they begin to do so, and there is no further. 
communication between the CP and IOP until the IOP issues an’ I/O completion 
interrupt request. Upon receiving the SIO, the IOP accesses the indicated 
I0CW for further information (e.g., the command, the type of operation (READ, 
WRITE, etc.), and the location of the data to be transferred. The IOP 
interprets the command for the device, routes the data to or from main memory, 
and performs I/O error checking and correction. Finally, the IOP makes an I/0 
completion interrupt request to the CP and stores information regarding the 
completed operation in the I0SW. 


8.2.2 1/0 Devices 


1/0 devices enable communication between data processing systems and 
their environment, and also provide for storage of information outside main 
memory . Such devices include workstations (terminals) , magnetic tape drives, 
disk drives, printers, and teleprocessing equipment. 
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NOTE 


The 1/0 subsystem operates independently of virtual memory; 


therefore, all addresses relating to I/O functions must be 
physical addresses. 


8.2.3 VS25 and VS100 Device Address (IODA) 


VS25 and VS100 systems use the low-order 16 bits of the general register 
specified in an SIO, CIO, or HIO instruction to give the address (IODA) of the 
I/O device involved. The interpretation of these bits is as follows: 


| | { 
| BA#| IOP | Port # | 
| | # | | 
bits 0) 3 6 15 


Figure 8-1. I/O Device Address (IODA) 


Bits 0-2 specify the BP (for the VS25) or BA (for the VS100). For the 
VS25, designations other than '001" cause a specification exception; for the 
VS100, designations other than ‘'001' (BAl) or ‘'010' (BA2) cause a 
specification exception. 


Bits 3-5 for the VS25 specify one of 3 DAs: ‘000° for the diskette DA, 
'001' for the fixed disk DA, or '010' for the serial devices DA. For the 
VS100, bits 3-5 specify the IOP, in the range '000' (IOPO) to ‘'111' (IOP7); 
the BA interprets bits 3-5 as indicative of IOP position on the outboard bus. 


Bits 6-15 specify the port number on the VS25 DA or VS100 IOP. The port 
number is an index into the device configuration table (DCT) for DAs and IOPs 
using a DCT. Current DAs and IOPs do not support the potential 10-bit range 
of port numbers, and reject instructions containing invalid port numbers. 


8.2.4 VS80 I/O Device Identification 


Each VS80 device has a 1-byte device address, for which all values from 
X'00' to X'FE' are legitimate. (Note that the priority of interrupt service 
for the VS80 is determined by the physical position of the device's IOP in the 
hardware configuration and not by the device address.) A VS80 device address 
consists of an IOP portion and a device portion; because current IO0Ps support 
either 4, 16, or 32 devices apiece, the high-order 6, 4, or 3 bits are the IOP 
portion, and the low-order 2, 4, or 5 bits are the device portion. 
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8.3 MEMORY ASSIGNMENTS FOR INTER-PROCESSOR COMMUNICATIONS 


8.3.1 VS25 and VS100 Assignments 


Table 8~1 summarizes permanent memory assignments for the VS25 and VS100: 


Table 8-1. VS25, VS100 Permanent Memory Assignments 
X'00-07' IOSW VS25, VS100 
X‘50' SQB VS25, VS100 


X'80-81' IODA (on I/O) CP VS25, VS100 
interrupt) 


X'82-8F' (for VS100, area reserved for system use; 
for VS25, CP-BP communications area) 


X'90' (start of DAST) | IOSW, SQB VS25 
X'90' (start of IOPST) | IOSW vS100 


per CTA (start of IOCT)| IOCW VS25, VS100 


Communications Areas Common to VS25 and VS100 


Physical Addresses X'00-07': here the CP microprogram writes the IOSW 
associated with the I/O interrupt just granted. 


Physical Address X‘'50': here the CP microprogram writes the SQB 
associated with the I/O interrupt just granted. (Refer to Subsection 8.3.5, 
below, for details on the SQB.) 


Physical Address X'80': here the CP microprogram writes the IODA 
associated with the I/O interrupt just granted. 


VS25-Specific Communications Area 


In addresses X'82-8F' the CP writes (for the BP) IOCWs, IODAs, and other 
information associated with upcoming 1/0 commands, and the BP writes IODAs 
associated with upcoming I/O completion interrupt requests. 


8-3 
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8.3.2 VS25 DA Status Table (DAST) 


The VS25's DA Status Table (DAST) begins at location X'90', and consists 
of one 16-byte entry for each DA attached to the system. The entries are 
arranged in ascending order by DA number. The format of each entry is as 
follows: 


Isl | | 
| IoSsWw ={QI Res./CTA| 
iBl | | 
Bytes 0 8 9 13 15 


Figure 8-2. DA Status Table (DAST) for the VS25 


The leftmost half of each DAST entry consists of an IOSW. It is in this 
location that the BP pre-stores the IOSW upon completion (successful or 
otherwise) of an I/O operation, i.e., when an I/O completion interrupt is 
requested. Immediately following the IOSW it pre-stores the status qualifier 
byte (SQB--see also Subsection 8.3.5, below). When the I/O interrupt is 
granted, the CP microprogram copies the IOSW to location X'00', and the SQB_ to 
location X'050'. 


Immediately following the SQB is a four-byte area reserved for VS25 use. 

The rightmost 3 bytes of each DAST entry are the command table address 
(CTA) of the I/O Command Table (IOCT) for the particular DA. Refer to 
Subsection 8.3.4, below, for information about the IOCT. 
8.3.3 VS100 IOP Status Table (CIOPST) 

The VS100's IOP Status Table (IOPST) begins at location X'90' and 
consists of one 16-byte entry for each IOP attached to the system. The 


entries are arranged from IOPO-IOP7 on BAl1, then from IOPO-IOP7 on BA2. The 
format of each entry is as follows: 


NE 


| IOSW | Res'd. ICTA| 
| | | | 
Bytes 0 8 13 15 


Figure 8-3. IOP Status Table (IOPST) for the VS100 


The leftmost half of each IOPST entry consists of an IOSW. It is to 
this location that an IOP writes the IOSW upon completion (successful or 
otherwise) of an I/O operation, i.e., when an I/O completion interrupt is 
requested. When the I/O interrupt is granted, the CP microprogram copies the 
IOSW from its location in the IOPST to location X'00'. 
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The rightmost 3 bytes of each IOPST entry are the command table address 
(CTA) of the I/O Command Table (IOCT) for the IOP. 


8.3.4 VS25 and VS100 I/O Command Table (IOCT) 


The IOCT for each VS25 DA or VS100 I0P may ~o»begin at any 
doubleword-aligned address in main memory, and consists of one 16-byte entry 
for each device attached to the DA or IOP. The entries are arranged from port 
0 to port n, where port n is the highest-numbered port through which a device 
is attached to the particular DA or IOP. 


Each IOCT entry begins with a 9-byte IOCW for the particular device. 
The remaining 7 bytes are reserved for use by the outer program. The VS100 
operating system uses bytes 13-15 for the Unit Control Block Address (UCBA) 
for the device, thereby establishing a direct link between the device address 
and the device's UCB. 


The format of each IOCT entry is as follows: 


| | | | 
| TOcW | Res. |UCBA| 
| i | 
Bytes 0 9 13. (#15 


Figure 8-4. 1/0 Command Table (IOCT) 


8.3.5 VS25 and VS100 Status Qualifier Byte (SQB) 


During certain critical operations required to control its I/0 devices, 
an IOP (for the VS25, the BP) may be unable to accept a CIO, SIO, or HIO. 
This condition is of limited duration; its frequency depends on the device. 
VS25 and vVS100 systems alert the CP to such a condition by writing a one-byte 
extension of the upcoming IOSW for the IOP. At location X'50° (the interrupt 
code byte of the Old I/O Interrupt PCW), this Status Qualifier Byte (SQB) is 
written in the following format: 


} | IRIRI 

loo{Res'd.|1I!DI 

It OEP TBI 
bits 0 2 5 67 


Figure 8-5. Status Qualifier Byte (SQB) 


The SQB is used by both the VS25 and VS100 to further describe an I/O 
command rejected by a particular device: 
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the RIP bit is set to indicate "Rejected--interrupt pending” if the new 
CIO or SIO command is rejected because the particular device has an 
unsolicited interrupt to report but the IOP (for the VS25, the BP) has 
not yet raised its request line, i.e., has not yet stored the IOSW in 
its IOPST (for the VS25, its DAST). An HIO instruction is ignored in 
this case. 


the RDB bit is set to indicate "Rejected--device busy" if the new CIO or 
SIO command is rejected because the particular device is executing a 
previous command and so has not yet requested a completion interrupt. 
The RDB bit is not set for a new HIO instruction. 


for the VS25 only: both bits are set (i.e., SQB=3) to indicate that the 
DA is not physically present. 


8.3.6 VS80 Communications Areas 
VS80 IOCA 


The VS80 I/O Command Area (IOCA) area starts at main storage location 
128 and contains a halfword entry for every value from 0 to 255, which is the 
highest possible device address. The IOP uses the device address received on 
an SIO or CIO instruction as an index into the IOCA area. Each IOCA entry 
contains a halfword physical address for the IOCW to be executed; thus, these 
addresses cannot be greater than X'FFFF', and must specify locations within 
the first 64K bytes of main memory. 


VS80 Handling of "IOP Busy" and "Device Busy" 


When a VS80 IOP is unable to accept an SIO or HIO, a condition code 
indicating “IOP Busy" is returned. The circumstances causing this response 
are device dependent. Once an IOP has responded to an instruction with an IOP 
Busy interrupt, it will present an "IOP Now Ready" interrupt after the busy 
condition clears. Only one IOP Now Ready will be presented no matter how many 
SI0s, CIOs, or HIOs are rejected... The IOP Now Ready may be presented to the 
CP with the next IOSW for any of the devices attached to that IOP, or as a 
separate interrupt with the device portion of the indicated device address set 
to zero (whether or not this device is attached to the system). 


If the device either is busy with a previous I/0 command or has a 
pending request for an I/O completion or unsolicited interrupt, the SIO will 
be terminated with a "Device Busy" indication. 


If the device is not attached or is unable to complete the I/0 
operation, the SIO is accepted and "Device Not Ready--Intervention Required" 
is reported on an I/O interrupt. 


8.3.7 Resetting of 1/0 Devices--All Systems 


All I/0 devices are reset when the LOAD button is pushed or when a 
system power-on sequence is completed. Resetting causes I/0 devices to 
terminate all I/O operations. Status information and interrupt conditions in 
the devices are lost. Data transfer operations and control operations are 
immediately terminated, and the results are unpredictable. 
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8.4 EXECUTION OF I/O OPERATIONS 


I/O devices can execute three commands: WRITE, READ, and CONTROL (no 
data transfer); each command initiates a corresponding I/O operation or 
activity in the device. The next I/O command to be executed by each device is 
contained in the IOCW for the device, which in turn is written in the 
appropriate entry of the IOCT. Refer to Subsection 8.3.4 for a discussion of 
the IOCT. (For the VS80, the address of the IOCW is found in the IOCA, 
described in Subsection 8.3.6.) 


8.4.1 I/O Instructions 


- $10, CIO, and HIO are the privileged assembler instructions that control 
I/O operations. The SIO instruction starts a transfer of data between main 
memory and an I/O device via an IOP (for the VS25, via the BP and a DA). The 
CIO instruction starts control operations for the I0P, or begins memory 
diagnostics or microcode loading or reading. The HIO instruction halts action 
Started by a previous SIO or CIO. The format of all three instructions is as 
follows: 


| L///7\ 
| Opcode | R1 I////\ 
| L///LI 
bits 0 8 12 15 


Figure 8-6. SIO, CIO, and HIO Instruction Format 


The opcode is X‘'02' for SIO, X‘OC' for CIO, and X'03' for HIO. The 
general register designated by Rl contains the device address of the I/0 
device involved in the operation, in the following format: 


LAAIITITTTTTITTT INL | 
L//AIIITTTTT/1///\BAt\IOP| Port # | 
ATA | [ 
bits 0 16 19 22 31 


Figure 8-7. R1 Format for SIO, CIO, and HIO Instructions 


Note that this address is simply the IODA, written into the rightmost 
half of the register. This address is used directly by the IOP as an index 
into its IOCT, where the IOCW for the device is written, giving further 
information about the I/O operation (e.g., data address and data length). 


8.4.2 Transmission of SIO 


The SIO instruction is sent from the CP to devices through an 
intermediate processor. 
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VS25 Receipt of SIO 


For the VS25, the CP sends the SIO instruction not directly to the DA 
but to the BP, and sets a condition.code according to the result as follows: 


Condition Code Meaning 
0 Command received by the BP 
1 not used 
2 not used 
3 BP busy 


A setting of 0 means typically that the device has accepted the I/O 
command; in some cases where a setting of 0 is returned, the BP may still 
reject the command, setting the RIP or RDB bit in the SQB extension of the 
upcoming IOSW. A setting of 3 means that a previous I/O instruction has not 
yet been read by the BP. 


VS100 Receipt of SIO 


For the VS100, the CP sends the SIO instruction not directly to the IOP 
but to the BA for that IOP, and sets a condition code according to the result 
as follows: 


Condition Code Meanin 
0 Command received by the IOP 
Z not used 
2 | IOP busy 
3 IPC-IN register busy 


A setting of O means typically that the device has accepted the I/O 
command; in some cases where a setting of 0 is returned, the IOP may still 
reject the command, setting the RIP or RDB bit in the SQB extension of the 
upcoming IOSW. A setting of 2 means that an I/0 operation is already in 
progress for some device on the IOP. This condition has ended when a 
subsequent IOSW from the IOP, with its IOP Now Ready bit set, is processed by 
the CP. A setting of 3 means that a previous I/O instruction has not yet been 
read by the IOP. 
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VS80 Receipt of SIO 


The VS80 CP sends an SIO instruction to the IOP for the involved device; 
the IOP uses the included device address as an index into the IOCA area, to 
find the address of the associated IOCW. 


8.4.3 1/0 Command Word (IOCW) for SIO Instruction 


The IOCW specifies the command to be executed. For commands initiating 
data transfer, it designates the storage area associated with the operation. 
The IOCW is contained in the IOCT entry for the device specified in the SIO 


instruction. (For the VS80, the location of the IOCW is specified by the IOCA 
at SIO time.) 


NOTE 


From the time an SIO is accepted until the clearing of the 
resulting I/O completion interrupt, the IOCW must not be 


changed. Neither the device nor the IOP will change the 
IOCW or IOCA. 


The IOCW consists of a 6-byte general section and a variable-length 
device-dependent section, as shown in Figure 8-8. The device-dependent 
section can be of any length, but is fixed for each device. The IOCW must be 
fullword aligned. Examples of the IOCW are given in Table 8-2. 


| Command | Data address 
| code | 
bits 0 8 31 
| // | 
Data count | device-dependent section 
| // | 
32 48 end 


Figure 8-8. I/O Command Word (IOCW) Format 


The fields in the IOCW are allocated as follows: 

° Command code--Bits 0-7 specify the operation to be performed. 

‘ Data address--Bits 8-31 specify a fullword-aligned physical memory 
address. This address is the beginning of the data area for the 


specified operation, or is the beginning of an indirect data address 
list, which in turn specifies the data areas for the operation. 
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| | 

IOCW address | 

| | 
0 15 


Figure 8-1. IOCA Format 


The IOCA is a 16-bit address of the IOCW. All IOCWs must start within 
the first 64K bytes of physical memory. 


8.4.2 1/0 Command Word (IOCW) for SIO Instruction 


The IOCW specifies the command to be executed. For commands initiating 
data transfer, it designates the storage area associated with the operation. 
The location of the IOCW is specified by the IOCA at SIO time. From the time 
an SIO is accepted until the clearing of the I/O completion interrupt, the 
TOCW must not be changed. The device and IOP will not change the IOCW or IOCA. 


The IOCW consists of a 6-byte general section and a variable-length 
device-dependent section, as shown in Figure 8-2. The device-dependent 
section can be of any length, but is fixed for each device. The IOCW must be 
fullword aligned. Examples of the IOCW are given in Table 8-1. 


| | | 

| Command code| Data address | 

| | 
0 8 31 


| | | 
| Data count | device-dependent section | 
| | | 
32 | 47 48 end 


Figure 8-2. 1/0 Command Word Format 


The fields in the IOCW are allocated for the following purposes: 
- Command code--Bits 0-7 specify the operation to be performed. 


- Data address (DA)--Bits 8-31 specify the physical address of an 
8-bit byte in main memory, which must be fullword aligned. This 
byte location is the beginning of the data area for the specified 
operation, or is the beginning of an Indirect Data Address list, 
which in turn addresses the data area(s) for the operation. 


. Data count field (DC)--Bits 32-47 specify the number of 8-bit byte 
locations in memory to be transmitted either to or from the device. 
The data length may be up to 64K, minus 1. 


Command Code 


The command code, bit positions 0-7 of the IOCW, specifies to the I/O 
device the operation to be performed. 


Bits 0 and 1 of the command code are the command type, and bits 2-7 are 
the command modifier bits. The following four command types are defined: 


- Reserved - '00' 
‘ READ - 'o1' 
° WRITE ~ '10' 
‘ CONTROL - ‘ll’. 


"Reserved" means reserved for system use. 


A READ operation is initiated at the I/O device, and data is transferred 
from the device to main memory. Data in memory is placed in ascending order 
of addresses, starting with the address specified in the IOCW. 


A WRITE operation is initiated at the I/O device, and data is 
transferred from main memory to the I/O device. Data in memory is fetched in 
ascending order of addresses, starting with the address specified in the IOCW. 


A CONTROL operation is initiated at the I/O device. A CONTROL command 
is used to initiate an operation not involving transfer of data. For most 
control functions, the entire operation is specified by the modifier bits in 
the command code. If the command code does not specify the entire control 
function, the device-dependent field of the IOCW can be used. The data 
address field is always ignored for a control command. 


Command Modifier Bits 

The use of the modifier bits is device dependent. The modifier bits of 
the command specify to the device how the command is to be executed. The 
fifth modifier bit (bit 6 of the command code) is set to indicate Indirect 


Data Addressing for those devices which support that option. 


When the IOCW designated contains an invalid field, an I/O interrupt is 
generated with the invalid condition indicated in the IOSW. 


Programming Note 


The IOCW must not be changed between the SIO and the I/O interruption. 


Definition of Storage Area 


The IOCW defines a main memory area associated with an I/O operation by 
specifying the fullword-aligned address of the first 8-bit byte to be 
transferred and the number of consecutive 8-bit bytes contained in the area. 
The address of the first byte appears in the data-address field of the IOCW, 
unless Indirect Data Addressing is specified. For Indirect Data Addressing, 
the data address field of the IOCW addresses the beginning of the first entry 
of an Indirect Data Address list. The number of bytes contained in the memory 
area is the data count (DC). 


In the event the IOCW refers to a location not provided in the system, 
an I/O interrupt is generated with the "memory address error" condition 
indicated in the IOSW. 


Programming Note 


A malfunction that affects the validity of data transferred in an I/O 
operation is signaled at the end of the operation by means of the stored 
IOSW. In order to make use of the checking facilities provided in the system, 
data read in an input operation should not be used until the end of the 
operation has been reached and the validity of the data has been checked. 
Similarly, on writing, the copy of data in main memory should not be destroyed 
until the program has verified that no malfunction affecting the transfer and 
recording of data was detected. 


Indirect Address Lists 


Certain devices expedite the transfer of more than one page of data to 
or from memory by means of an Indirect Address list, as indicated by a 
modifier bit of the command byte of the IOCW. The Indirect Address list is 
composed of 4-byte entries, each consisting of a fullword physical memory 
address. The IOCW data address field addresses the start of the Indirect 
Address list; the list in turn addresses the data areas for the operation. 
Data transfer begins into or from the first address specified and continues 
until a page (2K-byte) boundary is reached. Data transfer then continues into 
or from the address specified in the second and succeeding list entries and 
continues for the length specified in the IOCW or until end-of-data at the 
device occurs. 


Certain devices (especially disk devices) may require that the memory 
addresses specified in Indirect Address list entries have up to 11 low-order 
Os (i.e., be aligned on a boundary as large as 2K bytes). Refer to specific 
device descriptions for the restrictions applicable to particular devices. 


Device-Dependent Section 


This section of the IOCW is not required by all devices. The length is 
specified with the device description. One use for this area is the sector 
address for a disk drive. 


8.5 TERMINATION OF I/0 OPERATIONS 


The following sequence of events occurs when I/O operations’ are 
performed. 


1. Pending interruption is established. 


2. Interruption remains pending until it is either accepted by the CP 
as an I/O interruption or cleared by an HIO. 


3. IOSW is stored in fixed low storage when the pending interrupt is 
accepted. (The IOSW is explained in Section 8.6.) 


I/O completion is caused either by the operation's being normally 
completed, with or without errors, or as a result of an HIO. When the pending 
interrupt is cleared, the I/0 completion status is available in the IOSW. 


An IOSW will not be stored a second time. It will be available until 
overlaid when another pending interrupt is cleared. To guarantee the validity 
of an I0OSW, it should be moved from the IOSW area in code disabled for I/O 
interruption. This code must have been disabled by the loading of the 1/0 New 
PCW or must have been disabled when the SIO was issued. 


8.5.1 Types of Termination 


Normally an 1/0 operation lasts until the device completes’ the 
operation. When a system load or power-on is performed, all I/O operations 
are terminated immediately. The system can force an I/O operation to 
terminate prematurely by issuing an HIO. 


Termination of Data Transfer 


When the device accepts a data transfer command, the operation will be 
terminated by one of the following five conditions: 


1. A HALT I/O instruction was issued to the device. 
2. The count field in the IOCW has gone to 0 (IOCW exhaustion). 


3. As many bytes have been transferred as are indicated by the sum of 
the lengths specified in an Indirect Address List (list exhaustion). 


4. The device has indicated that there is no more data to be 
transferred (data exhaustion). 


5. Hardware malfunction. 


The end condition causes the operation to be terminated and an 
interruption condition to be generated. The status bits in the associated 
IOSW indicate the reasons for termination. The device can signal termination 
at any time after initiation of the operation, and the signal may occur before 
any data has been transferred. The duration of data transfer operations is 
variable and is controlled by the device and its IOP. 


Termination by HALT I/0 


If accepted by the IOP, the instruction HALT I/0 causes the current 
operation at the addressed device to be terminated immediately. If an 
interruption for the addressed device was pending, that interruption remains 
pending. If an 1/0 operation was active, the operation is terminated and a 
completion interruption becomes pending. 


Termination Due to Equipment Malfunction 


When equipment malfunctioning is detected, the recovery procedure and 
the subsequent states of the devices depend on the type of error. Normally, 
the device attempts all appropriate error recovery procedures. If the 
recovery is successful, the 1/0 operation is completed and the IOSW indicates 
a soft error. If the recovery is unsuccessful, the operation is terminated 
and a hard error is indicated in the IOSW. 


8.5.2 1/0 Interruptions 


I/O interruptions provide a means for the system to change its state in 
response to conditions that occur in I/0 devices and IOPs. These conditions 
are caused by termination of an I/O operation or by operator intervention at 
the 1/0 device. 


These conditions cause three types of I/O interruptions: solicited, 
unsolicited, and IOP NOW READY. A solicited interruption is caused by the 
completion of an I/O operation initiated by an accepted SIO or CIO. An 
unsolicited interruption is caused by operator action at the I/0 device such 
as mounting a disk pack or striking a workstation attention key. An IOP NOW 
READY interruption is caused by an IOP's becoming available for acceptance of 
S10s, CIOs, and HIOs after having reported IOP BUSY in response to one of 
these instructions. 


When multiple I/O interruption requests are pending, the hardware 
establishes a priority sequence for them before initiating an I/O interruption 
request. While the processor is servicing one interrupt, the others remain 
pending. 


Interruption Conditions 


The conditions causing requests for I/O interruptions to be initiated 
are called I/0 interruption conditions. An 1/0 interruption condition can be 
brought to the attention of the system program only once and is cleared when 
it causes an interruption. The device or IOP attempts to initiate a request 
to the processor for an interruption when any of the following conditions (not 
all of which are defined for every device and IOP) occur: 


1. Attention or device now ready 
2. IOP now ready 
3. 1/0 completion 

4. Intervention required. 
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8.5.3 Priority of Interrupts 


All I/O interrupt requests are asynchronous with system activity; 
interrupt conditions associated with more than one I/O device may exist at the 
same time. Priority among 1/0 interrupt requests is determined by the 
physical position of the associated IOP in the hardware configuration, which 
is determined at installation time. 


8.5.4 Interrupt Action 


I/O interrupts are handled as described below for the various VS CPs. 
VS25 Interrupt Processing 


BPs report the completion of any I/O operation (whether successful or 
not) at one of their devices by a solicited I/O interrupt. At the time of a 
request for an I/O interrupt, the BP has already pre-stored the IOSW, SQB, and 
IODA in the appropriate locations (refer to Section 8.3, above) in main memory. 


The CP grants an interrupt after ascertaining the DA and device number 
of its origin from the pre-stored IODA. It then copies the IOSW into location 
X'00' of main memory, the SQB into location X‘'50', and the IODA into location 
X'80'. Finally, an I/O interrupt is formally granted, by replacing the 
current PCW with the New I/O Interrupt PCW and storing the replaced PCW in the 
Old I/O Interrupt PCW location. 


VS100 Interrupt Processing 


IOPs report the completion of any I/O operation (whether successful or 
not) at one of their devices by a solicited I/O interrupt. At the time of a 
request for an I/O interrupt, the IOP has already pre-stored the IOSW in the 
appropriate slot of the IOPST in main memory (refer to Subsection 8.3.3, 
above) and has pre-stored the port number of the device, along with the SQB, 
in the IPC-OUT register of the BA. 


The CP grants an interrupt after ascertaining the BA number and IOP 
number of its origin from the Interrupt Request Mask (IRM) of the BA, an 
internal register that displays the pending I/0 interrupt requests of the 
associated IOPs. It then copies the IOSW into location X'00' of main memory, 
the SQB into location X'50', and the IODA (formed by combining the BA number, 
IOP number, and port number of the involved device) into location X'80"'. 
Finally, an I/O interrupt is formally granted, by replacing the current PCW 
with the New I/O Interrupt PCW and storing the replaced PCW in the Old I/0 
Interrupt PCW location. 


8.6 1/0 STATUS WORD (IOSW) 


All communication from I/O devices to the system occurs through I0SWs. 
An IOSW is stored at main memory location X'00' when the associated I/0 
interrupt is granted. It is from one to eight bytes in length. The format of 
the IOSW is summarized in Figure 8-9: 
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| | | | device- | 
| General! Error | device- | Residual | dependent | 
| status | status | dependent | byte count | (extended) | 
bits 0 8 16 32 48 63 


Figure 8-9. IOSW Format 
Examples of the IOSW are given in Table 8-2. 


Table 8-2. 10CWs and I0SWs (from the I/O Error and IPL Log) 


Error 
Description 


soft error 43 OO0OF44 0800 000000; 60101008 00000000 
hard error 82 OOF75C 0054 000047 | 20103F00 00000000 


Subsections 8.6.1 through 8.6.4 provide an overview of the fields in the 
I0SW, which are discussed in more detail in Sections 8.7 and 8.8. One byte of 
the IOSW, the general status byte, will always be stored. Additional bytes 
are stored as required by particular devices. A given type of device always 
stores an IOSW of the same length. 


8.6.1 General Status Byte 
The general status byte is always stored. 


Bits Mnemonic Meaning 


0 IRQ Intervention required 

1 NC Normal completion 

2 EC Error completion 

3 U Unsolicited 

4 PC IOP now ready 

5-6 Reserved--always 0 

7 Reserved for software use 


8.6.2 Error Status Byte 


This byte is always stored if the error completion bit is set in the 
general status byte. This byte may or may not have any error indications in 
it if the error completion bit is set. If any of the conditions listed in the 
error status bits occur, the corresponding flag is set and the error 
completion bit is set. 
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Bits Mnemonic Meaning 


8 Ic Invalid command 
9 MPE Memory parity error 
10 MAE Memory address error 
11 DM Device malfunction 
12 DAM Memory or device damage (error after data transmission) 
13 IL Incorrect length 


=11 (DCT) A device configuration table is required by the IOP 
before any normal I/O operation can be 
performed on programmable devices. 

=10 (PP) A peripheral processor microprogram is required by the 
IOP before any normal I/O operation can be 
performed on programmable devices. 

=01 (DP) A device processor microprogram is required by the IOP 
before any normal I/0 operation can be 
performed on programmable devices. 


8.6.3 Device-Dependent Status Bytes 
These two bytes (bits 16-31) are different for each type of I/O device. 


The use of these bytes is described along with device interfaces in Chapters 
9-12 of this manual. 


8-10.1 


Subsections 8.6.1 through 8.6.4 provide an overview of the fields in the 
IOSW, which are discussed in more detail in Sections 8.7 and 8.8. One byte of 
the IOSW, the general status byte, will always be stored. Additional bytes 
are stored as required by particular devices. A given type of device always 
stores an IOSW of the same length. 


8.6.1 General Status Byte 
The general status byte is always stored. 


Bits Mnemonic Meaning 


0 IRQ Intervention required 

1 NC Normal completion 

2 EC Error completion 

3 U Unsolicited 

4 PC IOP now ready 

5-6 Reserved--always 0 

7 Reserved for software use 


8.6.2 Error Status Byte 


This byte is always stored if the error completion bit is set in the 
general status byte. This byte may or may not have any error indications in 
it if the error completion bit is set. If any of the conditions listed in the 
error status bits occur, the corresponding flag is set and the error 
completion bit is set. 


Bits Mnemonic Meanin 
8 IC Invalid command 
9 MPE Memory parity error 
10 MAE Memory address error 
11 DM Device malfunction 
12 DAM Memory or device damage (error after data transmission) 
13 IL Incorrect length 


14-15 PP,DP 

=11 (DCT) A device configuration table is required by the I/O 
processor before any normal 1/0 operation can be 
performed on programmable devices. 

=10 (PP) A peripheral processor microprogram is required by the 
1/0 processor before any normal I/O operation can be 
performed on programmable devices. 

=01 (DP) A device processor microprogram is required by the I/O 
processor before any normal I/0 operation can be 
performed on programmable devices. 


8.6.3 Device-Dependent Status Bytes 
These two bytes (bits 16-31) are different for different devices. The 


exact description of the use of these bytes can be found under the specific 
device description in Chapters 9-12 of this manual. 
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8.6.4 Residual Byte Count 


The residual byte count indicates the byte count remaining at the time 
of I/O completion. Not all devices support storing of the data count. If the 
device does support it, this field will always be stored if IL is set. If the 


device does not support storing of the residual byte count, it may still set 
the IL bit. 


Bits Meaning 
32-47 Byte count 


8.7 GENERAL STATUS BYTE 


8.7.1 IRQ--Intervention Required 


This bit is set with Error Completion (EC) and without normal completion 
(NC) to indicate that the device was in a not-ready state when an SIO or CIO 
instruction was accepted, or that no device with the specified device number 
was attached to the specified I/0 processor. This condition requires operator 
intervention to return the device to the ready state. IRQ is also indicated 
when the device becomes not ready during an I/O operation. In this case it 
always appears by itself (no other general status bit set), and completion is 
indicated later, when the "intervention required" condition has been cleared 
and the operation has been completed. 


8.7.2 NC--Normal Completion 


This bit is set to indicate completion of an I/O operation without 


permanent error. An interruption with NC or EC set will occur exactly once 
for each SIO accepted. 


8.7.3 EC--Error Completion 


This bit is set to indicate completion with error of an I/0 operation.. 
If NC is also set, the operation was successful after at least one retry by 
the device or IOP. If the EC bit is set, the errors detected will be 
indicated in the error status byte or device-dependent status bytes, whether 
or not NC is also set. Possible combinations are listed below. 


NC EC Meaning 


0 0 Completion not indicated 

1 0 Normal completion 

0 1 Completion with permanent error 
1 1 Completion with corrected error 


8.7.4 U--Unsolicited (Attention/Device Now Ready) 


This bit is set when the device signals an unsolicited interrupt. An 
unsolicited interrupt is one not caused by I/0 completion. This indicates 
that either the device has become available for I/0 operations or that someone 
is signaling the CP for attention. This bit is independent of, but may be set 
with, the NC, EC, and/or PC bits on. 
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8.7.5 PC--IOP Now Ready 


This is an indication that an IOP may now accept an SIO. This bit can 
be set in conjunction with NC or EC (I/O completion) or U (unsolicited). 
Whenever an SIO is rejected with condition code 2 (IOP BUSY), an interruption 
with PC set will eventually be presented. If more than one SIO to devices on 
the same IOP is rejected with condition code 2 without an intervening 
interruption with PC set, then only one interruption with PC set will be 
presented. 


8.8 ERROR STATUS BYTE 
8.8.1 IC--Invalid Command 


This indicates that part of the IOCW or the device-dependent control 
information was invalid (e.g., invalid command code or invalid data address 
alignment). This condition also causes a hard error to be indicated. 


8.8.2 MPE--Memory Parity Error | 


A memory parity error is indicated whenever there is a parity error 
while the IOP associated with the I/O device is accessing memory. This is the 
method by which a machine check is indicated during an I/O operation. 


8.8.3 MAE--Memory Address Error 


A memory address error is indicated whenever an attempt is made to an 
address outside the available memory on the machine during an I/O operation. 
This is the method by which an addressing exception is indicated during an I/O 
operation. 


8.8.4 DM--Device Malfunction 


A device malfunction indicates that an equipment error has occurred 
during an I/O operation or that the I/O operation cannot be completed 
normally. A device malfunction is not indicated in the case where operator 
intervention will correct the problem. Therefore, device malfunction is not 
indicated when Intervention Required (IRQ) is set. 


8.8.5 DAM--Memory or Device Damage 


This bit indicates that the data transfer was interrupted while in 
process and that data either at the device or in memory has been changed. The 
receiver of the data transmission has unpredictable data, and the data must be 
retransmitted (if possible) to correct the problem. The device's status may 
also have changed (e.g., for a magnetic tape, the tape may have been 
repositioned). DAM will be set only if the hard error indication is set. 


8.8.6 IL--Incorrect Length 


This bit is set if the length of the data specified in the data count of 
the IOCW and the length of the corresponding item of data at the device are 
different. If this bit is set, the error completion bit (EC) will be set. If 
the IL bit is set and the device supports storing of the residual data count, 
a valid residual data count will be stored. 


8.8.7 PP and DP--IOP or Device Code Not Loaded 


For programmable IOPs (22V06, 22V07, and 22V17) and programmable devices 
(all models whose model numbers include the letter "S,"' "'C,"' or "R"), these 
two bits are encoded to indicate that the required microprogram or table for 
the I/O operation is missing or is damaged. 


(PP) (DP) 
Bit 14 15 Meaning 


1 1 A device configuration table is required by the 22V06 
IOP in order to process an I/O operation. 


1 0 Microprogram reloading is required for the peripheral 
processors of the 22V06, 22V07, and 22V17 IOPs. 


0 1 Microprogram reloading for the programmable device 
(e.g., 2246S, 2221V-S) is required in order to process 
an I/O operation. 
8.9 THE CIO INSTRUCTION 
The CIO instruction directs I/O processors to perform diagnostic, 


microcode-loading, microcode-reading, and processor control functions. 
Completion interruptions are presented as for S10-initiated operations. 
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8.9.1 CIO Microcode-Loading, Microcode-Reading, and Processor 
Control Commands 


Figure 8-4 shows the format for microcode commands. 
| Command | | 
| code | Memory address | Data count | 
| | | 
0 1 4 5 


Figure 8-4. IOCW Format for Microcode Commands 


Byte O--Command code: 10xxxxxx (WRITE), Olxxxxxx (READ), or 11x%xxxxx 
(CONTROL) , where xxxxxx is interpreted by the I/O processor to 
designate specific functions. These commands are not accepted by 


all I/O processors. 


The following CIO commands are supported by the 22V06-1, 22V06-2, and 


22V06-3 programmable telecommunication I/O processors: 


Command Meaning 

1000 0000 Load device control table 

1000 0010 Load device control table, with Indirect 
Data Addressing (IDA) 

1001 0000 Load data link processor 

1001 0010 Load data link processor, with IDA 

1101 0000 Start data link processor 

1100 0000 Restart bus control processor 

0101 0000 Read data link processor's memory 

0101 0010 Read data link processor's memory, with IDA 

0100 0000 Read device control table 

0100 0010 Read device control table, with IDA passed 
to data link processor 

1010 1001 Activate or deactivate a remote device 

. 1010 1011 Activate or deactivate a remote device, with 

IDA 

All other By convention, 1010 0000 is used to specify loading 


(For 


of device processor microcode, and 1110 0000 is 
used to specify starting of a device processor. 


commands 1010 1001 and 1010 1011, a 4-byte data count field of the 


following form is used: 


| Cluster | Port | Device | Type | 


| 
4 


If Cluster 


| | | | 
5 6 7 


= X'FF', then "deactivate" is indicated.) 
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The following CIO commands are supported by 22V07-1 and 22V07-2 
serial-device IOPs: 


Command Meanin 
1010 0000 Load device processor microcode 
1110 0000 Start device processor 


8.9.2 CIO Memory Diagnostic Commands for IOPs 
Figure 8-11 illustrates the format of the IOCW for diagnostic commands. 
| | | | | 
| Command | Memory | Data | Pattern | Index (I) | 
| code | address (M)! count (R) | | | 
Bytes .¢) 1 4 6 8 


Figure 8-11. IOCW Format for Diagnostic Commands 


Byte 0 a Command code: 00 cca000, where 


cc = 10 ~- ° Reference memory (REF) 
cc = 01 - Modify memory (MOD) 

a = Q- £4Access 2 bytes 

a = 1- Access 1 byte 


REF means that the specified memory area will be read as determined by 
the increment or index field, and this data will be compared with the given 
data pattern in the IOCW. An error is detected if the comparison is unequal. 


MOD means that the specified memory area will be modified with the given 
data pattern in the IOCW. Immediately after each memory location is modified 
(a 1- or 2-byte write to memory), it will be read and compared with the given 
pattern. An error is detected if the comparison is unequal. 


Bytes 1-3 Memory address field (): specifies the starting 


address of the memory area to be accessed. 

Bytes 4-5 - Data count field (R): specifies the number of memory 
accesses (of 1 or 2 bytes) to be performed. Note that 
this is not a byte count. 

Bytes 6-7 - Data pattern field: specifies the data value to be used 
for comparison. 

Byte 8 = Index field (I): the increment for the memory address 


update (e.g., I = 0 indicates same main memory location 
to be accessed R times, and I = 4 indicates 1 or 2 bytes 
to be accessed for every word, starting from location M 
and finishing at location MtI*(R-1) if physical memory 
size permits). 
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NOTE 


Telecommunications (TC) IOPs use the SIO instruction rather 


than CIO for memory diagnostic operations. 


The IOP that receives such a CIO command will initiate the specified 
memory access starting from the given memory address and continuing until the 
specified data count is exhausted. A normal completion will then be reported 
in the IOSW. 
and report. an error condition. The IOSW format for CIO commands’ is 
illustrated in Figure 8-12. 


1 


In case of any data error, the IOP will terminate immediately 


Status! Error | Data | Residual | 


| obtained | count | 
2 4 


Figure 8-12. I0SW Format for CIO Commands 


IOSW byte 0 and byte 1 are the usual general and error status bytes. 


Byte 
Byte 


Bytes 


Bytes 


0 


1 


273 


4-5 


General status byte. 


Error status byte. 


Contain the data value last obtained. For normal 


completion, this value should be equal to,the data 
pattern specified in the IOCW. For error completion, 
the bits in error are those in this field that differ 
from their corresponding bits in the given pattern. 
Note that for a 1-byte memory access, only the first 
byte is used. 


Contain the residual data count (in number of memory 
accesses of 1 or 2 bytes each). For normal 
completion, the count is 0. For error completion, the 
residual data count can be used to compute the offset 
from the starting memory address of the memory 
iocation at which the error is detected. 
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CHAPTER 9 
WANG WORKSTATION CHARACTERISTICS 


9.1 INTRODUCTION 


The VS workstation is designed both to simplify the operator's job and 
to reduce the processing time required by the central processor to handle its 
I/O. This device has two main parts, the CRT and the keyboard. 


9.2 THE CRT 
9.2.1 Screen and Cursor 


The CRI screen is capable of displaying 24 rows of 80 characters each. 
Every position of the screen is capable of displaying any character. A 
special symbol (resembling an underscore) called a cursor is displayed beneath 
a character position to indicate where the next character entered from the 
keyboard will be stored. The cursor is displayed on the screen when data can 
be keyed by the operator. If it is not displayed, the keyboard is locked. 
This has no effect on the display or the computer interface with the 
workstation, but prevents data entry from the keyboard. Each position of the 
screen is referenced by its row and column numbers. The first position of the 
screen (upper left corner) is called row 1, column 1. The columns are 
numbered from left to right and the rows from top to bottom. Position 2 is 
the second character from the left on the first line. Table 9-1 gives the set 
of displayable characters and the associated representations in bits. 


The Character Set 


Table 9-1. 


! 
2 
[a 
s — N]| © ~ t oO ue 
o 
io) 
ic 
Ao) 
** = 
aie ~ 
S82 2 
zes{ [| 8-/olo{-|-Jolel-|-[eleol-[-lelol-|= | 
. a eee ee eee eee 


“Bit combinations 10000000 through 11111111 are field attribute characters. 


"| 
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9.2.2 Workstation Memory 


The internal memory of the workstation uses eight bits per character. 


9.2.3 Screen Formatting 


An important feature of the workstation screen is its division iato 
fields. The beginnings of fields on the screen cannot generally be determined 
by inspection, except for high intensity fields, which are easily 
distinguished by their bright or blinking display. Although not visible, 
fields are very important, because they affect the operation of the 
workstation under both keyboard control and computer control. A field is 
defined as all characters from one field attribute character to the next. 


A field can be from 0 to 80 characters in length. All the characters 
within a given field have the same attributes, which are defined by the field 


attribute character preceding the field. The possible attributes are defined 
in Table 9-2. 


Table 9-2. Field Attribute Character Values 


Bit Field Description 


Must be 1 


Selected-field tag 
for READ ALTERED and WRITE SELECTED 


= 1 Underscore 
Display control 


Intensified display 
Low intensity display 


Blinking display 
Nondisplay 


Protect bit 


Modifiable field 
Protected field 


keyable data specification 


Alphanumeric upper- and lowercase 
Alphanumeric uppercase shift 
Numeric only 

reserved 


Field attribute characters are never displayed regardless of their 
value. Each row is considered to have a field attribute character just before 
the first character in the row and just after the last character in the row. 
These non-displayed field attribute characters do not take up space on the 
screen. They have a default value of low intensity, protected, and 
alphanumeric upper- and lowercase. (See the description of the field 
attribute character, below.) These default field attribute characters allow 
the use of 80-character lines. In addition, any location on the screen can 
contain a field attribute character. 


9.2.4 Field Attributes 
The meaning of each field attribute bit is given below. 


Selected field tag: This field has been modified by user data entry at 
the workstation, or (when set in the mapping area) is to be written by 
WRITE SELECTED. 


Underscore: The characters in this field are to be underscored when 
displayed on the screen. 


Intensified display: The characters in this field will be displayed in 
higher intensity than those in a low-intensity display field. 


Low intensity display: The characters in this field will be displayed 
on the screen. 


Blinking display: The characters in this field will be displayed 
alternately in intensified display and display mode. The display will 
change modes at a fixed rate of about three times a second. 


Nondisplay: The characters in this field will not be displayed on the 
screen. The field will be displayed as all blanks. 


Unprotected (also called modifiable): Any or all of the positions of 
this field can be changed by the operator. 


Protected: No position of this field can be modified by the operator. 
Alphanumeric: This field allows keying of any character on the keyboard. 


Uppercase shift: Letters will be displayed and stored as uppercase 
only. This is without regard to whether the shift or lock key is 
pressed. All other keys will respond to the shift and lock keys as they 
normally would. 


Numeric only: Only the characters 0-9, decimal point (.), and minus (-) 
may be entered into this field. If other keys are pressed, the 
keystroke is ignored and the alarm sounds. 


Reserved: This is not a valid combination at this time. It is intended 
for addition of later options. Its use produces unpredictable results. 


9.2.5 Tabs 


Ten tabs can be _ set by programs; they can be set to any column of the 
workstation's screen (1-80) with the instruction WRITE TABS. They do not take 
up a screen location, are not displayed, and allow forward tabbing operations 
to stop at locations within modifiable fields. A tab position is specified by 
column number and affects the column of every row in which the specified 
column is modifiable. Tabs have no effect within protected fields or during 
back-tab operations. When the workstation is powered on, all tabs are cleared. 


9.2.6 Audio Indicators 


The audible alarm sounds a short tone whenever an illegal keying 
operation is attempted. This operation can be the user's attempting to enter 
data into a protected field, trying to move the cursor past the end of the 
screen with a field-sensitive key, or trying to enter data when the keyboard 
is locked. The alarm is also sounded when a WRITE is issued while the proper 
bit is on in the WCC. 


The keystroke indicator is a small device attached to the keyboard that 
makes a clicking sound. It sounds each time a key is pressed. 


9.3 THE KEYBOARD 

The VS workstation keyboard is illustrated in Figure 9-1. 
9.3.1 Cursor Positioning Keys 
Non-Field-Sensitive Keys 


These keys position the cursor but are not affected in any way by fields 
and field attribute characters. They can position the cursor to any location 
of the screen. There are four keys in this group: 


(Up arrow) - Positions the cursor in the same column but up one 
row. If the cursor started in the first row, it is 
positioned in the same column but in the last row. 


(Down arrow) - Positions the cursor in the same column but in the next 
row. If the cursor started in the bottom row of the 
screen, it is positioned in the same column but on the 
first row of the screen. 


(Left arrow) - Moves the cursor one position left in a row. If the 
cursor was at the start of a row, it moves the cursor 
to the last position in the preceding line. If the 
cursor is in the first location of the screen, it is 
positioned in the last position of the screen. 


(Right arrow) - Moves the cursor one position right in a row. If the 
cursor is at the end of a row, it is moved to the first 
position of the next row. If it is at the last 


position of the screen, it is positioned in the first 
position of the screen. 


9-5 


== EEE” | woo | waar | wee yy Roo oo a > a 6 a 4 a a 
HELP PF18 PF20 PF23 PF24 PF26 PF28 PF30 
PF2 PF4 PFT PF8 PF10 PF12 PFI4 
, a ae 9 neal ie EE TE RS ERT EE EE IT 
i BACK 


EE Boi 
Lo IN We Ite NIL IIL IL | ieiG 


Field-Sensitive Cursor Positioning Keys 


The following keys normally move the cursor two or more positions after 
the key is pressed only once. These keys are used to move the cursor to the 
Start of a field or a new line and can be used to simplify data entry. They 
position the cursor to a modifiable position. 


These four keys are sensitive to modifiable positions, although none of 
them modify any position. The four keys of this set are as follows: 


TAB - Moves the cursor to the next position within a 
modifiable field or to a protected mnumeric-only field. 
If there are no more modifiable positions, the alarm 
sounds and the cursor does not move. 


BACK TAB Positions the cursor at the first byte of the nearest 
modifiable field preceding the current cursor location. 
If the cursor is in a modifiable field and in other than 
the first location, the cursor is positioned to the 
start of that field. If there is no preceding 
modifiable location, the alarm sounds and the cursor 
does not move. 


NEW LINE Advances the cursor to the first position of the next 
line, and then moves the cursor to the first modifiable 
position following the start of the line. This key may 
cause the cursor to be moved several lines from the 
original position. If there is no modifiable location 
following the start of the next line, the alarm sounds 


and the cursor does not move. 


HOME - Positions the cursor at the first modifiable location on 
the screen. If there is no modifiable location on the 
screen, the alarm sounds and the cursor does not move. 


9.3.2 Data Entry Keys 


None of the keys talked about so far change data in any positions of the 
screen display. The sole function of the data entry keys is to enter data 
into positions of the screen. For all these keys the cursor must be in a 
modifiable field. If the cursor is not in a modifiable field, the keystroke 
is not honored and the alarm sounds. 


Character - These include letters, numbers, and special characters. 

keys These keys enter characters just as a typewriter does 
(with the use of LOCK and SHIFT). If any characters 
other than numerals (0-9), hyphen (-), or period (.) are 
pressed in a numeric attribute field, the same action as 
for a protected field is taken. If the field is an 
uppercase character attribute field, lowercase letters 
are interpreted as uppercase letters. 


ERASE 


INS 
(insert) 


DEL 
(delete) 


When the cursor is in the last position of a field and one 
of these keys is pressed, the character is entered into the 
location and the cursor is positioned at the next modifiable 
location. This may involve skipping the field attribute 
character or skipping several lines. If the cursor is 
currently at the last modifiable location on the screen, the 
keystroke is honored, the alarm sounds, and the cursor is 
not moved. 


Sets the cursor location and all subsequent locations of the 
current field to blank characters. Any locations preceding 
the cursor are not changed. The cursor does not move. 


Places a blank at the cursor location and shifts to the 
right by one position all the characters in the current 
field, starting with the one at the cursor location up to 
but not including the last character in the field. The last 
character in the field, if a blank or a pseudoblank, is 
lost. If the last character in the field is not a blank or 
a pseudoblank, no screen location is changed, the alarm 
sounds, and the cursor does not move. Pseudoblanks are the 
characters X'0B' and X'05' in a modifiable field. 


Deletes the character at the cursor location and moves the 
subsequent characters in the field left by one _ position. 
The last character moved is the rightmost character in the 
field, and it is followed by a newly inserted blank. If the 
cursor is not in a modifiable field, the key is not honored 
and the alarm sounds. This key is reciprocal in action to 
the INS key. 


9.3.3 Special Keys 


SHIFT 


LOCK 


RESET 


Has the same effect as SHIFT on a typewriter. For keys with 
an upper and lower character on the key face, the SHIFT key 
is used to select which character is to be entered. 
However, it has no effect on letters to be entered in an 
uppercase attribute field. These are entered as uppercase 
whether the SHIFT key is pressed or not. Pressing this key 
when the SHIFT light is lit causes the SHIFT light to be 
turned off and unSHIFTs the keyboard. 


Lights the SHIFT light. The workstation then behaves as if 
the SHIFT key were continuously pressed. Pressing this key 
again does not change the device status. Pressing the SHIFT 
key turns off the SHIFT light, returning the keyboard to an 
unSHIFTed state. When the workstation is powered on, the 
device is in an unLOCKed state. 


Causes all field attribute characters on the screen with a 
blinking display to be set to (unblinking) high intensity. 
This key is still effective when the keyboard is locked for 
data entry. 


9.3.4 Keys Communicating with the Computer 


This set of keys causes an interruption to be presented to the 
computer. If the key can be honored, the AID byte in the IOSW will be set to 
the character for the struck key and an interruption will be presented to the 
computer. After these keys are pressed, all keys except the HELP key and _ the 
RESET key are locked, and the alarm will sound if they are struck. The cursor 
is removed from the screen. 


HELP - This key is intended for operating system use. The SHIFT 
key does not affect its action. The only time the key 
cannot be honored is when an unsolicited interruption is 
pending for the same device. At any other time the key is 
honored. This includes both when the keyboard is locked for 
any of the data entry keys, and during a READ or WRITE to 
the workstation. A HELP key struck while a READ or WRITE is 
in progress results in a separate attention interruption 
occurring after the READ or WRITE completion interruption. 


PF1- = (Program Function keys)--There are 16 PF keys; the lowercase 

PF32 values for these keys represent PF1-PF16, and the shifted 
(uppercase) values PF17-PF32. These keys work the same as 
ENTER, the only difference being in the AID byte generated. 


ENTER - This key is the normal means of terminating data entry and 
requesting the program to process the data. The SHIFT key 
does not affect the action of the ENTER key. The ENTER key 
is not honored when the keyboard is locked for data entry 
keys. 


9.4 WORKSTATION IOCW AND I/0 COMMANDS 


The computer communicates with the workstation by using commands and 
orders. Commands are VS I/0 requests specified by an SIO instruction and are 
part of the I0CW. Orders are requests for actions sent to the workstation as 
part of the data area. Workstation orders are discussed in Subsection 9.5.13 
computer commands are discussed at the end of that subsection. 


The following is a description of the specific interpretations of the 
IOCW fields for the workstation. For a general explanation, refer to the 
general I/O description in Chapter 8. The workstation does not have a 
device-dependent extension to the IOCW. 
9.4.1 Command and Modifier Bits 


For the valid commands and modifier bits, refer to Subsection 9.5.13. 


9.4.2 Data Address 


The data address points to the first byte of the order area, or to an 
Indirect Address list whose first entry points to the first byte of the order 
area. The data to be read or written is to immediately follow the order area 
and is called the mapping area. The data area specified by the IOCW data 
address is discussed in Section 9.5 and is outlined in Table 9-3. 


9.4.3 Data Count 


The minimum data count permitted for this device is the length of the 
order area (four bytes). If a length shorter than the order area is 
specified, the command will be terminated with an indication in the IOSW of 
incorrect length. The length of the mapping area is the data count minus the 
length of the order area. The length of the mapping area must not extend past 
the end of the workstation screen, so the maximum length of the mapping area 
is 1920 bytes. If the length does extend past the end of the screen, the 
command will be terminated with an indication of incorrect length stored in 
the IOSW. 


9.5 DATA AREA 


The data area specified in the data address for a workstation will 
consist of two adjacent areas: the order area and the mapping area. The 
order area contains the starting row number and specifications of actions to 
be performed (on a WRITE), or is set by the device to the cursor address (on a 
READ) . The mapping area is the data transmitted to or from the screen and 
contains field attribute characters and display characters. The length of the 
entire data area is given by the data count field, shown in Figure 9-2. 


| Field | Command code | Data address | Data count field | 
| Bit | 0 718 31| 32 47 | 
| Digit | 1 2 | 345678 | 9 10 11 12 | 


Figure 9-2. Workstation IOCW 
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9.5.1 Order Area 
The order area is always four bytes long. Table 9-3 shows the layout of 
this area. 
Table 9-3. Significance of Bytes in the Workstation Order Area 


Row number Row number 


Reserved (must be 0, WCC (write control charac- 
except for remote ter; discussed below) 
workstations, where this 


is the AID character. 
Refer to Table 9-6.) 


Cursor column address Cursor column address (if 
cursor bit set in WCC) 


Cursor row address Cursor row address (if 
cursor bit set in WCC) 


The contents of the order area and the interpretation of the fields in 
the area are different for a READ and a WRITE. 


9.5.2 Interpretation of the Order Area on a READ 


The first byte of the order area is inspected before the data transfer 
and is used to specify the starting row number for the READ. If this row 
number is not in the range 1-24, the command will be terminated with an 
indication of Order Check (OR) in the I0SW. This byte is not changed by the 
READ. 


The third and fourth bytes of the order area are set by the READ to. the 
address of the cursor at the time of the read. The first byte of the two will 
contain the column number (1-80), and the second will contain the row number 
(1-24) of the current cursor location. These two bytes are not inspected 
before the READ. 


The second byte of the order area for a READ is not inspected or 
modified, but is to be supplied as binary Os for compatibility with future 
options. 


9.5.3 Interpretation of the Order Area on a WRITE 


Neither the order area nor the mapping area is changed on a WRITE. The 
first byte of the order area on a WRITE is interpreted as the row number where 
the WRITE is to start. If this row number is not in the range 1-24, the 
command will be terminated with an indication of order check (OR) in the IOSW. 


The second byte of the order area is interpreted as the Write Control 
Character (WCC). If the "set cursor address" bit is set in the WCC, the next 
byte of the order area is interpreted as a cursor column address, and the 
fourth byte as the cursor row address. If the ''set cursor address" bit is not 
set in the WCC, the third and fourth bytes of the order area are ignored. 


If the “set cursor address" bit is set in the WCC, the cursor row 
address byte must be set to a value between 1 and 24 inclusive, and the cursor 
column address byte must be set to a value between 1 and 80 inclusive. After 
the WRITE completes, the cursor will be positioned to that row and column. If 
the cursor row address byte is 0, it is treated as if it were 1. If the 
cursor column address byte is 0, this will act as if the cursor were 
positioned one location before the first location in the specified row and the 
TAB key were pressed. If there are no modifiable positions on the screen 
after the WRITE command, the cursor will be positioned to the first location 
in the specified row. 


If the "set cursor address" bit is set in the WCC and the cursor row 
address byte has a value other than 0-24 or the cursor column address byte has 
a value other than 0-80, the command will be terminated with an indication of 
Order Check (OR) stored in the IOSW. 


9.5.4 WCC Area 


The computer controls the workstation by use of orders. An order is a 
request for workstation action that is coded in the order area. The order 
area is the first 4 bytes of the data area pointed to by the IOCW. The second 
byte of this area is a Write Control Character (WCC). The area also contains 
the starting screen location for data transfer. The positions immediately 
following the order area are the mapping area. Data is transferred between 
the mapping area and the screen as specified by the IOCW command code. The 
length of the mapping area is defined by the length specified in the data 
count in the IOCW minus 4. 


WCC (write control character) - This is the second byte of every 


WRITE. No other byte will be interpreted as a WCC. For the interpretation of 
the bits of the WCC, refer to Table 9-4. 
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Table 9-4. Workstation Write Control Character (WCC) Codes 


Bit Explanation (if set to 1) 


Unlock keyboard (Lock if 0) 
Sound alarm 

Position cursor 

Roll down 


Roll up 


Erase modifiable fields to pseudoblanks 


Erase and protect rest of screen 


Reserved (must be 0) 


9.5.5 Unlock the Keyboard 


After the record is written. to the screen and after sounding of the 
alarm, if specified, the AID character will be set to blank and the keyboard 
will then be unlocked. 


If bit O is 0, the keyboard will be locked before any data is 
transmitted to the workstation. This can lock an unlocked keyboard. If the 
keyboard is locked, this bit will not change the status of the keyboard. The 
normal method for locking the keyboard is to wait for the operator to strike 
one of the computer communication keys. If the bit is 0 and the keyboard is 
locked, the AID character in the IOSW will not change. However, if the 
command locks the keyboard, the AID character will be set to" ' ". 


9.5.6 Sound the Alarm 


If this bit is set to 1, the alarm will sound before the data is 
transmitted to the screen. 


9.5.7 Position the Cursor 


If this bit is set tol, after data is transferred to the screen the 
cursor Will be positioned as described in Subsection 9.5.3. 


9.5.8 Roll Down 
Setting this bit to 1 causes the bottom line of the screen to be lost 
and each line above it to be copied into the next lower line. This copying 


proceeds until the row specified in the order area has been copied. The 
specified row is then set to blanks and the WRITE continues. 


9-13 


This manual is updated by: Addendum 800-1 100PO0-04.01 


9.5.9 Roll Up 


If this bit is set toil, the row specified in the order area will be 
lost and each line below it will be copied into the next higher line (e.g., 
line 1 will be replaced by the contents of line 2, etc.). This copying will 
proceed until the last row of the screen has been copied. The last row will 
then be set to blanks, and the WRITE will proceed on the last line of the 
screen. An attempt to write more than one line in a single command with "roll 
up" specified will result in Order Check (OR) being reported. 


9.5.10 Erase Modifiable Fields to Pseudoblanks 


All modifiable locations at and after the row address specified in the 
order area are set to pseudoblank characters (bit pattern 00001011) before the 
data is transferred to the screen. 


9.5.11 Erase and Protect Rest of Screen 


All locations of the screen at and after the row address specified in 
the order area are set to X'8C' before the data is transferred to the screen. 
Therefore, there are no modifiable locations after the data that is written. 


The options of the WCC on a WRITE will take place in the following order 
if they are chosen: 


1. The keyboard is locked. 

2. The alarm is sounded. 

3. The roll down is performed. 

4. The roll up is performed. 

5. The “erase modifiable" or "erase and protect rest" is performed. 
6. The data is transferred to the screen. 

7. The keyboard is unlocked. 

8. The cursor is positioned. 

9. If the keyboard is unlocked, the cursor is displayed. 


9.5.12 Mapping Area 


The mapping area contains the data transmitted either to or from the 
screen. Its maximum length is 1920 bytes. The first location of the mapping 
area corresponds to the first character of the row specified in the first 
byte on the order area. Byte number 81 of the mapping area would correspond 
to the first byte of the next row. If the starting row number and the length 
of the mapping area are such that locations in the mapping area would extend 
past the end of the screen, the command will be terminated with an indication 
of incorrect length stored in the-. IOSW. Note that, although the mapping 
area's first position will always correspond to the start of a row, the. only 
restriction on the end of the mapping area is that it not extend past screen 
end. This means that the mapping area can include more than one row. No 
mapping area need be supplied for a 4-byte READ or WRITE (order area only). 


_ Figure 9-3 is a summary of the order area and mapping area. 


9-14 


This manual is updated by: Addendum 800-1 100PO-04.01 


Offset Description 
| | 
6) Starting row number | | 
1 wcc (0 for READ) | | Order area 
2 Cursor column | | 
3 | | 
| | 


Mapping area 


| 
| 
| 
| Cursor row 
| 
| 
| 
| 
| 


: | 


Figure 9-3. Data Area Specified by Workstation IOCW 


9.5.13 Workstation I/O Commands 


Commands are I/0 requests issued by the computer. The SIO instruction 
starts the command in the IOCW. This causes a transfer of data either from or 
to the workstation. The data sent either from or to the workstation will 
contain one or more orders and (optionally) screen characters. Data sent to 
the workstation with any of the WRITE commands can be used to format the 
screen into fields, display characters, or control workstation functions like 
unlocking the keyboard. Data read from the workstation includes field 
attribute characters that are within the range of the READ, as specified in 
the order area. Commands should normally be issued only when the keyboard is 
known to be locked, unless the screen display is to remain until ENTER is 
pressed. If the keyboard is not locked and a command is issued, keystrokes 
may be lost. The valid commands are listed in Table 9-5. 


Table 9-5. Workstation Commands 


Command and 
Modifier Bits 


WRITE OOOONO 


WRITE SELECTED 0100NO 


WRITE TABS 0001NO 


READ OOOONO 


READ ALTERED 0100NO 


READ DIAG 0010NO 


READ TABS 0001NO 
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The bits marked "N' in Table 9-5 are set to indicate indirect data 
addressing. When they are set, the data address portion of the IOCW addresses 
an Indirect Address list as described in Chapter 8. For the workstation, the 
address contained in the first entry of an Indirect Address list must have two 
low-order Os (specifying word alignment), and the Indirect Address list itself 
must be word aligned. 


The READ command causes the contents of the screen locations 
corresponding to the mapping area to be copied into the mapping area. This 
includes all characters and field attribute characters in the range to be 
read. Selected-field tags of the field attribute characters in the portion of 
the screen read are turned off, both in the workstation and in main memory. 
The cursor row and column addresses are stored in the order area. This 
command is valid both when the keyboard is locked and when it is unlocked. 
Issuing it is not recommended, however, while the keyboard is unlocked, as 
this may cause some operator keystrokes to be lost. 


If any of the characters in the range of the READ are pseudoblanks 
(i.e., in a modifiable field, characters with bit patterns 00001011 (the 
half-solid character) or 00000101), these will be converted to blanks on the 
screen before the data is read. When these characters are in protected 
fields, they are not considered to be pseudoblanks, and they will not be 
changed to blanks either on the screen or in memory. 


If any characters in the range of the READ are field attribute 
characters with blink indicated, the blink indication will be converted to 
high intensity both on the screen and in memory. This is true for field 
attribute characters that have either protected or modifiable field 
indications set. 


The READ ALTERED command causes the contents of fields within the 
specified range that have selected-field tags set to be copied into 
corresponding positions of the mapping area. The selected-field tags in the 
portion of the screen read are turned off at the workstation, but they are set 
in the corresponding field attribute characters of the mapping area. 
Pseudoblanks and blinking fields within the range of the READ ALTERED are 
affected as for the READ command. 


The READ DIAG (diagnostic read) command is identical to the READ 
command, except that it does not change pseudoblanks to blanks, reset blinking 
fields, or turn off selected-field tags either on the screen or in the data 
that is read. 


The READ TABS command reads into memory the column numbers of all set 
tabs. The command transmits up to 10 characters. Each location has a value 
of 0 or 1-80. The first 0 encountered indicates that there are no more set 
tabs and that subsequent locations have undefined values. The tabs are listed 
in the mapping area in order of increasing column numbers. The IOCW must have 
a data count greater than or equal to 14 or the command is rejected with an 
indication of OR (order check). 
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The WRITE command causes a transfer to the screen of the data in the 
mapping area. Field attribute characters, including selected-field tags, are 
transferred unchanged. This command can be issued when the keyboard is locked 
or unlocked. It is, however, normally undesirable to issue a WRITE when the 
keyboard is unlocked, because doing so could cause loss of operator keystrokes. 


The WRITE SELECTED command causes a transfer to the screen of those 
fields in the mapping area that have selected-field tags set in their field 
attribute characters. The selected-field tags in main memory are not reset. 
Selected-field tags at the workstation (indicating altered fields) are turned 
off only in those field attribute characters identifying the fields that are 
written. 


The WRITE TABS command causes all tabs to be cleared, and then sets up 
to 10 tabs specified in the first 10 bytes of the mapping area. Each column 
that is to be set as a tab stop has its column number specified in the mapping 
area. Column numbers are to be specified in increasing order (1-80). The 
first zero byte encountered within the 10-byte mapping area terminates the 
list of tab settings; the contents of any subsequent bytes are not examined. 
Incorrect specification of tab settings will result in unpredictable and 
erroneous tab operation. The IOCW must have a data count greater than or 
equal to 14, or the command is rejected with an indication of OR (order check). 


Table 9-6 lists the AID configurations for workstations, along with the 


associated hexadecimal characters and graphic characters. AID characters are 
discussed in Subsection 9.6.3. 
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Table 9-6. Attention ID (AID) Configurations 


Hex Hex 
Character Graphic Character Graphic 
(ASCII) Character (ASCII) Character 


Keyboard Locked by 
Unlocked . Write 


Screen 
damage 
alert 
Note: for remote workstations, X'00' = Power on (for workstation types 
2246R, 22468, and 2246C), X'01' = Disconnect (2246R only), X'O2' = Connect 
(2246R only), X'3F' = Power on (2246P only), and X'3F' = I/O error (all 
others). 
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9.6 WORKSTATION I/O STATUS WORD 

For a general discussion of the IOSW, refer to Chapter 8. The general 
Status bits and error status bits of the I0SW are set on an interruption as 
described in the following subsections. 


9.6.1 General Status Byte 


IOSW 
Bit Mnemonic Meanin 

0 IRQ Never set. 

1 NC Set on normal completion. 

2 EC Set on completion with error. 

3 U Set on power-on or on pressing of ENTER, PROGRAM 
FUNCTION, or HELP key. NC and EC never set along 
with this bit. 

4 PC Set only in conjunction with NC, EC, or U. 

5-6 Reserved (always 0). 

7 Reserved for software use. 


9.6.2 Error Status Byte 


IOSW 

Bit Mnemonic Meanin 

8 Ic Set to indicate invalid command byte in IOCW, IOCW 
not fullword aligned, Indirect Address list not 
fullword aligned, or data area not fullword 
aligned. EC always set when IC is set. 

9 MPE Set on occurrence of main memory parity error during 
reading of IOCA, Indirect Address list, IOCW or 
data. EC always set when MPE is set. 

10 MAE Set on occurrence of main memory addressing error 
during reading of IOCW, Indirect Address list, or 
data. EC always set when MAE is set. 

11 DM Set on timeout during reading or writing of screen 
buffer in response to an I/O command. EC always set 
when DM is set. 

12 DAM Set when device RAM parity error or power-off occurs 


on a serial workstation during an I/O operation. 
Never set for parallel workstations. 
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I0SW 
Bit 


13 


14 


15 


Mnemonic 


IL 


PP 


DP 


Meanin 


Set if IOCW specifies a data length less than 4, or 
if an operation attempts to read or write beyond the 
end of the screen. (In the latter case, the 
operation is terminated rather than suppressed.) EC 
always set when IL is set. 


Set when microprogram loading for a programmable IOP 
(data link processor) is required. 


Set when a serial programmable workstation (type 
2246R, 22468, or 2246C) is powered off, or when an 
internal RAM parity error occurs. This error 
condition indicates that device processor 
microprogram reloading is required. 


If both PP and DP are set, loading of a device 
configuration table for a programmable I/O processor 
is required. 


9.6.3 Device-Dependent Bits 


The workstation uses both additional status bytes of the IOSW. They are 
always stored on an interrupt. 


IOSW 
Bit 


16-23 


24 


25 


Mnemonic 


OR 


Meanin 


The current AID character. This byte indicates 
whether the keyboard was locked by the last 
completed I/O operation, or it indicates what PF key 
was last struck. Refer to Table 9-6. 


The AID character is X'20' if the operation is a 
WRITE which has unlocked a previously locked 
keyboard, X'21' if the operation is a WRITE which 
has locked a previously unlocked keyboard. If the 
operation did not change the locked/unlocked status, 
the AID character is the last AID character set by 
workstation interaction (computer communication key, 
power-on, or error). 


Order check. This indicates that the row or column 
addresses specified in the order area are invalid or 
that the IOCW data count was less than 14 for WRITE 
TABS. The row specified in the order area is not 
between 1 and 24, or the column is not from 0 to 80, 
or more than 10 tabs were requested. The screen or 
tab settings may have been modified. 


Set if any data was transferred to memory by this 
command. This bit is set on normal completion of a 
READ ALTERED command only. 
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Workstation Powered-on Indication and Screen Damage Alert 


When the parallel workstation (2246P) is powered on, an _ unsolicited 
interruption becomes pending with x'3F' ('?') in the first additional status 
byte of the IOSW (AID character position). This indicates that the screen 
contents, tab positions, and other previous workstation status have been lost 
and that the workstation screen has been filled with xX'8C' bytes (default 
field attribute characters). In addition, the keyboard is locked and tab 
positions are cleared. 


In the event of an I/O error resulting in completion with bits MPE or DM 
set (in conjunction with bit EC), xX'3F' ('?') is stored in the first 
additional status byte (AID byte) of the IOSW. 


When the serial programmable workstation (2246S) is powered on, an 
unsolicited interruption becomes pending with the programmable device status 
stored in the second extended status byte of the IOSW. The corresponding 
microprogram should be loaded by the CPU and restarted before normal I/0 
operations can be attempted. 


9.7 EXAMPLE OF COMPUTER CONVERSATION WITH A WORKSTATION 


When the operator powers on the workstation, an attention interrupt is 
generated. The system then issues a WRITE. The data transmitted to the 
workstation formats the screen into fields and displays the information 
telling the operator what data to insert into the fields. This WRITE has the 
WCC set to unlock the keyboard after the WRITE. After this WRITE is finished, 
the computer does not need to communicate with the workstation until the 
operator has signaled that data entry is finished and the system may read the 
data. When the operator has finished entering data, he presses the ENTER key 
(or one of the other communication keys). This causes an interrupt and locks 
the data entry keys, program function keys, and ENTER key. At any time after 
this interrupt the program can issue a READ to the workstation. After the 
READ has finished, the program processes the data read and prepares new 
messages and a new screen format, which are sent to the workstation with a 
WRITE. The WCC has the bit set to unlock the keyboard. The above sequence of 
operations can be repeated until all needed data has been supplied to both the 
operator and the computer. 
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CHAPTER 10 
WANG PRINTER CHARACTERISTICS 


10.1 INTRODUCTION 


A number of line printers are available as optional peripherals on the 
Wang VS system. More than one printer may be attached to a system, the only 
restriction being on the total number of attached devices. Characteristics of 
the various printer models are shown in Table 10-1. 


Table 10-1. Characteristics of Printer Models 


Channels | Expand 


2221V Matrix 132 
2231V-2 Matrix 132 
2273V-1 Band 132/158 
5521 Matrix 132 
5531-2 Matrix 132 
5570 Line 132 
5571 Line 132 
5573 Band 132/158 
5574 Band 132 
6581W Daisy 132/158 


6581WC Daisy 180/216 
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10.2 PRINTER IOCW AND I/O COMMANDS 


Program control of the printer is always by means of an I/O Command Word 
(IOCW) specifying the functions to be performed. The printer IO0CW is 
diagrammed in Figure 10-1. For a general discussion of the IOCW, refer to 
Chapter 8. The first byte of the IOCW contains the I/O command and the 
command modifier bits. These are as follows: 


CCMM MMMM 


where CC is the command, and MM MMMM are the command modifier bits. Figure 
10-1 summarizes the IOCW as discussed in the following subsections of section 
10.2. 


10.2.1 WRITE Command 


The command for the printer is a WRITE command, with command code of 
binary 10. Bit 7 (last modifier bit) of the command byte is set to 0O to 
request uppercase printing, and to 1 to print lowercase letters. The other 
modifier bits are ignored. 


10.2.2 Data Count and Data Area 


The data count field in the IOCW can have values between 6 and 2048, 
inclusive. A data count of less than 6 or greater than 2048 results in the 
command's being suppressed with error and incorrect length indications. The 
data area as addressed by the IOCW is as follows: 


| i a | | 
| BL | Data record | var | Data record | 
| | = ee | 


@) 2 eee 


where BL is the total area (block) length in binary, including the BL bytes. 
The 2-byte field BL must contain the same value as the IOCW data count field, 
or the command is suppressed with error and incorrect length indications. 
Each data record is as follows: 


| | | 
| RL | Compressed record | 
| | 


¢) 2 var 


where RL is the compressed record length in binary, including the RL bytes. 
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Data count field 
8 31| 32 47 


345678 9 10 11 12 
Command code Data address Data count field 
80 = WRITE Physical address Number of bytes 

in main memory to be transferred 


Data Area (in main memory) Pointed to by Printer IOCW Code 
BL Data record Data record | Data Record 


record 


CL | data | CL | data | CL | data | CL | data | 


0 = Compress Length Print Actual 
1 = No compress of string control data 
bytes string 


Print Control Bytes 
(First two data bytes) 


Line or channel spacing select 


0 = Space lines as specified 
in the second byte 


Skip to the channel specified 
in the second byte 


Space before printing 
Space after printing 


Normal width characters 
Double width characters 


Activate hardware alarm 


Reserved 
Reserved 


Binary number of lines to 
space (0-127), or Channel 
for skip 


Figure 10-1. Printer IOCW Format 
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The compressed record, which includes print control bytes, is in the 
format produced by the COMP instruction. When expanded, it must be not less 
than two bytes in length or the command is terminated with error and incorrect 
length indications. (Lengths greater than the form width result in 
right-truncation on some printer models.) A compressed record is as follows: 


where CL indicates a compression length byte as for the COMPRESS STRING 
instruction, and is followed by one’ or more data bytes. If a data area 
extends beyond the end of the record as determined by length RL, the command 
is terminated with error and incorrect length indications. 


10.2.3 Print Control Bytes 


The bits of the control bytes are set to specify all control operations 
for each printer WRITE. The first two (expanded) data bytes of a record are 
print control bytes, defined as indicated in Table 10-2. 


Table 10-2. Printer Control Codes 


0 0 


Line or channel spacing select: 
0 = Space number of lines specified in 
second control byte 
Skip to the channel specified in the 
second byte 


Space before printing 
Space after printing 


Normal width characters 
Double width characters 


Activate hardware alarm 
Reserved 


Reserved 


Binary number of lines to space (0-127), or 
channel for skip (1-12) 
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The control bytes are designed for all printers. The following 
restrictions apply to the currently available printers: 


- Suppress spacing (space 0) is valid. 


- Only skips to channel 1 (top of form) and channel 5 (vertical tab) 
are valid for the current matrix and daisy printers. 


. Intermixed pre-spacing and post-spacing produce correct results. 
: Invalid control bytes cause an automatic single space after print. 


A valid WRITE command causes preprint controls, as well as character 
width setting and hardware alarm status, to be interpreted and executed by the 
printer. 


Nonprintable characters print as backslashes (\) or blanks, depending 
upon the printers. 


Successive bytes from the character area are sent to the printer buffer 
and the IOCW count is decremented until it reaches 0, at which time the 
operation normally is completed. 


10.3 PRINTER I/O STATUS WORD 


When applicable, an "out-of-paper,'"' “ribbon-out,"' "cover-open,"' or 
"deselect" condition is reported as an interruption if an operation is 
attempted on a printer that has only the intervention required (IRQ) bit set. 
The operation is halted at the beginning of the next line of printing or 
spacing. When the printer is again successfully selected, the operation 
continues normally. Parallel printers also report a "power-off" condition as 
an Intervention Required (IRQ) interrupt. But for serial printers (denoted by 
a final letter S in their model numbers), a “power-off" condition is reported 
as an error completion, with power-off status stored in the extended status 
byte 2. The microprogram must then be reloaded before normal I/O operation 
can be resumed. 


For both parallel and serial printers, part or all of a line or block of 
lines may be lost if a power-off condition occurs during an 1/0 operation. 


The general status bits and error status bits of the IOSW are set on an 
interrupt as described in the following subsections. 


10.3.1 General Status Byte 


IOSW 

Bit Mnemonic Meanin 

0 IRQ Set on device-deselect, ribbon-out, cover-open, or 
out-of-paper condition only; thus, only while a 
WRITE is outstanding. NC or EC never set with IRQ 
(see preceding discussion). PC may be set with IRQ. 

1 NC Set on normal completion (see next section). 

2 EC Set on completion with error. NC and EC never set 
together. 

3 U Set when a serial printer is powered on. 

4 PC Set only in conjunction with IRQ, NC, or EC. 

5 DAR Set for some printers on programmable I/O processors 
in advance of the completion interruption for a 
WRITE operation. Indicates that the main memory 
data area containing the block of records to be 
printed will not be re-accessed and may be reused or 
erased by the central processor program. No other 
status bits are set with DAR. 

6-7 Reserved (always 0) 


10.3.2 Error Status Byte 


IOSW 

Bit Mnemonic Meanin 

8 IC Set to indicate invalid command byte in IOCW, IOCW 
not fullword aligned, or data area not fullword 
aligned. EC always set when IC is set. 

9 MPE Set on occurrence of main memory parity error during 
reading of IOCA, IOCW, or data. EC always set when 
MPE is set. 

10 MAE Set on occurrence of main memory addressing error 
during reading of IOCW or data. EC always set when 
MAE is set. 

11-12 DM , DAM Never set. 

13 IL Set if IOCW specifies an invalid data count, if the 


IOCW data count is exhausted before end of block is 
reached, or if a record length byte is invalid. 
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IOSW 


Bit Mnemonic Meaning 
14 PP Set when microprogram loading for a programmable IOP 


(data link processor) is required. 


15 DP Set when the serial programmable workstation is 
powered off or an internal RAM parity error occurs. 
This error condition indicates that device processor 
microprogram reloading is required. 


If both PP and DP are set, loading of a device 
configuration table for a programmable I/O processor 
is required. 


10.3.3 Device-Dependent and Residual Count Bytes 


The IOSW device-dependent status field (third and fourth bytes of the 
IOSW) contains a count of the number of lines printed on any completion 
(including completion after HIO). The fifth and sixth bytes contain the 
residual count for the operation, in bytes. 


10.3.4 HALT I/O to Printer 


The printers accept HALT I/O (HIO) instructions as defined in Chapter 
7. If condition code 1 results from an HIO instruction, a completion 
interruption (bit NC of the IOSW set) will become pending when the printer has 
been cleared of any outstanding operation and of any pending interruptions. 
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CHAPTER 11 
WANG DISK FACILITY CHARACTERISTICS 


11.1 INTRODUCTION 


The VS provides several different disk IOPs to support the various disk 
drives available. The 22V02 IOP supports a 2270V diskette drive and up to 
three 2260V 10-megabyte disk drives, or three 2260V 10-megabyte disk drives. 
The 22V08 IOP supports up to four 2265V-1, 2265V-2, 2280V-1, 2280V-2, or 
2280V-3 disk drives. 


The 2260V has a fixed and a removable platter, while the 2265V-1 and 
2265V-2 both have a removable-only multiplatter disk pack. The 2270V has only 
a removable platter. The 2280V-1, 2280V-2, and 2280V-3 each have a 15M-byte 
removable platter, with the remaining storage area fixed. Disk drive 
specifications are summarized in Table 11-1. 


Table 11-1. Characteristics of Disk Drive Models 


isk 2260V 2265V-1 2265V-2 2270V 2280V-1 2280V-2 2280V-3 


Removable platter/pack 
Tracks per cylinder 
Cylinders 

Sector size (in bytes) 
Sectors per track 

Total storage (in millions 


bytes) 
average (in ms) 
max (in ms) 
min (in ms) 
rotation time (in ms) 
transfer rate 
(in bytes/sec) 
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The 2260V disk drive consists of two disk platters, one permanently 
fixed and the other removable. Each platter has two disk surfaces. The 
capacity of each platter is approximately 5.01 million bytes of data, 
formatted into two surfaces of 408 tracks each. A cylinder consists of all 
tracks that have a common access-arm position and that can be addressed 
without moving the access arn. 


The 2265V-1 and V-2 facilities consist of one removable disk pack 
containing 5 usable recording surfaces (for the V-1) or 19 usable recording 
surfaces (for the V-2). One access arm controls the positioning on all 
surfaces. Each recording surface is formatted into 823 tracks, with each 
track divided into 9 sectors containing 2048 bytes of data apiece. 


The 2270V diskette drive consists of one diskette and one access arm. 
Only one surface of the diskette contains data. In order to minimize wear on 
the diskette, the IOP unloads the access arm after a period of inactivity 
lasting longer than 0.6 second. There is a 30- to 50-ms delay associated 
with the loading of the head. The total capacity of the diskette is 315,392 
bytes, formatted into 77 tracks of 16 sectors each. Each sector contains 256 
bytes of data. 


The 2280V-1, V-2, and V-3 disk units consist of one removable platter 
and one (V-1), two (V-2), or three (V-3) fixed platters. The removable 
platter contains one usable recording surface. The fixed platters have one 
(V-1) , three (V-2), or five (V-3) usable recording surfaces. One access arm 
controls the positioning on all surfaces. Each surface is formatted into 823 
tracks of 9 sectors apiece, each sector containing 2048 bytes of data. 


The addressing scheme for the 2260V provides relative sector addressing 
of 256-byte sectors for these units. The last three bytes of the IOCW contain 
the sector address. The first of these three bytes must be 0 or the command 
will be rejected with an indication of invalid command and invalid disk 
address. Both surfaces of a platter are used for recording. Om track 0, the 
lower surface contains sectors 0 through 23; the upper surface contains 
sectors 24 through 47. The lower surface of Track 1 contains sectors 48 
through 71; the upper surface contains sectors 72 through 95, etc. 


The 2270V provides the same addressing scheme except that only one 
surface is used for recording and each track contains 16 sectors. Sectors 0O 
through 15 are in track 0; sectors 16 through 31 are in track 1, etc. 


The addressing scheme for the 2265V-1, 2265V-2, 2280V-1, 2280V-2, and 
2280V-3 provides relative sector addressing of 2048-byte sectors for these 
units. The last three bytes of the IOCW contain the sector address times 8. 
(Thus the lowest three bits must be 0s.) Each surface contains nine 2048—-byte 
sectors. On the 2265V-1, 45 consecutive sectors can be addressed without 
access~arm movement. On the 2265V-2, 171 sectors can be addressed without 
access~arm movement. 


The platter to be used is specified in the modifier bits of the command 


code of the IOCW. These bits are ignored for the 2265V-1, 2265V-2, and 2270V 
facilities. 
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The number of sectors to be transferred should not be greater than _ the 
number of sectors in a cylinder. Head select change is accomplished during 
the intersector time. This permits a full track of data to be transferred in 
one rotation, and a full cylinder of data in a minimum number of rotations. A 
multisector transfer need not start or end on a track boundary and may _ span 
more than one track of a cylinder. If the starting sector and data count 
imply a cylinder change, the command will be rejected with an indication of 
invalid command and invalid data count. 


11.2 DISK IOCW AND I/O COMMANDS 


I/O commands to the disk consist of a command, command modifier bits, a 
memory address, a data count, and a disk address (device-dependent section). 


The I/O Command Word (IOCW) is discussed in Chapter 8. The first byte 
of the IOCW contains the I/0 command and the command modifier bits. These 
are as follows: 


CCCMMMMM 


where CCC is the command and MMMMM are the command modifier bits. Valid 
commands are listed in Table 11-2. 


Table 11-2. Valid I/0 Commands 


Command Code Command Function 


READ disk sector (s) 
WRITE disk sector (s) 
WRITE VERIFY 

SEEK 
FORMAT 


If the command byte is not as defined, the command will be rejected with an 
indication of invalid command. 


The command modifier bits are presented in the following listing. 


Command Modifier Bit Modifier Function 


0X000 Read/Write diagnostics for 2265V-1, 2265V-2, 
2280V-1, 2280V-2, and 2280V-3. When this bit is 
set, the data transfer is limited to one sector 
only. Indirect data addressing is not allowed. 
When this bit is set on a READ command, the eight 
bytes of ECC code associated with the specified 
sector are transferred into memory immediately 
following the data. The total data transferred is 
(2048 + 8) bytes. ECC error recovery is suppressed. 
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Command Modifier Bit Modifier Function 


0x000 When this bit is set with a WRITE command, 2048 

(continued) bytes of memory, starting from the address specified 
in the IOCW, are transferred to the disk sector as 
data, as in a normal READ command. However, instead 
of generating an ECC code for the sector, the disk 
hardware uses the next 8 bytes of memory as its ECC 
code and writes these into the sector. ECC error 
recovery is suppressed. 


00x00 Suppress retry. When this bit is set, any automatic 
retry procedures normally initiated by the device 
are bypassed. All error conditions are reported 
immediately as irrecoverable errors (IOSW bit EC 
set, bit NC not set). 


000xX0 Indirect data addressing. When this bit is set, the 
data address portion of the IOCW addresses an 
Indirect Address list as described in Chapter 8. 
For disk devices, the address contained in the first 
entry of the Indirect Address list is required to 
have 11 low-order Os (2048-byte alignment) . 


0000X Removable platter operation. When this bit is on, 
the I/O command disk address refers to the removable 
platter. Otherwise the command is for the fixed 
platter. (Ignored for the 2265V-1, 2265V-2, and 
2270V facilities.) 


For data transfer operations, the data count field of the IOCW specifies 
the number of bytes to be transferred between the disk and memory. This 
number must be divisible by the sector size (256 or 2048), or the command will 
be rejected with an indication of “invalid data count."' The sector address 
field of the IOCW specifies the starting sector on the disk to which the 
command pertains. As for all 1/0, the memory address must be _ fulliword 
aligned. If indirect data addressing is specified, the memory data area (as 
addressed by the first word of the Indirect Address list) must be 256-byte 
aligned for the 2260V and 2270V, and 2048-byte aligned for the 2265V-1, 
2265V-2, 2280V-1, 2280V-2, and 2280V-3. If these conditions are not met, the 
command will be rejected with an indication of “invalid command." 


11.2.1 READ Command 


Execution of a READ command results in the positioning of the access 
mechanism and the transfer of information from the disk into memory. On all 
READ commands, the access mechanism is positioned at the specified sector 
within the specified cylinder. On all READ commands, the disk verifies (using 
the cyclic redundancy checks attached to each sector) that the data as read is 
valid. Also, it verifies that the sector(s) read are those requested, by 
comparing the sector address identification with the specified sector of the 
READ command. 
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If any error is detected, the I/O device will initiate the appropriate 
retry procedures. If retry is successful, normal processing is continued. In 
this case, the error is reported at the end of the I/O sequence by means of an 
IOSW (status word) with both NC and EC bits set. The appropriate status bits 
are set in the IOSW to describe the error. / 


If an irrecoverable error occurs (i.e., if all retry attempts have 
failed) , then as much data as possible is transferred to memory and the error 
is reported as irrecoverable by means of the IOSW. 


The READ command allows any number of sectors on a cylinder to be read 
by one command. 


11.2.2 WRITE and WRITE (VERIFY) Commands 


Execution of a WRITE command results in transfer of information from 
memory to the disk. On all WRITE commands, the access mechanism is positioned 
to the specified cylinder and sector within the cylinder. As the WRITE 
operation is performed, a Cyclic Redundancy Check (CRC) for parity is computed 
by the disk controller and appended to the sector record. For the WRITE 
(VERIFY) command on the 2260V or 2270V, the contents of the sectors as written 
on the disk are validated by a reading of all the data written and a 
comparison of that data with the data as it is found in memory. The sector 
addresses and the CRC are also verified. On the 2265V-1, 2265V-2, 2280V-1, 
2280V-2, and 2280V-3, the ECC is recalculated and checked; comparison of data 
with memory does not occur. This form of the WRITE command requires a_ second 
revolution of the disk mechanism. If an error is found during data 
verification and retry attempts fail, the residual data count in the _ stored 
IOSW indicates the sector in error. This residual count is decremented each 
time a sector is successfully verified. Thus an error on the first sector 
Written would result in a residual count equal to the original data count; an 
error on the second sector written would result in a residual count equal to 
the original count minus 256 or 2048, and so forth. 


If any error occurs during a WRITE command, retry procedures are 
automatically instituted as for READ. If retry is successful, the operation 
is reported back through the IOSW with both Normal Completion (NC) and Error 
Completion (EC) bits set. As with READ, in cases of hard (irrecoverable) 
errors the disk operation is terminated and must be restarted by another SIO 
operation, if desired. 


The WRITE command allows any number of sectors on a cylinder to be 
written. 
11.3 DISK CONTROL COMMANDS 
11.3.1 SEEK 

Execution of a SEEK disk address command results in a positioning of the 
disk access mechanism. The block count field and the memory address field of 
the IOCW are ignored. No validity checking of the actual disk mechanism 


position occurs during this command. The SEEK operation is automatic on READ, 
WRITE, and FORMAT commands. 
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11.3.2 FORMAT 

The FORMAT command will cause the addressed sectors to be formatted with 
sector preambles. The data in the sectors after successful execution of the 
command is unpredictable. 


The FORMAT command allows any number of sectors on a cylinder to be 
formatted. 


11.4 DISK I/O STATUS WORD 
The I0SW is presented in Chapter 8. The general status bits and error 
status bits of the I0SW are set on an interruption as described in the 


following subsections. 


11.4.1 General Status Byte 


IOSW 
Bit Mnemonic Meaning 

0 IRQ Set only when an “intervention required" condition 
is detected at the start of an operation. Not set 
when "Not Ready During Operation" device status is 
set. EC is always set when IRQ is set. 

1 NC Set on successful completion, with or without 
retries. 

2 EC Set when any error status bit is set, even if 
condition corrected by retry. NC and EC both set if 
a retry is successful. 

3 U Set whenever device becomes ready after the RUN 
button at the device is pressed. NC, EC, or PC may 
also be set. 

4 PC Set only with NC, EC, or U. 

5-6 Reserved (always 0). 

7 Reserved for software use. 


11.4.2 Error Status Byte 


IOSW 
Bit Mnemonic Meanin 
8 Ic Set to indicate invalid command byte in I0CW, IOCW 


not fullword aligned, Indirect Address list not 
fullword aligned, or data not properly aligned 
(fullword for non-indirect-addressing operation, and 
256-byte for indirect-addressing operation). EC 
always set if IC is set. 


10 


11 


12 


13 


14-15 


Mnemonic 


MPE 


DAM 


IL 


Meanin 


Set on occurrence of main memory parity error during 
reading of IOCA, IOCW, Imdirect Address list, or 
data. EC always set if MPE is set. 


Set on occurrence of main memory addressing error 
during reading of IOCW, Indirect Address list, or 
data, or writing data. EC always set if MAE is set. 


Set if and only if one or more of the following 
conditions is indicated in the device-dependent 
status bytes: 


“ Sector overrun 

. SEEK incomplete 

. Not ready during operation 
. Timeout on sector 

: Data compare error 

: Invalid sector ID 

: Invalid CRC or ECC check 

° Overrun 

‘ Short sector. 


Set whenever command terminated with error (EC set} 
NC not set) after main memory or data on disk has 
been modified. 


Never set. 


Reserved (always 0). 


11.4.3 Device-Dependent Bits 


In addition to the general device status bits, the following extended 
status bits or device-dependent section in the IOSW refers to specific disk 


and/or controller states. 


IOSW 
Bit 


16 


17 


18 
19 
20 


21 


Mnemonic 


IDA 


IDC 


These bits are discussed in detail below. 


Meanin 
Sector reformatted on WRITE retry 


Sector leader skipped on READ retry (except 2260V 
and 2270V) 


ECC transferred (except 2260V and 2270V) 
Reserved 


Invalid disk address 


1 


1 Invalid data count 
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IOSW Mnemonic Meaning 


Bit 

22 SO 1 = Sector overrun 

23 SI 1 = SEEK incomplete 

24 WP 1 = Write protect 

25 NRO 1 = Not ready during operation 
26 ST 1 = Timeout on sector 
27 DC 1 = Data compare error 
28 TID 1 = Invalid sector ID 
29 CRC 1 = Invalid CRC or ECC 
30 0 1 = Overrun 

31 ISP 1 = Short sector 

32-47 Residual data count 


Invalid Disk Address 

This bit is set to 1 when the starting sector address points to a 
nonexistent cylinder, a condition that also causes the error completion bit 
and the invalid command bit to be set to 1. 
Invalid Data Count 

This bit is set to 1 for the following conditions: 

- Data count is not a multiple of the sector size. 

; Data count is greater than the number of data bytes in a cylinder. 


° Data count implies a cylinder change. 


. Data count is not equal to the number of data bytes in a track 
surface for the FORMAT command. 


: Data count is 0. 


These conditions cause the error completion bit and the invalid command bit to 
be set to l. 
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Sector Overrun 


This bit is set to 1 when a sector in a multiple sector operation 
requires an additional rotation for transfer to or from main memory. The 
operation is retried starting at the "missed" sector. The condition may be 
caused by insufficient intersector gap time due to a defective disk pack or 
incorrect disk drive alignment. 


SEEK Incomplete 

This bit is set to 1 if the disk was unable to complete a SEEK due to a 
malfunction. Whenever this situation arises, the access arms are placed at 
cylinder 0 and the SEEK is retried. This bit is not set by the 2270V. 


Write Protect 


This bit is set to 1 only for the 2270V on all commands when the 
diskette is write protected. The setting of this bit on a WRITE command 
causes the error completion bit and the invalid command bit to be set to l. 


Not Ready During Operation 

This bit is set to 1 whenever a disk becomes not ready during an 
Operation. The setting of this bit causes DEVICE MALFUNCTION to be set and a 
later DEVICE NOW READY to be reported. 


Timeout on Sector 


This bit is set to 1 whenever a sector operation takes longer to 
complete than a sector's time. Device malfunction is indicated and the 
command is not retried. 


Data Compare Error 


This bit is set to 1 whenever the controller detects a data mismatch 
during the verify part of a WRITE VERIFY command. 


Invalid Sector ID 


This bit is set to 1 if at the start of an operation the controller 
finds that the sector identifier bytes are not as expected. When this 
situation arises, the access arms are placed at cylinder O and the command is 
retried. 


Invalid CRC or ECC Check 


This bit is set during a read operation if the CRC or ECC calculated 
during the operation is not the same as the CRC or ECC written on the disk. 


Overrun 
This bit is set if memory service is not provided fast enough to keep up 


with the disk data transfer (rotation) speed during a read or write 
operation. Data transfer stops as soon as this condition is detected. 
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Short Sector 
This bit is set to 1 when the controller detects the end of a sector 


before the operation for that sector has come to an end. The most likely 
cause of this error is lack of formatting. 


Retry Indicator Byte 


IOSW 
Bit Value Meanin 
48-51 =0 No special adjustment 
=1 Data strobe early adjustment applied during retry 
= 2 Data strobe late adjustment applied during retry 
= 3 Servo offset minus adjustment applied during retry 
= 4 Servo offset plus adjustment applied during retry 
=5 Data strobe early and servo offset minus adjustments 
applied during retry 
= 6 Data strobe late and servo offset minus adjustments 
applied during retry 
= 7 Data strobe early and servo offset plus adjustments 
applied during retry 
= 8 Data strobe late and servo offset plus adjustments 
applied during retry 
= 9 ECC applied on READ retry 
52-55 =n Number of retries (n) for the above adjustments 


before terminating 


For all disks except 2260V and 2270V, whenever an error is detected that 
is reflected in the device-dependent status and that is not a specification 
error (invalid disk address or invalid data count), the retry count (bits 
52-55) is updated. After four retries of a particular type, the retry 
indicators (bits 48-51) are updated, the retry count is zeroed, and the next 
type of retry is attempted. 


For the 2260V and 2270V, the retry indicators (bits 48-55) will be 


updated after up to 16 retries, with no special adjustment for both READ and 
WRITE operations. 
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Diskette Drive Indicator Bits 


w 
fe 
ct 
< 
@ 
_ 
Cc 
@ 


Meanin 


56 =1 Diskette write protected 
60 = 1 Soft-sectored medium 
61 = 1 Double-sided medium (valid only for soft~sectored 


diskettes) 


11.4.4 Disk Unsolicited Interruptions 
When a disk drive first becomes ready (i.e., after a disk platter is 


mounted), an unsolicited "device now readied" imterruption request is 
generated. 


NOTE 


The disk I0Ps do not support Halt I/O. If this command is 
received, a condition code of 0O is returned if the 
specified device is idle. If an operation is in progress 


or an interruption is pending, a condition code of 1 is 
returned and disk processing continues until the operation 
completes. 
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CHAPTER 12 
WANG MAGNETIC TAPE CHARACTERISTICS 


12.1 INTRODUCTION 


The Wang 2209V-1, 2209V-2, and 2209V-3 magnetic tape drives are optional 
features of the Wang VS. More than one tape drive may be attached to a 
system, restricted only by the total number of attached devices. The 2209V-1 
is a 9-track 1/2-inch (13-mm) tape transport and controller that records at 
1600 bits per inch (bpi) (phase encoded). The 2209V-2 is a 9-track 1/2-inch 
tape transport and controller that records at 1600 bpi (phase encoded) and 800 
bpi (NRZI). The 2209V-3 is a 7-track 1/2-inch tape transport which records at 
800 bpi (NRZI). The tape drives and controllers are compatible with industry 
standards. 


The magnetic tape is designed to facilitate information interchange 
between the Wang VS and other computer systems. 


12.2 MAGNETIC TAPE GENERAL DESCRIPTION 


12.2.1 Track Allocation 


Information is written on tape by magnetizing small discrete positions 
across the width of the tape. The result is a column of bits representing a 
byte of information plus parity. Bit positions do not correspond sequentially 
to track numbers across the tape. Bit positions are allocated as shown in 
Figure 12-1, numbering the tracks from the near edge with the oxide side down 
and with the take-up reel on the right. 


9-Track 7-Track 
Track number 123456789 1234567 
Bit position 46012P375 P0O123405 


Figure 12-1. Tape Bit Positions 


The 7-track tape bit positions 0-5 correspond to main memory locations 2-7. 


12.2.2 Tape Markers 


Magnetic tape must have some blank space at the beginning and end of the 
reel to allow threading it through the feed mechanism of the tape unit. 
Markers called reflective strips are placed on the tape by the operator to 
enable the tape unit to sense the beginning and the end of the usable portion 
of the tape. The tape unit senses a marker either as the load point marker, 
Where reading or writing is to begin, or as the end-of-tape marker, 
approximately where writing is to stop. 


12.2.3 Load Point Marker 


At least 10 feet (3 meters) of tape must be allowed between the 
beginning of the reel and the load point marker as a leader for threading the 
tape on the tape unit. To indicate the load point, the marker must be 
parallel to and not more than 1/32 inch (0.75 mm) from the edge of the tape 
nearest the tape unit. 


12.2.4 End-of-Tape Marker 


About 14 feet (4 meters) of tape are usually reserved between the 
end-of-tape marker and the end of the tape. This space includes at least 10 
feet (3 meters) of leader and 4 feet (1 meter) for the recording of data after 
the end-of-tape marker is sensed. When the tape is mounted, the marker is 
placed parallel to and not more than 1/32 inch (0.75 mm) from the edge of the 
tape nearest the tape unit. The end-of-tape reflective marker indicates’ the 
beginning of the end-of-tape area. A WRITE or WRITE TAPE MARK operation into 
this area sets the EOT indicator (bit 29 of the IOSW). 


12.2.5 File Protection 


Because the writing operation automatically erases any previous 
information on the tape, a file protection device is provided to prevent 
accidental erasure. A plastic write-enable ring fits in a circular groove 
molded in the back (machine side) of the tape reel. This ring must be in 
place to enable the machine to write on the tape in the reel. When the ring 
is removed, only reading can take place; the file is thus protected from 
accidental writing, which could erase valuable information. 


12.2.6 Tape Blocks 


Information on tape is arranged in blocks, as shown in Figure 12-2. A 
tape block consists of one or more records, which are logical units of data. 
Blocks are separated on tape by an interblock gap--a length of blank tape of 
approximately 0.6 inch (15 mm). During writing, the gap is always produced at 
the end of a block. A tape block is therefore defined or marked by an 
interblock gap before and after the. block. 
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Forward Tape Motion ------ > 


W////1 6 | | | | V///77\ 

1/////\IB IL | ClLogical |Logical |Logical |Logical |IB |/////| 

\/////\gap|IR | Ridata | data | data |data |lgapl/////\ 

\///11\ Ic | Clrecord lrecord lrecord |record | L////71\ 
| Seen one block--~-~--------------— | 


IB Gap - Interblock gap 
LRC - Longitudinal redundancy check 
CRC - Cyclic redundancy check 


Figure 12-2. Tape Blocks 


12.2.7 Tape Mark 


The end of a file of information is indicated by a tape mark--a_ special 
block written only by a WRITE TAPE MARK command. The tape mark is a special 
single-byte block with X'13' (X'OF' for 7-track tape). One or more files may 
be written on a reel of tape. 


12.2.8 Checking Tape Validity 


The validity of information written on or read from tape is insured 
through the use of longitudinal, vertical, and skew checks; there is also a 
cyclic redundancy check for 9-track tape. The checking of tape information is 
accomplished during a READ operation or during a read check of a WRITE 
operation. 


12.3 TAPE IOCW AND I/O COMMANDS 


The IOCW is discussed in Chapter 8. 1/0 commands to the magnetic tape 
consist of a command, a memory address, and a data count, as shown in Figure 
12-3. There is no device-dependent section. 


| Command | Memory address | Data count | 
| @ byte) | (@ bytes) | (2 bytes) | 


Figure 12-3. Tape IOCW 


The first byte of the IOCW contains the I/0 command, the command 
modifier bits, the indirect data addressing flag, and the suppress length 
indication flags. These are as follows: 


CCMMMMTR 
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where CC is the command, MMMM are the command modifier bits, I is the indirect 
data addressing flag, and R is the reduced retry flag. There are three valid 
commands. 


Command Code Command Function 
01 READ 

10 WRITE 

11 CONTROL 


If the reduced retry flag is set for a READ command, the number of 
attempts to read a tape block before reporting a hard error will be reduced 
from 100 to 5. 


If the indirect data addressing (IDA) bit is set, the address of the 
memory storage from which or into which data is to be transferred will be 
fetched from the IDA list addressed by the memory address portion of the IOCW. 


If the IDA bit is not set, the memory address portion of the IOCW 
directly addresses a memory area from which or into which data is to be 
transferred. This area of memory must be word aligned. The data count 
portion of the IOCW contains the number of bytes to be transferred. 


12.3.1 READ 


A valid READ command causes the selected tape unit to move forward to 
the next interblock gap. Information recorded on the tape is read and placed 
in contiguous ascending locations in main memory, starting with the address 
specified in the IOCW. If no data is detected on the tape within 
approximately 7 seconds after the command is issued, the operation is 
terminated and the incorrect length bit is set in the IOSW. 


Reading a tape mark sets the ITM indicator (bit 28 of the IOSW). The 
tape mark is not sent to storage. Sensing the EOT reflective marker during 
the read operation does not cause any status to be indicated. 


12.3.2 WRITE 


A valid WRITE command causes the tape unit to move the tape forward, 
writing data fetched from main memory, starting with the address specified in 
the IOCW. The number of bytes to be transferred is specified in the data 
count field. These bytes are written in the form of a single physical record 
(a block) with vertical, longitudinal, and cyclic redundancy checks for parity 
applied where appropriate. Sensing the EOT reflective marker during a WRITE 
operation sets the EOT indicator in the IOSW. 
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12.4 TAPE CONTROL COMMANDS 


The control operations, specified by the modifier bits of the command 
code, involve no data transfer. With the exceptions of SENSE, SET DENSITY, 
and SET PARITY, they are tape motion commands. A control command ignores’ the 
memory address and the data count fields of the IOCW. The command modifier 
bits correspond to the functions listed in Table 12-1. 


Table 12-1. Tape Control Modifier Bits 


Command 
Modifier Bits Command Control Function 


SENSE 

ERASE TAPE 

WRITE TAPE MARK 
FORWARD SPACE BLOCK 
FORWARD SPACE FILE 


REWIND 

REWIND/UNLOAD 

BACKSPACE BLOCK 

BACKSPACE FILE 

SET DENSITY to 1600 bpi (phase encoded) 
SET DENSITY to 800 bpi (NRZI) 

SET PARITY to odd (7-track only) 

SET PARITY to even (7-track only) 


A valid control command causes the specified control function to be 
executed. At the end of the control function, a normal completion 
interruption is issued. 


12.4.1 ERASE TAPE 

Execution of an ERASE TAPE command causes the tape drive to erase 
approximately 3.75 inches (9.5 cm) of tape. Performing this operation in the 
EOT area sets the EOT indicator in the IOSW. 
12.4.2 REWIND 

Execution of a REWIND control command causes the tape drive to enter 
rewind mode and reposition the tape at the LP reflective marker. This causes 
the LP indicator to be set in the IOSW. 
12.4.3 REWIND AND UNLOAD 


Execution of a REWIND/UNLOAD control command causes the tape drive to 
enter rewind mode, reposition the tape at the LP reflective marker, and reset 
the tape status to off line. 
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12.4.4 WRITE TAPE MARK 


Execution of the WRITE TAPE MARK command causes the tape drive to write 
a tape mark (a special block) on tape. Performing this operation in the EOT 
area sets the EOT indicator in the IOSW. 


12.4.5 FORWARD SPACE BLOCK 


Execution of the FORWARD SPACE BLOCK command causes the tape drive to 
move the tape forward to the next interblock gap. Sensing a tape mark sets 
the TM indicator in the IOSW. 


12.4.6 FORWARD SPACE FILE 


Execution of the FORWARD SPACE FILE command causes the tape drive to 
move the tape forward to the interblock gap beyond the next tape mark. 
Sensing the tape mark does not cause the TM indicator to be set in the IOSW. 


12.4.7 BACKSPACE BLOCK 


Execution of the BACKSPACE BLOCK command causes the tape drive to move 
the tape backward to the nearest interblock gap or to the load point, 
Whichever comes first. Sensing a tape mark sets the TM indicator in the 
IOSW. Sensing the load point before the backspace operation sets the LP 
indicator in the I0SW with Error Completion (EC). 


12.4.8 BACKSPACE FILE 


Execution of the BACKSPACE FILE command causes the tape drive to move 
the tape backward to the interblock gap beyond the next tape mark or to the 
load point, whichever comes first. Sensing the load point sets the LP 
indicator in the I0SW. Sensing the tape mark does not cause the TM indicator 
in the IOSW to be set. 


12.4.9 SENSE 


Execution of the SENSE command causes the current status of the tape 
drive to be stored in the I0SW. 


12.4.10 SET DENSITY 


Execution of the SET DENSITY command causes the tape drive to be 
logically switched to the indicated density. The IOSW indicates the change in 
the density status bits. The change does not become effective until an I/O 
operation is initiated, at which point the wrong density status bit appears in 
the IOSW if the selected density is unavailable. This command is valid for 
9-track drives only, and effective only for dual-density drives. 


12.4.11 SET PARITY 
Execution of the SET PARITY command causes the tape drive to be 


logically switched to the selected parity. The IOSW indicates the change in 
the parity status bit. This command is valid for 7-track drives only. 
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12.4.12 Effect of Tape Markers on IOSW Bits 


The following tape markers, when encountered by the specified operation, 


set the LP, TM, EC, and EOT bits if those bits are listed in the corresponding 
row and column. 


Load Point Tape Mark End-of-Tape 


Tape Operation Mark (LP) (TM) Mark (EOT) 
WRITE = = EOT 

READ 7 ™ = 

REWIND LP = = 
REWIND/UNLOAD = = - 

WRITE TAPE MARK = = EOT 
FORWARD SPACE BLOCK = ™ = 

FORWARD SPACE FILE = = ae 
BACKSPACE BLOCK LP (EC) ™ = 
BACKSPACE FILE LP - i 


Programming Note: Tape drives have no interlocking to prevent the execution 
of improper sequences of WRITE and READ operations that may result in writing 


partial blocks on tape. Avoiding these improper sequences is a program 
responsibility. 


12.5 TAPE I/O STATUS WORD 
The I/O Status Word (IOSW) is discussed in Chapter 8. A full IOSW is 
always stored on tape I/O completion. The error status byte is stored even if 
the completion is not an error completion (bit EC of general status not set). 
When a tape is manually loaded and reaches load point, an unsolicited 
interruption occurs with general status bit U (unsolicited interruption) set. 


IOSW bits LP (load point) and/or FP (file protected) may be set. 


12.5.1 General Status Byte 


IOSW 

Bit Mnemonic Meanin 

0 IRQ Never set. 

1 NC Set on successful completion with or without retries. 

2 EC Set when any error status bit is set, even if the 
condition has been corrected by retry. NC and EC 
are both set when a retry is successful. 

3 U Set whenever the device becomes ready after’ the 
ONLINE button at the device is pressed. NC, EC, or 
PC may also be set. 

4 PC IOP now ready; may be set alone or with NC, EC, or U. 

5-7 Reserved (always 0). 
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12.5.2 Error Status Byte 


IOSW 

Bit Mnemonic Meanin 

8 IC Set, with EC, to indicate an invalid command byte in 
IOCW for any of the following reasons: IOCW not 
fullword aligned, Indirect Address list not fullword 
aligned or at an invalid address, or data not 
properly aligned (i.e., not fullword aligned for 
non-indirect-addressing operation or for first entry 
in Indirect Address list, or not 2048-byte aligned 
for subsequent entries in Indirect Address list); 
attempt made to select parity on a 9-track drive; 
attempt made to issue diagnostic commands except on 
a 9-track NRZI drive, or to use data length over 
32,768; attempt made to backspace when tape is at 
load point, or to write, write tape mark, or erase 
tape when tape is write protected; attempt made _ to 
specify a maximum size READ operation of less than 8 
bytes, or a maximum size WRITE operation of less 
than 12 bytes. 

9 MPE Set in conjunction with EC on occurrence of main 
memory parity error reading IOCA, IOCW, Indirect 
Address List, or data. 

10 MAE Set in conjunction with EC on occurrence of main 
memory addressing error reading IOcw, Indirect 
Address List or data, or writing data. 

11 DM Set if one or more of the following conditions exist: 
Memory addressing error 
Memory parity error 
Memory overrun 
CRC or ECC error 
LRC error 
VRC error 
Parity error 
Tape drive not ready during operation 
Tape drive off line during operation 
Given density not available at tape drive 

12 DAM Set whenever command terminated with error (EC set; 
NC not set) after main memory or data on disk has 
been modified. 

13 IL Set if the size of a block read from tape is not’ the 
same as the data count in the IOCW. If the IOCW 
residual count is 0, the block was longer’ than 
expected; if not, it reflects the difference between 
the data count and the block length. 

14-15 Reserved (always 0). 
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12.5.3 Device-Dependent Bits 


The extended status portion of the IOSW provides 
reflect the status of each I/0 operation. 


both the unusual conditions detected in the I/0 operation and _ the 


the device. 


1OSW 
Bit 


16 
17 
18 
19 
20 
21 
22 
23 
24 


25-26 


27 
28 
29 
30 
31 
32-47 


48-55 


Mnemonic Meaning 
VRC 1 = Invalid vertical redundancy check 
LRC 1 = Invalid longitudinal redundancy check 
CRC 1 = Invalid cyclic redundancy check 
SC 1 = Skew check on WRITE 
wD 1 = Wrong density (density not available) 
PE 1 = Phase~encoded ID burst detected 
TR7 1 = 7-track tape drive 
PAR 0 = Odd parity; 1 = Even parity 
FP 1 = File protected 
Density 00 = 1600 bpi (phase encoded) 
10 = 800 bpi (NRZI) 
LP 1 = Load point encountered 
™ 1 = Tape mark encountered 
EOT 1 = End-of-Tape marker encountered 
0 1 = Overrun 
OFF 1 = Tape off line 


Residual data count bytes 


Error count bits 


a number of bits to 
This extended status consists of 


status of 


These bits are discussed in detail in the following subsections. 


Invalid Vertical Redundancy Check (VRC) 


This bit is 


set during a READ operation if the VRC stored for a byte 
does not give that byte odd parity on the tape. 
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Invalid Longitudinal Redundancy Check (LRC) 


This bit is set during a READ operation if the number of 1 bits ina 
track for the tape block including the LRC bit is not even. 


Invalid Cyclic Redundancy Check (CRC) 

This bit is set during a READ operation if the CRC character calculated 
during the operation is not the same as the CRC character written after the 
block on the tape. 

Skew Check 


This bit is set during a WRITE operation if excessive skew is detected. 


Wrong Density 


This bit indicates that an I/O operation has been attempted at a density 
not supported by the tape formatter. 


Phase-Encoded ID Burst Detected 


This bit indicates that a phase-encoded ID burst has been detected 
during the reading of the tape from load point. 


7-Track Tape Drive 

This bit indicates that the tape drive is a 7-track drive. 
Parity 

This bit is set when even parity has been selected. 
File Protected 


This bit is set whenever there is no "write-enable" ring on the _ tape. 
Absence of this ring prevents accidental writing on the tape. 


Density 
These bits indicate the density at which the tape drive has been set. 


Load Point 


This bit is set whenever the tape is at load point when the operation is 
completed. 


Tape Mark Indicator 


This bit is set whenever a tape mark has been read during a READ, 
forward space block, or backspace block operation. 
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End-of-Tape Indicator 


This bit is set whenever the EOT reflective strip has been detected 
during a WRITE or WRITE TAPE MARK operation. 


Overrun 


This bit is set if memory service is not provided fast enough to keep up 
with the magnetic tape data transfer speed during a READ or WRITE operation. 
Data transfer stops as soon as this condition is detected. 


Off Line 


This bit is set when the tape is sensed to be off line during an 
operation. 


Error Count 


When an error is detected (as indicated in the following extended status 
bits), the error count is incremented by 1 and the operation is retried. For 
a WRITE operation, a maximum of 50 retries of the following sequence will be 
attempted upon the detection of an error: the tape will be backspaced over 
the block just written, then an ERASE operation will be initiated to erase 
over 3.75 inches (9.5 cm) of tape, and the WRITE operation retried. For a 
READ operation, a maximum of 100 retries (5 retries if bit R is set in IOCW) 
of the following sequence is attempted: the tape is backspaced over the block 
just read, and the READ operation is retried. 
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APPENDIX A 
OPERATION CODE AND ASCII CHARACTER LIST 


Op Code 


This manual is updated by: Addendum 800-1 100P0-04.01 


Mnemonic Format Character 


DR 
ALR 

SLR 

LPDR, LPER 
LNDR, LNER 
LTDR, LTER 
LCDR, LCER 


Bs 63 be bo bo 63 fe bo be by by by be bo bo bo be by oy bo bo om fy be me to oe oy oo eo bo to ye oe Be oe Oe Ob 


(Space) 


SWAN - MS EH TH 


Op Code 


2B 
2C 
2D 


Mnemonic 


SDR, SER 
MDR, MER 
DDR, DER 
CID 
CDI 


Format 


Bo bo fe 


BB mB 


RAMSAR RRARR ARR RRR RRR 


Character 


+ 


GHNnNWOVOA SB RrAQHTMODRMOAWSWP OHYV HN Aveese CMAN DAUP WHE Ons 
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Op Code Mnemonic Format Character Op Code Mnemonic Format Character 
56 0 RX V 86 BHX RS 
57 X RX W 87 BXLE RS 
58 L RX x 88 SRL RS 
59 C RX Y 89 SRL RS 
5A A RX Z 8A SRA RS 
5B S RX [ 8B SLA RS 
5C M RX (Backslash) 8C SRDL RS 
5D D RX ] 8D SRDL RS 
5E AL RX (Up-Arrow) 8E SRDA RS 
5F SL RX (Back-Arrow 8F SLDA RS 

or underscore) 
60 STD, STE RX 90 STM RS 
61 JSCI RX a 91 ™ SI 
62 LC RX b 92 MVI SI 
63 : Cc 93 
64 d 94 NI SI 
65 RBCX RRL e 95 CLI sI 
66 RBXH RRL f 96 OI SI 
67 RBXLE RRL g 97 XI SI 
68 LD, LE RX h 98 LM RS 
69 CD, CE RX i 99 BALCI RS 
6A AD, AE RX j 9A 
6B SD, SE RX k OB Extended opcodes 
(see list below) 
6C MD, ME RX 1 9C BSET SI 
6D DD, DE RX m 9D BRESET SI 
6E AW, AU RX n 9E BTEST SI 
6F .e) oF RRCB SI 
70 p AO DEQ. RS 
71 RLA RL q Al DESK RS 
72 RPUSHA RL r A2 ISEM RS 
73 RBALS RL s A3 LPTO, LSCTL RS 
74 t A4& LPT1, STSCTL RS 
75 RBAL RL u A5 LPT2 RS 
76 RBCT RL Vv A6 POPM RS 
77 RBC RL WwW A7 LPPT RS 
78 x A8& LOT RX 
79 y A9 PUSHM RS 
7A AQ RX z AA 
7B SQ RX AB Reserved for 
diagnostic use 
7C MQ RX AC STNSM RS 
7D DQ RX AD STOSM RS 
7E CVvQ RX AE SPFT RS 
7F CVP RX AF 
80 BO PUSHA RX 
81 BALS RX Bl LPA RX 
82 LPCW Ss B2 
83 B3 
84 POPN RX B4 
85 PUSHN RX B5 
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Op Code Mnemonic Format Character Op Code Mnemonic Format Character 


B6 STCTL RS E6 

B7 LCTL RS E7 

B8 SCAN | RS E8 

B9 E9 

BA EA 

BB EB 

BC EC 

BD CLM RS ED 

BE STCM RS EE 

BF ICM RS EF 

Co FO SRP SS 
Cl Fl MVO SS 
C2 F2 PACK SS 
C3 : F3 UNPK SS 
C4 PAL SS F4 UNPU ss 
C5 F5 

Co F6 COMP SS 
C7 MTQ SS F7 XPAND SS 
C8 F8 ZAP SS 
C9 F9 CP SS 
CA FA AP SS 
CB FB SP ss 
CC FC MP SS 
CD FD DP SS 
CE FE 

CF FF 

DO 

D1 MVN SS Extended Opcodes 
D2 MVC SS 9B00 STDD S 
D3 MVZ SS 9B01 LSREG S 
D4 NC SS 9B02 STSREG S 
D5 CLC SS 9B03-9B7F Unused 

D6 OC SS 9B80 STCPID 

D7 XC SS 9B81-9BFF Unused 

D8 POPC SS 

D9 PUSHC SS 

DA 

DB UNPAL SS 

DC TR 5S 

DD TRT 55 

DE ED SS 

DF EDMK SS 

EO 

El 

E2 MVPC SSI 

E3 

E4 

E5 CLPC SSI 


APPENDIX B 
GLOSSARY 


Address 


The location of a byte in main memory. See also Base Address and 
Displacement (Offset). 


Address Translation 
Translation of virtual addresses supplied by a program to addresses in 
main memory. Address translation is done by reference to the local page 
table. 


ASCII 


American National Standard Code for Information Interchange. The VS 
uses ASCII for its internal character code. 


Base Address 
An absolute address in storage, contained in a general register. If 
general register 0 is used, a base address of 0 is assumed. 


Bit 
A binary digit; the smallest unit of computer information, presented in 


binary form to correspond to the on or off state of a computer memory 
element. 


Boundary Alignment 
The positioning of a field on an integral boundary (such that the 
address of the first byte of the field, as expressed in binary, has one 
or more low-order 0s). Boundary alignment is required for halfwords, 
words, and doublewords on the VS. Instructions must be on halfword 


boundaries. 
Byte 
On the VS, a sequence of eight bits that constitutes the smallest 
addressable or transferable unit of information. . 
Change Bit 


The change bit is turned on by hardware whenever the associated page in 
real storage is modified. 


Condition Code 
A 2-bit field in the PCW that is set by certain arithmetic and logical 
instructions and tested by conditional branching instructions. The 
condition code remains unchanged in the PCW until an instruction changes 
it. The meaning of the code is described for each instruction in 
Chapter 7 of this manual. 


B-1 


Control Mode 
A state of the computer system in which normal program execution is 
halted and special facilities for diagnostics, restart, and debugging 
are made available. 


Control Register 
Eight registers, holding 32 bits each, that contain a stack limit word, 
a stack limit address, the system clock, and various controls for trap 
handling. 


Data Count Field 
Bits 32-47 of the IOCW for a READ or WRITE command, specifying the 
number of bytes to be transmitted between an IO device and storage. 


Device-Dependent Status Area 
Bits 16-31 of the IO Status Word. 


Displacement (Offset) 
The relative address of a byte beyond the base register address. 


Doubleword 
On the VS, a sequence of eight bytes aligned on an 8-byte boundary. 


Error Status Byte 
The second byte of the IOSW, where relatively device-independent error 
indications may be stored. 


Extended Status Bits 
Bits 48-63 (bytes 6 and 7, counting from byte 0) of the IO Status Word. 


Floating-Point Register 
Used to contain data that is to be manipulated in floating-point format. 
The VS has four floating-point registers, each 64 bits in length, and 
numbered 0, 2, 4, and 6. | 


General Register 
On the VS, holds 32 bits or one word and is used for arithmetic and 
logical manipulations and addressing. The VS has 16 general registers. 


High-Order 
The leftmost bit or digit; in reference to bytes, the byte at the lowest 
main memory address. 


Index Register 
The general register containing a 24-bit number used as the index in 
base-index-displacement address calculations. The index can be used to 
provide the address of an element within a list or an array. 


Indirect Address List 
A list of words containing addresses which designate the main memory 
location of data areas for an I/O operation. An Indirect Address list 
is used to expedite the transfer of more than one page of data at a time. 


Interrupt or Interruption 
A transfer of control effected by switching PCWs. 
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I/O Command Address (IOCA) 


The address of the I/O Command Word (IOCW) to be executed for a device. 


The I/O Command Area reserves two bytes for the IOCA for each device. 


I/O Command Word (IOCW) : 
A variable-length area (1 to 8 bytes) that specifies the next command to 
be executed for a device. Byte O holds the command code. Bytes 1-3 


hold a data address or beginning address of an indirect address list; 


bytes 4-5 hold the data count (number of bytes to be operated on or 
transferred); bytes 6 to end may hold additional device-dependent 
information. 


Input/Output Processor (IOP) 
On the VS, a small computing unit that handles the transfer of data 
between main storage and peripheral units, relieving the central 
processing unit of this slower function. 


I/O Status Word (IOSW) 


Eight bytes of data, stored at main memory location 0, that pass 


information concerning the status of an I/0 device to the central 
processing unit. Byte 0 is the general status byte. Byte 1 is the 


error status byte, stored if the error completion bit is set to 1 in. the . 


general status byte. Bytes 2-3 are the device-dependent bytes; bytes 


4-5 hold the residual byte count. Bytes 2-6 (bits 16-55) are sometimes 
referred to as the extended status bits for disk and tape. 


Least Significant 
The rightmost bit or digit. 


Local Page Frame Table 
In local memory, a table with two bits for each page frame of main 
memory. 


Local Page Table 
In local memory, a table consisting of one byte for each page ina 


segment, containing the physical page number of that page when it is in. 


main memory. There is one local page table for each of the three 
segments of virtual memory. These tables are used by the central 
processor in translating virtual memory addresses to main memory 
addresses. 


Low-Order 
The rightmost bit or digit; the byte at the lowest main memory address. 


Main Memory 
Real or physical memory in the CPU. 


Masking 
1 Use of the program mask field in the PCW to suppress or delay 


processing of interruptions so that only one at a time is processed and 


the link back to the current instruction address is saved. 2. Use of 
instructions to turn off a mask bit in the PCW's status field or program 


mask field corresponding to a program interruption for a specific state. | 


Masking an interruption can allow other interrupt messages with lower 
priority to be handled first. 
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Monitor Area 
An area of local CP memory that maintains a list of recently referenced 
T-RAM entries. 


Most Significant 
The leftmost bit or digit. 


Operand 
A field of an instruction that defines an address or element of data on 
which the instruction operates. 


Operation Code (Op Code) | 
The field of an instruction that specifies the operation to be performed. 


Page 
On the VS, a 2048-byte block of virtual memory located in main or 
auxiliary storage, which can be transferred between the two 
automatically by the computer. 


Page Frame 
An area of main memory that has a 2048-byte boundary alignment. 


Parity 
The number of 1s in a unit of data, whether odd or even. Parity checks 
ensure that a bit has not been changed accidentally while being read. 


Program Control Word (PCW) 
A data item of 8 bytes maintained by the central processor to control 
the order in which instructions are executed and to maintain the status 
of the central processor. Byte 0 holds the interruption code, bytes 1-3 
hold the address of the current instruction, bytes 4-5 are the status 
field for some causes of interruption, and bytes 6 and 7 are the program 
mask field. 


Privileged Instruction 
One that will cause a program interruption unless the user mode bit (bit 
34) in the PCW has been set to 0. Some VS privileged instructions are 
CIO, HIO, LCTL, LPTO, LPT1, LPT2, LPCW, LSREG, STNSM, STOSM, RRCB, SIO, 
STDD, STSREG, and SVCX. 


Reference Bit 
The reference bit is turned on by hardware whenever the associated page 
in real storage is referred to. 


Register 
A storage device in the central processor. See also General Register, 
Control Register, and Floating Point Register. 


Residual Byte Count 
Bits 32-47 of the IOSW, the data count in an IOCW minus the number of 
bytes transferred by an I0 operation. 

Sector 
That part of a track on a disk that can fit into a page (2K bytes). 
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Segment 
An area of contiguous virtual addresses beginning on a 1,048,576-byte 
boundary, whose address translation is effected through a single local 
page table. A segment may consist of more than one page, with only 
portions of a segment being within main memory at any time. 


Segment Control Register (SCR) 
A privileged 32-bit register holding the address of a task's main memory 
page table for a segment. 


Semaphore 
On the VS, a doubleword data type consisting of a 1-byte count field and 
head and tail pointers to elements of a first-in first-out list. 


Stack 
A line or list of elements in a pushdown storage device that handles 
data so that the next item to be retrieved is the one that has been most 
recently stored. The system stack on the VS is addressed by register 15. 


Stack Limit Word 
The address of the lowest byte location into which the stack may extend. 


Stack Pointer 
Contains the address of the current stack top. See also Stack Vector. 


Stack Vector 
Holds a stack pointer and a stack limit word. On the VS, the system 
stack vector consists of general register 15 and control register 2. A 
program may use any two consecutive general registers (except the pair 
15 and 0) as an additional stack vector. 


Trap 
An unprogrammed conditional transfer of control to a specified address. 


Translation RAM (T-RAM) 
A local page table, i.e., an area of local CP memory holding page frame 
numbers for the loaded portion of a task's virtual address space. 


Virtual Memory or Virtual Storage 
An address space that does not correspond to the physical main memory 
addressing of the computer (and may be larger than the main memory 
available), a portion of which is mapped onto main memory in page size 
blocks (2K). This storage space may be used as addressable main memory 
by the user, as the computer handles all paging in and out of main 
memory automatically. 


WCC 
Write Control Character for the VS workstation, the second byte of every 
WRITE command to the workstation. It controls locking, the alarm, the 
cursor, scrolling of the screen, and erasing. 

Word 


On the VS, a sequence of 4 bytes, aligned on a 4-byte boundary. 
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DOCUMENT HISTORY 


4TH EDITION OF VS PRINCIPLES OF OPERATION 


New Features Index 
Glossary 
tables and figures: 


Data representation and 
boundary alignment 

Sample PCW 

Sample IOCW 

Sample IOSW 

Workstation IOCW 

Printer IOCW 


instructions format 
More on the CIO instruction 


Tape general status byte 
and error status byte 


Documentation Chapters 6 and 8 reversed 
Changes | 


Chapters 9-12 reorganized to follow 
format of the new Chapter 8 


The section on debugging aids 
moved from Chapter 3 to Chapter 5. 
The debugging aids have been 
completely redesigned. 


Section 3.1 on instruction formats 
reorganized 


The pages on the EDIT instruction 
reorganized 


“Stack pointer" substituted for 
“stack top word" 


Changes in instruction formats for: 
- CLPC 


~« POPC 
- PUSHC 
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Documentation The Physical Destination Trap has been 


Changes removed. 
(continued) 


A special 32-bit internal register, 
accessible only by the (privileged) 
instructions LSREG, STSREG, and STDD, 
has been created. 


Instructions deleted: 


BFBV 
FIX 
STS 
UNFIX 


Instructions modified: 


CID 
STDD 


instructions: 


CLCL 
LSREG 
LOT 
LPPT 
MTQ 
MVCL 
RPC 
SCAN 
STSREG 
STCPID 


COMPARE LOGICAL LONG 

LOAD SPECIAL REGISTER 

LOAD OR TRAP 

LOAD PARTIAL PAGE TABLE 
MODIFY TIMER QUEUE 

MOVE CHARACTERS LONG 
RETURN AND POP ON CONDITION 
SCAN FOR BYTE 

STORE SPECIAL REGISTER 
STORE CP AND MICROCODE ID 


Short floating-point instructions (mew): 


AE, AER 
AU 

CE, CER 
DE, DER 
HER 
LCER 
LDER 
LE, LER 
LNER 
LPER 
LRER 
LTER 


ADD NORMALIZED 

ADD UNNORMALIZED 

COMPARE 

DIVIDE 

HALVE 

LOAD COMPLEMENT 
' LOAD SHORT TO LONG 

LOAD 

LOAD NEGATIVE 

LOAD POSITIVE 

LOAD ROUNDED 

LOAD AND TEST 
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Documentation - ME, MER MULTIPLY 
Changes . SE, SER SUBTRACT NORMALIZED 
(continued) . STE STORE 


Relative addressing version 
of existing instructions: 


RBAL BRANCH AND LINK 

RBALS BRANCH AND LINK STACK 

RBC BRANCH CONDITIONAL 

RBCT BRANCH ON COUNT 

RBCX BRANCH CONDITIONAL INDEXED 
- RBXH BRANCH INDEX HIGH 

RBXLE BRANCH INDEX LOW OR EQUAL 

RLA LOAD ADDRESS 

RPUSHA PUSH ADDRESS 
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AP (ADD DECIMAL) Instruction . s.<s06so 6 655s S600 sb SU ESS Hosea ease ie uiscecseee. 173 
AQ (ADD DECIMAL (FLOATING-POINT)) Imstruction .....cccccccccccveccscccccse I74.1 
AQR (ADD DECIMAL REGISTER (FLOATING-POINT)) Instruction ......cccceececee T74.1 
AR CADD REGISTER) InStruGtion: 666-66 soe oe 5 40k sa Wk bo be S466 Se Seeeeecaccreesae 7T=2 
Arithmetic and “Loptcal Unit cc sis6-66 bob ocecsb de wSe Ses ee eet eeeeesew sewers eee 2753 
BSCE wise abe eRe ose SM ahd gee anes eh oeS SESNS GUE OS Sa FOS EOLER Seed lee OOo e OTL 
AU (ADD UNNORMALIZED (CFLOATING-POINT)) Instruction ....cccccccccccccsscsceee S79 
AW (ADD UNNORMALIZED CFLOATING-POINT)) Instruction ....cccccc ccc cccccccesee 179 


BA (Bus Adapter) ......... be ia wale Soe dew WSK Ree kee Rae SS TS ees - 1-4, 8-2 
BAL (BRANCH AND LINK) Instruction 2... ccc cccccc cc cc cece cccccccccssessseses IALS 
BALCI (BRANCH AND LINK ON CONDITION INDIRECT) Instruction ......... seigrevauers 7-16 
BALR (BRANCH AND LINK REGISTER) Instruction ....ccccccccccscccccccccscccee MALS 
BALS (BRANCH AND LINK STACK) Instruction .......... Go ara as snares eeialeis acess oo 7717 
Base: AGGress sie o Sow bo 6 6 Ra Ge ele Wek OSS See e Sw SSSR EGS SS OTES See eee SD 
BC (BRANCH ON CONDITION) Instruction .......cccsccccccece Cp ek atawtenua wees’ Palo 
BCR (BRANCH ON CONDITION REGISTER) Instruction ..........ccceeee REP hae re 7-19 
BCS (BRANCH ON CONDITION STACK) Instruction .....cccccccccvcccsccccscces oe 7722 
BCT (BRANCH ON COUNT) Instruction 2... ccc ccc ccc ccc ccc ccc scccscccccsscees M723 
BCTR (BRANCH ON COUNT REGISTER) Instruction .......ccccccccccscccccesseees I723 
Binary “ATLENMetiC: sil. ee Scere eV edee ease Soa WibOR ew eee en 8600S eee Se eae ea OTD 
Binary NOCACION: 4.605 065415446 ones O44 Sw aae be a Sea we Uae ee seek eee teee~ oD 
Boundary Alipnment ..cccccccsccrcccacncsvccncvcscccssccesesesces Lay S72, S714 

OL LOGW: 66 os 8ee Re ET a eWCON SE Oe EW Ss SS EEE RNAS OSS aS ee Dee eee OOD 
BP (BUS: PYOCGSSOY) ~ wisad-esew Gi ee sts oie ais ced oo News SAS Cae eedeneessd 195 8-2 
BYanchine® 9 60.645 Saws oii eka Ce ia Owe tows be Ne ehewt es eee SS eNeaaeesenen: 4583 
BrOakpoint MASK gc:0s/5:65 65 eeb oe S trace oe bei a eee Wee teow ee Neh NS cee Seed eee OD 
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BRESET (BIT RESET) Instruction ........cccccccccccccccccccccccccsescossses I-12 
BSET “(BIT (SET): IRSEYUCELOD: 6: 45.40.56 G6:85 CERES 4S ee RS See Gas aie seeaesae 1718 
BIES?, (BIT TEST) InStructiom: «4666s scnscsissae ese weed eesiewaeeedeocensewece. 2714 
Bus Adapter, see BA 

Bus Processor, see BP 

BXH (BRANCH ON INDEX HIGH) Instruction ......... OO ee ee re Te ae land 2) 
BXLE (BRANCH ON INDEX LOW OR EQUAL) Instruction .......... ee ee Eee 7-26 
BYtG ¢ (DEEINGG 5.5 i oic oe OWN i ce Sars oh Sw 0 Se OE WS C5 Se Os DOR RE Vea w ae ae: 24 


GC. (COMPARE) ‘INSEFUCEION: 65 ke 65058 05.0 6-66 o6S5 86S OE ee si ews whe Kees eee seen O20 
CD (COMPARE (FLOATING-POINT)) Instruction ....cccccccccccccccccccccccceces 1729 
CDI (CONVERT FLOATING-POINT TO INTEGER) Instruction .....ccccccccesccsccee I-43 
CDR (COMPARE REGISTER (FLOATING-POINT)) Instruction ......ccesscceececcese 729 


CE (COMPARE (FLOATING-POINT)) Instruction ...... ccc ccc cee ccc cect cree scsses 7-29 
CENtral Processor: 6 660656665 4A 644A 5s 4 Ss TS OSS Sie NOUNS Os Bs Oe wee Was 1-1, 2-1 
CER (COMPARE REGISTER (FLOATING-POINT) ) Instruction DEA Cehasan sia eeasieneacte eo 
CH (COMPARE HALFWORD) InStruction ...ccccccccccccncvrcccccsececcssscesces ~. 7732 


Change Bit in Local Page Frame Table ..... cece ccccvcccsscceees 2739 47°12, 67-5 
Channel Selection for Printer .iscccec nt e sce e cee e ees Cdaccsccececasenescs. LO“ 
CHAFACTED. SOE ici ib 06 Wwe 6500s Se Wea Oo OES eee ee Cawe eeeeeewees OnLy 9=2 
Characteristic of a Floating-Point Number .....c.cccccccccccceseccssscceces Su7LL 
CID (CONVERT INTEGER TO FLOATING-POINT) Instruction ........cccccccceccces 7-44 
CIO (CONTROL I/O) Instruction ..........ccccccccces Seeeevaedeedewess: 1740,-8213 
CL (COMPARE LOGICAL) Instruction .....ccccncsccccevccces ee re ee eee fa 
CLC (COMPARE LOGICAL CHARACTERS) Instruction ......ccccccccccccccccscces .. 7-33 
CLCL (COMPARE LOGICAL LONG) Instruction .eoccccccccccscccccccesesescscsseses 1-36 
CLI (COMPARE LOGICAL IMMEDIATE) Instruction ......... ee ee ee ee a et 7-33 
CLM (COMPARE LOGICAL CHARACTERS UNDER MASK) Instruction .......ccecceccces 7735 
Clock Comparator: Value) occ.6 6008S sew dae ees aetew ser sewesesed 27°24 273,574, 672 
CLOCK: TNCSRPUDE TON: oo soek WaGwraiw ate ok a8 Hn Ow 66h 5 OS Se-OR eS OR Sa ORS 


Clock Interruption Mask in PCW e@eeeoeeen#ees#s @eeevuve@ese7eee@e282e83 0282e82828288028¢02880282088686 @eese 4-3 3 5-4 
Clock Value, see Clock Comparator Value 
Clock Word @eeeeeesp@e¢e8e0 eeeoeeea*anteoeeseeeeeeoeeneesse eenoveee7nrteeeseeneteeeeeseeeeewenwveeseseeseenerenseeeeeve -@ee8s@ 2-2 


CLPC (COMPARE LOGICAL WITH PAD) fastucioa @esn@oeoceueese@asnseea@es tose wawesceevoeeveoeee tes 7- 38 
CLR (COMPARE LOGI CAL REGI STER) Ins t ruc t ion eeeoevoeveeseeseseneseoeneneeveeseeneeeeveee ee Y aed 3 3 
Command Modifier Bits of IOCW @eeeeenaesesaeeveeseeepeeeseeeseseeveeeseeweeeaeseseeeeseeee 8-5 


FOP <OULBR, Ses 20 die 590% Seatbig we doo we os he e Gish be GES CANAD S ee HEE Os ice Lo 
for printer ...... pace aere oi err ee eee ee ee eee a eee wee ee, LOS2 
for tape ....... Tee CLT eee Te er ee dia ele Oe wre vee ee eres (ie L223 
COMP (COMPRESS STRING) Tastruction ca waeew ats pwie eee Miahe etedeeww ad eta Wee Sele ewe . 7-39 
Comparator, see Clock 
Compressed: RECOPG) oie ca5 ib eeia a Woon Wes 6.0 ws FS Bk Sw BS Www Nie SRS OHS HATERS SASS 10-2 


Condition Codes @eeseenoeesteeeveeeseseeseeaesepenseeseeseeaeeeeeeteeeteoaeeoeeeeeoeeteeee 3-5 5 3-7 > 3-10 > 4-4 
Control Bytes, see Print Control Bytes 
Control Mode @e®eeeeoeseeseeeneeoee#eedse#eeoeeveecenstsesvseseeeeenereeeeneeeteeseeeneeeee te ee 4-2 5 6-1 to 6-5 


Control: Registers: iscs.c 606 ee ee awa a eae Owe eee e ew wee ee Saas cae oa ee eaves wee rete ® 2-1 
CP (Central ProcesSSor) ...cccccccccccccccsecs pac Gracavea ends ete eaters eooee Im1, 2-1 
CP (COMPARE DECIMAL) Instruction ..........06- pbveasens pennies urs aetes wees 7731 
CR (COMPARE REGISTER) Instruction ......ceeee. se pcan alas aie 6 URNS wal Se Sieve aerate 7-28 


CRC, see Cyclic Redundancy Check 
CRT (Cathode Ray Tube) , see Workstation 
Cursor, Defined 2.2... 2... c cece er ree rere a saa ws pivreweiaws D1 S=5 
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Cursor Positioning Keys for Workstation ...... KLER WRG EAGS OO Sell wae wi aewiee ees oO 
CVB (CONVERT TO BINARY) Instruction ......cccc cece ccc ccccscccccrcscesesees I-41 
CVD (CONVERT TO DECIMAL) Instruction ........ccccecscccecscccscscccscccece 7-42 
CVP (CONVERT DECIMAL (FLOATING-POINT) TO PACKED DECIMAL) Instruction ... 7-40.1 
CVQ (CONVERT PACKED DECIMAL TO DECIMAL (FLOATING-POINT)) Instruction ... 7-40.2 
Cyclic Redundancy Checks for Disk .........00.8 eee eee Pe ee ee a ee ceaee: ato 


for tape @eeeseeoeeeweeseeoeaoeoeweeeee*soevneasevoeveenvneeceeeseeevsseeveeaeseeveeeseoeveeveeneveovoaeseoees ee 12-9 


Cylinder @eeoseseoeseeeoeeeeea @eeeeeoeee#eses eeeneeeaes e@eeeoeeeoeeneeeeseee#e: @seeeeeaesoeoevneesevoeon ee @ ees 11-1 


D: (DIVIDE) “INS ELUC CLON: 655645 eek A bade dd due euses Sains eae eess eens ae eese as: 7-48 
DA: Device Adapter): 1602 ieee kewsrweed ene buee sd whos banseeeascassecesee 242)y> 8-2 
DAM (Memory or Device Damage) Bit in IOSW ....cssecccncecsccsesese 810.1, 8-12 
DAR (Data Area Early Release) Bit im IOSW 2... . ccc ccc ec ccc ccc w cere swe eeee 8-10 
DAST (Wevice Adapter Status Table) ....c cc cece ccccccccvccccccscccccscsceses O74 
Data Area for Workstation I/O w.cccccccccccccccensssccccccscccsescessseseses IAWLOD 
Data Count-Field :Of “LOCW ike eee sedans 64 6 ba abs 6o6 COND OS ee eee eds 6-495 6-14 
FOV (GISK. 6s e066 8956464 4S 6 bis Sei teealEd Seas hCs seeeeeleeeeee eee tes enea- bats 
fOr PYinter 666504 oes eck etewueee otc pee aeerae = ee te eae Ck R eae es. LOMZ 
LOR LEDC o:0:.ss. 6S aE een eS s es OW SS oe Wee oe WON UO ENS Oe OO WE OSE EWS CER DING e Le 
for WOYKStAtION: 6.6 <s 6 bis be see cee esas be ees ee ee ere ere er er ie eee ae! oo 
Data Entry Keys for Workstation ...cccccccccccsercsscccccsccccccccesesessse INT 
Data BXCODCION: «i058 ocd bdo we 6 RE SSS ONAL KG NSTC RASS Wasa eaeenes deeesee es O77 
Data Formats, see Fixed-Point, Floating-Point, Decimal, Logical 
Data: Link: ProcGSsSOk: £005 940s 5 bebe oS SO W5 S45 eke Oe See e weet eeenee sa OTL 
Data Strobe. Adyus tmen © ios sisce oes wicin de Saree Seis Kh wees ee ee buses coca tomes, LET 
DC (ata Compare Error) Bit in Disk IOSW ......cccccccccccccccccesecessese 11-8 
DU: (Data Count) 4.0-csetevenee Ser Giteuenioneeeeeweas scare skate Gerkeeeasedes eee, Oo) 
DCT (evice Configuration Table) ...c.c cc cece cee ccc cc cee ence nce eeesens 8-2, 8-13 
DD (DIVIDE (FLOATING-POINT)) Instruction .....ccceccccscccccscsseceseseses 1749 
DDR (DIVIDE REGISTER (FLOATING-POINT)) Instruction .......cccccecccccccces S749 
DE (DIVIDE (FLOATING-POINT)) Instruction ..... Jara uecnciy Ss earamuvsleae hea weeee 7749 
DEbUGR ING sais cisrne's oa ho Mais WAN SOS s Oe aie De OG Gd Ke dees eae ewes aE SEENS DOG On4 
DEC imal “DACE 6 sia 6s oo bs Sa ee ew WS AON CS Oe oe ewe Wa ees er ee ee ee rae a 
Decimal Divide: EXCODELON. 40-46: o:0 ies. bbs 9 00.2.5. 0 eRe eg CNR GROW we SS Ee CREE ee er OOO 
Decimal Floating-Point: Numbers: 6.46 6 6.c6eewee 6d cesses seceassecovacesesse S71L2.1 
Decimal Overflow EXCeption «5 é.4:1:6 306-46 645-46 6 60 AUER OOS Oe ee ieee eieaveeewes (DTT 
Decimal OVerElLOwW MASK: 1:6 60:6 4s bee de ses 66s oe 466605 Se WOES eh ees CRON SSS 44 
DEL (Delete Key) ..... i Sewanee. 6 fib S ea ack e GIS wee Oe ES ivce beeen tesa. OAS 
Density for Tape, see Recording Density 
DEQ: (DEQUEUE): INStructiOn: «<4 6 saws ce scoed sd seesaw eee ek ees $40 b4666e sss es- 1746 
DER (DIVIDE REGISTER (FLOATING-POINT)) Instruction .........cccceeeceecees 7-49 
DESK (DESTACK). INnStrUCtiOn <60/060cksc8sce%s ones wees ee es Seatetaieetetoocsar toes 
DEViCeG: AGAVESS: sse.e Huei se Bese Nee eee bee be ase Sees oa8 io aceasta dice oe wae eeatee: OTe 
DeVice Control Table ancioidss est inwe e006 6505008 Caw eee eh eee eee eRe eNeeee es. OT14 
Device-Dependent Status Bytes of IOCW ...... LCV aCe wees ea eweKee OTA yO 0 
FOV-OLSK ose Wie soe 6b BS ASE ORES So SAS ORO Se Meee RES é Sie Awe et ee 
fOP PLrINCer ws 6 eG ws we Owe are 8594 ek hd es Tree re a MGiecs fastens wees eae LOT 
LOY Cape ssi ss sewew cw ican see ee ree er ee ee Teerr ere rrr eee eT ee Te ee ae 
for workstation ....... ee nee are ee re ree ee eT ere re ee ee 9-9, 9-21 
Of: TOSW: gwvews Wee eed Meee ee ewe ee be eRe kere RS aeoei@ eet oats wat ee ates wise 8-10.1 
Device Malfunction Bit in IOSW ..... Se Ais Soon bane back aas 6 ee bee ee eeae OT LOsds SU l2 
DEVICE PLOCESSOL 6os0es6.6dG Ss woh 10 6446S S CEOS RE De eee e ea eese 0 LOsly,. GUL4 
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Diagnostics, see Memory Diagnostic Commands 

DiTeCt. AGAVESSING: 6 e668 55-585 DSK wha ACS. OSS ORG Se eae eee Se ATT 
Disk ‘ChacactEri Sti CS si a 66 ws. sib oo wiv Soe w WR Hee a een eo eee a Se wea eeawe DLO 40: 11-11 
DESKSC US rec. ink EG Sra oS Ew wre or ree Sw We Beek ai eS SS SWE Oa ewe: ROAD 
DiSplLACCMONE 5 6.6-6c7is S46 oe sie Se wk WD. Oise SNS CNA Hare Oe oS ws Se Ree ee ere wee ees AO 
DM, see Device Malfunction bit 

DoupLeWOrd; - DEFined. 2.66 sides SS ese Wiie ess wise oOo RE SEU Se SENSE OS RRe aS Eee 2D 
DP, see Device Processor 

DP “(DIVIDE DECIMAL): Instructions scee sso sc kw ee eK Woeetebi ews ewee cess sade. TTOL 
DQ (DIVIDE DECIMAL (FLOATING-POINT)) Instruction .....c.cceecccceseccese M7 O21 
DOR (DIVIDE DECIMAL REGISTER (FLOATING-POINT)) Instruction ............. 7752.1 
DR (DIVIDE REGISTER) Instruction 2... ccc ccc cece cence ccc cccccccsesesesessce 1748 
DSEM (DECREMENT AND INSPECT SEMAPHORE) Instruction ...c.ccccescscecescecee 1745 


Dumps esetm@eoees0e#eee*#eseseeeeeneepesvseseweeseeseseeoeeeeesensneteenwmeeeeoeeereseeeeeoeeeoeeeaoaeene#eee 6-1, 6-5 


EC, see Error Completion Bit 
ECC’Code: “fOr DLSE.. ouv5.05 ets See wwe OOS 0 Oe EN 0K CaS Seana e ewe es, 276 
BD: ABDET): INSELUCETON:  eicsto8 Saleh Se aw nose 6 ea Cee oe be Saree CEES: TOS 
EDMK (EDIT AND MARK) InsStruction ...c ccc ccc sc cc cece en cccevceseccsesesceses 27-60 
Bnd-Of—Tape Marker 6 ec6i 6 6 66 baw a eae Oi we Oe SS Viewed COATES ESTES eee Lee 
Dit. 20. Cape. TOSW koa ws Sets bo oS wai a he Whee Wak we eee an au Le? y. L2=9 
ENO: CENQUEUE):  INStrUuCEI ON: :o5.é6wehae ewes ecw eee eee we Ohare ses da esa eas eesen- 27OL 
ENSK: CENSTACK): IMS CYUCCION © sso sow icin espn Sake Sw as SES Aw Eee ReS ewe tN eee TOO! 
ENTER ROY is wncw ore ae. 0 we io wi 6 haw cae wih oe wk OO wis wi Ble W Slee WS SW as RO Ra We sareeeed a BEI 
EOT, see End of Tape 
ERASE KC Gs s.c-6bei 6 ices oie 60 00 CSS OR ES 64 CEN ONE Oo dO aHNET AS Tees Oke Seine oO 
Error ‘Completion (EC) Bit in LOSW secs cvencvee ee ceevsesseveeeiesee O7 10.2, 8711 
POP Oi1S boss oh ee hee Cece EWS eee ee ira WES OSS DE ee See a ea eee eea ete, 126 
£OP (PEINUEM: .6 55-5. ws wow ale ears e eee os OS RE EE RE BOSS CoG aS Ree ea eee ew ease ens LOK6 
LOR EADS ie Se Wa Wale hb ow See VAS aes Wl ee eee Oe Hew beds ede caine eeeeac hers 
LOY: WOE KSCALTON: Sore i510 sod Swe 4S ewe OS o Oh Sele. ee eRe DAG OWEN OSes TES OTL 
Error Count “for Tape’ i 6:46.80 sie, sk ses Soe es RONwS 666. SEN ES ehh Oe Sees wee eese & L279 
Error Retry, see Retry 
Error Status’ Byte.-6£ -IOSW «c44.es:seeesevude cb veaeiaw eee eees eG eeeeoe sees, OT10y 6-12 
EOP CLS 5 soo i ho eee eae a 8S es wid opera et wide ON ee Ais oie Se bk a ee Rae wee Ge> LPO 
FOX DEINE -& see whew WC Soe Ww Oe w 6s WS Bah Ww EW OS bE So 8S ee LOT O 
EOL RADE: 6b 06K WEES WERE ASHE GOVE SRE CEG PKU SRES EE RRO SRSAS ewe ee eee L2=8 
£OP WOFKSEALLON: 06 Scie Sasi bs Give os b's Bue Wore Salereaie a SEO Seas aieiee ea Spa OLS 
EX CEXECUIE)  -INStYruCELOU: fs o-56 62 Ads bce S ie kOe OSes ws Veh ee eee nees wees S—6D 
Exceptions 
ACCESS faeces she sole alain ee Si ee WOE Wb ale a eae HS bh eS OES eae eele ee bie oD 
SGGreSS: CransSlatiOn: 6566s s064 sis es lees ws Saws 644 20565 S eS eee sews SLI 
QOUTOSSING ceca ee hewn ieee sates eee SAS ESSN aw eevee anh eawe 2D Orly. DOLL 
data eeeeveveVeneaveseaeevnseeeaesneea tCeeoeveeeeeaneeevoseevseeseeavneaseeovneveeeveeveeeeaevneeveseseeneaee 0 5-7 
GECPMAE GTI GS: sod oss iG ae 6 Sw ae ONO ESE OS Oi CWE a OE ee ewe ee OTS 
decimal overflow ......... SEWERS HES ORE REEL Awe Me Nee OO goat Gaver ata ane MC DS 
CXGCU EC 6% e206 68 WG eis ob eer tee ee EE ORO esas Su ee ee ne ea Weer Seleta mace 20> 6 


fetch @eeeoeteeoveeeeeeeeenvneetoereeeoeeveeeoeeeeeeeeeeeenwvraeeeeeeoeseseeveeeeeeeeeveeeeeese en eane @ 5-5 


fixed-point divide @eseeeoeovoenveaesesvesevoeeVneseeveveeseveeetmPeseeeseeeovseeeesvweoeeseeeeeeeeoeeeeeeeeoe @ 5-7 
fixed-point overflow eeeseoesveseveeoeesee4aeteoeoeseveeveeseesvseeveeeeeeereeeeeoeeseevoeseeeveeeveeoneeveeesv es @ 5-7 
FIGACINE-POINt ik ole 4 ois a we Oe BO Eio bce SOE DM OE Cw Ose ee Shales Cw ewe OCLS 


operation @eesveeenweveaeseeevevaeeeeeseseveeaenseeeveeeaeveeeeeeevoeneeeeeoewaevmeeeneveeaeevaeeeeoseseneeaeaee es 5-6 
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PASS Bal ios ase Shes wie owe Wiese he Oak w'S 02a Wisin SONG W Wee Rw eS Sw aie we 4 eee OO LE 
page Cable address fault: v6.2i6 66s CSOs a ow RS Se OS OSes 4s eS eae tase, DTLZ 
PARC EPROSLAtion: 66.654 6a ee heeds e bbe Ue Wa aie URS e ON ee SOS Ce bad eens DOLL 
PFiVibeced OPerallon: 66 4055.56 6s 8 e6 5 Hehe ONS hte RRS Awe ew Rasa es OTO 
DEOLECELON, 6506 6 is:5 sks aide 06 Giere Sia is h eS eee Se ea ee wale ewe ewe a eee ee eae ea ino 
DCR. POCULS TON geen 08 G8 WHEDON Oe Had eo RLS ase Ore a ete alee ocala Ce era oe Rraaes OL y D=1Le 
SGRMERE “Lawl hs ods iA oe sie ecw asesd bb were ered Se ed eens WSS wee NAS Vee ene Ss COTE 
SPOMIPI CANCE wc 5.855 w asin aera Win SS Cae Re eRe OOO WES ee OEE OA See eee eee: D713 
SPACLELCATION® 6 os iG oro eis 5s GS Wa Se we OEE Ee bs ease kawedeeeses Oo Leek, OFT 
SCACK OVGELLOW: 606. 6 6 ib ck es Siew OCS EK Mies a SRS ss RRS SO Oe ee ke eae eee e ee: cle 
SUDGLVLEOY (Call. “Pane: 6 63.86. 6.s diweee. be SSeS Ce NG ON OE RSS ON Oe SOREN se See es dee 578 
EXPONGHC. sce: 9:56: sie'srao c-0:0-0 w WG we 6 6.0 6 WO 65 were wie 0 0S 6 hae 6 Bee Eee OTLU ss SHES 
Exponent Underflow Mask ......ccccccccccsccccecs bela ae ware ee Ce eee ee ee ee 4-4 
Extermal: Decimal: FORMA ico eiece 65s ee bre Gh 4 SWS oa 8d BS OS Ore Caw ewe nee ce SHO 


FAC, see Field Attribute Characters 
FOtCh. EXCGDELONS sso S550. 6 ob ks CSG SO OES Oo OOS 2 6 8 OAR OOS OUNE SO C6S SERRE SE STE 
Field ACtribute Characters soos s0e se esees 060 bas sacs setie sieges cvadesus 9°34 9°46 
FIFO, see First-In First—Out List 
File Protected Bit in. Tape ZOSW oc ssccs veces sie ete seeded a sawes obese eseraees 1259 
First=¥n First Out. List. 35765 oie 064s ood SWE wee ood ARES eee eee ewe Rea OP LO 
PLXEd=POINC” DACA + oss 650d sede oko eae eee eB wd Saw Dba eee MESSE a Te emote a o> 
Fixed-Point. Divide Exception 6.46% s4c0cad sess sales Saneesaseasieebeceasse secs OTT 
FixGd=PoOint. INStCructions «400 Gow towed Saw eek et awed el See iene aes shea OT) 
Fixed-Point ‘NUMDGRS: 0s sso esate wise SRRRA RSs ae oe owe 6 ORS Sao 6s 665 a ese tees B55 
Fixed-Point. Overflow Exceptioneiesé vice deeb oa be aeesee de sesee secon senesced or7 
PlGating=PoOInt -AVLENMCliC: i.s.6 seat kc Se eh eee sales Se die ee eae Seewe ee eewee cea OULO 
Floatinge-Pormmnt: Data. s i< sac + daw wails Wale ble oo ania sas SOOO WS OWE HES SET SES Besa OULU 
Floating-Point Divide Exception ....ccccccccccc ccc cc ccnscccccessesee S713, 5713 
Floating-Point Instructions ..... ccc ccc cece cece cece cc ccccccecssccssesee 3710 
SNOEE. 6 ieee oe baie See Soe S ed Ew SOR Cale a GeO WEL CER Oa Oe Mwai 65 KOK SSs OSS en OT EE 
Floating-Point Overflow Exception 2.2... ccc cece ccc c ccc c cence cc cssccssceses S712 
Floating-Point. R@GiSters 2:66 04.6 o0ise 8s cbse Weta bdeeave sdicvevee. 27-1, 3-11, 6-46 
Floating-Point Significance Exception ....ccccccccscccccncccesesssccsseses I7LS 
Floating-Point Underflow Exception ......c cece ccc cc ccc ccccccccesesecsscces IT7L3 
FORMAT ‘Command f6r Disk: 0¥.6..06e0 hes cedd56 065s ee600 e060 Cee eeeensese LIARS, 11-6 
FP, see File Protected Bit 
Fraction of a Floating-Point Number ........c cc ccs cc cccnccccccsccccscecse STALL 


General Repisters is oobi ois 64-5 665 44.065 BAS SWS wOS CRUSE US CSW S ee eee 271 O74 
General Status Byte Of IOSW 6c cswew cies c0ses 0 6400 8.0 Kew eS cee eewas ee awsiees O-1O 
COR VOLS <0 avieo ei & ila Sa Wil 6 5b dw Sao BS WS ORES Aol SENOS KE We CeeeES eee sew 21-6 
EOC PEIN 6 266ib ic Soak RS NEW ES a ODES DSS OER aws eae sens esee 10-6 
1°} so a2) - are ere eae eer Se ee re eee en ee ee eee ee re ee © af 
EOL  WOLKSCALLON 9 bse baa w0 026-018 Sie hee WAG ew 4G SS CEA CNSA EONS OR RSS. ORL 
GLADDNICS 6i56:65 4b W ene CON eE S68 WEN WS ENEWS KES OAC OA BONES EMRE ENS Se OT LS 
GiSplayable: -BEaADDICS 65 aides so wiale a 6 Re So Si oa a ONG SS eee eae ekee ew 92 
CUALO! DEGLC: wisi ds Caw OKS ce RCS Cea OCe DEAE b sd waGw CW ERR EASES eed OOLE 


Hal tword,. D@EIMEG: sso eisai h wre Wa Ww a hh ww oO Ase ke KR ee, 24 


Hard Error, see Error 
HDR (HALVE (FLOATING-POINT)) Instruction ...... ccc ccc crc cece ccc cscccccese 1769 
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Head POUNCE 6:55 Gs oasis be Sk ows Se Re Wee ae ea eS Cae eee eee tro Lyon 
HELP KOY (65s i5s' o04 Gis se AON AS os OO EE ORE OS Se RN ERO Oe TEE eI" 
HER (HALVE (FLOATING-POINT)) Instruction 2... ccc cece esc ccccccesescccscsses 1-69 
Highn-Order , DELI NGG: 65.6 Siw SSeS Ok OS CE WR Ce SS SF SPREE SACRA Me OTL 
HIO (HALT I/O) Instruction 2... ... ccc ccc cece ccc ccc cc ccccccccces 1768, 8-8, 10-7 


HOME Key eseeosnstsaeeveeoeeoeeeeveeaeeeneeoeeeeoeaeeeanweeeoenvnwvmanveseeoeaeeeaeewaev eee evoeeeaeenoeeeseeeee 86 @ 9-7 


IAL, see Indirect Address List 

IB, see Interblock Gap 

IC -CINSERT CHARACTER) INStruction s.6esccceéee Set edeccaeseeeeensedsadeses 1-72 

IC, see Invalid Command Bit 

ICM (INSERT CHARACTERS UNDER MASK) Instruction ......ccccccccccccccceseees IVS 

IDA, see Invalid Disk Address and Indirect Data Addressing 

IDC, see Invalid Data Count Bit 

IID, see Invalid Sector ID Bit 

IL, see Incorrect Length Bit 

EMMGILATCS: (Ope rand \s 6:5 vase 4 e546 6 Wee 6 Oe HAO 5 OT NERC OS EN OW a ERED E SSSR OR, OTe 

incorrect Lensth Bit ‘in 1OSW i cé4 dese ie eiaseivescewaeeeekeeagvex B710e1,. 8-13 

INdGX REOGISCEE: oy ucines ceed fe ahesot ee ae eld sw ae eee ewe wee ees bee esata GOD 

INGLrect: AGGress. List: <6-0:i:is'se wise Wa ie ewe i oda ne se 651904 eee be saeeea, O° Oy LIS6 

INGLPECt Data AGGLCSS INR as cise 5 aN Rho Aes V4 SEO WORE SS Ce oN was ee eee OT6 
POU MOUS 4:5 56 6.5b.6 oe ON ARRAN AE OSA RON SOAR OE A eee ee CON ees ebewe 1H 4 

Indirect Data Addressing Flag in IOCW for Tape .......cccvenccccesecsveses L273 

INICLALIZACTON ois ois 65.0 Sooo aS a eas Cs eee WNW Worden be beset age Meanee ass e- O73 

Input/Output Command Address (IOCA) .ccccscccccccccccccccceseccssssessseses O73 
GEE TICE 93.55 255 525.20 hie aa Rie Sree ee, Chew RRS Oe we EE BE ON SER SERRE ESS OT aSe 
GGfAU1t. TOCK SiG od 2S sre eee eae ee Ne ee Eee olde ele a NSede Sse Reuss weet OFS 

Input/Output Command Table CIOCT) 2... cece cc ccc ccc cc ccc cc ccc cecetecessess Op4e1 

Input/Output Command Word (IOCW) ..........-. 8-1, 8-4.5, 9-9, 10-2, 11-3, 12-3 
EOF MLCTOCOUG: 4 24400 ees oS ow weds alow ee Se ROO a Oee ee ewe bea Sau OW 14 

tnput/Output- INCEreupblOns: ss odie oi sided sos Wisk VOR ws ease Saal Oe heres kaw ee O7O 5: CFO 

Input/Output Processor, see IOP 

Input/Output Status Word 2... ccc ccc ccc ccc ccc ccc ce scccccseces O72, 6-3, 8-1, 8-9 
EOL CESK ou bee wee oO a ee in ce be ee Te ee ee ee re eee ieee Liew 
EOF MLCTOCOdG, LOAGING Soka 4 sis 6295S ESO R SW OPENS E OE SE6 OOOO Re ease ce BALG 
POR DEINE ie 0 Wk ois bes se Ske re AA OSE RES FON RO REESE 5 ROMO wer LOm> 
FOU Cape eso doe Aww OG ORE een Se Ree Me wee De RlbS Se wie Be Be bee eae eee ees 12-7 
LOY WOPRSCACION 4g 8600 55.4.4:0es 8 a hee NGC NESSES SACRA CEN YESS aoe ices ace 9-19 

INS, see Insert Key 

ENSGVE KOY a0 e645) e-0s, wi SW WG NW ws 6.0.6 4 Wee ones WN RDO S CO SERNG OC ORR AOS DSO 

INSUPUCTLON “FOrmats:: 4 ses ieced Sie haee.ee ees Gey Re Se aS ib eve knw Ua ar enaimeaereee Pe eee ial 8 
£OF 'DFANCH ING sc 6 556s odie ud bse Sse CORES lel Oe ORG OlEe os Waa te eee LS 

Inter DEOcK Gap. <i: ssa6 a6 siese0 se i5G ee eww bebe Ode aes eee ubles oad cad se een si saee: 12-3 

Interruption: COdeSs 0666s 5 aba Goel ea eres Bit dW nee GA ee SSeS Sow eeee ee 42 
OL POW 6e8s-5 SCE Aes ere Nee C46 660 OO 8S VRE E SON Se ENS b Se ONDA See ew ee Bet 
see also program interruption codes 

ENCOETUDETON: 'CONGLELON® 55.5 350:6.6 Wea S es ahs A a OPN CON Oe OS ORS Ew ewe, OO 

Interruption. Mask: bo ae esa dca ob-o4 ak WO ANE be dk we Ow Oh owe 6 be Saw ese ee DEO 

INECTEUDE LONG Oreicias soo Ww Said cre wie a ais 6 0M We SSC UA wie ele ea OW ere eo WES Ewe Se OTL EO SEES 

Interruptions 


clock @eeeseseeeeseseeseaeeneeeeenvevneeevoneoeoeseeeweweentoveveseweeseaeseeeseeestsoeoeaneaaeveeoaneveeeee eee 5-4 


input/output eseesoocoeseewestse#nve#eseeeveenveaenreeeoeeeoeneeoeneeoeensveseseeseeeeeseesvseestesseeeteeseeseeseeoeeeese 5-3 
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TOP BUSY 24 ves Seve a's Riad ive oe RCe PACA UR WEES ODER w ae eee eae Bee y (One ee 
see also SIO and HIO instructions 
SOP NOW (RGady 6s 0:0. ss6.8 vNiew ae 60s CER R CWE Na oe MONG S Se eas Rees shes CUE 25 -O-8 
Machine. Cheek: 224208 pss wo eee sR aie Mere ba SeSs we eawenss ee ree ae 5-13 
MARKS (LAWL 4% ok os. oe hua as 2 lee eo een ene bak aw aes Oo dele eeea een eeee. G7LO, O7LE 
DELOELEY OF. a52cesioe hS5 6 EWE OREN CERES ERARS EERE AU Ew REN EA Sw ehe ea DTD 
SUPEFVUESOS “Cald: 4656640 04s Seen ERS SOE OS “ rere ee a awe eee neta OLS 
INT REQ (Intervention Required Bit of IOSW) bt ag eet cartel he ae 4, 8-10 
INV DEV (Nonexistent Device Message) ...cecscccccccccccccccccccccccsscsssss OF3 
Invaiid, Command Bit. in 1OSW a sisnewes 0 8 cee e804 Se SGele nw See eeneveaes Sassen ee OTL? 
Invalid. Data Count Bit. in Disk IOSW 20 sosiissit.cc ee on weve sede eaee ews (iiawee Lie? 
Invalid Disk Address Bit in Disk IOSW ......ccccccccccccccccccccscccesesee LIM7 
invalid. Sector ID Bit in Disk LOSW 66.6 deed wwe ws waiad Cis we ia weeee ee eeeacse LIS 
Invalid Sector Preamble Bit in Disk IOSW ......... reer errr Cr cr CET eee 11-8 
I/O DEViceSs: 6666 sc veneers waces eer ee ee eT ee ee Te ee Pere ee eee 8-1 
I/O Interruption Mask Cin PCW) ..ccccccccccccccccccccccscccsccccssscscssees 473 
I/O Interruptions, see Input/Output Interruptions 
L/O-Operation,: DEEINGGs swe bias ie 5a aes os 64 GOSS OETA 0 BONO SS Awe TER Nees: COL 
IOCA, see Input/Output Command Address 
IOCT, see Input/Output Command Table 
IOCW, see Input/Output Command Word 
TORS: wikis vGces psc w otisw Sse 6050s ee warn ens BO aia Ke ee WOW EGS Wee une vena eas 1-1, 2-4 
JOP Busy “INCErruptiOn «65. odie a '60.0se ews 0 pe So aw wee Few Wo O40 S555 eo aes OP 4e2 
see also SIO and HIO instructions 


IOP Now Ready (PC Bit in Iosw) see@eeoeoeeoeseenavaeseseenre ez Beoesoeeepeeoeeseseeeseeseeoeeseeeee##eee#e#e#se#rnresd@ 8-4 e 2 
IOP Now Ready Interruption eeesoeie@eesese7eeoesseeeoeeenpeeeeseeeneeoeseesenaosesewaeemeeseeeweseeeoese @ 8-4 eo 2 
IOPST CIOP Status Table) ........cccccccccee sp epidearel ave Ee eee Sn Re eee ae . 8-4 


IOSW, see Input/Output Status Word 

IRQ, see INT REQ 

ISEM (INCREMENT AND INSPECT SEMAPHORE) Instruction .....cscccccccccecesees I7V1 
ISP, see Invalid Sector Preamble and Short Sector 


JSCI (JUMP TO SUBROUTINE ON CONDITION INDIRECT) Instruction .........e..0-. 7774 


Keyboard @seeesce@eeteaoeoeecesevpeeeaweeoevpeeveeaeseeweeeveeaeavae eae eeeeaeseseeneeavneaeseewaeeeoeoeaetoaeaeteeeoe ees e 9-6 


Keys, Screen Manipulation .......c cc cccccccccccccccces ere ere ee ee osaee 675 
Lo (EOAD): OSE rUCtION. sec ose ou. so cs wae ein ws Casas he a one aha een oes woes 7776 
LA (LOAD ADDRESS) Instruction .......cccccccccceccacs re Ear cue harecn TELS 
LC. CUOAD CHARACTER) Instruction «0.66.0 < 6é-0s a0 5 oisleie ew vices 000.05 e% Sese ees esew's 7-81 
LCDR (LOAD COMPLEMENT (FLOATING-POINT)) Instruction .....cccccesccccccsees 1783 
LCER (LOAD COMPLEMENT (FLOATING-POINT)) Instruction ... cc ccecccccccecccace 7-83 


LCR (LOAD COMPLEMENT) ImStruction ......cccccenccecccccsccccccsscccssesees 1782 
LCTL: (LOAD: CONTROL)  INStructiOn 1s sss 66s 0 bee se 6b eso 650% 84086.0e sence TBE 
LD (LOAD (FLOATING-POINT)) Instruction ... ccc es ccc cc ccc scence ccccccseccses IIT 
LDER (LOAD SHORT TO LONG (FLOATING~POINT)) Instruction ...cceccceccccceees 1797 
LDR (LOAD REGISTER (FLOATING-POINT)) Instruction .....ccccccccccccccccccee IIT 
LE (LOAD (FLOATING-POINT)) Instruction 2.2... ccc cece c cece ccc cccccccscccees IIT 
LER (LOAD REGISTER (FLOATING-POINT)) Instruction .....cccccccccccccscsevees IIT 
LH (LOAD HALFWORD) Instruction .......... bee betas sda ee See eee re nau curs 7-85 
LIFO: (Last—tm. Firs6-Ouc): - sesos-is-s-5 bo wh s io eieie eet. ea wiedew ie dew caw e sees: SHLD 
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Linked List Instructions .....cccccccccccsees Walang sew k eacee oO Ree awe a eee a, SLO 
LM (LOAD MULTIPLE) Instruction ........ cece ccc cccccccces aewieceGe detawee we: PRG 
LNDR (LOAD NEGATIVE ‘FLOATING-POINT)) Instruction ......eccccscecesccveees 7-88 
LNER (LOAD NEGATIVE (FLOATING-POINT)) Instruction 2... ce cece enc ccncccsees 7-88 
LNR (LOAD NEGATIVE) Instruction ....... bo weds piiuty Gi sat Se eng ee eaoese ic oawew aes Peso ve Or 
LOAD: Command | 6.09360) 0.5 oe bso 6 oe AS COR CSC ae ee SORA eee NS ad beet ee eee OF25.-B"4.2 
Load. Point Marker On ‘Tape: iss 6 io.6.6 se se bio0 s6e eee es we nee bo 60 Ke eb sw eee ales 12-2 
LOCGL “MEMONY- sos sins cece 6 BSG N S655 Oe Se wee ae O06 Ses wae OS Owe dees een Sasa es OTL 
Local Page Frame Table .........eseee0. Cee eee ee ee ee ee Sled $5008 ak anes eos G=12 

ED: CONLTOL MOUS 5.554.656 sire Sao es WSs ORR SOS KEW OREN RS CENSUS Sones ee ase. OTS 
Local Pape Tables . ciss« ie Ssdeivea ee eas ae ee REO AM  RieGle ae > aa eee ae Sere 4-10 


LOCK. Key On WOrkStacion 64-565 6i5ses 84s 66 6 we 6056 64 e es oe os iete cence ees 98 
LOBLCAal: Data: ws 6:56k6 04.0 oes. c is ws Ou bee we 0a AS NO EW 04 Wee bebe ONS aN eee sweuses OFLS 
Logical Instructions .......22..00. Te err ee ee Te ee Te Re ee ee ee 3-13 
LOT “(EOAD (OR TRAP) “Instruction oni seeds 66s sed se we wada dee eeehwdave sea eews 7-89 
Low Order, Deatined is oie dbicen 06546 500.65~ 1S SOE SEN COG GOS ERS K DERE SES OTe 
LP (Load Point) Bit in Tape TOSW <cisvccccsesenasdetcrceesevceeceesesecces L275 
LPA (LOAD PHYSICAL ADDRESS) Instruction ....cccscceccccccccccccsessccsseee S793 


LPCW (LOAD PCW) Instruction 1.2... cece ccc cc ccc ccc ccee daiace Bereta ear tarnciees 7-92 
LPDR (LOAD POSITIVE (FLOATING-POINT)) Instruction ......c.ccc ee eeecceee wee 7795 
LPER (LOAD POSITIVE (FLOATING=POINT)) Instruction 2... ccc cece scccescccces 1795 
LPPT (LOAD PARTIAL PAGE TABLE) Instruction .....ccesccesccccccceccece Stuwe F791 
LPR (LOAD POSITIVE) ImsStruction ...cccccccccccc ccc cccsccccescscccsccessses S794 
LPTO, LPT1, LPT2 (LOAD PAGE TABLE) Instructions ........... Sly ie das dye alate aioe a 7-90 


LR. (LOAD REGISTER) Instruction .....cccccccccccccccncccaccnvccccccessseses M776 
LRC (Longitudinal Redundancy Check Bit for Tape) .....ssccccccsccscceresee L273 
LRER (LOAD ROUNDED (FLOATING-POINT)) Instruction ...cccccccccccccccescecee S796 
LSCTL (LOAD SEGMENT CONTROL REGISTER) Instruction .....ccccccccccsesesse 1796.1 


LSREG (LOAD SPECIAL REGISTER) Instruction ........... cui aus wines: pone ew aloes 7-98 
LT (LOAD AND TEST) Imstruction .........cceece li MicaleJariw erctacd-ecu th wiaiete Seesen as wee 7779 
LTDR (LOAD AND TEST REGISTER (FLOATING-POINT)) Instruction .......cce.ce0. . 7-80 
LTER (LOAD AND TEST REGISTER (FLOATING-POINT)) Instruction ............ ee F780 
LTR (LOAD AND TEST REGISTER) Instruction ........e- pewee sae ieee nee ae 7-79 


M (MULTIPLY) Instruction eeeeoeovpeoeaesevpestpeeveseevpeevewvneeeveeeeeeweseaeveveeeeeese#weoeeveee se @ 7-107 


Machine Check Interruption ......ccceccccenes Pere ee ee ee ee ee jee DHL 
Machine Check Interruption Mask (in PCW) ....cccccccvccccsccccccesess 47-3, 5-14 
Machine Check Reporting Area ....ccccccscrcccscvccces Sraiasbve: leas te aie ocare ee ane oe 5714 
MAE (Memory Address Error) Bit im IOSW ..... cc ccc cece cece ccc ceee sasivies: OULU. 
Magnitude, of a Floating-Point Number .........eeeeeee- dacs arya Rew ausiece SeacdOTi2 
Main Memory ....sceceseee ee (eve. G06 erbiae ea wa terorete oe es ee ee reer rT Te eee 2-4 
Mapping Area for Workstation I/0 ...ccc ence ccc ccc ccc cccc cence ccsens 9-10, 9-15 


Mask, tor Operands: side san c:o6e oi wee Seek oti wb.e Se Be Vow SONS 6 Se eee See ee Oe 

see also breakpoint mask, clock interruption mask, 

exponent underflow mask, interruption mask, machine check 

interruption mask, overflow mask, program mask field, and 

significance program mask bit; 

for interrupts, see program mask field 
Masking Of INMtGrrUupLiOns: 246 606s0sc.e5 asec aes 645wsG06e ee see sewuseess D795. 0714 
MD (MULTIPLY (FLOATING-POINT)) Instruction ...ccscccecsccccccccccecsesecs J-108 
MDR (MULTIPLY REGISTER (FLOATING-POINT)) Instruction ........ ree ere ae - 7-108 
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ME (MULTIPLY (FLOATING—POINT) ) Instruction eeseovoeaeeeweeoesveaewmeaeevesoveseeseeoevaeeoeseonve 7-108 


Memory Address Error .....ceceees ee ee ee ee eee Ter ere eee a ee 8-6 
Memory ‘CyClLes oie sce wees 6 0b So a Wales 6a e eR OSS ere ie Riese SESS eS 84a Rees 2-4 
Memory Diagnostic Commands 2... cc ccecccccccscccscrvsscceces Teer eT Te eee 8-12 


MER (MULTIPLY REGISTER (FLOATING-POINT)) Instruction .........cceeeeeseee 17108 
MH (MULTIPLY HALFWORD) Instruction ......2.ccececes eee ee Seas s eee, TRLLE 
Microcode Loading ........eceeee8 ibaa ee raiacaiare Sears Gere“ niss 6 eeiia leaning @ aaa Bree as 8-13 
Modification Trap Feature 0. 6s <c.c%s as-~ tcc esos ies bee bee V6Se bee Sees eden cce O78 
Modifier Bits, see Command Modifier Bits 

MOnETOr APG 5:46 Seppe cictea ee el Oe 6 Gs Re EE eas EE re Or ee ree ery ee ae at 
Most Sient fi Cant Bit. 10. sient cud ctivud Suda Veen ee ew ose es Cede eee ne SEL 
Most: Sienificant BYE: -6.66ccaee.w is cece e 04:00 506 0 ON GETS SNE AN OO ONS C06 vee eee. OE 
MP (MULTIPLY DECIMAL) Instruction «.ccccsaccaccescesawectuccusecsseseeses 7-110 
MPE (Memory Parity Error) Bit im IOSW ..... cc ccc ccc cececcessceese S-10.1, 8-12 
MQ (MULTIPLY DECIMAL (FLOATING-POINT)) Instruction .......cccee8 rere es 7-110.1 
MQR (MULTIPLY DECIMAL REGISTER (FLOATING-POINT)) Instruction ...........77110.1 
MR (MULTIPLY REGISTER) Instruction 2... .ccccccccvcccccccncccccsesecseseve S71IO7 
MSB, see Most Significant Byte 

MSb, see Most Significant Bit 

MTQ (MODIFY TIMER QUEUE) Instruction 2... ccc cece ccc ccc ences cceseesecesces J-1I8 
MVC (MOVE CHARACTER) Instruction ...cccccccccencscvcccccscccsencscsesencee 1-99 
MVCL (MOVE CHARACTERS LONG) Instruction ......ccccccccccccccces adie eisreavew 7-100 
MVI (MOVE IMMEDIATE) Instruction 2... cc cccccccwcccconcccesccccesesesesesese F799 
MVN (MOVE NUMERIC) Instruction ........cccccccceves ie it wid Monat diwaow ce Bra Giese sss 7-103 
MVO (MOVE WITH OFFSET) Instruction .......... pe raene e OS cca gala aes Lie gh cea . 77104 
MVPC (MOVE WITH PAD) Instruction 2... ccc ccc ccc cc ccc cece cece ase eccceeee ». 77-105 
MVZ: (MOVE “ZONES)’ INSEPUCELON, eid o.usisice Sb bow sae S406 se ee eee setad dasadcas. J7LO6 


N (AND) Instruction *#*eeovpeaeaeeaoseseeaeseveneevneaeseeevaoeazseaeeeeeve eae vpneev es eoewaseseeevewesepeeoee0d eeeeeosn 7-10 
NC (AND CHARACTER) Instruction @eeoeaeese#es#e @eeoe2eees @eeeseeoeeaee#*ee#es 7 @eeeesceee#ne eoeeoeenseeoeeteesee ee 7-10 
NC (Normal Completion) Bit in IOSW .......... re ee ee seseeess 8-10, 8-11 


for disk IOSW esaeseeonvoeeneeteoeeseseonsesee eee eeeae eevee enseeeseeeeeseeeeeseaeeeaeoepeveeeen @ @#eeoeeoes 11-5 
NI (AND IMMEDIATE) Instruction @eeeosesveeeeveeaenvnenevneeeevveeesseeveeseeeeanpesee eee eeae ¢ 7-10 
Normalization eeeeeneoevseseeeewoesoaoveeceseaeaeeaseeoeevaeeeeoeeeeaseeaaesveeseeev eevee eeaee seve eeee0e0e 3-12 


Not Ready During Operation Bit in IOSW for Disk .......ccccccsccccccccseee LIT 
NR (AND REGISTER) Instruction @eeeoeaeoeeeoeeeeeaevpeseveaeeeoevseeevne e@eaeoenvmeeaseseeevneseeneane ees 7-10 
NRO, see Not Ready During Operation 


O, See Overrun Bit in IOSW 

OG (OR) INSEFUCTION. s5.04464iide ee oS seas eee one au iseseweniidn site Weeds ates woe 77112 
OC: (OR: CHARACTER). TnStructi On) 46:6 6)cs:5.5 sies oo hcdiw oiee dew sis Wee ena eee wee eae 7-112 
OFF (Tape Offline) Bit in IOSW ........... Spiele GW. lai ae wee hs Oates (tienes L277 
Offset, see Displacement 

OI (OR IMMEDIATE) Instruction ...ccccnccccccscoceccccccccssccsccsccsccses P7112 
Op Code, see Operation Code 


Operands eeesnveseeseevneveeeveeweeuaeeeeewneveeveeeaweeeeeweeeceeaeeweaeseoseseee eevee seeeseeaeeeees ees eee 3-2 


Operating System Assist ImstructionS 2... cece cer cc crc ccccccccccecccece . 7-177 
Operation Code ...... Ree re ee eee ee re ee Sate ade a eaas re ree 3-1 
Operation: EXCepti ons: ie icct css ees ben S OS Meh Siew eee eee ceeee TOC e Tee eee ee 5-6 


OR (OR REGISTER) Instruction ..... Te Tee Te ee eee ee eer ee eae 7-112 
OR, see Order Check 
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Ordér ‘Check for Workstation . cc ood 6024s tek 0a wie oe Weeae as Ves Oe ei wees we 9917, 9-20 
Order Area for Workstation I/O ....... a iach eeHe Seale eis wae aoe ee eee. 9-11, 9-20 
OVECELOW. si: 'e6 a. sis ose Wire ow als oie gi SAO al kw kee. 6 as SRS S SL GSR Ow ST OSG Nae eee Or ke 
Overtlow: Mask. <Cit POW) oc 6 4-e-se 6 ee Oo AAs bowie es ONS 8 WES eee seeereee eee G54 
Overlapped: FIGLGS. i.si5ce4.c a6: 6 ers. 6465S CEH ROW SWS CS SKS eS SORT see ea oO! 
Overrun Bit. in: TOSW wiiic 655668 68 o6 6a he Rw Ss fag bien bee BSW Ae See eee eee 

EO “Cape 5 65 wei 650 S sida Ws SWC Eee we SWE GRG Ee aS pS S SAW DOERR be! 


PACK TRSEPUCTIOM +65 sic we daa ideo Co eae Sak CEN be Ree bee <a wee eee eee TOLLS 
Packed Decimal Format: i660 66.46 6:00 0a 0S 6 tie 665 6 6 4 e OSCE ROI Ewa Se eee Hees OO 
Pape Fault: ExCeption: sic¢.s 5 se sees base ees ee ae Rw eS Ge enw Oo Fy DOLL 
Page Fault Program Interruption <vsccc ccd ace vieesee ees 0b 000 bees eerwavesccae G72 
Page Fault Reporting Area ie oib.6 6 occas S 066.566 Oe 8 Pe 060 e a OS See 6 eae eS ee OTS 
PASC PTaAmMG oye ei ee 6:00 OS EW Sse a eae WSS SS 8 Tere er Te Cee Te ee ee ee ee ee 4-2 
POCeG. Pane: Taple. 4 ied ae es Biss 5s Cos ORE COWS we ee ee ee oA eae G9 
see also Local Page Frame Table 
PALS “INGGR, -5: 6s wwe Sia esa ea we ww ae Wea wee nd eel Srdjare eR ea 6 en ae eee ene Oar Fe 
PAG LADLE: <a cave G5 os ae Oe ww SS ee 8S DEER ARNIS SG RAD SOON SO Ee ESC ee eee eae AAS 
Page Table Address Fault Exception 2... ... cece cccrcecccvccccccceccveesees I-12 
Page: Translation, EXCGOtion i666 S64 ied iwk sae Wie tee eee ee sade waGidee sek 471 y SAI 
PACES Kove cies en beceeh tte een wneies 6 OOS ee ee bee ee GG mee bees eewes Stee se wena caw, Sk 
PAL (PACK AND ALIGN) Instruction ......ccccccccccccccccccccccccccecccccee J7LLS 
PAR, see Parity for Tape 
PACLEY EGPOL . 6.0.50 s25e:aieaih G0. 006 OSes VS RR Oe OO SSeS SONA SNeNea se, OTs oe 
Parity £6F Printer ssciewbk.s 60 bw ease ce es Caw ew ee es eek Soe’ eves ene ee wees eee JOHG 
DEte 21 CIOSW. a slacsting doe Wao eRe EMSS Sa SRS ROG 64a ENS S Kee es Seesaw Le 6 
EGE CADG ek S56 Ss 65 ek oS EW O00 w Se OWES DASE TDNS SOS OS KOO ER Oe eeSSs. L274 
PC Bit, see IOP NOW READY 
PCW (Program Control Word), Defined 2... cc cece cc ec tcc c cece ceecese 47-1, 5-1, 6-2 
POW Address: Compare: Trap: oi see ie hw Ei eee 6b oO OS WOE SEN EES Hee eee ss. ETS 
PCW Trap FCacure.. 64:i0i5 obs oe iets we Oo sh we aS RSE oa eS SE eS eae Se eer OF 
PE (Phase~Encoded ID Burst) Bit in Tape I0SW ....ce cece cc cccccescccccceeee L275 
Peripheral ProCessOr iiss sas een t ee 6 CS ANNE Sa W 54645 ONSEN See ee eeeeee ee, OFT 
PF Keys, see Program Function Keys 
PFT, PFTL, see Page Frame Table 
Physical. AGAhGSS: 6.66s6-oi5 SS so 6 RWS eS Owe SOS wba ON eae ease @eteuesse: 47) 54712 
Physical Address Modification Trap .....cccscccccccccccccccscvesccccasscess 473 
POINTES: FOF “SOMAONOLE: <6 oe. sic 446-06 Oe ois Sh WO Ww ANAS MASSES SOG Rwie TERS ees (OOLG 
see also Head Pointer, Tail Pointer 
POP -INSECTUCELON: 0:6 4:6s's' eGo: 6 000 646 SW ek Weeine OARS New hae eae veew sense 47 LLS 
POPC. (POP CHARACTERS) InsStructiOn, 66:00 sce 6sseee ore ees oes 9040 0eeeeeseeeee 77119 
POPH (POP HALFWORD) Instruction 2... .ccccccccccccvcccccccsscccccsccseseses F-120 
POPM (POP MULTIPLE) Instruction ......ccccccccccccccccccsscccccsceccesces P7121 
POPN. (POP“ NOTHING): “Instruction 6) éc0:4006 sole se de 0s 6 nares ee ie Geewae teeceews F~L22 
PP, see Peripheral Processor 
Print ‘Control Bytes: cissi0c Si Sew k eee ea is we see Sead Koes sews ei lives exesae LOG. 
Printer sos 6s saws eee ee Tere re rere errr ee eT re Tee ee ee ee ee--- 10-1 to 10-7 
Priority of Interruptions ...... ee ee rere tims tee tewe Gee wane was Ie awa weaewas BOLO 
Privileged Instruction or Operation, Defined ........ ccc ccc cccccccceeccees IG 
Privileged Instruction SYMP). a6. 408.66 ww ow 65 eee s Cad aee eee eae ewes eetsaweae, 71 
Privileged Operation Exceptions .acccseccececcene eevee ewracses ebeceeewceaee O76 


INDEX-10 


This manual is updated by: Addendum 800-1 100PO-04.01 


Program: FUNCELON Keys i.o66e.§ 0:65.56 408545 60a Oe 0 OSS OSE Sea ee eee. ONO 
Program: INtCGrruptlon...saica i466 s4.00 0s 650 66 Meh oS Gs eee ee ee ee hehe ss Sueaesens, OTF 
Program: Interruption: Codes © 6 .s-s:6:5:s:s5-6 6 o:6-6 se Ses 6 eb wae oie see ee wae eee rr re ae ee 
Program Mask Field (in PCW) ...........ceccees a ese caets eee bd aril Dg ce ate aa pe 
Protection “Exceptions: 4 66 s:0 sss ekawliwcw wee sn dds 606Esw een Sas bban cee cewrgeaee O76 
PUSH -ENSCPUCE LON: ise esi be 60-556 Oe Os WSs COS eS SS 4 eis 64s ee eeeews, T7125 
PUSHA (PUSH ADDRESS) Instruction .......ccccccc cc cc ccc cccnccsccccaccseces I7124 
PUSHC (PUSH CHARACTERS) Instruction ...ccccccccceccccccececccccscesscsees I7~1L26 
PUSHM (PUSH MULTIPLE) Instruction <escssees cade eesivcccveseyeovesevaseece 77127 
PUSHN (PUSH NOTHING) Instruction .... ccc ccccccecccccccccccscsssscccsees I7~1L28 


ROGER? POU: -.56 is 60a 5 W675 id aia le ok 0.6 CO aed aw EAS 8 0 SO Oe OES OS ASSO WEN Cae OT Le 
RAM (Random ACCESS: MEMOrY). 664.00.455 6550 aie 6 6 oie 0s es ww eee ee See M4 Soaee LHL 457 
RBAL (BRANCH AND LINK (RELATIVE)) Instruction ...ccscccevccccssecessecsees I7LS 
RBALS (BRANCH AND LINK STACK (RELATIVE)) Instruction ....cccccccsesccscese 718 
RBC (BRANCH ON CONDITION (RELATIVE)) Instruction ....ccccccccccccccscseees I71Y 
RBCT (BRANCH ON COUNT (RELATIVE)) Instruction ...ccccccccccccecccccccceess S724 
RBCX (BRANCH ON CONDITION INDEXED (RELATIVE)) Instruction .......c.eeeee0- 721 
RBXH (BRANCH ON INDEX HIGH (RELATIVE)) Instruction ....cccccccccccccccssess 1729 
RBXLE (BRANCH ON INDEX LOW OR EQUAL (RELATIVE)) Instruction .......see00-. 7727 
RCT, see Reference and Change Table 
RDB Bit Of - TOSW. ssc ich aks se we a ere as i lacaces sash WN es slave auavecaeneR a orretaa -. 8-4.4 
READ: ALTERED: “a oicve aro oes i e's we $0 WO Ree 6s ae eS OWT OOS soe VS OS Se vee EO 
READ DIAG (60. ws see ewe eee wee eats 6k eS sae s46 aS ON SEES RSS Os eee eeE Se OLS 
READ TABS: & 64 ties 4a s Sie ee See wE Ri ae Case eR aaa eh eee owe ee tow ewe see eee eee GTLG 
READ Command. ‘for’ DISK: .cs0s:0. ove seueie ee ee wee ete ee tN6E OS OSES CECE e Coes eoeee LER 
READ: from: WOrKSCACION - 6i:s see ewes wd oak 6 eke O5%s SON Teese eee ee eeweees see beeen Uo LO 
Recordins Density for Tape: 6.6 s¢.2 ws scence ve eG 0 We wah e eG whe ER Seesaw 127d 
Recursion Exception, see SCR Recursion Exception 
Reduced Retry Flag for Tape ............ bane Wk Se WG Riera es eres eee de Sea eae? eo 
Reference and Change Table (RCT) ..... ccc ccc ccc ccc ccc ccc ccccccescescssses 47-12 
Reference Bit in Local Page Frame Table .... cc ccc ccc sewer nccccacsceseccee 4712 
Reflective Strips, see Tape Markers 
Registers 
COREE. 26368 45:4 55 ps. od. oe OR wa ee sale ate Ow Stee eA OE CASES OWE Eee Oe wR ONS. 2° OO 
ETOALINE: POIN’ os edhe EAs 55:6 RE SERS ESAS GE NWS RAEN A RES SE Rees: 27k, O10 
BONCTaL © 14 a gee a abe sds We We Rca kG eee RIS owen OS hehe Saas Aes esastaeses 2a 
Relative Sector: AdGressing s:5 acs g.g:6 Hie 8ocere Ss 0 0% Sis wea bo 5 Se ww we Mois ee eee wees? LLOZ 
RESET (Key on: Workstation: ice és6.daiwecw sos a0 she hGe aise eee ee sen eeeteesaasesa O78 
Residual. ‘Byte: Count: Of “lOSW: x60 5 ove ewe i686 O55 OOS Rb SAE Eee se dN eee we eawess, OTLO 
EOP OPINCEY 75-60 5:ah Ve at AG SS OWS ee ON Oe Rca Sie ieee soe UNE RTE aie eee 2OR2 
RGCEY £OL Disk: ojcs5 06 wie eis 60s | Areca 5 SS Breas Soe © a bse Wie Saw a eld ae eed See www ace oe 
POV LADS. foe ea Gk ssw Wis SO ee ewe a Sas CATE oe ROS Sees See awe wate: eed 
Retry Indicator Bytes for DISK ..sssccasesccoscceevescsseseevesscccceecees LIT5 
RIP? Bit.:OF TOSW 4.0:6:55-3-60 SSN os Ss OS eiee esd 46S WGA OA Re OS OS CS eet arceawee eK OO4 Le 
RLA (LOAD ADDRESS (RELATIVE)) Instruction .....c. cece cccccceccceveccsccsee I-78 
RE BiG: tate eo.e ate o ee Bee WelD ay aw SR ONIN Oe 6 OSEAN OE ONE Ree See waeeee 459 
RPC (RETURN AND POP ON CONDITION) Instruction .......ccccccccccccccceesee 17130 
RPUSHA (PUSH ADDRESS (RELATIVE)) Instruction .......cccccceseecccceccecce S125 
RE TRSCLUCCLON. -ROVMat. 5.45 66 dna Pew 6 wee WES EOS SN Oe WHEE eae SPO 
RRCB (RESET REFERENCE AND CHANGE BITS) Instruction ......cesccccccececcee 7129 
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RS Instruction Format @eseteve@eenveenenvnseeesvreoeteoewveeseeveaaveevesvpeoenepeeeeoeesoeaeeevnetaeceeeaeesee 3-3 
RTC (RETURN ON CONDITION) Instruc tion eeseeewveoencvsee#@eseoeoeseeeveaneeeaeeaspeeseeaesveoeeaenenee @ Ta4 3 1 
RX Instruction Format @eeenteeeeoeenetenoaeeeseeeweeereenswtewmeeeaoeeeaeeenstesneeeeeseevnevnevreeeveaeeseeee 3-3 


SB INStruction. FOrmat. sigue sols Ow Geos oo Saas oe bone 6 05S 6 se No ewe e eer: OTE 
S (SUBTRACT) TUStruct lon: {6.06 45.6 sies wis on see wOCIOE SES we Sew ea eateries eas T—LOL 
SC, see Skew Check Bit in Tape IOSW 

SCAN (SCAN FOR BYTE) Instruction .......ccccceccces bia ee sueewek@ewaas- TH1oe 
DOR Recursion: ExCeptiOn, 6a: w.s6-0 e's's0 @Ae we elo hb ew WO COG ses teas weaea GULL, SH12 
Screen Damage AlLErt wscscvcccccrccececsccsesssresercesccsescsccsccscsesecss IAWZ1 
SCRS:. i. 0 sou besa ee Se Wain aoe WSN RO CGSEE EASES COUR We ew Ris Oo SE Ca eee es a 
SD (SUBTRACT (FLOATING-POINT)) Instruction ....ccccccccccesccccccescssees 17165 
SDR (SUBTRACT REGISTER (FLOATING-POINT)) Instruction ........eceeeeeeeeee 17165 
SE (SUBTRACT NORMALIZED (FLOATING-POINT)) Instruction ..........cecceeeee 7-165 
Sector Addressines for Disk «ose sswsic decd cd soi dine POGOe bee C650 ees eeeewacend: LIK2 
Sector: Overrun Bit. an. Disk IOSW s:s0400s0 sit hws eh Case eee eines ee eseneeseces 21-7 
DECLEOR PLEAMD LES: iie-6 dae ee wie h0 5 05S 0 WW iSO ie Oe we 8 Ol OO ON SOSA OS OSS, LEO 
SEEK: Command. fOr? DESK ® iasca)'< a 6,'5.:o0 0 eitarecwiw w a00e bw 6a ok, Ow Oia ew eds 0 01-4 owe siuiaie aie sees LED 
DORMCNL. 2.0 sa e-05)s Wass oa Pie se be aa a eA DEE COE OS TORRENS EER AE eee ewe 6-7 
Segment Control Register, see SCRs 

peement (Fault: 1646 ssc sews epee ew ias es tot NeG Views OER LA CER Ee ae Cea cee ee rnes: 411 
Seement Fault (Exception: 6:cocce ss ses 64. se 0G aie osc 842 ES Se eae suse eeenas. SH LI 
Se pment. Lid Oe ase sodas Wie Bk So 60s, Wa ww ee COS aba ee beste Ae ates B78 522 
DOLCCEEG=F1Gld Tass ci cwaced eds ene sede Sema vee ee Ku e-Pebs ONES ke MaKe weeses: 9-4 
Semaphore: Mani pul atioly 6 460.64 do-4 vine cndowde bee be ek 46 54k soos Ce wa Seat ewe de OTL6 
SER (SUBTRACT NORMALIZED REGISTER (FLOATING-POINT)) Instruction .....+++- 77165 
SH (SUBTRACT HALFWORD) Instruction .....cccccccccccccccccccccceseccesseces 27163 
SHIFE Key: On WOrKsStation:.6'6%-6 soa $66.65 5e6 06 oS 66 Ra 6 ad eenn Seweese cesta se 978 
Short: Float ine-Poin’. INnStruclhiOns: 6. ose cele we boo Sle Sb ee Beier BG ee ew dee OTL 
BNOEG: DOCTOR. care ein Ce eG eitialere he oo BSS Se aes he ow EON ee eee Reed Oe sceaeeee: 2158 
SI (SEEK Incomplete) Bit in Disk IOSW 1... ccc cece ccc cece cc cccsseccseses LIT 
SI Instruction Format ........ccceccccee psee aoe UNCES SRO Sw tee eae Oe 
Digi (CODES. so :c-2us soe 4.6 Saree aa owl ee OE AS RARE eee Se OR eee eae ese ee ee 
SiLPNI Ei Cance EXCeptlon 6 i6ass 3a hess bee SAine wow. Fe eae bo 4 ee ee eee eaaseeuw DUIS 
Signiticance Program Mask 6 ode bs ee idleaoseeinla WA Sw Serbs eee awe Re eee »- 4-4, 5-13 
Single=Stép Trap: Feature. 04 .665.6 ics 6 06 2 e we ase w ob ewe Cae ee ee ceewnee 4735: 5-10, 61 
SIO: (START (1/0) INStruGbion® iscsi ode sewaw- eke edn esbee ean see wns ee 171485. 8-46.83 
skew. Check: Bit-in Tape TOSW: o6eisesc desist ew 6b G6 6660S Eee eR See ww L2TO 
SL (SUBTRACT LOGICAL) Instruction ...ccccccccccccccscccccccccccccsscccece S7163 
SLA (SHIFT LEFT SINGLE) Instruction .......cccccccccccccccccccecccsecsces P7142 
SLDA (SHIFT LEFT DOUBLE) Instruction ...ccccsccccssenccccccccsscesesesnss 7L39 
SLDL (SHIFT LEFT DOUBLE LOGICAL) ImStruction ....cccccccceccccccccccceess 7141 
SLL (SHIFT LEFT SINGLE LOGICAL) Instruction .....ccccccccccecccccseceeese 7143 
SLR (SUBTRACT LOGICAL REGISTER) ImStruction .....cccccccceccccccccscsseee 7164 
SO, see Sector Overrun 

Soft Error, see Error 

SP (SUBTRACT DECIMAL) InmStruction ...cccccccsccccccccccsccccsesceccsssesee J7162 
SPACine VOM sPEINCEL: os6.b 5 66 oe Se oO Fue tA Se Ge Se eee Mee eee eee LOFA 
Speci fication: EXCepelOm: -c4:6 sod owiehe vo S04 6 Ue) OMENS Salen Oe Ss pases, COL Ze g Dae 
SPFT (SCAN PAGE FRAME TABLE) Instruction ........cccccccceccccccessscsese 27180 
SPM (SET PROGRAM MASK) Instruction .....cccccccccncccccccesesscesssseeses 7136 
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SQ (SUBTRACT DECIMAL (FLOATING-POINT)) Imstruction ...csccccccceseseese 7162.1 
SQB (Status Qualifier Byte) ..cccccccccsccccccvccececccscccceeus baa eee -8-4.1 
SQR . (SUBTRACT DECIMAL REGISTER (FLOATING-POINT) ) Tastcuctioa eee ewes 77162.1 
SR (SUBTRACT REGISTER) Instruction ...... cece ccc r ccc c cece cecccscccesseee J~161 
SRA (SHIFT RIGHT SINGLE) Instruction ....... biGweeeaeeaw caves ieseneteeeew =146 
SRDA (SHIFT RIGHT DOUBLE) Instruction ...........- Fe SU ure eine Ne ee 7-144 
SRDL (SHIFT RIGHT DOUBLE LOGICAL) Instruction .....c.ccccccccccccces weeee 77145 
SRL (SHIFT RIGHT SINGLE LOGICAL) Instruction 2... ccc cece cc cccccccccssace M7147 
SRP (SHIFT AND ROUND DECIMAL) Instruction .......c ccc ccc cece cee cccteseee IA137 
SS INStruction: FOCMat ss és ssi si.6 os. en S SOR 6 S.6-6 bia Sd kaart ose sae Se eee a ee ieee. O74 
Sor (IASEMICCION: FORrmae 622 es de cre ss es Sree eo ee ee 3 Bee ee cae Gas ~~» 374 


ST (Timeout on Sector) Bit in Disk IOSW 2... cc cmc ccc ccc ccc cnc cccccsceseces 11-8 
Stack Far Urey occas orci oa wd se Winter 8 ae © Sid wi Wa were ee eee SW ee Se Kb oN EOe Ss COLES 3-16 
Stack: Limit. WOE: ou 6 64.5 kis bee Sasa S Or rr en ee ee ee ee ee a 
GOEINCO oy asics hs 6 ie 6 SNEWS 666A FNS 50 Soe ewe ORS ee ee ore re ee ee eee wae | 
Stack Overflow Exception .......ccccccesees 4, o's Bees Coe eneccccsccccscsenes I~LS 
Stack Pointer,: Defined: isis sss 6 64.060 6 Ka SH REE ele N60 SNS AWE SEN Ge OT LO 
DEACK: VOC COR s26:c60s- aN Saw sin ae kak CONSE AS DERM USN ORS GA Spa eNNa eee es Oh LOs Do Le 
Status: Bits. GE: TOSW 06556 204.4500 09% eure Ste ace be PP re ee er ee ee eee . 8-10 
Status: Field “in PCW sa oe05 esas bes 6 86's SARWAN Sea eR iba SAE eens 4S 
STC (STORE CHARACTER) Instruction 2... .cccccc ccc ccccccccccccccsccesscvess MAIS51 
STCM (STORE CHARACTERS UNDER MASK) Instruction ....cccccccccescesessceees I7152 
STCPID (STORE CP TYPE AND MICROCODE VERSION) Instruction ........ceeee8e22 77154 
STCTL (STORE CONTROL) Instruction ........c ec ccc crc cece cece cc ccvcecens sw T-153 
STD (STORE (FLOATING-POINT)) Instruction .....cccccccccccscccccccscsscvees P7157 
STDD (STORE DIAGNOSTIC DATA) Instruction ..... ee rer eee er eer 77-155 
STE (STORE (FLOATING-POINT)) Instruction ....ccccccccsccccccccccccscssses P7157 
STH (STORE HALFWORD) Instruction 2... cc ccsccccccccccccccceccccsseccesses I7158 
SIM: (STORE MULTIPLE). Instruction: sei oid sec 06a ee 6.06 be ss ce senses sacesesee T7159 
STNSM (SAVE THEN 'AND' SYSTEM MASK) Instruction ...ccccccccccceecesesseces S7132 
STOSM (SAVE THEN 'OR' SYSTEM MASK) Instruction ....c.ccccsccccccccccsesees 17133 
STSCTL (STORE SEGMENT CONTROL REGISTER) Instruction ....ccescceesecsees 27159.1 
STSREG (STORE SPECIAL REGISTER) Instruction ....... ccc ccc ccccccescccscees 17160 
pupervisor: Calt <InCGrrupti on: «4.0.6 6ees bse o wes 64.069 R6wseeeinseeee seus OT LZ S-13 
Supervisor Call Range Exception .........ccccceseccees rer er re ee - 5-8 
Supervisor Calls ...cccescccees ee TE CE ET CEE TET EEC Oe ee ee ees 
Supervisor State ......eceee. ee Ter re ee eee a ee te Saleias be aeee aeee 5-13 
SVC. (SUPERVISOR: CALL) Inst vliction: s.6.64.0.5i4-600 6866 se wew se code swede eease sees 7-167 
SVCX (SUPERVISOR CALL EXIT) Instruction .....cccccccccccssccccccscceccces 17168 
System Stack Limit Word, see Stack Limit Word 
System Stack Vector, see Stack Vector 


Tabs eeeacouewoeosvseosvseovuseeevnvuevneeevneeee ees eeeeeseeanevneaeseseeoeeaeeeeeeneseeeoeeeoeaeveoeeee aoe ee 9-5 


Paid, POMS: 6s 6's kre Ni Wied bo oe ne EERE WS 6 EOS CERT Ae eee eens acess OO Lo 
Tape ChHAractGrisSt ics: sedcie weiss ocd Wee wate ee Se ete ee Medes eeeeeewaae Let. LOcL2=i4 
Tape Mark ......e.se. ee eae ere Cee Te Tee ee ee eT eee eT ee eee ee cale ee. Lee 
Tape Mark Indicator Bit in IOGW ....cciccecscssevcveccsccescvesnsenss L274, 12-6 
Tape: Makers 6 ses si0ies W500 6:6 656 dees Se Seale a OM 656d DUES Oe Ros ae ORES eee ee 
Termination, by HALT 1/0 ....c wcrc cccnccccnccccens bd a wee eae eee ates ese 8-8 

due to equipment Malfunction: so ssc os cise dh 6 ctw ed 46 wes caeeaivesccecces 8-68 

OF data. Cransler 6 64 6-iai ps 6006050 6A WEARERS WSO iCi6e eR ees Sew e eee OSF 
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TimeOut: FALLUCe.. 626s soos ON ss 56S Wie ho WGe OO NEE ENR EDE SEES Dee weer es O-Le 
Timer, see Clock 

T (TEST UNDER MASK) Instruction ..ccccccccccccccnvcccccsencercescescvece 169 
T™ Indicator Bit, see Tape Mark Indicator 

TR \CTRANSLATE) INGtruction:.6 ssc scwes ieee boob. sa Gye OS eee ein esee ee saa earenas, F7A70 
Track Numbers On Tape ..cccccccscescccccccsscccccescsescccvscsesevssesesee L2-] 
T-RAM (Translation RAM) ..........- er re ee Rites Le Ge atid teeters 2. 4-10 
Translation, see Address Translation 

LEADS ick s4/o beers ea We SOS OWE ea we Kae Walk Swe er hws COWES wehEC es beeauew (252 — <9-O 
TRI (TRANSLATE AND TEST) Instruction .....cceccccccccccceccccsesvesseeses J-171 
TRY Bit: in- Tape: TOSW. 'seds 6p be aide W046 o SS See ee w Oe Se a eae ee ees- L259 
Two's-Complement Notation. ss s4.66.0 iis ois 06.2 ewe e nwa eee ewes Dawe Mees Nee ese ea OO 


U (Unsolicited Interruption) Bit im IOSW ..... ccc cee cece cence nc ccerccccee 8-10 
UNOGEELOW 5 a os etewikw eo. 6a F Sreee EONS ESSE FSO MASE EAS Oe SORES AS GEN AMES Oke 
UNPAL (UNPACK TO EXTERNAL DECIMAL FORMAT) Instruction ......ccccccecseses P7175 
UNPK: “CUNPACK): -INSETUCELON iso ee hid de wiew eWGie wes Saeed see DOS Devanesecee TOLTS 
UNPU (CUNPACK UNSIGNED) Instruction ...cccccccccccccccccsesccsccscsscencses Iu7LIG 
User Stack Vector, see Stack Vector 


Validity ‘Check for: Tape: bocce icneh ead na ckiw deen se aeiae ieee ee eesees ceed 1253 
Verily son: Disk WRITE = sisson kd estes sede sod s4S awa eis ee eae neew seaewewe LoD 
Vertical Redundancy Check for Tape .........cceccccnccccccccccerescccesese L279 
Virtual ‘Address 54 iwsuw ea ocd sews Nhe Se dees ee Chew eee eed tae ewe eee e ee S77 
Virtual Address Modification Trap) i45 460es ae ew ese seu ed bene sound esnedesce se O78 
Virtual Destination: Trap Address: ic shee s soe ode 6S ew Sa seuss os pas eee sees eee: 578 
Virtual: Memory = ss 664 bd Hed ci ee wae wh EER SASSO RSS cade oe eae ee eases eek: GF 

1 


VP Bit #eeseteeeeseeeseoeeseeoeeteteseveaoeeteaveeeeseeeaeeeeeaeseeceeoeevowveesvesc eee ese eseewneaneseavane 8 @ 4-1 


VRC, see Vertical Redundancy Check for Tape 


Wait: State Gin POW. wag coins 6 S50 ee es hes whee Ghee EES ew ae eee 4! 
WCC, see Write Control Character 
WD, see Wrong Density 
Words “DELIV "2:35.46 Sh ee See ee tee Be et SSA SSS 64S eee ee ee CoS oar et 
WOPKStACLOW b.isa.s eee doe beh Skew aee ewes aR Rae RRS a8 MR Rl OT EO 21 
WP (Write Protect) Bit ........cceeeeee VeRuaas ioe ante ee eerie Maes eeoee 479, 11-7 
WRITE Commands: for Workstation: 06 05-6565 6.066906 S654 o ios 04064 2 Genes wee FATT 
FOr Gisk wecceseecsx bee aleed eee ors OS Aide ee ws eens w Base Er are ae Prats OF Ke 
for printer ..... oe eee Perr Sane c. Srsertel a 60d Wr trae cave cee elaes: witere ere ee Sau see LOT? 
POP CAPS rs: Grd 6 bse AOR MSW See Waiae HUES OS ENS Oh eee SOS Ses OT eee e eR Swes. AO 
Write Control Character for Workstation .....ccccccccccccccces re penis S=L2 
Write Protect Bit in Tape IOSW ...cccscccccncccccccncccsccccccccecesvcvess L1L-/ 
WRITE: SELECTED. 5:0 5s. civ w 6. Sa owe 6 eae Sis Oho Secale SS 'e wed wie ee wales Vielen SOR ECO EEE ewe BOLT 
WHE TIG SEARS® i642 ersteratanda w tae asm tear dew esta eR wee ole ae oe Gee Ae alas Ae Ae Oe Se eee Le 
WEL te-Endble Ring oc 6 vw etwas, cc a bes bs oe oe 8s We Weenies VEN ESSE eee eee eee L2-2 
Wrong Density Bit in Tape IOSW ............. eee aie inh as Sao ee ee eee ee 12-6 
x; CEXCLUSIVE-OR) ANSELUCELON. 406 w ics dneiekc ew ash shoe eee bee sewewexectes £763 
XC (EXCLUSIVE OR CHARACTERS) Instruction ...ccccccscnccceseccsesevcessesese 1763 
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TO:. VS System Users 
FROM: Corporate Publications Department 
SUBJ: Addendum to the VS Principles of Operation Manual (800~-1100P0-04.01) 


DATE: September 1982 


This addendum chiefly describes VS architecture for systems based on the 
VS25 and VS100 CPs. Changes have been made to physical and virtual address 
format, page tables and address translation, the I/0 subsystem, and low memory 
and register assignments. Diagrams of system architecture are included. The 
addendum also describes the decimal floating-point instructions, and makes 
some minor corrections to other sections of the manual. 


To update your manual, replace existing pages with like-numbered new 
pages and appropriate point pages; pages DH-l through DH-3 come just before 
the index. 


Thank you, 


Corporate Publications Department 


Printed in U.S.A. 
800-1100P0-04.01 
9-82- 5M 


WANG Customer Comment Form _title_VSPRINCIPLES OF OPERATION _ 


Publications Number _800-1100P0-04.01 
Help Us Help You... 


We’ve worked hard to make this document useful, readable, and technically accurate. Did we succeed? Only you can tell us! 
Your comments and suggestions will help us improve our technical communications. Please take a few minutes to let us 
know how you feel. 


How did you receive this publication? How did you use this Publication? 
[1 Support or Ol Don’t know 0 Introduction O Aid to advanced 

Sales Rep to the subject knowledge 
(1 Wang Supplies O Other O Classroom text O Guide to operating 

Division Se (student) instructions 
O From another Se pe ee 1 Classroom text O Asareference 

user (teacher) manual 
O_ Enclosed OO Self-study O Other 

with equipment a area ee eC text 
Please rate the quality of this publication in each of the following areas. weny 

EXCELLENT GOOD FAIR POOR POOR 

Technical Accuracy — Does the system work the way the manual saysitdoes? O QO O O O 
Readability — Is the manual easy to read and understand? O O QO 0 O 
Clarity — Are the instructions easy to follow? O a O O O 
Examples — Were they helpful, realistic? Were there enough of them? O QO O 0 O 
Organization — Was it logical? Was it easy to find what you needed to know? O O O Oo 0 
Iustrations — Were they clear and useful? O O 0 O | 
Physical Attractiveness — What did you think of the printing, binding, etc? O O O O oO 


Were there any terms or concepts that were not defined properly? O Y ON Ifso, what were they? 


After reading this document do you feel that you will be able to operate the equipment/software?0 Yes 0 No 
C1 Yes, with practice 


What errors or faults did you find in the manual? (Please include page numbers) 


Do you have any other comments or suggestions ? 


Name Street 

OG 22 ooo Sn ee ee ee «(Gy 

Dept/Mail Stop. State/Country 

Company __——esSSSSSS—eeEFeSSSSSSSSSSS Zip Code__  _¥-____ Telephone 


Thank you for your help. 


Ail comments and suggestions become the property of Wang Laboratories, Inc. Printed in U.S.A. 14-3140 3-82-5C 
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